13 SANDY BEACH
PROPOSED

Proposed rear door

Joinery to hallway,
bench & cloaks

NOTE: The whole
development, including
foundations, cladding and
guttering is to sit wholly
within the red lined
application site.

Proposed front door

Porch canopy above

Main dround floor internal
layout] as existing

No. 14

NOTE: The whole
development, including
foundations, cladding and
guttering is to sit wholly
within the red lined
application site.
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GROUND FLOOR PLAN

1:100

Opaque fixed pane

NOTE: The whole
development, including
foundations, cladding and
guttering is to sit wholly
within the red lined
application site.

Rooflight above

First floor set back
to avoid impact on
neighbouring corner window

Slot window 1.7m

Lounge

cill height from FFL
Opaque glazing
Small window side
hung with restrictor

Rooflight above

Side & rear walls stepped
in by 0.5m

Front wall stepped
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SECOND FLOOR PLAN
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Frameless glass balustrade

in by 2m

Wall cheeks continue

to prevent overlooking

Obscure glazed screens to
prevent overlooking. Front

edge to be min. 1.7m above
FFL.

Overhang roof line

Flue in a matt finish, Dark
gray to match windows

Zinc capping

to recessed balcony

First floor set back
to avoid impact on
neighbouring corner window

Zinc overhang to

No. 12

Lighter colour vertical
cladding to recess

Obscure glazed screens to

to avoid impact on
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FIRST FLOOR PLAN
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NOTE: The whole
development, including
foundations, cladding and
guttering is to sit wholly
within the red lined
application site.
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Overhang to balcony

Overhang to —mM8M8M8M8M8 ™ —

ground floor porch

ROOF PLAN
1:100

prevent overlooking. Front
edge to be min. 1.7m above

3
|
|
|
|
b

FFL.

—f—— Verticpl cladding

Frameless glass balustrade
internally to window reveal

ground floor

/

Glazing to be replaced

Juliet |balcony-Glazed sliding door
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Slot window 1.7m
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Proposed rear door
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REAR ELEVATION

[North] 1:100

Outline of no. 14
beyond

Outline of existing
garage

Kitchen as existing with
extension of counterspace
to the left of cooker

Joinery to dining area

Rooflight to lounge

Flat roof
(1:40 fall from center)

Recessed balcony

Obscure glazed screens to
prevent overlooking. Front
edge to be min. 1.7m above
FFL.

Obscure glazed screens to
prevent overlooking. Front
edge to be min. 1.7m abo\

FFL.
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Proposed flat roof

Opaque fixed pane
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Joinery to hallway
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NOTES:

Dimensions to be checked on site before commencing work.
Any discrepancies shall be reported to the architect
immediately.

Do not scale from these drawings except for planning
purposes.

Use figured dimensions only.

Where applicable this drawing is to be read in conjunction
with other consultants’ drawings.

All drawings to be read in conjunction with specification and
all other drawings including structural engineer and
mechanical and electrical drawings / specification

Rooflight to hallway

Roof overhang

Obscure glazed screens to
prevent overlooking. Front edge
to be min. 1.7m above FFL.

Frameless glass balustrade

Virtical timber cladding

Overhang

Grey render

Meterbox (under bench)
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