
SITE TO BE PREPARED BY DEMOLISHING EXISTING STRUCTURES, CLEARING RUBBISH, UNDERGROWTH,
GRUBBING UP OLD TREE ROOTS AND STRIPPING VEGETABLE SOIL TO THE DEPTHS INDICATED IN THE
CONSULTANT'S SITE INVESTIGATION REPORT AND TO THE SATISFACTION OF THE LOCAL AUTHORITY.

50mm CONCRETE BLINDING

GROUND FLOOR CONSTRUCTION U-VALUE 0.12 W/m²K:

75mm SAND/CEMENT OR PROPRIETARY SCREED
ON MIN 500g POLYTHENE VAPOUR CONTROL LAYER
ON 150mm RIGID INSULATION TO MEET PART L REQUIREMENTS
ON 1200g DPM LAID OVER FLOOR RAFT SYSTEM TO SPECIALIST'S DETAIL

ENTIRE FOUNDATION SYSTEM TO SPECIALIST SUB-CONTRACT DESIGN AND CONSTRUCTION

MAIN BUILDING: FFL=+6.650

RAISED, STEPPED CAVITY TRAY IN WALL ADJACENT
DOOR JAMB, WITH WEEP VENTS AT MAX 750
CENTRES

DPC MIN 150mm ABOVE GROUND LEVEL
TO BE
STEPPED AND LAPPED/ BONDED WITH
DPC BELOW
DOOR SILL.

WIDTH OF INSULATION DEPENDANT UPON
CHOSEN DOOR MFR CILL/PROFILE

HIGH PERFORMANCE  UPVC FRENCH DOOR
ENTRANCE DOOR AND FACTORY FRAME
FITTED WITH APPROVED TYPE DOUBLE
GLAZING TO ACHIEVE REQUIRED U-VALUE.

DPC BELOW DOOR SILL AND CONTINUED
UP BEHIND SILL.

1200 GAUGE POLYTHENE DAMP PROOF
MEMBRANE LAID OVER FLOOR SLAB &
RETURNED UP INSIDE FACE OF
INTERNAL BLOCKWORK AND RETURNED
INTO WALL UNDER FIRST BLOCK
COURSE AT FFL

INTERNALEXTERNAL

FFL: REFER TO 1:50 SECTIONS

J-STRIP TAPE

E-STRIP PERIMETER EDGING

UPPER FLOOR CONSTRUCTION
TO ROBUST DETAIL LTD EFC-5
TO ACHIEVE 45dB MIN IN ACCORDANCE WITH AD PART E:

MIN. 65mmm CEMENT:SAND NOMINAL 80kg/m² MASS PER UNIT AREA ON
YELOfon HD10+ WITH E-STRIP PERIMETER EDGING AND
J-STRIP TAPE FOR JOINTING - ALL TO MFRs INSTALLATION INSTRUCTION.

200mm DEEP CONCRETE FLOOR PLANK TO SPECIALIST'S DETAIL AND SE
APPROVAL. MIN DENSITY 300kg/m²

150mm CEILING SERVICE VOID UNDER, FORMED USING
GYPROC GYPFRAME CASOLINE MF CONCEALED METAL GRID
SUSPENDED CEILING SYSTEM OR SIMILAR

FINISHED IN 1 LAYER OF 12.5mm GYPROC SOUNDBLOCK

ROCKWOOL TCB & PWCB 60MIN CAVITY
BARRIER TO BE COMPRESSION FITTED WITH
THE CAVITY TO MFRs RECOMMENDATIONS
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KINGSPAN KOOLTHERM OR SIMILAR
1hr F.R, INSULATED, CAVITY CLOSER
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EXTENDED WINDOW SILL BY MFR
PROVIDING SUFFICIENT DRIP OVER EDGE OF
BRICKWORK WALL

375

372,5

WALL PLATE: +14.795

EAVES
PLANNING DATUM:
+15.138

INTERNAL

EXTERNAL

INTERLOCKING, VERTICAL ZINC
CLADDING WITH FORMED,
PROTRUDING DETAILING BY
SPECIALIST ON 18MM wbp PLY
SUBSTRATE. FINAL DETAILING, FIXING
METHOD AND SETTING OUT TO BE
DEVELOPED WITH SUB-CONTRACTOR.
50mm (tbc) VENTILATED CAVITY
FORMED BY 50MM VERTICAL TIMBER
BATTENS FIXED TO
EXTERNAL WALL CONSTRUCTION

T/O BRICK:
+14.525

432,5

RHEINZINK STANDING SEAM METAL ROOF INSTALLED BY SPECIALIST
SUB-CONTRACTOR TO APPROVED DETAILS

DECKING FORMED OF:
18mm wbp PLY WITH APPROVED TYPE VENTILATION/ INSULATION MEMBRANE BELOW
ZINC

50x38mm TIMBER BATTENS FORMING VENTILATION ZONE, MIN. REQUIREMENT TBC BY
MFR

ROOF TRUSS/ RAFTERS TO SPECIALIST SUB-CONTRACTOR'S DETAIL SUPPORTED FROM
MASONRY USING APPROPRIATE JOIST HANGERS WHERE REQUIRED AND SEATED ON
TREATED TIMBER WALLPLATES

TRUSS VOID FULLY FILLED WITH MINERAL WOOL INSULATION, MAINTAINING MIN.
50mm VENTILATION VOID ABOVE
50/ 200mm RIGID INSULATION BELOW RAFTERS

VAPOUR CONTROL LAYER

CEILING SERVICE VOID UNDER (dimension varies), FORMED USING
GYPROC GYPFRAME CASOLINE MF CONCEALED METAL GRID
SUSPENDED CEILING SYSTEM OR SIMILAR

FINISHED IN 1 LAYER OF 15mm GYPROC SOUNDBLOCK
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ROCKWOOL TCB & PWCB 60MIN CAVITY
BARRIER TO BE COMPRESSION FITTED WITH
THE CAVITY TO MFRs RECOMMENDATIONS

200mm PROPRIETARY FRAME CRAMP INTO
PERP END MORTAR JOINTS. SCREWED TO
NOGGINS BETWEEN ENDS OF TRUSSED
RAFTERS AS REQUIRED.

SIZE OF GUTTER INDICATIVE
ONLY. TO BE CONFIRMED
FOLLOWING CO-ORDINATION
WITH ZINC MFR DETAIL

PROPRIETARY CAVITY TRAY
WITH WEEP HOLE AND
PERPEND STOP ENDS
INSTALLED TO MDF's
RECOMMENDATIONS

C02

BAFFLES TO MAINTAIN MIN 50mm
VENTILATION SPACE OVER INSULATION

C03

C03

C06

C04

C04

ADDITIONAL BOARD TO WINDOW REVEAL
TO ENHANCE ACOUSTIC PERFORMANCE. IN
LINE WITH RECOMMENDATION BY
ACOUSTIC CONSULTANT.

C05

C06

FCL: REFER TO 1:50 SECTIONS
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P01 Preliminary issue MW 01/07/22   HD 01/07/22

Notes

prior to commencement of the works.

1.  This drawing is the copyright of MH Architects Ltd

3.   All dimensions must be checked on site by the contractor  

2.   Do not scale this drawing except for Local Authority

Client

Job title

Drawing title

Scale at A1Drawn CheckedDate Date

planning purposes 

Ground Floor   Bicentennial Building
Southern Gate   Chichester
West Sussex   PO19 8EZ

t. 01243 774748
e. admin@mharchitects.co.uk
www.mharchitects.co.uk

Limited Company
Registered in England No.1994233

Purpose of Issue

Rev.

A - Approved

B - Approved with comments

C - Do not use

Revision Note/Purpose of Issue Drw By Date Chk By Date

Rev.Pro.Job No. Org. Zone Level Type Role No.

Hamlet Homes

Sheltered Housing Development
Elm Grove, Hayling Island

Hampshire

Typical
Sectional Window

Details
MW July 22 HD July 22 1:5

19-030 EGV MHA ZZ ZZ DR A 0311 C06

CONSTRUCTION

X

X

X

C01 Construction issue MW 20/09/22   HD 20/09/22

NOTES:
1. VENTILATION DETAILS TO ZINC

CLADDING INDICATIVE ONLY. FINAL
PROPOSALS TO MFR DETAILS/
RECOMMENDATIONS.

2. REQUIREMENT FOR EXPANDABLE,
VENTILATED FIRE STOPS TO ZINC
CLADDING TO BE CONFIRMED BY
MFR/ FIRE ENGINEER.

C02 Construction issue MW 06/10/22   HD 06/10/22
C03 Construction issue MW 14/10/22   HD 14/10/22
C04 Construction issue MW 20/03/23   HD 20/03/23
C05 Construction issue MW 29/03/23   MW 29/03/23
C06 DRAFT Construction issue MW 11/05/23   MW 11/05/23
C06 Construction issue MW 13/06/23   HD 13/06/23
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