1. Proposed Elevations Scale 1 - 100 @A3
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on 12.5mm Chroma clad
cementatious board over 140 x 47mm C16 studs
and insulation to walls.
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Three ply felt roofing system, ICOPOL, asbestos basesd underlay, on 28mm exterior
grade ply, over firrings to falls, over 150 x 50 C24 ceiling joists @ 400mm centres, in accordance
with St. Engrs drawings and details, underdrawn using 12.5mm foil backed plasterboard, under VCL,
lapped over 100m to walls.
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Paiftrim or equal low pitch roof decking
coer flashing lapped
ove Swish BP fascia system.

15mm foil backed PB or equal, over Monaflex breather membrane
spiked to 140 x 47mm Ca6 studs @ 400mm centres, provide 2omm
air gap to 120mm Celotex XR4000 pir insulation packed between
studs, provide 2 No head and soul plates, on Hyload or equal
Horizontal DPC's with min 200mm laps in either direction, on 250mm
Celcon 7kn trench blocks forming kerbs.
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200mm A42 mesh reinforced concrete slab float finsh, with 3smm PIR
insulation to perimeter, on Visqueen or equal membrane, over 100mm
Celotex GA4000 PIR insulation over 1200 gauge DPM (0.3MU) on 250mm
Concrete raft base to Structural Engineers drawings and details.
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Notes rev | description date |by Project : Proposed Garden outbuilding to :

A | Prelimanary for comments 6.06.23 |LR 33 POOk Lane HaVant

B | Planning application 19.06.23| LIR . ’ ’

C | Height reduced, footprint reduced 08.08.23| LIR HampShlre' Pog 2TH

D | Extg Fence line height shown 11.08.23| LIR . .

E | Footprit reduced & revised 03.10.23| LIR C.“ent' Mr & MrS MCDermOtt .
Title :  Proposed plan & Elevations
Drawing : Y9025_A1303 / Rev E

Foundation and below dpc brickwork as
per engineers specifications

Planning

Architectural Planning Ltd.

Building Surveyors, Designers & Project managers.
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1a Nutbourne Road, Sandy Point, Hayling Island, Hants . PO11 9RT .

Telephone : 02392 463994, mobile : 07795 633100
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