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Background

There have been a series of court cases in recent years relating to how new plans or projects interact with the Habitats
Regulations process where there are existing high levels of nutrients. These decisions have led Natural
England to review its advice on water qualiy effects on Habitats sites.

The additional nutrient load from the increase in wastewater and/or the change in the land use of the development land
created by a new residential development can create an impact pathway for potential negative effects on Habitats sites
that are already suffering from problems related to nutrient loading. This impact pathway is shown diagrammatically in
Figure 1.
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Habitats Regulations Assessments (HRAS) of new residential developments need to consider whether nutrient loading
will result in ‘Likely Significant Effects’ (LSE) on a Habitats site. If an HRA finds LSE due to nutrient loading, the
Appropriate Assessment will need to consider whether this nutrient load needs to be mitigated in order to remove adverse
effects on the Habitats site.

The first step in an HRA involving nutrient neutrality is understanding both whether a residential development will need
mitigation to achieve nutrient neutrality and, if so, the amount of nutrients that require mitigating on an annual basis. In
order to understand the amount of nutrients a new residential development will create, a nutrient budget for the
development is required.

This tool provides a step-by-step approach to calculating the nutrient budget for a new residential development. Before a
nutrient budget can be completed using the methodology, certain site-specific details for the Habitats Site in question
need to be determined. The required details for each stage of the nutrient budget methodology are shown in the

i i tab, with an i guid: d 1t that informs users of this calculator how to generate certain
inputs to the calculator.




Solent Marine European Sites

The Solent Marine Habitats sites comprise a range of Special Areas of Conservation, Special Protection Areas and
Ramsar sites with water pollution and eutrophication considered a threat fo its condifion.

The Solent is a complex site encompassing a major estuarine system on the south coast of England. The Solent and
its inlets are unique in Britain and Europe for their hydrographic regime with double tides, as well as for the complexity
of the marine and estuarine habitats present within the area.

The river's vegetation is exceptionally species rich, with many of the typical chalk stream plants present in abundance,
including species such as river water-crowfoot and stream water-crowfoot.

‘The rich intertidal mudfiats, saltmarsh, shingle beaches and adjacent coastal habitats, including grazing marsh,
reedbeds and damp woodland, support nationally and internationally important numbers of migratory and over-
wintering waders and waterfowl such as ringed plover and sandwich terns, as well as important breeding gull and tem
populations.

Increased levels of nitrogen and phosphorous entering aquatic environments via surface water and groundwater can
severely threaten these sensitive habitats and species within the sites. The elevated levels of nutrients can cause
eutrophication, leading to algal blooms which disrupt normal ecosystem function and cause major changes in the
‘aquatic community. These algal blooms can result in reduced levels of oxygen within the water, which in turn can lead
10 the death of many aquatic organisms including invertebrates and fish

The species and habitats within the Solent Marine sites that result n their designations are referred to a ‘qualifying
features.” Not all of these qualifying features will be sensitive to changes in nutrients within the site. When completing
an HRA involving nutrient neutralit, the Competent Authority (normally Local Planning Authority for developments)
must identify and screen out qualifying features that are not sensitive to nulrients via a Habitats Regulations
Assessment. Developers will be asked to submit information to support this process.

More detailed information on the qualifying features of the SPA and details of water quality data highlighting the
current nutrient problems in the site are available in the Natural England Solent and Southampton Water SPA
evidence summary
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‘The nutrient budget for a site s calculated in four stages, with each stage implemented in the following worksheets

@)/*) @)@

Stage 1 Stage 2 Stage 3 Stage 4

! ! Nutrient budget

from additional from currentland ~from future land calculation
wastewater use use

1. General tips:

Kev:
Values to be entered bv the user
Fixed or calculated values
Lookup tables

When a cell is selected, instructions are shown on how to fil out the cell

Development Proposal
(dwelings/units):

Please enter the total
Wastewater treatment works: number of duwellings/units
thatwil be within t

the
project completion date.
Wastewater treatment works P

stey
permit (mg TP/itre):

Itis advisable to retain a blank copy of this workbook and "Save as” a new copy each time you calculate a budget, in
case of any mistakes in data inputs or to ease calculation of new nutrient budgets .

Note:

‘The values already included in this tool have been chosen based on research to determine suitable mpms tothe

nutrient budget that meet the HRA tests of beyond g this is

80-125 yeurs) s Incccordanos wit e precatonary i, ¥ eding any values i this 00, you must make sure
I d that the new inputs are selected in accordance with the

precauuonary prmclp\e
2. Stage specific instructions:

24 Stage 1:

calculate the new nutrient load associated with the ad

ional wastewater:

I tis secon th user il ned to erter

‘The date of first occupancy. T TW) may

2025 which will change the it concemation permi Vauos. Thi wll be Srown hrough o values fo 6 permits

and nutrents load from before and after the upgra

‘The average occupancy rate of the development wil i o 1 b ataed, The defau setting is the national occupancy

rate of 2.4 people per dwelinglunit. Only change this value if there is sufficient evidence that the development will be.

different to the national average.

‘The number of dwellingsunits that will be in the development at the time of completion.

Whether of the proposed deductibl or not.

The ecsiing WuTW P to. ffitis the st wildrin o, loase g
m your . Kitis not

Wt s sepnc {ank or package treaiment lant s being used, please selec s option. Pease be avers htif

the total itrogen (TN) final effiuent concentrations (in g are specified by the manufacturer, piease select Septic

Tank user defined" or ‘Package Treatment Plant user defined and enter the manufacturer specified value in the cell

where prompted.

22 tage 2-calulate the annual nutrent load from xisting (re development)land use onthe developmnt

Inth formation about will need to be entered as well as the type(s)
and areal(s)of landcover on the development site. Only landcovers for the land that s being altered by the
development should be entered.

The drop down st ofandcovertpes coiains soven agriculura ladcove ypes and digh iferet ron-agriculura
landcover types that may be present in Please find are within the
ovetopment before compleing s 1ol I here 1 alancioover within the development area ha s ot he s please
select the most similar landcover tyf

‘The instructions at the bottom of this page detail how to find the environmental information for the site if it is unknown.

2.3 Stage 3 - calculate the annual nutrient load from new land use on

Inthis section the user will need to select the tvoe(s) and areafs) of the landcover present on the new vste

‘The drop down list of landcover types that o
site. Please find out es will be within s oo 1 here .8
Taricover within e develapment e trat s ot nth st please eelectine most smiar ancoover ype.
i breaks down what is included in each landcover tvoe.
4Stage 4 \ge in nutri 7 site and the final annual nutrient budget for

the development site:
‘This final stage automatically calculates the results from Stage 1- 3 using the ecuaton below.
re how much vear
ihere avo tw valuss due 1o hanging pormis, he calouaor wil shww the total amount of nutrient mifigation that is
needed before and after the changing permit date.

@@ +@)x12-@
Stage 1 Stage 2 Stage 3 Stage 4

Precautionary buffer (20%)

3. Site specific data collection instructions:

3.1 Instructions for finding the Operational Catchment that the development is situated wif
2 Goto th htix/lenvironment data gov.ullcatchment:planning/

b) Search the location by place name, postcode etc. This will give a high-level view of the area. Use the zoom feature
tofind the exact location of the development.

) Click on the light blue area on the map in which the development is located. This will bring the user to the
Operational Catchment page

) Make note of the name of the Onerational Calchment and select it from the dropdown lst i the relevan cel.

3.2 Instruct fing i i i inant soil ithi i
a1 Gotothi h'lg fiwww, \anms org uk/soilscapes/:

b) Find the site location on the map by using the search bar on the right side of the map in the 'Search' tab. Searching
an area will generate a pop up window in which you can view the soilinformation by clicking "View Soil information’. If
this is not an option then click on the relevant soil type on the map and click on the 'Soil information' tab on the right
hand side of the map, below the 'Search’ tab.

) The 'Sail drainace tvoe' value can be found In the 'Soil information’ under the tile ‘Drainaae:"

d) Make a note of this soil tvoe and select the relevant sail drainace tvoe from the dron down list in the relevant cell

3.3 Instructions for finding the annual average rainfall that the development wil receive using the National
River Flow Archive:

a) Goothi https://nrfa.ceh.ac.ukidatalstation/spatial/42019

) This link will brina the user to the Tanners Brook at Milbrook flow aauae catchment information pae.

) Click on the dropdown list next to the title ‘Select spatial data type to view: on the left of the map and select
‘Rainfall’. Next select the Legend tab.

d) Zoom in on the map to find and find rainfall range from the
Legend.

&) Select the rainfall band from the drop down lst in the table. If your rainfall band is not in the drop down list, please
select the closest band shown in the list.

ng out whether is in a Nitrate Vulnerabl (NV2):

a) Go'tothi hilp:) b him

b) Enter the location of the development site in the search bar.

) Once the area has been located, click on the map where the development is located to find out ifis within an NVZ.
d) Make note of this and select this in the dropdown list.
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Development site details

Date (dd/mm/yyyy):

Site Name:

Planning Application number:

Site Address:




Stage 1

User Inputs

Average occupancy rate:

‘Water usage (ires/personiday):

Include deductible accoptable
loading?

Wastewater treatment works N o
permit (mg TNie):

Stage 1 Calculated Loading

Stage 1 Nutrient Loading
Adiional popuiation 14 poosle
Wastevater by development 68 wosiday
“Annual vasteviater TN load oas kg TNyr




Stage 2

User Inputs

Catchment:

Soil drainage type:
Annual average rainfall (mm):

Within Nitrate Vulnerable Zone (NVZ):

Existing land use type(s)




Stage 3

User Inputs

Annual nitrogen
New land use type(s) Area (ha) nutrient export

(kg TN)

0.13

Total: 0.01 0.13




Stage 4

Calculated Outputs

Annual Nutrient Budget

The total annual nitrogen load

to mitigate is: 0:6lkglIN/year
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