GENERAL NOTES:
1.

ALL DIMENSIONS TO BE CHECKED ON SITE. ALL
DETAILS AND DIMENSIONS RELATING TO THE SUB-
CONTRACTOR’S OR SUPPLIER’S WORK MUST BE
CHECKED AND AGREED BETWEEN THE SUB CONTRACTOR
OR SUPPLIER AND THE GENERAL CONTRACTOR.

2. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECT'S AND ENGINEER'S DRAWINGS
AND SPECIFICATIONS

3. WORKS TO COMPLY WITH CURRENT CODES OF PRACTICE,
BRITISH STANDARDS AND BUILDING REGULATIONS.

4. FLOOR JOISTS 50X220 C24 JOISTS AT 400 CTS UNLESS
. OTHERWISE NOTED.
Coping / capping to be

provided over post. Post to 5. DOUBLE UP STUDS WHERE JOISTS RUN PARALLEL TO
[ ] have 5mm capping plate or JOISTS

be filled with concrete/mortar.
6. ALL INTERNAL WALLS STUD CONSTRUCTION UNLESS
OTHERWISE NOTED.

100 x 100 x 6 SHS Bricks to garden wall to be 7. PROVIDE ENGINEERING BRICK PADSTONES TO STEEL

post galvanised. frost resistant, M6 Mortar BEAMS UNLESS OTHERWISE NOTED.

Provide stainless steel

ties at 225mm vertical 8. LINTELS TO HAVE MIN 150MM BEARINGS AND TO BE

centres. INSTALLED IN ACCORDANCE WITH MANUFACTURE'S
INSTRUCTIONS.

100 x 100 x 6 SHS

O g e, 9. BLOCKWORK WALLS LONGER THAN 6 METRES IN
Provide stainless steel LENGTH TO HAVE MOVEMENT JOINTS OR HAVE BED
All welds ties at 225mm vertical JOINT REINFORCEMENT IN ACCORDANCE WITH
i 6mm FW centres. MANUFACTURER'S DETAILS TO AVOID CRACKING IN
330 330 THE MASONRY.
0. BRICKWORK WALLS OVER 12 METRES CONTINUOUS IN
POST o T~ LENGTH TO HAVE MOVEMENT JOINTS OR BED JOINT
3 - REINFORCEMENT
" 11. PROVIDE 30X5MM GALVANISED HORIZONTAL RESTRAINT
300 x 300 x 15 STRAPS OF AT LEAST 1200MM LONG AT MAXIMUM
. . galvanised baseplate. 2000MM CENTRES. WHERE FLOOR JOISTS RUN PARALLEL
O ol E it thrgaded TO THE WALL THE RESTRAINTS SHOULD BE FIXED TO AT
oo stainless steel and Hilti— LEAST 3 JOISTS. PROVIDE 38MM WIDE NOGGINS AT

HIT=CTI injection mortar. LEAST HALF THE DEPTH OF THE JOISTS TO FIX STRAPS

TO OR PROVIDE RESTRAINT TYPE JOIST HANGERS

BASEPLATE END POST CENTRAL POST WHERE APPROPRIATE.

12. TRIMMERS TO BE BOLTED WITH M10 BOLTS AT MAXIMUM
1000MM CENTRES. M16 BOLTS TO BE USED FOR WIDTHS

OF 150MM OR GREATER
13. PROVIDE HEAVY DUTY JOIST HANGERS TO SUPPORT

RESTRAINT DETAIL TO GARDEN WALL MASONRY DETAIL TRIMMERS

14. PROVIDE ONE ROW OF STRUTS TO THE FLOOR JOISTS
FOR SPANS BETWEEN 2.5 METRES TO 4.5 METRES.
PROVIDE 2 ROWS FOR SPANS OVER 4.5 METRES

15. DOUBLE UP FLOOR JOISTS BENEATH BATHS.

16. PROVIDE TYPE 2 STAINLESS STEEL WALL TIES AT
900MM HORIZONTAL AND 450MM VERTICAL CENTRES
(2.5 TIES PER SQUARE METRE MIN) PROVIDE TIES AT
MAXIMUM 300MM VERTICAL CENTRES AT OPENINGS,
UNBONDED EDGES AND MOVEMENT JOINTS.
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Coping / capping to be provided over post. Post to have 5mm capping plate or be filled with concrete/mortar.
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