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Existing Grassland

103no. Prunus laurocerasus
'Otto Luyken' @ 500mm c/s

UNIT 502
UNIT 501

1no. Acer
campestre

1no. Sorbus aucuparia 'Streetwise'

Retaining structure (to engineers detail)

1:2 Bank to be hydroseeded with species rich grassland

PROPOSED INDIGENOUS HEDGEROW
(16 Linear Metres.)

% Species Qty.
15% Carpinus betulus 11
40% Crataegus monogyna   28
15% Fagus sylvatica 11
15% Prunus spinosa 11
15% Ligustrum vulgare 11
100% TOTAL 72

PROPOSED INDIGENOUS HEDGEROW
(54 Linear Metres.)

% Species Qty.
15% Carpinus betulus 36
40% Crataegus monogyna   96
15% Fagus sylvatica 36
15% Prunus spinosa 36
15% Ligustrum vulgare 36
100% TOTAL 240

PROPOSED THICKET MIX PLANTING
(48m2)

Species Qty.
25% Crataegus monogyna 12
15% Cytisus scoparius 7
15% Frangula alnus 7
10% Rosa arvensis 5
20% Sambucus nigra 10
15% Ulex europaeus 7
100% TOTAL 48

31no. Prunus laurocerasus
'Otto Luyken' @ 500mm c/s
37no. Vibrunum tinus 'Eve
Price' @ 750mm c/s

* *

*

*

5no. Fagus
sylvatica

Existing
Grassland

PROPOSED INDIGENOUS HEDGEROW
(300mm depth of topsoil)
Planted at 450mm centres in a double staggered row. Rows to be 500mm apart.
Back row along fence to be 100% Crataegus. Remaining species to be random
mixed in groups of 3-5 in front row.

%    Species Common Name Size Age Root
15% Carpinus betulus Hornbeam 600-800mm 1+1 OG
40% Crataegus monogyna   Hawthorn 600-800mm 1+1 OG
15% Corylus avellana Hazel 600-800mm 1+1 OG
15% Ligustrum vulgare Wild privet 600-800mm 1+1 OG
15% Prunus spinosa Blackthorn 600-800mm 1+1 OG

PROPOSED THICKET MIX PLANTING
(300mm depth of topsoil)

Where woodland or thicket is planted next to a hard surface/kerb/fence, it should be
positioned 1m from the edge.

Transplants planted in groups of 7-15 of the same species on a 1.0m grid.

% Species Common Name Size Age Root/Pot Size
25% Crataegus monogyna Hawthorn 600-800mm 1+1 OG
15% Cytisus scoparius Broom 600-800mm 1+1 OG
15% Frangula alnus Buckthorn alder 600-800mm 1+1 OG
10% Rosa arvensis Field Rose 600-800mm 1+1 OG
20% Sambucus nigra Elder 600-800mm 1+1 OG
15% Ulex europaeus Gorse 600-800mm 1+1 OG

EXTRA HEAVY STANDARD TREES
(Tree pit size: 1500x1500x900mm backfilled with topsoil)
18-20cm stem girth
4.5-6.5m height
1.8-2.1m clear stem
Rootballed

Prunus 'Sunset Boulevard' Cherry
Pyrus calleryana 'Chanticleer' Callery pear
Sorbus aucuparia 'Streetwise' Rowan

PROPOSED HYDROSEEDED WILDFLOWER SEEDED AREAS
(Cultivated subsoil to a depth of 300mm)
Emorsgate EM1 General purpose meadow mixture or similar approved.
Sown at a rate of 4g/m2

PROPOSED LOW SHRUB PLANTING
(300mm depth of topsoil)
Ultimate plant height is below 1m.

Pot
Species Supply Size Size Spacing
Hebe pinguifolia 'Sutherlandii' 200-300mm 3L 500mm c/s
Potentilla fruticosa 'Primrose Beauty' 200-300mm 3L 500mm c/s
Prunus laurocerasus 'Otto Luyken' 300-400mm 3L 500mm c/s

PROPOSED ORNAMENTAL SHRUB PLANTING
(300mm depth of topsoil)
Ultimate plant height is above 1m.

Pot
Species Supply Size Size Spacing
Viburnum tinus 'Eve Price' 300-400mm 3L 750mm c/s

EXISTING HEDGEROW AND
TREES TO BE RETAINED AND
PROTECTED

PLOT BOUNDARY

SITE BOUNDARY

KEY

SLOPE

RETAINING STRUCTURES
(To Engineers detail)

SECURITY FENCE
(To Architects detail)

PROPOSED WILDFLOWER SEEDED AREAS
(Cultivated subsoil to a depth of 300mm)
Emorsgate EM1 General purpose meadow mixture or similar approved.
Sown at a rate of 4g/m2

GRAVEL MARGIN
(To Engineers detail)

HIBERNACULA HABITAT
(To be constructed & located on site in accordance with
Ecologists specification)*
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A 24-02-22Layout updated to show additional substation GHHC

B 24-02-22Finished floor levels amended GHHC

C 09-06-22Drawing updated to show revised sub station locations GHHC

D 15-06-22Tree species altered to suit planning comments GHHC
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