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2. Proposed Floor plan  Scale 1 - 100 @A3

Project : Proposed Garden outbuilding to : 
              33 Pook Lane, Havant,  
              Hampshire. PO9 2TH  

Drawing : Y9025_A1303 / Rev B    

Client:    Mr & Mrs McDermott     
Title :      Proposed plan & Elevations        
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          Proposed Floor Plan - Garden Room     

Bi fold doors    

1. Proposed Elevations  Scale 1 - 100 @A3

          Garden Room/Office        

15mm foil backed PB or equal, over Monaflex breather membrane
spiked to 140 x 47mm C16 studs @ 400mm centres, provide 20mm

air gap to 120mm Celotex XR4000 pir insulation packed between
studs, provide 2 No head and soul plates, on Hyload or equal

Horizontal DPC's with min 100mm laps in either direction, on 140mm
Celcon 7kn trench  blocks forming kerbs.

100mm A142 mesh reinforced concrete slab float finsh, with 35mm PIR
insulation to perimeter, on Visqueen or equal membrane, over 100mm

Celotex GA4000  PIR insulation over 1200 gauge DPM (0.3MU) on 150mm
Concrete raft base to Structural Engineers drawings and details.

Marley Cedral Click or equal, cladding complete with External
edgings and linings complete, on vent strips to head and bottom

over 25 x 38mm treated horizontal battens, equi spaced at a max of 600mm centres.
Battens spiked over Tyvek or equal breather membrane, on 12.5mm Chroma clad

cementatious board over 140 x 47mm C16 studs and insulation to walls.

Kingspan low pitch roof decking system 100mm 
PIR core 135mm O/A thicknesss, butt jointed with cover 
strips & cover caps and self adhesive anti consensation tape,
Fixed with self drilling, self tapping fastners with non ferous EPDM 
based washers. underdrawn using 12.5mm
foil backed plasterboard, under VCL, lapped over 100m
to walls.    

Kingspan low pitch roof decking
cover flashing lapped
over Swish BP fascia system. 

Foundation and below dpc brickwork as
per engineers specifications
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