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1 SITE AND DEVELOPMENT OVERVIEW 

DEVELOPMENT DESCRIPTION EXISTING (PRE-DEVELOPMENT) PROPOSED (POST-DEVELOPMENT) 

Site Use 
Mixed use office, commercial and residential 
(report ref: existing site coverage) 

Mixed use commercial and residential development 

Development Use 
Mixed use Commercial and Residential 
(report ref: existing site use) 

Mixed use Commercial and Residential (report ref: 
proposed site use) 

Use Design Life  100 years (epoch 2115) 

Number of Dwellings unknown 28 

EA Vulnerability Classification 
Less Vulnerable and More Vulnerable (ref: 
existing site vulnerability) 

Less Vulnerable and More Vulnerable (ref: proposed 
site vulnerability) 

Development Class  Major 

County Planning Authority 
Havant Borough Council (HBC) (ref: district 
Council) 

 

District Planning Authority   

Local Sewer Authority Southern Water (ref: Local Sewer Authority)  

SITE CATCHMENT 
CHARACTERISTICS 

DESCRIPTION SOURCE 

Management Catchment 
East Hampshire Management Catchment 
(report ref: River Basin Catchment) 

https://environment.data.gov.uk/catchment-
planning 

Nearest EA Main River Lavant located 250m to the west (report ref: 
EA Main River) 

https://environment.maps.arcgis.com/apps/MapSeri
es/ 

Nearest Ordinary watercourse 
or surface waters 

70m to the west (report ref: local water 
features) 

 Online Mapping and topography 

KEY FLOOD RISK AND DATA 
SOURCES  

DATA TYPE SOURCE 

EA Fluvial and Tidal Planning 
Data 

UK Government Flood Maps for Planning (ref: 
FMP) 

https://flood-map-for-planning.service.gov.uk/ 

EA Surface Water Data 
DEFRA Risk of Flooding from Surface Water 
Sources GIS Data (ref: RoFSW) 

https://environment.data.gov.uk/DefraDataDownloa
d/?Mode=rofsw 

EA Long term Flood Risk 
UK Government Long term Flood Risk Maps 
(ref: LTFRM) 

https://www.gov.uk/check-long-term-flood-risk 

Environment Agency Product 
4/5 Data  

See Appendix 2 (report ref: EA Product Data) 
Havant Flood Mapping Study which was produced in 
2009 by Royal Haskoning 

Historic Flood Risk Data DEFRA Historic Flood Outlines GIS Data 
https://environment.data.gov.uk/DefraDataDownloa
d/?mapService=EA/HistoricFloodMap&Mode=spatial 

Strategic Flood Risk 
Assessment Data 

PUSH SFRA (2016) (ref SFRA) 
 
https://pcc.dynamicmaps.co.uk/MapThatPublic/Defa
ult.aspx# 

Local Flood Risk Assessment 
Data 

 (refer to SFRA)   

Topographic Information  DEFRA Opensource LIDAR Data 
https://environment.data.gov.uk/DefraDataDownloa
d/?Mode=survey 

River or Sea Flood Risk Present Very Low Refer Section 3: Table 3 

Surface Water Flood Risk 
Present 

Low Refer Section 3: Table 3 

DESIGNATION  FLOOD RISK DESIGNATION NOTE 

Critical Design Flood Event 
(DFE) 

Surface Water 1% AEP 
*Designation based on highest flood risk between 
River, Sea or Surface Water - Refer Section 3: Table 3 
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2 INTRODUCTION 

2.1 The following report is a Flood Risk Assessment (FRA) for the proposed mixed used development (residential and 
commercial) located at the land 11-15 South Street, Havant, PO9 1BU, at approximate National Grid Reference 
SU71820618 (see site location map, Figure 1).   

2.2 This assessment is required under the National Planning Policy Framework (NPPF) and Local and District Councils 
given the location, scale and associated flood risks.  

 

Figure 1 - Site Location Plan (site bordered red) Source: Location Map 

2.3 This FRA has been written in general accordance with the National Planning Policy Framework (NPPF) and the 
Planning Policy Guidance (PPG), Environment Agency (EA) Standing Advice, LFRMS, County SFRA and associated 
guidance.    

2.4 This FRA has relied upon publicly available information and data provided from the EA (where relevant).  The 
interpretation of this data has been undertaken with the understanding of its accuracy and to a detail deemed 
suitable for this development type, location and relevant flood risk.    

2.5 Where required, assumptions or extrapolation of the data may have been undertaken to estimate (in particular) 
climate change impacts or extreme flood extents.  This is only undertaken where up-to date climate change 
modelling is not available and site specific detailed modelling is considered excessive for the scale of development. 

DEVELOPMENT PROPOSALS 

2.6 The development proposals are for the part refurbishment, part new build to form 3no. commercial units, 7no. 
dwellings and 21no. apartments.  Specifically, the proposal is to redevelop the site including No’s 11, 13 and 15. 
This includes No’s 11 and 13 which are currently commercial units with accommodation / office space on the first 
and second floor (No. 11 only for 2nd floor).  These units would remain as commercial at GF level but the upper 
floors would be converted to residential apartments.   
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2.7 The remainder of the buildings on the site would be demolished and a three-storey block would be constructed 
which would stretch around from No. 13, around the corner and along Twittens Way to the rear of the site. The site 
would retain an inner courtyard for parking and two short rows of 2-storey housing would be located within the 
site, facing into the central courtyard. There would be a total of 28no. units provided within the scheme, along with 
the existing 3no. commercial units. 

FLOOD RISK VULNERABILTY 

2.8 This FRA has been undertaken with due regard to the statutory requirements of the NPPF (2022) and with reference 
to the Planning Practice Guidance (PPG) in relation to development and flood risk.  This FRA has been undertaken 
to inform on the current flood risk to the site.  Therefore, this FRA aims to ensure that the development proposals 
take into account the site-specific flood risk and to avoid inappropriate development in areas potentially at risk of 
flooding.  

2.9 Annex 3 of the NPPF Flood Risk Vulnerability Classification provides guidance on assigning development 
vulnerability.  A summary of this information is provided in Table 1. 

Table 1 – Extract from Annex 3 of the National Planning Policy Framework and Table 2: Flood risk vulnerability classification 
of PPG detailing Flood Risk Vulnerability Classification by use.  (Existing Site Classification is Shaded Gray, Proposed Site 
specific classification shaded blue). 

ESSENTIAL  
INFRASTRUCTURE 

HIGHLY 
VULNERABLE 

MORE 
VULNERABLE 

LESS 
VULNERABLE 

WATER-
COMPATIBLE 

Essential transport 
infrastructure 

Police and ambulance 
stations; fire stations 
and telecom 
installations 

Hospitals 

Police, ambulance 
and fire stations 
which are not 
required to be 
operational during 
flooding. 

Flood control 
infrastructure. 

Essential utility 
infrastructure which 
has to be located in a 
flood risk area for 
operational reasons 

Emergency dispersal 
points. 

Residential 
institutions such as 
residential care 
homes, prisons and 
hostels. 

Buildings used for 
commercial 
purposes and of a 
non-residential 
nature 

Water transmission 
infrastructure and 
pumping stations. 

Wind turbines. Basement dwellings. 

Buildings used for 
dwelling houses and 
sleeping, drinking 
establishments 

Land and buildings 
used for agriculture 
and forestry. 

Sewage transmission 
infrastructure and 
pumping stations. 

Solar farms. 

Caravans, mobile 
homes and park 
homes intended for 
permanent 
residential use. 

Non–residential 
uses for health 
services, nurseries 
and educational 
uses 

Waste treatment 
(except landfill* and 
hazardous waste 
facilities). 

Sand and gravel 
working. 

 
Installations requiring 
hazardous substances 
consent. 

Landfill* and sites 
used for waste 
management 
facilities for 
hazardous waste. 

Minerals working 
and processing 
(except for sand and 
gravel working). 

Docks, marinas and 
wharves and Navigation 
facilities. 

  

Sites used for 
holiday or short-let 
caravans and 
camping, subject to 
a specific warning 
and evacuation plan. 

Water treatment 
and Sewage 
treatment works 
which do not need 
to remain 
operational during 
times of flood. 

Ministry of Defence 
installations. 

2.10 The site is presently a mix of ‘More Vulnerable’ and ‘Less Vulnerable’ uses.  The development proposals are 
considered to increase vulnerability and site massing (in terms of number of dwellings) post development, and 
therefore, there will be an overall increase in vulnerability post development, but no change in classification. 
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3 FLOOD RISK ASSESSMENT SCOPE 

3.1 Flood risk as defined by the NPPF, is a combination of the probability and the potential consequences of flooding. 
Areas at risk of flooding are those at risk of flooding from any source, now or in the future. Sources include rivers 
and the sea, direct rainfall on the ground surface, rising groundwater, overwhelmed sewers and drainage systems, 
reservoirs, canals and lakes and other artificial sources. Flood risk also accounts for the interactions between these 
different sources. This term is key to the application of the presumption in favour of sustainable development in 
paragraph 11 of the National Planning Policy Framework (NPPF). 

3.2 The NPPF requires flood risk to be considered on all sites, however more detailed site-specific FRA’s are required 
when one or more of the following criteria apply to the site: 

 Where a site is affected by the Design Flood Event (DFE) from any source (typically the 1% AEP) for all 
proposals of any new development (including minor development and change of use); or 

 Greater than 1 ha in size and located in Flood Zone 1; or 
 Located in Flood Zone 1 where there are critical drainage problems or within a designated Critical Drainage 

Area (CDA) as notified to the LPA by the Environment Agency; or 
 Subject to a change of use to a higher vulnerability classification which may be subject to other sources of 

flooding; or 
 A Major planning application (i.e. more than 10 residential dwellings). 

3.3 The NPPF designates that the ‘Design Flood Event’ (DFE) is used to assess the suitability of a development proposal 
against the criteria of the NPPF.  The design flood, is a flood event of a given annual flood probability, but is generally 
taken as: 

 River flooding likely to occur with a 1% annual probability (a 1 in 100 chance each year), typically shown as 
Flood Zone 3a as designated on the EA’s Flood Map for Planning; or 

 Tidal flooding with a 0.5% annual probability (1 in 200 chance each year), typically shown as Flood Zone 3a 
as designated on the EA’s Flood Map for Planning; or 

 Surface water flooding likely to occur with a 1% annual probability (a 1 in 100 chance each year), typically 
shown as the Medium Risk of Surface Water flooding as designated on the EA’s Long Term Flood Risk 
mapping.  

3.4 In addition to assessing present day risk, the Design Flood Event also must be assessed to include and appropriate 
allowance for climate change (refer to Section 5 for climate change allowances) based on the site’s geographical 
location, vulnerability and design life. 

3.5 The NPPF considers residential developments to have a minimum design life of 100 years, with non-residential 
developments having a design life of 75 years (note, some developments may have greater than 100 years like 
critical infrastructure). 

3.6 For the purpose of this FRA, the worst case DFE (whether this be from tidal, river or surface water sources), has 
been used to steer the recommendations of this report. Consideration of extreme events above that of the DFE 
have not been considered further. 

3.7 Table 1 of the NPPF provides definitions of the Flood Zones, from low to high probability of river and sea flooding 
and also in regards to surface water flood risk. These Flood Zone Classification for the purpose of this FRA are:  

 Flood Zone 1 - land assessed as having a less than a 1 in 1,000 annual probability (<0.1%); 

 Flood Zone 2 - land assessed as having between a 1 in 100 and 1 in 1,000 annual probability of river (1% – 
0.1%), 1:100 year or greater of surface water flooding (1% – 0.1%), or between a 1 in 200 and 1 in 1,000 
annual probability of sea flooding (0.5% – 0.1%) in any year; 
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 Flood Zone 3 - land assessed as having a 1 in 100 or greater annual probability of river flooding (>1%) or a 
1 in 200 or greater annual probability of flooding from the sea (>0.5%) in any year. Flood Zone 3b is land 
have greater than 1 in 20 to 1 in 30 year annual probability of flooding. 

3.8 Following an assessment from the various sources of flood risk for the DFE, this site-specific FRA has applied the 
key principles for decision making when flood risk is a consideration and includes in order of importance: 

1. Avoid – This is to physically locating the development proposals to areas of lowest flood risk within the site 
and/or determined how to vertically place the proposals to such that more vulnerable uses are positioned 
above the design flood level (such as raising floor levels or placing more vulnerable uses on upper levels).  
Developers should refer to the BS 85500:2012-Flood resistant and resilient construction. Guide to improving 
the flood performance of buildings for applicable strategies); 

2. Control - Planning authorities and developers can investigate measures to control the risk of flooding 
affecting the site (this may be through flood defences, flood gates, flood storage or other engineered 
solutions such as SUDS). This is rarely applied at the site level, and is mostly address through strategic and 
county level flood defence strategies.  At this site level, typically this will be through applying a Water 
Exclusion or Water Entry strategy when design a building a or space. 

3. Mitigate – Is the use of flood resistance and resilience measures to address any residual risks remaining after 
the use of the avoidance and control measures described above. Passive measures should be prioritised over 
active measures as they are likely to be more effective and more reliable. Flood Resilience is an approach to 
building design which aims to reduce flood damage and speed recovery and reoccupation following a flood. 
It uses a combination of flood resistance and recovery measures (referred to here as resilience measures), 
and is described in the industry-developed CIRIA Property Flood Resilience Code of Practice, which provides 
advice for both new-build and retrofit.  

4. Managing Residual Risk – this will usually involve ensuring either safe access and egress is available from the 
safe in a DFE, Flood Warning Systems/Evacuation Plans are in place, safe refuge is on site during a DFE, the 
building is designed to account for flood loadings etc. 

5. Flood Risk is not increased elsewhere – assuming all the above items can be address, it is critical that the 
development does not increase flood risk elsewhere as a result.  Typically this is addressed by ensuring flood 
waters are not displaced (in surface water or river flood affected areas, the loss of floodplain storage is less 
likely to be a concern in areas benefitting from appropriate flood risk management infrastructure or where 
the source of flood risk is solely tidal.) or appropriate hydraulic modelling is provided in support of an 
application to demonstrate that flood risk is not increased outside of a site (such as through on site flood 
compensation or detailed site specific hydraulic modelling).   

3.9 It should be noted, where up to date flood risk or climate change models are not available, best efforts have been 
made to assess these risks and extrapolate the available data where necessary.  However, this approach may require 
further detailed modelling if deemed necessary by the reviewing authorities.  Detailed hydraulic modelling is 
deemed outside the scope of this report. 

SEQUENTIAL TEST/EXCEPTION TEST 

3.10 In order to protect people and property from flooding, the NPPF and Policy CS15 seek to steer development to 
areas with the lowest probability of flooding. The starting point is therefore, that development should be avoided 
on this wider site unless it can be demonstrated through the application of the Sequential and Exception Tests that 
there are no other reasonably available sites at a lower risk of flooding, that the development would provide wider 
sustainable benefits to the community that outweigh remaining flood risks and that the development would be safe 
for its lifetime without increasing flood risk elsewhere. 

3.11 For the purpose of this assessment, the application of the Sequential Test has been broken down into three levels.  
Passing the Sequential Test at the strategic level is a weighting of the risks versus benefit of a development against 
a wider criterion (such as meeting other sustainability targets, housing needs or other strategic planning goals) than 
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just purely avoiding flood risk issues.  However, the Sequential Test can also be applied at the site level, where 
development is steered towards lower areas of flood risk within a site boundary, and is much more objective in its 
assessment.  For the purpose of this FRA, the assessment ‘Level’ of the Sequential Test are considered to be: 

Level 1 - At the high-level, this test is first implemented by local planning authorities (LPA) at the strategic 
planning scale.  The Sequential Test is applied to steer local planning policy by directing particularly vulnerable 
new developments (e.g., residential, hospitals, mobile homes etc.) outside of the floodplain and for 
designating new land uses and future development areas.  

 Level 2 - At the second instance, the Sequential Test is implemented for a specific development at the request 
of the LPA to assess other sites within an area defined by the LPA, this type of Sequential Test is present where 
there is a significant conflict between a proposed development and flood risk.   

Level 3 - The third instance, is where the Sequential Test is applied with the confines of the site, namely by 
steering development proposals to avoid areas of flood risk within a site itself.   

3.12 Application of the first and second level of the Sequential Test are deemed outside the scope of this report. 

3.13 Table 2 below presents a helpful guide in identifying the suitability of a site prior to applying the Level 1 and 2 of 
the Sequential Tests and identifies when the Exception Test is required.  

Table 2 - The Sequential Test: Flood Risk Vulnerability and Flood Zone ‘Compatibility’ Table as specified by NPPF. Shaded cells 
denote the proposed re-development. Please note:   means development is appropriate; x means the development should 
not be permitted and should be subject to a full sequential test.  Refer to Table 2 for selected Flood Zone Designation 

3.14 Based on the principles above, a development of this nature is considered appropriate in its current location 
(subject to passing an Exception Test).  However, the LPA may still consider that full application of the Sequential 
Test is required in accordance with the NPPF.   

3.15 Therefore, this FRA presents the findings of the Exception Test and recommendations for incorporation of flood 
resilient measures to improve long term flood resilience of the proposals. The following sections undertakes further 
analysis of the data available from the Local and District Council and EA data sets relating to flooding from a number 
of sources.  

3.16 Table 3 summarises the sites primary flood risk classifications and the critical source for the DFE. This designation 
is based on the SFRA’s Fluvial Flood Maps (plus climate Change) (extract provided in Figure 2) and the EA’s Long 
Term Flood Risk Maps (LTFRM): Risk of Flooding from Surface Water (RoFSW) (extract provided in Figure 3).   

3.17 Section 6 presents a justification for the use of the SFRA data over the EA data to determine fluvial flood risk. Other 
sources of flooding have been considered in the Section 6 below (such as groundwater and sewer flooding), but 
these are typically considered to be ‘minor’ sources of flood risk. 

 

 

 

 

FLOOD RISK VULNERABILITY 
CLASSIFICATION 

ESSENTIAL 
INFRASTRUCTURE 

WATER 
COMPATIBLE 

HIGHLY 
VULNERABLE 

MORE 
VULNERABLE 

LESS 
VULNERABLE 

Fl
oo

d 
Zo

ne
 

Zone 1      

Zone 2   
Exception Test 

Required 
  

Zone 3a 
Exception Test 

Required 
  

Exception Test 
Required 

 

Zone 3b 
Functional Floodplain 

Exception Test 
Required 

    
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Table 3 - Summarises the overall Flood Zone designation based on the highest rated flood risk from either rivers and sea or 
surface water. 

FLOOD ZONE AND DFE SOURCE IDENTIFICATION SUMMARY 

 FLOOD ZONES AFFECTING THE SITE 
DOMINANT SOURCE FOR THE 
DESIGN FLOOD EVENT (DFE) 

 
Flood Zone 2 

(medium risk) 
Flood Zone 3 

(high risk) 
Source 

River Or Sea No No 
Surface Water 

Surface Water Present (only partially affected) 
Present (only partially 

affected) 
*Flood Zone Designation for assessment is based on the highest flood risk from river, sea or surface water flooding taken 
from EA’s Flood Map for Planning and EA’s LTFRM:RoFSW 

 

 
Figure 2 extract from SFRA 2016 (shaded Green area Flood Zone 3 plus climate change): site marked by star (Source: DEFRA) 
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Figure 3 - extract from the EA's Long-Term Risk of Flooding from Surface Water (RoFSW) maps 
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4 LOCAL FEATURES 

LOCALITY 

4.1 The site is located in South Street within the St Faiths Conservation Area boundary. It comprises No.S 11-15 South 
Street. No’s 11 and 13 are attached to each other with No. 13 being Grade II listed. These feature commercial units 
at ground floor and residential accommodation above. No. 15 comprises a residential unit which forms the corner 
of South Street and Twittens Way. To the rear of these units is a large courtyard containing a collection of buildings 
used for offices and a garage space. 

4.2 The site lies within the urban area as defined by policies CS17 and AL2 in adopted local plan. The site is also located 
within the built-up area of Havant within the Town Centre where policies seek to protect existing retail, commercial 
and office uses.  

RIVERS AND WATERCOURSES. 

4.3 The nearest major watercourse to the site is understood to be the Lavant.  The Lavant passes through Havant from 
north east, towards the south.  The Lavant is culverted in places throughout Havant, with the nearest point of the 
Lavant located approximately 250m to the west.  The Lavant is classified as an EA main river at this location and is 
understood to be the primary source of fluvial flood risk in this area.  

4.4 There appears to be a small tributary of the Lavant located off The Parchment, c70m to the south west of the site. 
This appears to be partly culverted or channelised in places and flowing west into the Lavant. It is understood that 
this tributary is an ordinary watercourse, picking up both the highway drainage and local urban drainage.  It appears 
to form the base route for wider catchment overland flowing towards the west. 

4.5 It is understood that the site currently discharges runoff (foul and surface water) into the local Southern Water 
sewer and drainage network. The surrounding road network is shown to include highway drainage. 

TOPOGRAPHY 

4.6 Based on the available LIDAR data, the local area appears to be fall towards the west.  There appears to be a subtle 
‘valley’ in the land following Twitters Way, joining with South Street and continuing west towards the Lavant.  This 
valley appears to pick up some catchment runoff (refer to Section 6 Pluvial Flood Risk for more details), before 
directing overland runoff west.   

4.7 There appears to be c.1.8m of fall from the eastern boundary (c.9.8mAOD) to the western boundary (c8.0mAOD)  

4.8 Figure 4 provides contours based on the LIDAR data. This data should be confirmed with site specific topographic 
survey. 
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GEOLOGY & HYDROGEOLOGY 

4.9 The online British Geological Survey (BGS) (Figure 5) shows the site to be underlain by 1:50 000 scale bedrock 
geology description: Lewes Nodular Chalk, Seaford Chalk, Newhaven Chalk, Culver Chalk and Portsdown Chalk 
Formations - Chalk, with Superficial deposits of the Head - Clay and gravel. 

 

Figure 5 extract from BGS Bedrock and Superficial Deposits Mapping (source: BGS) 

4.10 Table 4 below present a summary of the site hydrogeological classifications and considerations. 

Figure 4 – Contour Map, site bordered red, yellow line represent section line of path profile (source: DEFRA Lidar Data 1m)

SITE 

Site 

South Street 

Approx low point 
of South Street at 
c.7.55mAOD 
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Table 4 - Summary of Hydrogeology Classifications (source Magic Map, BGS) – applicable classification shaded Blue 

HYDROGEOLOGY CLASSIFICATIONS 

Aquifer Designation (Bedrock) Principle Secondary Unproductive 

Aquifer Designation (Superficial) Principle Secondary Unproductive 

Groundwater Vulnerability High Medium Low 

Located within Source Protection 
Zone 

Yes No N/A 

Soluble Rock Risk Present Not Present N/A 

4.11 Portsmouth Water (PW) highlighted that the site is located within Source Protection Zone 1 (SPZ1) of the 
groundwater catchment for an essential public water supply source. It is also within 200 meters of a Spring on 
company land used for potable water supply. The bedrock underneath the site is the chalk aquifer which is known 
to be karstic facilitating rapid subsurface flow. Thus, the groundwater environment is of high sensitivity and 
consequently all measures to prevent pollution during and post construction will be required in order to safeguard 
the local public water supply. 

4.12 Details of groundwater levels and soil permeability are unknown and should be confirmed, but it is likely that should 
space permit, infiltration would be feasible (subject to relevant approvals by PW and the EA). The design 
permeability should be investigated further for the purpose of surface water management on the site, however, 
based on the previous drainage schemes for the earlier phases, it is deemed unlikely that infiltration will be feasible 
on this site.  Nonetheless, this should be confirmed through onsite material testing. 

FLOOD DEFENCES 

4.13 The Environment Agency releases a range of flood asset information as Open Data through their AIMS Defence 
(Spatial Flood Defences) GIS mapping. They are the only comprehensive and up-to-date group of datasets in England 
that show flood defences currently owned, managed or inspected by the EA.   

4.14 EA AIMS Defence data (2021) shows a variety of defences along the Lavant nearby the site.  Defences range from 
natural high ground to engineered high ground and simple culverts.  The Standard of Protection (SoP) from these 
defences are understood to be up to the fluvial 1 in 40 year event. 
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Figure 6 - extract from EA AIMS defence data base 
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5 CLIMATE CHANGE 

5.1 In 2022, the EA issued updated guidance on the impacts of climate change on flood risk to support the NPPF. This 
guidance sets out that peak rainfall intensity, sea level, peak river flow; offshore wind speed and extreme wave 
heights are all expected to increase in the future as a result of climate change.    

5.2 The guidance acknowledges that in relation to certain factors there is considerable uncertainty with respect to the 
absolute level of change that is likely to occur. As such, in these instances, the guidance provides estimates of 
possible changes that reflect a range of different emission scenarios (Table 5).   

Table 5 - Extract from NPPF designating Flood Risk Climate Change Allowances by Flood Zone and Use.  Sites required climate 
change probability scenario highlighted blue 

FLOOD 
ZONE 

ESSIENTIAL 
INFRASTRUCTURE 

HIGHLY 
VULNERABLE 

MORE 
VULNERABLE 

LESS 
VULNERABLE 

WATER 
COMPTABILE 

1/2 
Higher Central and 
Upper End 

Higher Central 
and Upper End 

Central and 
Higher Central 

Central 
None of these 
allowances 

3a Upper End 
Development 
should not be 
permitted 

Higher Central 
and Upper End 

Central and 
Higher Central 

Central 

3b Upper End 
Development 
should not be 
permitted 

Development 
should not be 
permitted 

Development 
should not be 
permitted 

Central 

 

INCREASES IN SEA AND TIDAL LEVELS 

5.3 There are a range of allowances for each river basin district and epoch for sea level rise. They are set out in ‘Table 
2: sea level allowances by river basin district for each epoch in mm for each year (based on a 1981 to 2000 baseline) 
– the total sea level rise for each epoch is in brackets of the NPPF: Flood risk assessments: climate change allowances 
‘and are based on percentiles. A percentile describes the proportion of possible scenarios that fall below an 
allowance level. 

5.4 The allowances in the NPPF account for slow land movement. This is due to ‘glacial isostatic adjustment’ from the 
release of pressure at the end of the last ice age. The northern part of the UK is slowly rising and the southern part 
is slowly sinking. This is why net sea level rise is less for the north-west and north-east than the rest of the country. 

5.5 For flood risk assessments and strategic flood risk assessments, a site should assess both the higher central and 
upper end allowances.  

5.6 Based on the PUSH data available, the nearest area of tidal flood risk (including climate change) is c500m from the 
site.  Therefore, it is highly unlikely that tidal or sea flooding from will ever affect the site, even when considering 
climate change. 

INCREASES IN PEAK RIVER FLOW ALLOWANCES  

5.7 The PPG states that the increases in peak river flow should be assessed as a percentage uplift that varies based on 
the river basin district, the proposed lifetime of the development and the sites vulnerability and flood zone mapping. 
Based on the site’s vulnerability classification (refer to Section 2 above), Table 6 below highlights the minimum 
climate change values to be adopted based on the sites River Management Catchment. 
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Table 6 - Summary of Table 1: peak river flow allowances by river basin district (base on a 1981 to 2000 baseline).  Site 
required climate change based on Table 5. 

East Hampshire Management Catchment peak river flow allowances 

Design Epoch Central Higher Upper 

2020s 15% 22% 37% 

2050s 17% 26% 51% 

2080s 33% 49% 99% 

5.8 Its understood that the SFRA includes climate change allowances up to the 2115 design epoch.  However, these 
allowances have not been updated since 2016 and therefore the SFRA is unlikely to include up to date climate 
change modelling.  Nevertheless, when comparing the different climate change design epochs within the PUSH 
SFRA, there is limited to no change in flood extents (refer Figure 9).  This strongly suggests that the fluvial flood 
extents are not very sensitive to increases in peak catchment or river flows, or higher order climate change events. 
Therefore, it is considered that the current modelling available provides a good representation of fluvial climate 
change impacts. 

INCREASES IN SURFACE WATER FLOODING AND RAINFALL ALLOWANCES  

5.9 When considering climate change impacts to surface water (pluvial) flooding, the DEFRA peak climate change 
rainfall allowances present predicted rainfall increase due to climate change in different regions around England.  
For all developments with a design epoch up to (and presently beyond) 2070, the NPPF states developments should 
adopt the Upper End and Central allowances.  The site specific climate change allowances based on the DEFRA data 
is summarised in Table 7 below, and should also be adopted for the purposes of surface water drainage design. 

Table 7 - Summary of Table 2: peak rainfall intensity allowance in small catchments (less than 5km2) or urban drainage 

East Hampshire Management Catchment 
Management Catchment peak rainfall 

allowances 2070’s 

3.3% Annual Exceedance 
Probability Event 

1% Annual 
Exceedance 

Probability Event 

Central 20% 25% 

Upper End  25% 45% 

5.10 Based on the EA data available, surface water flood risk is considered the primary source of flood risk to the site.  
However, neither the EA or LPA have provided climate change affected surface water flood risk models for this site, 
and so it’s not possible to directly determine the DFE level (plus an allowance for climate change) from this source. 
In the absence of this data, a very conservative estimation of the DFE climate change impacts can be made by 
looking at the 1 in 1000 year event.  This approach has therefore been adopted for this FRA. 

5.11 Nevertheless, current planning policy dictates that the sites surface water drainage systems are designed to 
accommodate the 1% AEP plus climate change, to account for future climate change risks associated with flooding 
from this source.  Therefore, assuming that the sites surface water drainage is adequately designed to 
accommodate both the sites surface water runoff (and any external catchment areas directed through the site), it 
is considered that surface water climate change impacts can be controlled. 
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6 SOURCES OF FLOOD RISK 

6.1 In order to assist the implementation of the Governments NPPF, the EA has undertaken national scale flood risk 
mapping.  This mapping takes into account a range of sources including flooding from rivers, sea, surface water and 
reservoir breach.  Furthermore, each Council produces a Strategic (county scale) Flood Risk Assessments (SFRA) 
that aim to specifically identify local flood risk issues (such as critical drainage areas and local groundwater flooding).  

6.2 The following section reviews both the EA data as well as the relevant information available from the SFRA. 

FLUVIAL (RIVER) AND TIDAL (SEA) 

6.3 The EA have undertaken fluvial and tidal modelling of the nation’s main rivers in flood to support and ensure 
developments are steered away from flood prone areas or are designed to ensure risk to people is not increased as 
a result.  It should be noted that the EA’s Flood Maps for Planning do not allow for the presence of defences and so 
illustrate a conservative representation of flood risk from rivers or seas.   

6.4 The EA has provided product 4 information (see Appendix 2) relevant to the site from their Havant Flood Mapping 
Study which was produced in 2009 by Royal Haskoning (Figure 7).  This data appears to match that presented on 
the EA Flood Maps for Planning and confirms that flooding is fluvial from the Lavant located 250m to the west of 
the site.   

6.5 This data shows that the site is partially affected by Flood Zone 3, which is land assessed as having a 1 in 100 or 
greater annual probability of river flooding (>1%). 

 

Figure 7 Extract from the EA’s Product 4 Havant Flood Mapping Study which was produced in 2009 by Royal Haskoning 

6.6 However, HBC, through the Partnership for Urban South Hampshire (PUSH) are understood to have produced more 
up to date data through their own Fluvial flood mapping within their PUSH SFRA.  The PUSH SFRA has been updated 
from the original 2007 version with revised reporting, mapping and guidance notes to replace the document 
“Partnership for Urban South Hampshire Strategic Flood Risk Assessment Final Report, December 2007”. The 
update was undertaken on behalf of PUSH by the Eastern Solent Coastal Partnership and delivered in June 2016.   
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6.7 The PUSH data shows significant differences when compared to the EA data in terms of fluvial flood risk extents.  
Figure 8 below shows a comparison between the EA Flood Map for Planning Flood Zone 2 and 3 data (shaded dark 
and light blue respectively) against the PUSH Fluvial Flood Zone 3 data (shaded green).  This comparison shows the 
PUSH SFRA data is significantly worse across the catchment (particularly to the west of the site), however when 
looking at the site-specific level, the PUSH data clearly shows that the site is wholly unaffected by fluvial flooding.   

6.8 Therefore, given the consideration that the PUSH SFRA was updated in 2016 versus the EA data which is based on 
superseded 2009 data, this FRA has adopted PUSH SFRA data assessing flood risk from Fluvial sources. As such it is 
considered that the site is presently located wholly within Flood Zone 1 in respect to flood risk from Rivers or Seas 
(based on the PUSH SFRA).   

6.9 Appendix 2 includes a full copy of the Product 4 data provided by the EA for reference. 

 

Figure 8 - extract form PUSH showing a comparison between Flood Zone 3 (light blue shaded area) versus the PUSH SFRA Flood 
Zone 3 Fluvial Flood Extents (site marked Star). 

Impacts of Climate Change 

6.10 The PUSH SFRA does include Fluvial climate change modelling up to the 2115 design epoch.  However, it is 
understood that these models do not include the latest EA climate change allowances updated in 2022.  
Nevertheless, when comparing the different climate change design epochs within the PUSH SFRA, there is limited 
to no change in fluvial flood extents (refer Figure 9 below).  This is a strongly suggests that the fluvial flood extents 
are not sensitive to increases in peak catchment or river flows, or higher order climate change events. 
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Figure 9 - Left: 2025 Fluvial Flood Model; RIGHT: 2115 Fluvial Flood Model (site marked by Star) 

6.11 Although the available data does not include modelled events covering the latest fluvial climate change allowances, 
it is considered that fluvial flooding in this area are not overly sensitve to climate change impacts.  As such, based 
on the PUSH modelling, the site is considered to remain wholly within Flood Zone 1, in regards to fluvial flood risk, 
for its design life. 

PLUVIAL (SURFACE WATER) 

6.12 Surface water flooding is the term applied to flooding when intense rainfall overwhelms the ability of the land to 
infiltrate water, or in urban areas for the sewers and road drains to drain the water away, resulting in surface water 
runoff and consequent flooding. It is a particular problem in urban areas where the excess water will often travel 
along streets and paths, between and through buildings and across open space. It can result in indiscriminate 
flooding to properties when not controlled. The high-profile flooding across the UK in the summer of 2007 was 
largely attributed to excess runoff where the capacity of the drains was exceeded by intense summer rain storms 
and led to the Government commissioning the independent Pitt Review in 2008. 

6.13 The HBC SFRA recommends the use of the EA RoSWF maps to assess the risk from these sources. These maps use 
remotely sensed LiDAR data to determine large areas of topography. In all urban areas this LiDAR has been edited 
to remove the buildings. This editing process results in a slightly un-even surface profile, which can result in the 
production of small depressions that fill with water but in reality, is not at risk of surface water flooding. This should 
be taken into account where very localised areas of flooding are evident and are independent of wider surface 
water flood flows and routes. 

6.14 The EA mapping shows 3 event scenarios for the 1 in 30 (3.3% chance of occurring in any one year) return period 
(high risk – Figure 10), the DFE 1 in 100 (1% chance of occurring in any one year)  return period (medium risk – 
Figure 11) and 1 in 1000 (0.1% chance of occurring in any one year) return period (low risk – Figure 12).     Extracts 
of this mapping is provided below, along with an analysis of their likely source and projected impacts on the 
development. 
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6.15 Figure 10 shows the high-risk scenario (1 in 30-year event or equivalent Flood Zone 3b).  In this event, the site is 
wholly unaffected by surface water flooding.  Surface water flooding is noted within South Street just to the south 
of the site, where surface water appears to pond in a dip in the road profile. 

 

Figure 10 EA Long Term Flood Risk Maps (Depths) – High Risk of surface water flooding (source: EA Long Term Flood 
Risk Maps), site bordered red. 

6.16 Figure 11 presents the medium risk scenario (DFE, 1 in 100-year return period or equivalent Flood Zone 3a).  This 
shows that the site remains wholly unaffected.  However, the modelling indicates that the flooding within South 
Street continues to builds up within the road reserve, potentially affecting the road reserve along the frontage of 
the site with South Street, but unlikely to directly affect or inundate the site.  Surface water flooding is noted to be 
directed towards the west and away from the site towards the Lavant. The flooding in the road is shown to reach  
up to 600mm in depth in this event. 

 

Figure 11 EA Long Term Flood Risk Maps – Medium Risk of surface water flooding depths (source: EA Long Term 
Flood Risk Maps), site bordered red 
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6.17 The low-risk scenario (1 in 1000-year event) continues to show that the majority of the site remains unaffected.  As 
per the above scenarios, surface water flood risk appears concentrated to the dip in South Street at the south 
western corner of the site.  The modelling suggests that overland flows are directed along South Street, past the 
site, where flows pond, then eventually overtop the kerb and continue to drain away to the west.  This event does 
show that some surface water flooding could affect marginally affect the site along the frontage with South Street, 
but it’s likely to be of both low depth and velocity in this case. 

 

Figure 12 EA Long Term Flood Risk Maps – Low risk of surface water flooding depth (source: EA Long Term Flood Risk 
Maps), site bordered red. 

6.18 Although surface water flooding is shown to affect South Street in all events, the modelling does show that the site 
is naturally located above the DFE to avoid flood risk from this source.  Despite the high risk of surface water flooding 
within South Street, it is considered that the site itself is at low risk of surface water flooding directly. 

6.19 It should be noted that the RoFSW dataset does not include drainage that is present within South Street. In reality, 
this drainage would mitigate much of the high risk flood event and a large proportion of the medium risk (DFE) 
event. 

Impacts of Climate Change 

6.20 With changes in climate profiles, it is expected that rainfall intensities and frequencies will increase, and as such the 
risk to property will increase with this.  The EA and SFRA have not included climate change modelling for surface 
water flooding.  In the absence of this data, a very conservative estimation of the DFE plus climate change impacts 
can be made by looking at the 1 in 1000 year event. In the case of this site, the 1 in 1000 year event continues to 
show that the site would remain largely unaffected by surface water flooding, except for a very small area along 
the frontage of South Street.   Therefore, it can be considered that the site would largely be protected during DFE 
plus climate change with the risk mitigated through the adoption of a Water Exclusion building strategy (refer to 
Section 8). 

6.21 It should be noted that the Council considers the implementation of SuDS as an essential element of reducing future 
flood risk to both the site and its surroundings. Indeed, reducing the rate of discharge from sites is one of the most 
effective ways of reducing and managing flood risk. SuDS can effectively be used to minimise the potential increase 
of risk to the property and users in the future.   In accordance with the NPPF, the sites surface water drainage should 
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account for up to a 45% climate change allowance to site rainfall profiles, to ensure climate change is appropriately 
considered. 

6.22 SUDS should try to achieve an infiltration solution, however careful consideration of the underlying geology location 
in Source Protection Zone 1 will need be very carefully considered and designed in collaboration with the EA to 
ensure the underlying aquifer is protected both during construction and throughout operation. 

RESERVOIR FLOODING (BREACH) 

6.23 Reservoirs with an impounded volume greater than 25,000 cubic metres are governed by the Reservoirs Act 1975 
and are listed on a register held by the Environment Agency. The level and standard of inspection and maintenance 
required under the Act means that the risk of flooding from reservoirs is relatively low. Recent changes to legislation 
under the Flood and Water Management Act require the Environment Agency to designate the risk of flooding from 
these reservoirs. The Environment Agency is currently progressing a ‘Risk Designation’ process so that the risk is 
formally determined.  

6.24 Reservoir flooding is very different from other forms of flooding. It may happen with little or no warning and 
evacuation will need to happen immediately. The likelihood of such flooding is difficult to estimate, but it is less 
likely than flooding from rivers or surface water. It may not be possible to seek refuge upstairs from floodwater as 
buildings could be unsafe or unstable due to the force of water from the reservoir breach or failure. The risk of 
inundation to the study area as a result of reservoir breach or failure of a number of reservoirs within the area was 
assessed as part of the National Inundation Reservoir Mapping (NIRIM) study.  

6.25 The EA has undertaken failure scenarios of the UK reservoirs and summarised these extents through their Long 
Term Flood Risk Maps for Reservoir Flooding.  Figure 13 shows that the site is at very low risk of flooding from any 
reservoir failures. 

 

 

Figure 13 extract from EAs LTFRM Reservoir Flood Risk (star marks approximate site location) 
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HISTORICAL, SEWERS AND DRAINAGE 

6.26 A common source of flooding is a result of sewer or other drainage infrastructure becoming surcharged and 
flooding. The HBC (PUSH) SFRA presents recorded incidences of sewer or drainage flooding recorded by Southern 
Water.  This information shows only one recorded instance of sewer flooding in the local area located approximately 
220m to the south and is understood to be from sewer overload.  However, the SFRA does not present any specific 
records of flooding from sewer flooding affecting the site.  

6.27 As part of any planning application Portsmouth Water (PW) are likely to seek and consider details in respect of 
surface water drainage, foul water drainage, land contamination, piling and foundation design, and construction 
management. Southern Water (SW) highlight that a formal application for a connection to the public foul and 
surface water will be required. In situations where surface water is being considered for discharge to the network, 
SW require the following hierarchy for surface water to be followed which is reflected in part H3 of the Building 
Regulations. Whilst reuse does not strictly form part of this hierarchy, Southern Water would encourage the 
consideration of reuse for new developments: Reuse – Infiltration – Watercourse - Storm Sewer - Combined Sewer. 
This does however need to be considered in combination with Portsmouth Water’s concerns in respect of the 
safeguarding of the public water supply. 

6.28 The EA have confirmed that there are no historical records of flooding affecting the site directly.   

6.29 There have been no other noted flood events specifically at the site, however this does not directly indicate that 
the site has not flooded in the past or may flood in the future. 

6.30 Therefore, it is considered the risk of sewer flooding to the site is considered low, assuming that any new 
development flows include appropriate protective measures to manage runoff and not increase the risk of sewer 
flooding.  

GROUNDWATER 

6.31 Groundwater flooding is the emergence of groundwater at the ground surface or into subsurface voids arising as a 
result of:  

 abnormally high groundwater heads or flows; 

 the introduction of an obstruction to groundwater flow; or 

 the rebound of previously depressed groundwater levels. 

6.32 Groundwater flooding usually occurs following a prolonged period of low intensity rainfall. As groundwater flow is 
much slower than surface flow, the flooding may not recede for long periods of time, typically weeks or even 
months. It is important to recognise the risk of groundwater flooding is typically highly variable and heavily 
dependent upon local geology, topography and weather conditions, as well as local abstraction regimes. 
Groundwater flooding is hard to predict and challenging to mitigate.  

6.33 The PUSH SFRA shows that the site straddles two areas of increasing bedrock permeability.  Typically, bedrock with 
high permeability can have variable groundwater levels as they function as principal aquifers, and can be more at 
risk of groundwater emergence at the surface.   

6.34 Where specific groundwater flood modelling is not available, it is suitable to review ground water flood risk in 
combination with surface water flood risk (as groundwater emergence would typically follow similar overland flow 
routes as surface water flooding).  Given, that the site is wholly unaffected by surface water flooding for all modelled 
events, it remains highly unlikely that the site would become inundated by groundwater emergence should it occur 
in the area.  Therefore, it is considered that groundwater flood risk is low. 
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Figure 14 - extract from PUSH SFRA Mapping Groundwater flood risk 

 Impacts of Climate Change 

6.35 The potential effects of climate change on groundwater levels are uncertain. Greater seasonality in groundwater 
level fluctuation is a potential outcome under a pattern of higher winter rainfall and less summer rainfall. Broad 
predictions of the impacts of climate change on groundwater levels are difficult to make at the present time. 

RESIDUAL RISKS 

6.36 Residual risks are those remaining after applying the sequential approach to the location of development and taking 
mitigating actions.   Examples of residual flood risk include: 

 the failure of flood management infrastructure such as a breach of a raised flood defence, blockage 
of a surface water conveyance system, overtopping of an upstream storage area, or failure of a 
pumped drainage system; 

 a severe flood event that exceeds a flood management design standard, such as a flood that overtops 
a raised flood defence, or an intense rainfall event which the drainage system cannot cope with. 

6.37 The EA data shows defences are located along the Lavant in the site area.  However, their SOP is less than the DFE, 
and given that the SFRA Modelling (which do not consider the presences of defences) show the site is wholly 
unaffected by fluvial flooding, it is considered unlikely that should the defences fail, the site would be affected.  

6.38 Surface water drainage should be designed to account for the 1 in 100 year plus climate change, with external levels 
formed to direct site runoff around buildings and building thresholds to mitigate against flooding in an extreme 
rainfall event. 

6.39 Wider area levels appear to show that in extreme flood events, surface flooding would be directed to the west, 
before it could widely inundate the site. 
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SUMMARY OF RISKS 

6.40 Table 8 below summarises the generalised risk from the various sources of flooding assessed above, and if the site 
is at risk of a DFE from this source. 

Table 8 - Summarising sources of flooding that affect the site up to the DFE.  Critical DFE shaded blue 

Source of Flooding Flood Risk Is the site at risk of a DFE 

Fluvial Very Low No 

Tidal/Sea  Very Low No 

Surface Water Very Low Not directly 

Reservoir Very Low No 

Groundwater Very Low No 

Sewers and Drainage Very Low No 

 

6.41 The primary risk to the site is considered to be from surface water flooding.  Although the site is not directly affected 
by surface water flooding for the DFE, access and egress away from the site beyond Twitters Way could be limited. 

6.42 In accordance with the PPG and NPPF, Section 7 presents the proposed measures to avoid, control, mitigate, 
manage residual risk and ensure flood risk is not increased elsewhere, relevant to the DFE.  
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7 FLOOD MITIGATION MEASURES 

7.1 The proposals allow the opportunity to improve flood resilience of the site by incorporating a number of measures.  

7.2 Table 9  presents the key flood mitigation measures based the critical DFE on the NPPF and PPG decision making 
principles: 

Table 9 - Key Decision Making principles and measures applied to avoid, control, mitigate, and manage flood risk 

DECISION MAKING: 
ORDER OF PRIORITY 

PROPOSED MEASURES 

1. Avoid 
The development proposals are shown to be located above the DFE for both surface 
and fluvial flood risk. 

2. Control 
Surface Water Drainage systems to incorporate SUDS to manage the DFE on site, 
while reducing downstream flood risk by reducing post development site runoff to 
as close as greenfield as possible.  

3. Mitigate 
Mitigation not deemed as being required should requirements of 2 and 4 be adhered 
to.  

4. Manage residual flood 
risk 

FFL’s are raised 150mm above existing ground levels (where possible) with external 
ground levels designed to direct exceedance flows away from building thresholds.  

5. Flood Risk is not 
increased elsewhere 

Any new drainage should be designed in accordance with Building Regulations Part 
H, SuDS Manual and ‘DCG’ guidance, ensuring drainage proposals include an 
allowance for climate change; 

Any additional flows to be directed into the Local Sewer Authorities public sewers or 
water courses to receive confirmation of capacity and connection approvals prior to 
detailed design and construction. 
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8 CONCLUSION 

8.1 This assessment is required under the National Planning Policy Framework (NPPF) and Local and District Councils 
given the location, scale and associated flood risks. 

8.2 Table 3 summarises the sites primary flood risk classifications and the source for the DFE. This designation is based 
on the SFRA’s Fluvial Flood Maps (plus climate Change) (extract provided in Figure 2) and the EA’s Long Term Flood 
Risk Maps (LTFRM): Risk of Flooding from Surface Water (RoFSW) (extract provided in Figure 3).  Section 6 presents 
a justification for the use of the SFRA data over the EA data to determine fluvial flood risk. Other sources of flooding 
have been considered in the Section 6 (such as Groundwater and sewer flooding), but these are typically considered 
to ‘minor’ sources of flood risk. 

8.3 Based on a review of flood risk from all major sources, it is considered the site is generally at very low risk of flooding. 
However, based on the information available at the time of writing, this FRA has determined that the critical DFE 
most closely relates to surface water flooding within South Street, although the DFE does not directly affect the 
site.   

8.4 Table 9 summarises how this FRA has applied the PPG’s key decision making principles to avoid, control, mitigate, 
manage residual risk and to ensure the development proposals do not increase flood risk post development.  Based 
on the PPG and NPPF, and assuming the recommendations of this FRA are followed, it is considered that the 
development proposals on this site should be considered appropriate. 
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APPENDIX 1 – SUPPORTING INFORMATION 
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APPENDIX 2 - EA DATA 
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Asset ID Asset sub-type Length Maintainer
Current 

condition
Standard of 
Protection

Date of last 
inspection

48074 Natural High Ground 59.12 Environment Agency Fair 1:40 31/05/2022
22923 Natural High Ground 59.71 Environment Agency Fair 1:40 31/05/2022
171803 Natural High Ground 44.15 Unknown   1:40 01/07/2022
22853 Natural High Ground 109.52 Private individual, Company or Charity   1:40 01/07/2022
22855 Natural High Ground 44.84 Unknown   1:40 01/07/2022
22894 Natural High Ground 146.06 Private individual, Company or Charity   1:40 01/07/2022
22943 Natural High Ground 147.7 Private individual, Company or Charity   1:40 01/07/2022
49982 Natural High Ground 13.35 Unknown   1:40 01/07/2022
22854 Natural High Ground 205.99 Unknown   1:40 01/07/2022
22856 Wall 50.11 Private individual, Company or Charity   1:40 01/07/2022
22942 Natural High Ground 56.12 Private individual, Company or Charity   1:40 01/07/2022
49983 Natural High Ground 350.8 Private individual, Company or Charity   1:40 01/07/2022
404014 Engineered High Ground 6.87 Unknown   01/07/2022
18839 Natural High Ground 19.98 Unknown   1:40 01/07/2022
404012 Engineered High Ground 8.82 Unknown   01/07/2022
47816 Simple Culvert 229.92 Private individual, Company or Charity   1:40 01/07/2022
49550 Simple Culvert 118.89 Private individual, Company or Charity   1:40 31/05/2022
49984 Simple Culvert 42.39 Private individual, Company or Charity   1:40 01/07/2022
111058 Simple Culvert 31.52 Private individual, Company or Charity   1:40 01/07/2022
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chance of occuring each year.

0 40 80
Metres

±1:2,298                     *
*when printed at A4.



ID Easting Northing
100yr 
Level

100yr 
Level No 

Dam

1000yr 
Level

1000yr 
Level No 

Dam
69 471487 106361 7.645 0.736 7.696 0.831
70 471479 106362 7.528 0.736 7.566 0.831
71 471428 106369 7.038 0.736 7.071 0.831
72 471522 106360 7.718 0.736 7.773 0.831
73 471541 106363 7.75 0.736 7.8 0.831
74 471546 106363 7.774 0.736 7.825 0.831

384 471538 106028 6.269 4.829 6.539 8.951
385 471538 106028 6.269 4.835 6.539 8.963
386 471536 106009 6.162 4.851 6.517 9.141
389 471534 106047 6.328 4.812 6.574 8.956
390 471535 106048 6.33 4.778 6.576 8.61
391 471533 106088 6.453 3.57 6.615 6.007
392 471526 106100 6.463 3.427 6.65 5.866
393 471516 106172 6.968 3.343 7.129 5.269
394 471511 106248 7.687 1.018 7.808 1.018
395 471548 106317 7.781 1.018 7.837 1.018
396 471548 106343 7.784 1.018 7.838 1.018
397 471548 106362 7.776 1.035 7.826 1.035
398 471548 106364 7.776 1.369 7.826 1.469
399 471549 106377 7.793 1.369 7.842 1.47

Water Levels for  13-15 South Street

* Levels in metres above Ordnance Datum Newlyn
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You are encouraged to use and re-use the Information that is available under this licence freely and flexibly, with only a few conditions.

Using Information under this licence

Use of copyright and database right material expressly made available under this licence (the 'Information') indicates your acceptance of the terms and
conditions below.

The Licensor grants you a worldwide, royalty-free, perpetual, non-exclusive licence to use the Information subject to the conditions below.

This licence does not affect your freedom under fair dealing or fair use or any other copyright or database right exceptions and limitations.

You are free to:

copy, publish, distribute and transmit the Information;

adapt the Information;

exploit the Information commercially and non-commercially for example, by combining it with other Information, or by including it in your own

product or application.

You must (where you do any of the above):

acknowledge the source of the Information in your product or application by including or linking to any attribution statement specified by the

Information Provider(s) and, where possible, provide a link to this licence;

 If the Information Provider does not provide a specific attribution statement, you must use the following:

 Contains public sector information licensed under the Open Government Licence v3.0.

If you are using Information from several Information Providers and listing multiple attributions is not practical in your product or application, you may
include a URI or hyperlink to a resource that contains the required attribution statements.

These are important conditions of this licence and if you fail to comply with them the rights granted to you under this licence, or any similar licence
granted by the Licensor, will end automatically.

 Exemptions

This licence does not cover:

personal data in the Information;

Information that has not been accessed by way of publication or disclosure under information access legislation (including the Freedom of Information

Acts for the UK and Scotland) by or with the consent of the Information Provider;

departmental or public sector organisation logos, crests and the Royal Arms except where they form an integral part of a document or dataset;

military insignia;

third party rights the Information Provider is not authorised to license;

other intellectual property rights, including patents, trade marks, and design rights; and

identity documents such as the British Passport

Non-endorsement

This licence does not grant you any right to use the Information in a way that suggests any official status or that the Information Provider and/or
Licensor endorse you or your use of the Information.

No warranty

The Information is licensed 'as is' and the Information Provider and/or Licensor excludes all representations, warranties, obligations and liabilities in
relation to the Information to the maximum extent permitted by law.

http://www.nationalarchives.gov.uk/information-management/re-using-public-sector-information/uk-government-licensing-framework/
http://www.nationalarchives.gov.uk/information-management/re-using-public-sector-information/uk-government-licensing-framework/
acox02
Stamp

acox02
Stamp
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The Information Provider and/or Licensor are not liable for any errors or omissions in the Information and shall not be liable for any loss, injury or
damage of any kind caused by its use. The Information Provider does not guarantee the continued supply of the Information.

Governing Law

This licence is governed by the laws of the jurisdiction in which the Information Provider has its principal place of business, unless otherwise specified
by the Information Provider.

Definitions

In this licence, the terms below have the following meanings:

'Information' means information protected by copyright or by database right (for example, literary and artistic works, content, data and source code)
offered for use under the terms of this licence.

'Information Provider' means the person or organisation providing the Information under this licence.

'Licensor' means any Information Provider which has the authority to offer Information under the terms of this licence or the Keeper of Public Records,
who has the authority to offer Information subject to Crown copyright and Crown database rights and Information subject to copyright and database
right that has been assigned to or acquired by the Crown, under the terms of this licence.

'Use' means doing any act which is restricted by copyright or database right, whether in the original medium or in any other medium, and includes
without limitation distributing, copying, adapting, modifying as may be technically necessary to use it in a different mode or format.

'You', 'you' and 'your' means the natural or legal person, or body of persons corporate or incorporate, acquiring rights in the Information (whether the
Information is obtained directly from the Licensor or otherwise) under this licence.

About the Open Government Licence

The National Archives has developed this licence as a tool to enable Information Providers in the public sector to license the use and re-use of their
Information under a common open licence. The National Archives invites public sector bodies owning their own copyright and database rights to permit
the use of their Information under this licence.

The Keeper of the Public Records has authority to license Information subject to copyright and database right owned by the Crown. The extent of the
offer to license this Information under the terms of this licence is set out in the UK Government Licensing Framework.

This is version 3.0 of the Open Government Licence. The National Archives may, from time to time, issue new versions of the Open Government
Licence. If you are already using Information under a previous version of the Open Government Licence, the terms of that licence will continue to
apply.

These terms are compatible with the Creative Commons Attribution License 4.0 and the Open Data Commons Attribution License, both of which license
copyright and database rights. This means that when the Information is adapted and licensed under either of those licences, you automatically satisfy
the conditions of the OGL when you comply with the other licence. The OGLv3.0 is Open Definition compliant.

Further context, best practice and guidance can be found in the UK Government Licensing Framework section on The National Archives website.

Go to the version 1 of the licence. 
Go to the version 2 of the licence. 
Go to the Welsh version of the licence.

http://www.nationalarchives.gov.uk/information-management/re-using-public-sector-information/re-use-and-licensing/ukglf/
http://www.nationalarchives.gov.uk/information-management/re-using-public-sector-information/uk-government-licensing-framework/
https://www.nationalarchives.gov.uk/doc/open-government-licence/version/1/
https://www.nationalarchives.gov.uk/doc/open-government-licence/version/2/
https://www.nationalarchives.gov.uk/doc/open-government-licence-cymraeg/version/3/


Risk of flooding from Surface Water Centred on South Street - Created 7 Sept 2022
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Contact Us: National Customer Contact Centre, PO Box 544, Rotherham, S60 1BY. Tel: 03708 506 506 (Mon-Fri 8-6). E-mail: enquires@environment-agency.gov.uk

Likelihood of flooding from Surface Water

High:

Medium:

Low:

Very Low:

Greater than or equal to 3.3% (1 in 30) 
chance in any given year

Less than 3.3% (1 in 30) but greater than 
or equal to 1% (1 in 100) chance in any 
given year

Less than 1% (1 in 100) but greater than 
or equal to 0.1% (1 in 1,000) chance in 
any given year

Less than 0.1% (1 in 1,000) chance in 
any given year

This information is shown on the Risk of Flooding 
from Surface Water map on GOV.UK.

2022  Ordnance Survey 100024198

Likelihood of flooding from Surface Water

1:

Metres0



Use of Environment Agency Information for Flood Risk Assessments  
 
Important  
The Environment Agency are keen to work with partners to enable development which is 

resilient to flooding for its lifetime and provides wider benefits to communities.  If you have 

requested this information to help inform a development proposal, then we recommend 

engaging with us as early as possible by using the pre-application form available from our 

website:  

https://www.gov.uk/government/publications/pre-planning-application-enquiry-form-
preliminary-opinion  
 
We recognise the value of early engagement in development planning decisions.  This allows 

complex issues to be discussed, innovative solutions to be developed that both enables new 

development and protects existing communities. Such engagement can often avoid delays in 

the planning process following planning application submission, by reaching agreements up-

front. We offer a charged pre-application advice service for applicants who wish to discuss a 

development proposal. 

We can also provide a preliminary opinion for free which will identify environmental 
constraints related to our responsibilities including flooding, waste, land contamination, water 
quality, biodiversity, navigation, pollution, water resources, foul drainage or Environmental 
Impact Assessment. 
  
In preparing your planning application submission, you should refer to the Environment 
Agency’s Flood Risk Standing Advice and the Planning Practice Guidance for information 
about what flood risk assessment is needed for new development in the different Flood Zones. 
This information can be accessed via:  
 
https://www.gov.uk/flood-risk-assessment-standing-advice 
http://planningguidance.planningportal.gov.uk/ 
 
 
You should also consult the Strategic Flood Risk Assessment or other relevant materials 
produced by your local planning authority.  
 
 
You should note that: 
 
1. Information supplied by the Environment Agency may be used to assist in producing a 

Flood Risk Assessment (FRA) where one is required, but does not constitute such an 
assessment on its own.  
 

2. This information covers flood risk from main rivers and the sea, and you will need to 
consider other potential sources of flooding, such as groundwater or surface water runoff. 
Information produced by the local planning authority referred to above may assist here. 
 

3. Where a planning application requires an FRA and this is not submitted or is deficient, 
the Environment Agency may raise an objection.  
 

 

 

https://www.gov.uk/government/publications/pre-planning-application-enquiry-form-preliminary-opinion
https://www.gov.uk/government/publications/pre-planning-application-enquiry-form-preliminary-opinion
https://www.gov.uk/flood-risk-assessment-standing-advice
http://planningguidance.planningportal.gov.uk/

