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COPYRIGHT IN THIS DRAWING IS THE PROPERTY OF QUBE CATERING. IT MUST NOT BE USED NOR
AMENDED NOR USED FOR THE EXECUTION OF ANY WORKS WHETHER IN CONNECTION WITH THE
IT IS PREPARED OR OTHERWISE WITHOUT THE EXPRESS WRITTEN

PROPOSED WORKS FOR WHICH
CONSENT OF QUBE CATERING.

ALL DIMENSIONS ARE

BS6173 was introduced in May 2001.

IN - mm UNLESS OTHERWISE STATED

It is a standard requirement to have the extract and
supply fans interlocked with the gas valve where gas appliances are installed within the kitchen.

FAN AND FILTER

INFORMATION

EXTRACT

FAN

REF. TCBBX2/4—-500L
KW 1.255

FLC 6.5

NOISE LEVEL AT 3M 68 DBA
WITH ATTENUATION AT 3M S58DBA

CANOPY FILTERS
STAINLESS BAFFLE FILTERS
398 X 398 X 45

SUPPLY

FAN

REF. TCBBX2/4—-500L

KW 1.255

FLC 6.5

NOISE LEVEL AT 3M GB8DBA

WITH ATTENUATION AT 3M 58DBA

PRE FILTERS

HEVAC PLEATED PANEL FILTERS
SIZE 2 OFF 595X595X45
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CONTROL PANEL INFORMATION

CONTROL PANEL

SUPPLY REQUIRED 20AMP 1PH+N

ENCLOSURE DIMENSIONS

IN MM
600(H) X 600(W) X 200(D)

-

DUCTWORK

DUCTWORK CONSTRUCTED FROM
GALVANIZED STEEL IN ACCORDANCE
WITH DW144 WHERE POSSIBLE. DOBY
TYPE FLANGES ARE USED AT ALL
JOINTS UNLESS OTHERWISE STATED.
WHERE DUCTING BREAKS FIRE
COMPARTMENTATION FIRE RATED
DUCTWORK MUST BE USED. FIRE
DAMPERS MUST NOT BE USED ON
EXTRACT.

AN

SUPPLY AIR

IF NOT INCLUDED WITHIN THE KITCHEN VENTILATION PACKAGE, TO BE PROVIDED BY OTHERS, TO

ACHIEVE ADEQUATE COMBUSTION AIR IN ACCORDANCE WITH GAS SAFE, REQUIREMENTS.

IF THE AIR IS NOT TEMPERED DRAUGHTS AND DISCOMFORT MAY BE CAUSED IN COLD WEATHER
GAS APPLIANCES LIKE HEATING BOILERS LOCATED IN THE KITCHEN VICINITY ARE TO BE ISOLATED

FROM THE KITCHENS NEGATIVE AIR PRESSURE BY OTHERS.
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CANOPY

CANOPY CONSTRUCTED FROM 0.9MM 304 GRADE STAINLESS STEEL, COMPLETE WITH
BAFFLE FILTERS AND COOL WHITE LED LIGHTS RATED AT

STATED OTHERWISE. CANOPIES TO BE SEALED WITH FOOD SAFE SILICONE. ALL

BUILDERS WORK OPENINGS TO BE FORMED PRIOR TO
CEILINGS WHERE FITTED TO BE

IP 54 TO UNDERSIDE UNLESS

INSTALLATION. SUSPENDED
INSTALLED FOLLOWING CANOPY INSTALLATION
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o ALL OPENINGS TO BE FORMED BY MAIN CONTRACTOR INCLUDING ALL BUILDERS WORKS FOR

VENTILATION SYSTEMS MAKING GOOD OF OPENINGS BY OTHERS

. MAIN CONTRACTOR TO ENSURE THE REAR WALL OF THE COOK LINE EQUIPMENT IS CLEAR OF
ALL LOOSE PLASTER WORK, TIMBER, TILES AND SERVICES TO ENABLE STAINLESS STEEL WALL

CLADDING TO BE FITTED

. WALLS TO THE REAR OF COOK LINES TO BE OF A NON—CONBUSTABLE/FIRE RATED MATERIAL

PRIOR TO STAINLESS STEEL WALL CLADDING BEING FITTED.

o ALL EXISTING CANOPIES AND DUCTING NOT TO BE REUSED ARE TO BE STRIPPED OUT BY

OTHERS

o MAIN CONTRACTOR TO PROVIDE & FIT ALL FLASHING & SEALING MATERIALS FOR DUCTING

THROUGH ROOF.

. WHERE ANY APPLIANCE IS SHOWN THAT IS NOT UNDERNEATH A CANOPY, ROOM VENTILATION
IS TO BE CALCULATED AND INSTALLED TO THESE AREAS
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PRELIMINARY ISSUE

DUCT AMENDED TO SUIT ROOF TRUSSES
SPIGOT SIZES AMENDED

ROOF DUCT LAYOUT AMENDED

ROOF DUCT LAYOUT AMENDED DUE TO

REMOVED HEATER BATTERY
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