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1. This drawing is © copyright Hampshire County Council 2019. No

unauthorised reproduction of any kind is permitted.

2. No dimensions to be scaled from this drawing.  Verify all dimensions

prior to construction.  Immediately report any discrepancies on the

document to the Architect/Contract Administrator.  This document

shall be read in conjunction with associated models, specifications

andrelated consultant's documents.

3. Drawing to be read with all relevant Architectural, Interiors, Structural,

M&E, Drainage/Public Health, Landscape, Civils and Interiors

drawings and specifications.

4. This map is reproduced from Ordnance Survey material with the

permission of Ordnance Survey on behalf of the controller of Her

reproduction infringes Crown Copyright & may lead to prosecution or

civil proceedings (100019180) 2019. Hampshire
County Council

HCC Property Services,

Three Minsters House,

76 High Street, Winchester SO23 8UL

tel: (01962) 847801
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Staunton Country Park - SRI 2607 Wall Repairs

Storey Gardens Wall

North Wall

Proposed Elevations, Short Term Solution
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02: Elevation - Cottage wall

05: Elevation -

Cottage garden end wall

01: Plan of Wall along stable cottage boundary ; 1:100 @ A1

03: Elevation - Cottage wall

04: Elevation -

Cottage garden end wall

02: South Elevation of Wall (Viewed From Storey Garden) ; 1:100 @ A1

03: North Elevation of Wall (Viewed From Stable Cottage Garden) ; 1:100 @ A1

04: West Elevation of Cottage Garden

End Wall; 1:100 @ A1

05: East Elevation of Cottage Garden

End Wall; 1:100 @ A1

06: Shoring

detail

06: Leaning North Wall

Shoring detail (at 1200mm ctrs)

1:20 @ A1

07: Capping detail

1:10 @ A1

07: Loose

capping

07: Loose

capping

Carefully remove the capping brick and any

loose bricks below, and clean and re-bed in

lime mortar

Allow to repoint the 2 courses of brickwork

below to a depth of 25mm in lime mortar

Refer nbs worksection C41.

150 x 150 treated post.

18mm exterior quality gusset

150 x 150 treated raking shore,

morticed joints top and bottom.

150 x 150 x 200mm long treated

blocking piece .

18mm ext. quality plywood

gusset.

450 sq paving slab on 25mm

sand base, on 150mm compacted

hadcore

150 x 150 treated base post

75m x 75 treated stake with M12

bolted connection, and 600mm

into ground

07: Loose

capping

07: Loose

capping

07: Loose

capping

07: Loose

capping

07: Loose

capping

Notes:

This drawing shall be read in

conjunction with project

specification.
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