NOTED

. TREES TO BE SUPPLIED AND PLANTED IN ACCORDANCE WITH DRAWING NO.

2. 1000MM @, 0MM DEEP BARK MULCH AROUND ALL TREES TO BE PLANTED IN GRASS AREAS
3, 1200\ LONG TREE STAKES (600MM ABOVE GROUND), INO. T5MM ¢ PRESERVATIVE TREATED
TMBER STAKES TO BE DRIVEN INTO GROUND UNTIL FIRM. TIE TO TREE WITH | NO. RUBBER TREE TIE
AND SPACERS. STAKE TO BE PLANTED ON WINDWARD ©IDE.

4. CENTRE OF TREE PIT TO BE MARKED WITH TIMBER STAKE (MNMUM 100OMM PRIOR TO TREE
PLANTING.

D. TOPSOIL AS SPECIFIED (MN I90MM DEEP FOR TURFED AREAS AND 200MM DEEP FOR SHRUB
AND HEDGE PLANTING.

0. TOPSOLL BACKFLL TO BE LAD AS PER SPECFICATION.

TOIDES OF TREE AT TO BE LOOSENED.

©. 450M DEPTH OF SUBSOIL.

9BASE OF TREE PIT TO BE LOOSENED, MNMUM DEPTH OF GOOMM.

TREE PIT EXCAVATIONS.

STRIP TOPSOIL FROM THE AREA OF THE PIT AND SET AGIDE FOR REUSE LATER.

EXCAVATE SUBSOIL AND STONE MATERIAL TO ACHEVE SPECIFED WIDTH AND DEPTH OF TREE PIT
AND DEPOSIT AWAY FROM 9ITE.

ANY LARGE STONE, RUBBLE OR RUBBISH EXCAVATED SHALL BE REMOVED FROM 9ITE.

FORK OVER THE BASE AND 9IDES OF THE TREE PIT 9 TO THOROUGHLY LOOSEN THE 0L

AND TO RELIEVE COMPACTION TO A DEPTH OF 250MM.

ALL SMOOTH, GLAZED OR COMPACTED SIDES TO TREE PITS SHALL BE LOOSENED BY

FORKING TO ENCOURAGE LATERAL ROOTING.

SUBSOIL LAYERS AROUND TREE PITS
ENGURE THAT 9UBSOIL LAYERS ARE FREE DRANNG .
BACKFLLING OF TREE PITS.

TREE PITS SHALL BE BACKFILLED WITH 200MM DEPTH OF 9ITE TOPSOIL WITH ADDED COMPOST AND FERTILISER

IF NEEDED. THE BACKFILLING OF THE UPPER SECTION OF THE TREE PIT9 SHALL BE FILLED I90MM THCK IN

LAYERS UGNG GOOD QUALITY TOPSOIL, LIGHTLY CONSOLIDATED, THOROUGHLY WATERED TO EXPEL AR POCKETS

AND WITH DUE ALLOWANCE MADE FOR SUBSEQUENT SETTLEMENT. NO TOPSOL TO BE PLACED ABOVE
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ROOT BARRER TO FULL LENGTH OF HEDGE

T MXED NATIVE HEDGE TO FULFLOOD ROAD

MIXED NATIVE HEDGE

HEDGING PLANTS ARE TO BE 60-00 CM HGH, I+1, BAREROOT, HEALTHY AND VIGOROUS TRANSPLANTS TO BE
PLANTED IN A DOUBLE STAGGERED ROW, 450MM APART, WITH 7 PLANTS PER LINEAR METRE. ALL TRANOPLANTS
SHALL BE PROTECTED WITH A 400MM HGH PLASTIC SPIRAL RABBIT GUARD SUPPORTED BY A T50MM CANE.
THE HEDGE 15 TO BE MANTANED FOR A PERIOD OF 5 YEARS FOLLOWING PLANTING, ENSURNG ADEQUATE
WATERING AND FERTILISING 15 CARRIED QUT TO ENOURE GOOD ESTABLISHMENT AND THAT ALL DEAD,
DISEASED OR DAMAGED PLANTS ARE REPLACED ANNUALLY WHERE REQUIRED. SPECIES MX TO BE AS FOLLOWS:
40% HANTHORN (CRATAEAGUS MONOGYNA)

0% HAZEL (CORYLUS AVELLANA)

10% BLACKTHORN (PRUNUS SPINOSA)

10% FELD MAPLE (ACER CAMPESTRE)

10% HOLLY (LEX AQUIFOLIUM)

INCLUDE ADDITIONAL CLIMBERS/SHRUBS IN HEDGEROW SUCH AS HONEYSUCKLE, GUELDER ROSE, DOG ROSE,

THE HEDGE 15 TO BE GROWN TO A HEIGHT OF 1.8M GENERALLY ,REDUCED TO 750MM IN HEIGHT IN

CRITICAL AREAS (VIGION SPLAYS)

FULFLOOD ROAD

1

TREE PIT WITH CIRCULAR ROOT BARRIER

TREE PIT WITH
ROOT BARRIER

FOR TREES CENTRE HEDGELINE
T0 FULFLOOD ROAD

TREE ¢ HEDGE MAINTENANCE SCHEDULE
9 YEAR ESTABLIHMENT PHASE

IMMEDIATE AFTERCARE:

MMEDIATELY AFTER PLANTING CUT BACK ANY DAMAGED, DEAD OR DISEASED BRANCHES AND REMOVE ANY WEAK,
THN OR MALFORMED GROWTH.

PRUNE BACK TRANSPLANTO.

FOR TREE SPECIES ANY IMMEDIATE AFTERCARE 19 TO ACCORD WITH B939902010 AND BS ©549:2014,

IF TREE LEADERS ARE DAMAGED OR HAVE BEEN REMOVED, THE STOCK SHOULD BE REPLACED.

WATER A5 NECE9SARY TO ENOURE THE ESTABLISHVENT AND CONTINUED THRIVING OF ALL PLANTING. ENOURE
THE FULL DEPTH OF TOPSOL 19 THOROUGHLY WETTED. USE A FINE ROSE WHERE APPROPRIATE TO AVOID
DAMAGING OR LOOSENING PLANTO.

FOR TREES PLANTED INTO TREE PITS, WET THE ROOT SYSTEM BEFORE PLANTING AND SATURATE THE

TREE PIT AFTER PLANTING.

ALLOW FOR WATERING EVERY WEEK TO EVERY FORTNGHT ACCORDING TO WEATHER CONDITIONS, FROM APRIL
T0 OCTOBER. WHERE TREE IRRIGATION 19 PROVIDED, WATER THOUGH THE CAP AND ALS0 USE OVERHEAD
WATERING FOR ROOTS ABOVE THE IRRIGATION SYOTEM - ALLOW 20L FOR EXTRA HEAVY STD AND
ORCHARD/FEATHERED TREES.

ADD MULCH AFTER WATERING IN.

TREE GUARDS/SHRUB OHELTERS:

PROTECT BARE ROOT HEDGE PLANTS AND FEATHERED TREES WITH A SHRUB GUARD (PROVIDES TREES WITH
EXTRA WIDTH TO GROW) AND ADD SOMM DEPTH BARK MULCH TO SUPPRESS WEEDS EG TUBEX SHRUB SHELTER
OOCMUNDERTAKE MANTENANCE AT REGULAR INTERVALS DURING THE GROWNG SEASON APRIL TO SEPTEMBER.
DURING THE 9 YEAR ESTABLISHMENT PHASE CARRY OUT MANTENANCE OF THE PLANTED AREAS AS FOLLOWS:
MANTAN A WEED FREE AREA AROUND EACH TREE/SHRUB, MNMUM DIAMETER .OM IDEALLY BY USE OF

HAND WEEDING (NOT BY USING GLYPHOSATE DUE TO THE RISK OF PLANT DAMAGE FROM HERBICIDE

DRIFT).

THE TIMNG AND METHOD OF WEED CONTROL 15 TO BE KEPT UNDER REVIEW.

ENOUKE THAT ANY TREES PLANTED INTO GRAS9 OR HEDGES ARE NOT DAMAGED DURING CUTTING OR
TRMMNG BY THE USE OF ADEQUATE TREE PROTECTION MEASURES EG. PERMANENT TREE GUARD OR GUARD
DURING CUTTING.

WATER A9 NECE9SARY TO PREVENT PLANTS WILTING.

TOP UP MULCH TO MANTAN FULL DEPTH OF 20MM OR MAINTAN WEED SUPPRESSOR MEMBRANE.

MANTENANCE OPERATIONS SHALL BE CARRIED OUT ONLY DURING SUITABLE WEATHER CONDITIONS.

EVERY MONTH CHECK CONDITION OF STAKES, TIES, AND FOR ANY RABBIT DAMAGE. REPLACE BROKEN OR
M9OING ITEMO. ADJUST A9 NECESSARY TO ALLOW FOR GROWTH AND PREVENT RUBBING OF BARK. CUT BACK
ANY DAMAGED BARK.

AT YEAR 2-3 REMOVE ALL TREE STAKES.

RE-FIRM NEW TREES AND HEDGE PLANTS AS REQUIRED WITHOUT COMPACTING TOPSOL.

ONLY PRUNE AT APPROPRIATE TIMES TO REMOVE DEAD OR DYING AND DISEASED WOOD AND SUCKERS TO
PROMOTE HEALTHY GROWTH AND NATURAL 9HAPE AND IN ACCORDANCE WITH GOOD HORTICULTURAL PRACTICE.
UNDERTAKE FORMATIVE PRUNNG TO TREES IN ACCORDANCE WITH B93990:2010 AND ONGOING AFTERCARE

IN ACCORDANCE WITH BS ©5422014. PRUNE TREES TO FAVOUR A 9GINGLE CENTRAL LEADING SHOOT.

NATIVE HEDGES TO BE MANTANED TO PROVIDE A FOOD AND SHELTER RESOURCE, CUT ONLY IN FEBRUARY
AND CUT NO MORE REGULARLY THAN EVERY OTHER YEAR, IDEALLY ON ROTATION RATHER THAN ALL HEDGING
CUT IN THE SAME YEAR, ALLOW TO ACHEVE A HEIGHT OF CIRCA 2-4.9M.

HORNBEAM HEDGE TO ACHEVE 1.9M AND BOX HEDGE TO ACHEVE IM IN HEIGHT.

YEAR 0-10

UNDERTAKE AN ANNUAL WALKOVER TO ENABLE MONTORING OF TREE AND HEDGE ESTABLISHMENT SUCCESS.
PLANTS THAT FAL TO THRIVE DURING THE D YEAR ESTABLISHMENT PHASE WILL BE REPLACED IN THE NEXT
SUTABLE PLANTING SEASON NOVEMBER TO MARCH INCLUGIVE .

REPLACEMENTS WILL MATCH THE ©IZE OF ADJACENT OR NEARBY PLANTS OF THE SAME SPECIES OR SHOULD
MATCH THE ORIGINAL SPECIHCATION, WHCHEVER 15 THE GREATER.

HEDGE CUTTING;

NATIVE HEDGE - CUT EVERY OTHER YEAR DURING FEBRUARY, 9IDE UP TO KEEP WIDTH IN CHECK TO

[=1.0M WIDE AND HEIGHT TO A MAXIMUM 4.5

COMMON BOX - TRM A FEW TIMES A YEAR FROM EARLY SUMMER ON A DRY BREEZY DAY WITH A SHARP TOOL
T0 ALLOW CUT EDGES TO DRY PREVENTING CHANCE OF 9PORES ENTERING PLANTS.

HORNBEAM - 9IDE UP IN JANUARY/FEBRUARY TO A WIDTH OF S00MM. KEEP MAX HEIGHT IN CHECK AT ANY
TIME OF YEAR.

TREE PRUNING;

CHERRY - ONLY PRUNE WHLE IN LEAF, PRUNNG AT OTHER TIMES COULD CAUSE DISEASE AT THE CUT FACE.
PORTUGUESE LAUREL - IDEAL FOR CLIPPING INTO VARIOUS SHAPES SUCH A9 OPHERES, OVALS AND BLOCKS.
CUT THREE TIMES A YEAR IN FEBRUARY, JULY AND OCTOBER.

LAND ADJACENT
FULFLOOD ROAD
HAVANT

VARIATION OF CONDITIONS
12 & 13 TO APP/18/00478
LANDSCAPING & BOUNDARY
TREATMENTS
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