
OUTLINE SOFT SPECIFICATION NOTES

Nursery Stock and Selection
All trees and planting are to be selected and tagged by the landscape architect prior to any
stock being delivered to site. All planting should comply with the requirements specified in BS
3936:1992 'Nursery Stock' (Part One). All nursery stock and trees are to be free of pest and
diseases prior to being delivered to site. All delivered stock is to be inspected by the
landscape architect prior to any planting being carried out.
The Landscape architect reserves the right to reject trees and nursery stock that do not meet
specifications as set out in the requirements and guidelines in BS 3936:1992 or in accordance
with the landscape architects drawings. If a particular defect or substandard element can be
corrected easily, appropriate remedies shall be applied and agreed with the landscape
architect. If destructive inspection of a root ball is to be carried out, agreement should be in
place prior as to the time and place of inspection. Inspection of shrub roots in containers or
rootball can be carried out on site if required.

Tree Handling
It is recommended that companies that do not have experience with handling large trees or
the required equipment to do so seek advice from the landscape architect or tree supplier.
Furthermore, specialist hauliers are to be used who will have the correct lifting equipment to
deal with unloading large trees.
The landscape contractor must follow the industry guidance method for handling trees. Below
are recommended industry standards.
Dormant trees sizes of 12-16cmg
These can be lifted and unloaded using a root hook and hoist. Even when the tree is dormant
it is recommended to wrap the stem in hessian for additional protection when unloading
maintaining the lifting weight on the root hooks.
Dormant trees sizes of 18-20cmg - 25-30cmg
These can be lifted and unloaded using a 3 tonne sling in combination with a chain and root
hooks. Even when the tree is dormant it is recommended to wrap the stem in hessian for
additional protection when unloading.

Tree Planting
The tree supplier is to be approved by landscape architect prior to any ordering of stock. All
trees are to be planted in the first available planting season after construction as root balled
stock unless otherwise specified and agreed with the client.  All tree pits are to be excavated
24 hours prior to delivery to reduce the time the rootball is out of the ground. All tree pits are to
be excavated under favourable weather conditions to avoid deterioration of the soil structure
and glazing. All excavations are to be carried out using a toothed bucket ensuring tree pit
walls are not glazed, the walls of the tree pit can also be loosened with hand held tools.
Tree pit dimensions are subject to soil conditions, soil report provided by agronomist and
rootball size. Tree pits can never be excavated too wide in an unrestricted space (open
ground), however they can be too deep.
All trees are to be planted at the correct height which is the same depth as the tree was
growing on the nursery. The root collar must remain visible. Tree pit sizes are to be agreed
with landscape architect prior to excavations. All tree pits are to be inspected by the landscape
architect prior to planting. All tree pits are to have suitable irrigation pipe and end cap and
aeration tubes if required (aeration tubes tend to be required for trees planted in a hard
landscape environment). They are only required for the first two years after which they are
superfluous. All irrigation pipes are to be placed as high as possible not at the base of the
rootball. The tree would also benefit from an earth reservoir around the rootball on the surface
to aid watering. The reservoir is best backfilled with bark mulch to avoid soil glazing on the
surface.

Note: Trees may sink after planting due to soil settlement. With sandy soils generally there will
be a settlement of 10% and clay soils 20%, this will need to be considered by the landscape
contractor when planting and therefore the tree may need to be planted slightly higher to
accommodate soil settlement.
Note: Never excavate deeper than the highest water table to ensure organic matter does not
come in contact with groundwater resulting in anaerobic digestion within the soil.
All hessian and wire supports around the rootball are to remain in place when planting (in
some case it may be required to loosen the hessian and wire). The hessian will quickly
decompose. The wire will oxidize and also disappear in the soil eventually.
Trees planted within hard landscape areas are to have tree grilles and guards where specified.
Subterranean cellular product is to be used to ensure the tree has a minimum of 9m3 growing
area. Type and manufacture is to be agreed with the client and landscape architect prior to
installation. The landscape architect is to inspect all tree pits prior to planting.

Trees are to be supported either by high anchoring, low anchoring or underground anchoring
systems. The type of anchoring system is to be agreed with the landscape architect and
detailed within the specification of works. For trees that are <10-12cmg use 1no untreated
softwood stake at min 10cm diameter driven into the ground at least 1m depth (30cm of which
must be in undisturbed ground), the stake is to be placed on the side of the prevailing wind.
Trees >10-12cmg use 2no untreated softwood stakes at min 10cm diameter driven into the
ground at least 1m depth with horizontal bracing bar. Trees >25-30cmg use 3no stakes in a
triangle around the tree (1.4m above ground level) with horizontal bracing bars, tree bands are
to be secured to the posts with galvanised nails.

Underground anchoring systems are to be used for large compact rootballs or trees within
hard landscape with tree grilles to BS 4043: 1989' Recommendations for Transplanting
Root-Balled Trees'. The type of anchoring system is to be agreed with the landscape architect.
Biodegradable anchoring straps are to be used to ensure the straps do not grow into the trunk.
Note: There are benefits to using low level anchoring as field trials have demonstrated that the
tree becomes independent in the ground quicker as a result of the wind rocking the tree that
encourages root ground. However, this method is not recommended in exposed conditions or
coastal locations due to a greater risk of the trunk breaking.
Ties and stakes are to be checked and adjusted every six months or after periods of strong
wind and rain.
All topsoil is to conform to BS 3882:2015 or similar approved by an agronomist. The tree pit
shall be backfilled with previously prepared topsoil excavated from the pit and additional
topsoil as required. All backfilled material is to include an organic slow release fertilizer to
ensure there is no adverse affect on soil organisms (Vitax Q4HN) or similar approved at a ratio
of 10 -7.5 -10.2 + TE. The second application to be made 10-16 weeks after planting
depending on soil type and weather conditions.
Tree pit root barrier are to be installed to all trees within 3m of any underground service routes
or within 2.0m of kerb lines & hard surfaces & building foundations. Type of root barrier
material is to be agreed with the landscape architect. The landscape contractor is to confirm
locations of all services prior to implementation of trees. Prior to installation NJUG
specification and requirements are to be referred too. All trees to be planted in accordance
with BS 8545:2014 'Trees: from nursery to independence in the landscape.'

Guidance for Tree Pit Sizes within Soft Landscape Areas
Final tree pit size will vary dependent on size of rootball, tree stock and soil type.
Below are general guidance sizes only. The landscape contractor is to speak to the grower to
obtain exact sizes prior to delivery. Landscape Architect to inspect tree pits prior to planting.

Tree pit size guidelines:
Tree size Rootball Size Tree pit size   (length, width, depth)
10-12 cmg 40x40cm 70x70x60cm
12-14 cmg 50x50cm 80x80x60cm
14-16 cmg  50x50cm 80x80x60cm
18-20 cmg 60x60cm 90x90x60cm

Proposed Ornamental Shrub / Perennial Planting
· To be planted in a minimum of 300mm depth approved topsoil to BS 3882: 2015 in the

first available planting season after construction.
· All shrubs are to be planted as container stock unless otherwise specified (5 or 10 litre),

all stock is to be well rooted into the container but not pot bound.
· All shrubs are to be planted with a slow release organic fertilizer (vitax or similar

approved) and backfilled with a mixture of excavated top soil and compost (not peat
based). A minimum of 50 mm approved ornamental grade bark mulch is to be applied to
planting areas unless stated otherwise.

Proposed Hedge Planting
· To be planted in a minimum of 300mm depth approved topsoil to BS 3882: 2015

'Multipurpose'  in the first available planting season after construction.
· All shrubs are to be planted as container stock unless otherwise specified (5litre), all

stock is to be well rooted into the container. All hedge are to be planted in double
staggered rows.

· All shrubs are to be planted with a slow release organic fertilizer  (vitax or similar
approved) and backfilled with a mixture of excavated top soil and compost (not peat
based). A minimum of 50 mm approved ornamental grade bark mulch is to be applied to
planting areas unless stated otherwise.

Planting Guidelines
· All planting and landscape operations should comply with the requirements specified in

BS 3936-4:2007 'Nursery Stock' (Part One) and BS4428:1989 'Code of Practice for
General Landscape Operations' (excluding hard surfaces).

· All topsoil and testing to conform to BS 3882: 2015 'Specification for Topsoil and
Requirements for Use'.

· All topsoil used for planting to be tested by an approved Topsoil Analyst and any
required amelioration or soil improvements to be carried out in line with Analyst's report.

· All fertilizers are to be applied or supervised by qualified staff to avoid the action of
plasmolysis.

· Nurseries to provide protocols for ensuring that plant stock is free of invasive species.
· No planting is to be carried out when the site is covered by frost.
· Irrigation of plant material to be carried out during periods of drought will be required to

ensure successful establishment of all plant stock.
· All new planting to be protected from mammal grazing by individual guards or stock

proof fencing.
· If planting is to be carried out outside the growing season, all bareroot / rootballed plant

stock is to be substituted with containerised stock. Specification to be agreed with
Landscape Architect prior to ordering and implementation.

Proposed Lawn Turf (GT1)
All amenity grass areas to be Medallion turf as supplied by 'Rolawn' or similar and approved.
All turf to be laid on 150mm depth approved topsoil to BS 3882:2015.

Proposed Wildflower Meadow (GT2)
Supplier: Emorsgate Seeds or similar approved
Sow rate: 4 g/m²
Description: EM2 meadow mixture contains species that are characteristic of traditional
meadows across a wide range of soil types. The mix ratio and specification are to be
considered and approved by the EA and LPA.

Wild Flowers (20%)
Species Common Name %Mix
Achillea millefolium Yarrow 0.3
Centaurea nigra Common Knapweed 3.5
Daucus carota Wild Carrot 1.3
Galium verum Lady's Bedstraw 3
Knautia avensis Field Scabious 0.5
Leontodon hispidus Rough Hawkbit 0.2
Leucanthemum vulgare Oxeye Daisy 0.5
Lotus corniculatus Birdsfoot Trefoil 0.5
Malva moschata Musk Mallow 2.5
Plantago lanceolata Ribwort Plantain 1
Primula veris Cowslip 1
Prunella vulgaris Selfheal 1.7
Ranunculus acris Meadow Buttercup 1.5
Rhinanthus minor Yellow Rattle 2.5

Grasses (80%)
Species Common Name %Mix
Agrostis capillaris Common Bent 8
Cynosurus cristatus Crested Dogstail 40
Festuca rubra Slender-creeping Red-fescue 28
Phleum bertolonii Smaller Cat's-tail 4

Proposed Meadow Grassland (GT3)
Supplier: Emorsgate Seeds or similar approved
Sow rate: 50 g/m²
Description: EG8 contains species suitable for seasonally wet soils and is based on the
vegetation of traditional floodplain and water meadows. Soils in wet meadows may flood for
short periods in winter, but are usually well drained in summer. The mix ratio and specification
are to be considered and approved by the EA and LPA.

Grasses (100%)
Species Common Name %Mix
Agrostis capillaris Common Bent 12.5
Alopecurus pratensis Meadow Foxtail (w) 3.75
Anthoxanthum odoratum Sweet Vernal-grass (w) 3.75
Briza media Quaking Grass (w) 3.75
Cynosurus cristatus Crested Dogstail 30
Deschampsia cespitosa Tufted Hair-grass (w) 2.5
Festuca rubra Slender-creeping Red-fescue 40
Hordeum secalinum Meadow Barley (w) 3.75

SOFT LANDSCAPE

EXISTING

Proposed Tree Planting
Size/Spec: Refer to plant schedule for details
Note: Final location of trees to be determined with services alignment. All trees
are to be tagged by landscape architect prior to delivery

Proposed Specimen Shrub Planting
Product: Container grown stock
Size/Spec: Refer to plant schedule for details

Proposed Climber Planting
Product: Container grown plant stock
Size/Spec: refer to plant schedule for details

Proposed Shrub Planting
Product: Container grown plant stock
Size/Spec: Refer to plant schedule for details
Note: All batches of species are to be labelled prior to delivery

Proposed Hedge Planting
Product: Field grown plant stock
Size/Spec: Refer to plant schedule for details
Note: All batches of species are to be labelled prior to delivery

Proposed Native Shrub Planting
Product: Field grown plant stock
Size/Spec: Refer to plant schedule for details
Note: Species planted in an even but natural distribution throughout the planting
area

Grass Type 1: Amenity Grass
GT1 - RB Medallion Turf
GT1a - A4 amenity grass mix
Supplier: Rolawn or Germinal/similar approved
Size/Spec: Refer to plant schedule for details

GT1

Grass Type 2: Flowering Grassland
GT2 - Mowed on a Grassland regime
Product: EM2 meadow mixture
Supplier: Emorsgate or similar approved
Size/Spec: Refer to plant schedule for details

GT2

Grass Type 3: Grassland
GT3 - Mowed on a grassland regime
Product: EG8 Meadow grass mixture for wet soils
Supplier: Emorsgate or similar approved
Size/Spec: Refer to plant schedule for details

GT3

Existing Trees to be Retained
To be protected in accordance with BS 5837:2012 'Trees in relation to Design,
Demolition and Construction'
Note: Refer to Technical Arboriculture arboricultural survey & report for details

Existing Vegetation to be retained
Existing vegetation to be cut back away from roads/pathways as appropriate to
allow clear routes through the site
Note: Refer to Technical Arboriculture arboricultural survey & report for details

Existing Trees/Vegetation to be Removed
Trees/vegetation in conflict with proposed development, based on current site
layout. Note: Refer to Technical Arboriculture arboricultural survey & report for
details

PROPOSED

Note: No dig construction to be carried out in any location where construction
is within RPA of existing trees. Refer to Arboriculturalist's drawings & reports
for further details

Proposed Bulb and Herbaceous Planting
Product: Container grown plant stock
Size/Spec: Refer to plant schedule for details
Note: All batches of species are to be labelled prior to delivery

Total :95
36Counted5LMatteuccia struthiopteris
595/m²5LDryopteris felix-mas
Qty.DensityConditionSpecificationSpecies

PROPOSED FERNS

Total :155
36M stMatteuccia struthiopteris
9Ep WSEchinacea purpurea 'White Swan'
81Ec pmEchinacea purpurea 'Magnus'
29Ah PSAllium hollandicum 'Purple Sensation'
Qty.SymbolSpecies

BULBS AND HERBACEOUS

Total :18
615-20L100-150cmPtParthenocissus triscuspidata
510L80-100cmCmMClematis montana 'Marjorie'
715-20L100-150cmCaClematis armandii
Qty.ConditionHeightSymbolSpecies

PROPOSED CLIMBERS

Total :3648
284/m²3LVerbena bonariensis
3307/m²3LTiarella cordifolia
287/m²3LRudbeckia fulgida sullivantii
2055/m²5LRodgersia aesculifolia
2239/m²3LPulmonaria angustifolia 'Munstead Blue'
8599/m²3LLuzlia nivea
2127/m²3LLiriope Muscari 'Royal Purple'
1537/m²3LLiriope muscari 'Monroe White'
789/m²3LHeuchera Palace Purple'
3989/m²3LHeuchera cylindrica 'Greenfinch'
3969/m²3LGeranium macrorrhizum spessart
669/m²3LGeranium 'Rozanne'
394/m²3LGeranium 'Johnsons blue'
1569/m²3LBrunnera macrophylla 'Jack Frost'
429/m²3LBerginia 'Bressingham White'
629/m²3LBergenia 'Bressingham Ruby'
3387/m²3LAlchemilla mollis
199/m²3LAchillea millefolium 'Cerise Queen'
163/m²10LAcanthus mollis
Qty.DensityConditionSpreadSpecies

PROPOSED HERBACEOUS

Total :451
4514/m5L60-80cmLigustrum ovalifolium
Qty.DensityConditionHeightSpecies

PROPOSED HEDGING

Total :10050
639/m²3L20-30cmVinca minor f. alba 'Gertrude Jekyll'
1625/m²3L60-80cmViburnum opulus 'Compactus'
725/m²BR60-80cmViburnum opulus
5215/m²5L30-40cmViburnum davidii
6265/m²5L30-40cmSarcococca hookeriana var. humilis
745/m²3L60-80cmSambucus nigra 'Black lace'
1597/m²3L20-30cmSalvia x sylvestris 'mainacht'
215/m²5L30-40cmSalvia officinalis 'Purpurascens'

2387/m²2L20-30cmRosmarinus officinalis 'Miss Jessopp's
Upright'

235/m²BR60-80cmRosa canina
2465/m²5L60-80cmRosa 'Kithsgate'
1065/m²5L60-80cmRosa 'Ballerina'
4895/m²5L40-60cmPrunus laurocerasus 'Otto Llyken'
1005/m²5L30-40cmPittosporum tenuifolium 'Tom Thumb'
855/m²5L40-60cmPerovskia a. 'Blue Spire'
8879/m²3L20-30cmPachysandra terminalis 'Green Carpet'
487/m²3L20-30cmNepeta 'Six Hills Giant'
1315/m²5L20-30cmMahonia nitens 'Cabaret'
15037/m²3L30-40cmLonicera nitida 'May Green'
4514/m5L60-80cmLigustrum ovalifolium
365/m²C40-60cmIlex aquifolium
223/m²10L80-100cmHydrangea quercifolia
3365/m²5L40-60cmHydrangea quercifolia
4755/m²5L40-60cmHydrangea paniculata
8837/m²5L30-40cmHebe rakiensis
995/m²5L30-40cmHebe 'Midnight Sky'
1665/m²5L30-40cmEuonymus fortunei 'Emerald Gaiety'
273/m²10L60-80cmEscallonia 'Donard Seedling'
1225/m²5L30-40cmCytisus burkwoodii
535/m²5L40-60cmCornus sanquinea
2423/m²10L60-80cmCornus alba 'Siberica'
8275/m²3L40-60cmCornus alba 'Midwinter Fire'
3445/m²3L40-60cmCornus alba 'Kesselringii'
155/m²3L40-60cmCornus alba 'Elegantissima'
3443/m²10L60-80cmChoisya 'Aztec Pearl'
245/m²5L30-40cmCeanothus thyrsiflorus 'Skylark'
305/m²5L20-30cmBerberis thunbergii 'Atropurpurea Nana'
Qty.DensityConditionHeightSpecies

PROPOSED SHRUBS

Total :38
11Counted15L120-150cmVbDViburnum bodnantense 'Dawn'
5Counted10L60-80cmP'Pb'Phormium 'Platt's Black'
14Counted15-20L50cmIcIlex crenata
8Counted15L120-150cmEaEuonymus alatus
Qty.DensityConditionHeightSymbolSpecies

PROPOSED SPECIMENS SHRUBS

Total :113
3RB :Clear Stem 175-200350-425cm14-16cmgTeTilia euchlora
3RB :Clear Stem 175-200350-425cm14-16cmgTcGSTilia cordata 'Green Spire'
3RB :Selected Standard :Clear Stem 125-150300-350cm10-12cmgSaSorbus aucuparia
4Multi Stem :3/5 brks200-250cmScSalix caprea
2Multi Stem :3/5 brks200-250cmSaSalix alba
1RB :Clear Stem 175-200350-425cm14-16cmgQrQuercus robur
12RB :Clear Stem 175-200350-425cm14-16cmgPcCPyrus calleryana 'Chanticleer'
4RB :Clear Stem 175-200350-425cm14-16cmgPsPrunus serrula
10RB :Clear Stem 175-200350-425cm14-16cmgPa 'P'Prunus avium 'Plena'
3BR :Clear Stem 175-200350-425cm12-14cmgMtMalus tschonoskii
1RB :Clear Stem min. 200425-650cm18-20cmgLsLiquidambar styraciflua
2BR :Clear Stem 175-200350-425cm10-12cmgFsFagus sylvatica
5RB :Selected Standard :Clear Stem 175-200300-350cm10-12cmgCaCorylus avellana
3Multi Stem :3/5 brks200-250cmCamCorylus avellana
8RB :Clear Stem 175-200350-425cm14-16cmgCb FCarpinus betulus 'Frans Fontaine'
1RB :Selected Standard :Clear Stem 175-200300-350cm10-12cmgCpCarpinus betulus
3RB :Selected Standard :Clear Stem 150-200350-450cm12-14cmgBpfBetula pendula 'Fastigiata'
4RB :Selected Standard :Clear Stem 125-150350-425cm12-14cmgBpBetTotal :113
10Multi Stem :3/5 brks200-250cmBpmBetula pendula
11Multi Stem :3/5 brks200-250cmBnBetula nigra
5Multi Stem :3/5 brks200-250cmAlmAmelanchier lamarckii
14Multi Stem :3/5 brks200-250cmAcoAlnus cordata
1BR :Clear Stem 175-200350-425cm12-14cmgAhAesculus hippocastanum
Qty.SpecificationHeightGirthSymbolSpecies

PROPOSED TREES

Plant schedule

Site boundary

Misc

Total :3712
55515%3/m²1+2 :3 brks :BranchedViburnum opulus
1875%3/m²Branched :3 brks :1+2Viburnum lantana
2617%3/m²Branched :3 brksSambucus nigra
1875%3/m²Bushy :BR :2/3 brksSalix lanata
55515%3/m²Branched :3 brksSalix caprea
1875%3/m²1+1 :Branched :3 brksRosa canina
1875%3/m²Branched :1+1 :2 brksRosa arvensis
2978%3/m²1+2 :Branched :5 brksEuonymus europaeus
74120%3/m²1+1 :TransplantCrataegus monogyna
55515%3/m²Branched :1+2 :3 brksCornus sanguinea
Qty.Percentage ContributionDensitySpecificationSpecies

NATIVE SHRUB PLANTING MIX

Total :1460
7955/m²5LStipa tenuissima
585/m²3LMiscanthus sinensis 'Flamingo'
1805/m²3LDeschampsia cespitosa goldtau
495/m²3LCarex testacea
3207/m²3LCarex divulsa
585/m²5LCalamagrostis x acutifolia 'Karl Foerster'
Qty.DensityConditionSpecificationSpecies

PROPOSED GRASSES

Total :95
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