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POD ROOF TO BE FORMED WITH ALKORBRIGHT WHITE LAMINATED
ROOF MEMBRANE ON 120mm CELOTEX CROWN INSULATION TO GIVE
0.18 U VALUE ON 0.25mm THICK ALKORPLUS LDPE 81012 001 VAPOUR
CONTROL LAYER ON 0.7mm D35 GALVANISED METAL DECIKING ALL

FIXED IN ACCORDANCE WITH MANUFACTURERS DETAILS.

SPLAYED, SLOPING ALUMINIUM VERGE BOX FASCIA
POWDER COATED SIGNAL BLACK RAL 2004. N

OVERHANGING PROFILED VERGE
FASCIA IN SIGNAL BLACK RAL 9004.

— } 1 SIGNAL BLACK RAL 2004 POWDER COATED
d / JE BT —a UMINIUM BOX GUTTER & 100mm SQUARE
| \\ // [ | T I T || SECTION OF RAINWATER PIPE TO MAIN ROOF.

=
/1A

YARD AREA COVERED WITH

50x80mm GALVANISED MESH
OVER ON STEEL FRAME, MINIMUM

CLEARANGE TO UNDERSIDE
2800mm & |ALLOW FOR TRIMMING _|
ROUND DUCT WORK.

SINGLE SKIN PLASTISOL COATED PROFILED STEEL
ROOF CLADDING SAT ON TAPERING STEEL PURLINS
ON TOP OF COLDROOMS. COLDROOM GUTTER TO
RUN ENTIRE LENGTH OF COLDROOMS AND EXTEND
DOWN SIDE AND CONNECT INTO LARGE DOWNPIPE
FROM MAIN ROOF.

SIGNAL BLACK RAL 9004 POWDER COATED
ALUMINIUM BOX GUTTER & 63mm SQUARE
SECTION OF RAINWATER PIPE TO ANNEXE ROOF.
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ANNEXE ROOF TO BE FORMED WITH
ALKORBRIGHT WHITE LAMINATED ROOF MEMBRANE.

SPLAYED, SLOPING ALUMINIUM VERGE BOX FASCIA

POWDER COATED SIGNAL BLACK RAL 9004.
OVERHANGING PROFILED VERGE

FASCIA IN SIGNAL BLACK RAL 9004.

proposed ground floor general arrangement
scale - 1:150 @ A1/ 1:100 @ A3

1 5m

. DENOTES POSITIONS OF RECESSED SOFFIT SPOTLIGHTS
REQUIRED A 222mm DIAMETER CUT OUT.

OVERHANGING PROFILED VERGE

FASCIA IN SIGNAL BLACK RAL 9004.

HATCHED AREA TO BE COVERED WITH ALKOFLEX
COMPATABLE PROTECTIVE WALKWAYS.
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MAIN ROOF TO BE FORMED WITH ALKORBRIGHT WHITE LAMINATED ROOF MEMBRANE

ON 120mm CELOTEX CROWN INSULATION TO GIVE 0.18 U VALUE ON 0.25mm THICK

ALKORPLUS LDPE 81012 001 VAPOUR CONTROL LAYER ON 0.7mm D35 GALVANISED
METAL DECKING ALL FIXED IN ACCORDANCE WITH MANUFACTURERS DETAILS.

FALL

SOIL PIPE TO PASS THROUGH ROOF TO VENTILATE DRAINAGE

SYSTEM WITH FLASHING - EXACT LOCATION TO BE CONFIRMED
ONCE UNDERGROUND DRAINAGE IS DESIGNED.

OVERHANGING PROFILED VERGE
FASCIA IN SIGNAL BLACK RAL 9004.

OVERHANGING PROFILED
VERGE FASCIA IN SIGNA
BLACK RAL9004 WITH45mm
THICK HAMLET MICRORIB
SOFFIT CLADDING FIXEDTO
UNDERSIDE'CGF PURLI

Figured dimensions only are to be used. All dimensions to be checked onsite.
Differences between drawings and between drawings and specification or bills
of quantites to be reported to the LDA Group.

The copyright of the drawings and designs contained therein remains
vested in the LDA Group
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Note: Drawings reference from 'The Harris
Partnership Architects' information:

16590-004 - Proposed Aldi Floor Plan
16590-005 - Proposed Aldi Elevations

Frank Belshaw Building Surveyors Limited:

0000/2020/G100 2020/77 - KFC Floor Plan
0000/2020/G121A 2020/77 - KFC Site Plan
0000/2020/G211 2020/77 - KFC Elevations
0000/2020/G213 2020/77 - KFC Roof Plan
0000/2020/G900 2020/77 - KFC Drainage Plan

Costa Coffee:

Waterlooville - P1B (1) - Costa Floor Plan
1800(Side) - 02E - Costa Coffee Elevations
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