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1 Schedule of Maintenance
1.1 Maintenance during construction

1.1.1 Once appointed the Contractor will prepare a site specific method statement for the
control of silt and other pollutants during construction. CIRIA Report C532 ‘Control of
Water Pollution from Construction Sites’ provides further guidance on this.

1.1.2 During the construction phase, should hardstanding areas be constructed prior to the
completion of the proposed drainage scheme, surface water flow will be temporarily
channelled into localised lined storage units before being discharged at no greater than
5/Is into the existing surface water sewers. Appropriate water quality mitigation in
accordance with CIRIA Report C532 will be provided. This approach allows for surface
water to be attenuated and sediments captured during the construction phase.

1.1.3 The Contractor will maintain the proposed drainage system during construction and
until the site is handed over to the private Management Company.

1.2 Management and Maintenance of Proposed SuDS Drainage System

1.2.1 Upon completion, management of the shared drainage facilities will be passed on to a
private Management Company appointed by the Developer on behalf of the new
Residents.

1.2.2 The regular and corrective maintenance of all shared elements of the drainage systems,
including the storage structures, catchpits, Downstream Defender Vortex Separators
and Hydrobrakes will be managed and funded through the private Management
Company on behalf of the Residents.

1.2.3 Provisions will be made to replace any infrastructure that has reached the end of its
serviceable design life and will be replaced on a like for like basis as far as reasonably
practicable.

1.2.4 The Downstream Defender Vortex Separators will be maintained in accordance with
the ‘Hydro International - Operation and Maintenance Manual’ which has been included
within the Application Pack.

1.2.5 In the event that the private Management Company becomes unable to discharge its
duties within 2 years of first appointment the developer will endeavour to appoint an
alternative on behalf of the Residents.

1.2.6 Regular maintenance of all private drainage, gullies, gutters, rainwater pipes and
connections will be the responsibility of the individual homeowner and should be
undertaken every 3 months.
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Maintenance Required Action Frequency
Schedule
Remove sediment and debris from silt trap
chambers, gullies traps, channel drains and inlet 3 monthly
chambers
Litter and debris removal — catch pits Mon'Fth oras
required
. " . Every 2 years or
Surface and foul water pipework — jetting / rodding as required
Regularly during
Vortex Separators inspected. (A log should be f"St year of
o o : . installation then
maintained detailing the depth of oil found any oil
. . every 6 months
volume removed, and any silt removal or cleaning !
: after the first
carried out)
year of
Regular installation

Maintenance

Remove sediment, oil and suspended solids from
the Vortex Separators

Once per year,
or following a
spill in the
drainage area

Manage other vegetation and remove nuisance

plants — aesthetics As required
Inspect for sediment and debris in pre-treatment
components and floor of storage structure Annually

inspection tubes or chambers.

Cleaning of gutters and any filters on down pipes.

Annually (or as
required based
on inspection)

Trim any roots that may be cause blockages to the

Annually (or as

system. required)
Remove sediment and debris from pre-treatment .
. As required
Occasional components and floor of storage structure
; ) : . based on
Maintenance inspection tubes or chambers and inside of . X
. Inspections
concrete manhole rings.
Repairs to access chambers / manhole covers As required
Remove debris / blockages to silt traps / channel .
. As required
drains
Surface remedial works to any depressions or .
. As required
rutting
Inspect inlet, outlet from downpipes, channel drains As required

Corrective
Maintenance

and gullies for blockages, standing water and clear

Alarm probes should be removed and cleaned with
water

Whenever waste
material is
removed from
the separator

Reconstruct storage structures if performance
deteriorates or failure occurs

As required

Replacement of defective geotextile (will require
reconstruction of storage structures)

As required

Monitoring

Inspect silt traps and note the rate sediment has
accumulated

Monthly in the
first year and
then annually

Inspect storage structures to ensure it is fully
emptying

Annually




Maintenance Required Action Frequency

Schedule
Remove debris / blockages to silt traps / channel As required
drains q

, Repairs to access chambers / manhole covers As required

Corrective

Maintenance Replace any broken permeable blocks / surface, As required
remedial works to any depressions or rutting q
Inspect inlet, outlgt from downpipe and gullies for As required
blockages, standing water and clear

Indicative Schedule of Maintenance for the Proposed Drainage System

2 Financing

2.1 The regular maintenance of all private drainage, channels, gutters, rainwater pipes and
connections will be the responsibility of the individual homeowner.

2.2 The regular and corrective maintenance of all shared elements of the drainage system will
be managed and funded through the Management Company on behalf of the Residents.

Inspection / Gullies, Catchpits Vortex Surface Storage
Action Channels Separators Water Crates
Required and Gutters Pipework

1 Month v v
3 Months v v
6 Months v
1 Year v

After leaf fall
in Autumn

2 Years v

When waste
material is
removed v
from the
separator

Drainage System Maintenance Summary



GENERAL NOTES:

1. All dimensions to be checked on site. All details and dimensions
relating to sub-Contractors work must be checked and agreed between the
sub-Contractor or supplier and the general Contractor.

2. This drawing is to be read in conjunction with all relevant Architect's and
Engineer's drawings and specification.

3. The main Contractor is responsible for ensuring the stability of the
structure whilst the works are in progress.

4. Any information given regarding existing underground services is given
in good faith after consultation with the relevant authority. No liability is
accepted by the Consultant and the main Contractor is responsible for
obtaining and checking all information and taking due care and attention
whilst undertaking the works.

Drainage Maintenance Legend:

To be maintained by the homeowner

@ Foul Water Manhole and Pipe

@®- — — — — Surface Water Manhole and Pipe

B—— —— —— Yard Gully

ACO Channel

To be maintained by Management Company

@— — —— Foul Drainage

@— —— — Surface Water Manhole and Pipe

B— —— —— Road Gully

ACO Channel

EEEEI Storage Crate/Cellular Soakaway

To be maintained by Southern Water

Surface Sewers

- Foul Sewers
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GENERAL NOTES:

1. All dimensions to be checked on site. All details and dimensions
relating to sub-Contractors work must be checked and agreed between the
sub-Contractor or supplier and the general Contractor.

2. This drawing is to be read in conjunction with all relevant Architect's and
Engineer's drawings and specification.

3. The main Contractor is responsible for ensuring the stability of the
structure whilst the works are in progress.

4. Any information given regarding existing underground services is given
in good faith after consultation with the relevant authority. No liability is
accepted by the Consultant and the main Contractor is responsible for
obtaining and checking all information and taking due care and attention
whilst undertaking the works.
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