
U

p

SPU

RHD

YEW

7.11

FH

Gate

LP

LP

LP

LP

6

.

9

2

6

.

9

5

6

.

8

2

6

.

8

0

6

.

8

1

6

.
8

7

6

.
8

3

6

.
8

7

7

.
3

1

6

.

9

1

7

.

3

2

6
.9

2

7.27

6

.

9

1

7

.

1

4

6

.

8

8

6

.

9

2

7

.

0

3

6
.
9
1

6

.

9

8

6

.

9

1

6

.

9

4

6

.

9

9

7

.

0

1

6

.

9

7

6.90

6.88

6.88

6.90

7

.

0

6

7

.

1

1

7

.

0

4

6

.
9

9

7

.

0

7

6

.
9

8

7

.
0

4

6

.9

7

7

.

1

3

6.99

7

.

0

7

6

.

9

6

7

.
0

5

7

.
1

3

7

.

0

7

7

.

2

1

6

.

9

8

6

.

9

67.03

7.09

7.00

7
.0

9

6

.

9

9

7

.

0

0

6.1
2

6.0
2

6.08

6.26

6.25

6.47

6.56

6.80

6.71

6

.
9

3

7

.
0

2

7

.

1

9

7.13

7.08

6
.
9
8

6.97

6.70

7

.

0

8

6.97

7.13

7.15

6.56

6

.

8

2

6

.

8

5

6

.

8

6

7

.

0

7

6

.
5

8

6

.

2

3

6.18

7

.

1

3

7

.

2

4

7

.
0

5

6

.
9

9

6
.
8
4

6
.
8
3

6
.
7
9

6
.
8
3

6
.
7
9

6
.
7
9

6
.
9
1

6

.
7

8

6

.

8

1

6

.

8

7

6

.
7

8

6

.
8

6

6

.
8

9

6

.
8

6

7

.
0

1

7

.
0

7

7

.
0

8

7

.
1

7

7.15

7
.
1
1

7

.
3

0

7

.

2

4

7
.
0
1

7.03

7

.
0

5

6

.
9

6

6

.
9

5

6
.
9
9

6

.
9

9

7

.
0

1

6

.
9

2

6

.

3

4

6

.

4

5

6

.

4

0

6

.

3

4

6

.

4

8

6

.

5

0

6

.

5

1

6

.

4

9

6

.

5

1

6

.

5

5

6

.

5

9

6

.

7

3

6

.

7

3

6.68

6

.

8

0

6

.

8

5

6

.

8

8

6

.

8

5

6

.

6

2

6

.

5

3

6

.

9

1

6

.

9

2

6

.

9

5

6

.

9

5

6

.

9

1

6

.

9

7

6

.
9

4

7

.

0

6

7

.
0

2

7

.

0

1

7.04

7

.
0

9

7.09

7

.
1

1

7

.
1

2

7

.
1

4

7.18

7

.
1

8

7

.
2

0

7

.
1

0

7

.
1

2

7

.

0

9

7

.
1

9

6.49

SV Gas

Tap

Sp6

0.20/7T

7/

Sp6

0.20/3T

4/

Sp7

0.25/1T

3/

CL 6.98

CATVCL 6.17

CATV

CL 6.76

CATV

6.80

WM

6.80

WM

6.81

WM

6.46

WM

6.48

WM

Gate

7

.
2

0

Grass

Tarmac footpath

Bushes/foliage

Entrance to Belcher Frost

Tarmac

W

a

l

l

 

2

.

0

W

a

l

l

 

2

.

2

Stone setts

R

F

B

Rwall 0.6

Scalpings

W

a

l
l
 

2

.

4

D

i

l

a

p

 

w

a

l

l

 

0

.

7

CC

R

w

a

l
l
 

0

.

6

Grass

FB

CC

FB
C

o

n

c

r

e

t

e

Flowerbed

C

o

n

c

r

e

t

e

R

w

a

l

l

 

0

.

8

F

l

o

w

e

r

b

e

d

R

w

a

l

l

 

2

.

1

R
w

a
ll 

2
.1

R

w

a

l

l

 

1

.

9

B
r
i
c
k
 
p
a
v
i
n
g

Paving slabs

CB

B

r

i

c

k

 

p

a

v

i

n

g

Paving slabs

B

r

i

c

k

 

p

a

v

i

n

g

Paving slabs

Tac

W

a

l
l
 
2

.
0

B

r
i
c
k

 
p

a

v

i
n

g

I
R

F

 
1

.
0

 
o

n

 
w

a

l
l
 
0

.
3

Paving slabs

I
R

F
 
1

.
0

 
o

n

 
w

a

l
l
 
0

.
3

S

t

e

p

Paving slabs

Brick paving

H
 
I
 
G

 
H

 
 
 
S
 
T
 
R
 
E
 
E
 
T

D

r

a

i
n

a

g

e

 
c

h

a

n

n

e

l
 
B

P

P

a

v

i
n

g

 
s

l
a

b

s

P

a

v

i
n

g

 

s

l
a

b

s

P

a

v

i

n

g

 

s

l

a

b

s

Gate

S

t

e

p

Shed

P

a

v

i

n

g

 

s

l

a

b

s

S

c

a

l

p

i

n

g

s

S

c

a

l

p

i

n

g

s

Shed

PS

W

a

l

l

 

1

.

8

Emsworth delicatessen

Stonecrest

Building

H 8.90

S 8.53

H 8.90

S 8.53

Belcher Frost Solicitors

7

.
2

5

6

.
9

1

0 5

10 metres

2

N

c o r d a g e

d e s i g n

DRAWN BY: AC

RE-ISSUE

ISSUE

20.11.2020

PROJECT NO.

20.37

10.00

DESCRIPTION

Proposed Site Plan

A

SCALE

1:200@A3

c o r d a g e

d e s i g n

Unit 3, Broadbridge Business
Centre, Delling Lane,

 Boshamn
PO18 8NF

www.cordagedesign.com

PROJECT

Emsworth Surgery,

6 North St,

PO10, 7DD

CLIENT

Cordage 14 Ltd.

GENERAL NOTES:

This drawing is the property of Cordage Group and

must not be reproduced in part or whole or used for the

execution of works without their permission.

All dimensions to be checked on site prior to

commencement of any construction works and Cordage

Group notified of any discrepancy via the Supervising

Officer.

Figured dimensions are to be used in preference to

scaled dimensions. However for Planning purposes

scaling is permitted.

No deviation from this drawing will be permitted without

the express consent of Cordage Group via the

Supervising officer.

All works are to comply with the current edition of the

Building Regulations and British Standards.

It is the contractors responsibility to check all

dimensions and quantities on site prior submitting his

tender for the works.

Construction Design and Management (CDM)

REGULATIONS 2015, RISK ASSESSMENT.

M & E

Standards required - CIBSE, BAFE, NICEIC, Gas safe.

Dampers to ducting where required.

Fire stopping where required.

Light fittings to be Fire Rated where ceilings are fire

separation.

Fire Officer Testing and Certificate.

BUILDING REGULATIONS

To Building regulation and British Standard.

Requirements in all respects.

To Fire Officer requirements in all respects.

The Building Contractor must include for all works

required by the M&E Contractors.
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