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.Allium 'Purple Sensation'10% 3 \ s o 2°%%0
.Allium Ursinum10% — — = . \ e _ o 1 5 e A. SETTING OUT.
.Anemone Nem % X — . i _ _

.Galanthus-nivafis 10% 1. PLANTING SHALL BE SET OUT AS INDICATED ON THE DRAWING. ALL BEDS TO BE A MINIMUM OF 1

Jo.Hyaeinthoideg non-scripta 10 [
jo‘. Narcissus 'Carlton’ 20° —— METRE WIDE AND MEASURED FROM EXISTING FIXED POINTS.
o.Narcissus 'Tete

\o. S
o Ran 2. IF THE BED IS SEALED WITH CONCRETE THE CONTRACTOR SHALL INFORM THE SITE MANAGER

OR LANDSCAPE ARCHITECT TO DETERMINE IF FOOTINGS ARE EXCESSIVE AND CAN BE REDUCED
OR PAVED.

B. GROUND PREPARATION.

1. THE FOLLOWING WORKS SHOULD BE CARRIED OUT TO EXISTING TOPSOIL TO ENSURE IT
CONFORMS TO BS 3882 1994. TOPSOIL SHOULD BE FREE FROM ROCKS LARGER THAN 50MM IN
o DIAMETER, CONCRETE, WIRE, BRICK, ALL ROOTS AND LESS THAN 20% CLAY.
alba10%1
_ Yiramea' f C. PLANTING.
a10%1L
o A 1. ALL PLANTING TO BE WATERED IN WITH 20 LITRES PER SQUARE METER. TREES SHALL BE
WATERED IN WITH 25 LITRES PER TREE POSITION. TREES TO INCLUDE IRRIGATION PIPES.
y

2. TREES TO INCLUDE 1.6M CHESTNUT STAKE 600MM ABOVE GROUND AND 100MM BELOW THE
GROUND AND 1 NO. TREE TIE AND SPACER.

T T e S SR Ny 3. TURF TO BE PREMIUM GRADE CULTIVATED TURF.

o - - | - 37 No.Anemone SNy
it 4. ALL CLIMBERS TO INCLUDE PRESSURE TREATED SOFTWOOD TRELLIS WORKS (1.80 X 1.80M)
\ | FIXED TO EXISTING WALLS OR FENCES.

D. MULCH.

FOLLOWING PLANTING SUPPLY & SPREAD 50MM OF ORNAMENTAL BARK MIXED CONIFER MULCH
30-50MM PARTICLE SIZE TO ALL PLANTED AREAS. FINISHED MULCH LEVELS SHALL BE NO HIGHER
THAN 15MM BELOW GRASS OR PAVEMENT LEVELS TO AVOID ANY SPILLAGE ONTO PAVEMENTS OR
LAWNS.

GENERAL NOTES FOR THE DEVELOPER.

I ay a re a e a l S . ALL SOIL LEVELS FOR SHRUB BEDS AND GRASS AREAS SHOULD HAVE ANY COMPACTED

SUB-GRADE THOROUGHLY BROKEN UP BY MACHINE BEFORE INSTRUCTING THE GROUND WORKER

" y TO SPREAD TOPSOIL OR THE LANDSCAPE CONTRACTOR TO COMMENCE WORK AS THE BEDS WILL
S e e raWI n 4 BECOME WATERLOGGED IN WET WEATHER AND THE PLANTS AND TURF WILL DIE.
e ARy TOPSOIL.
e W LA
I TOPSOIL SPREAD FROM ON SITE SHOULD BE TO THE FOLLOWING DEPTHS: SHRUB BEDS - 450MM

GRASS AREAS - 150MM TOPSOIL SHALL BE SPREAD FOR GRASS AREAS FLUSH WITH ANY AREA OF
PAVING AND AFTER SETTLEMENT, THE SOIL LEVEL SHOULD BE NO GREATER THAN 10MM BELOW
PAVED AREAS TO ALLOW FOR TUREF.

C.D.M. REGULATIONS RISK ASSESSMENT.

IT IS THE DEVELOPERS RESPONSIBILITY TO DESIGN FOUNDATIONS TO ACCOMMODATE THE
PROPOSED TREE AND SHRUB PLANTING. REFERENCE SHOULD BE MADE TO NHBC STANDARDS
VOLUME PARTS 4.2 AND 4.3 REGARDING TREES AND SHRUBS IN RELATION TO FOUNDATIONS.

ALL BARE ROOT PLANTS TO HAVE RABBIT GUARDS

ALL TREES IN CLOSE PROXIMITY TO HARD SURFACES/ SERVICES AND FOOTPATHS ETC ARE TO
HAVE GREEN LEAF EROOT600 ROOT BARRIERS OR SIMILAR APPROVED.

scrit o 4 N - ,// BIRD AND BAT BOXES TO BE LOCATED IN MATURE EXISTING TREES AT LEAST 5M ABOVE GROUND,

2?0' o o ; A OR AS DIRECTED BY AN ECOLOGIST. TYPE TO BE APPROVED.

ete'10% :

arcissus10% ‘ 4
% 0 NORTH IS ASSUMED

.
Refer to RCP External Works Layout for boundary treatments.

43 No.Crataegus monogyna 60-90/BR _ .
43 No.Sorbus aucuparia 60-90/BR Refer to RCP Sec 38 Layout for drop kerbs and crossings detail.
43 No.Quercus robur1.25-1.50m RB
32 No.Prunus padus 60-90/BR

32 No. Viburnum opulus 60-90/BR

22 No.Sambucus nigra60-90/BR Grass mixture

Existing trees/hedges to with clover EG27

be reviewed .

Existing trees/hedges to
be retained

Mown grass path

/ﬂ!ﬁ’aﬁ

7

Proposed trees Proposed scrapes

Decorative
gravel

g; “o.graéaegus monqg%raag%(;g)g/BR Proposed trees
0.Sorbus aucuparia 60- . .
57 No.Quercus robur1.25-1.50m RB with root barrier

43 No.Prunus padus 60-90/BR
43 No. Viburnum opulus 60-90/BR

29 No.Sambucus nigra 60-90/BR 3m Bredon Gravel pathway, rolled in

over 100mm granular sub-base, with
a layer of Terram, edged with timber

Specimen shrubs

Ornamental shrubs

with bark mulch Grasscrete

Hedge Acoustic fencing

1.2m high stock proof

Climb
Imbers fencing with mesh

Premium grade turf

— e~ BB IR

Vehicular

A it i
menity grass maitenance gate

Wildflower EM1 Basic
general purpose meadow Ditch (0.5m deep)
mix

EM6 Meadow grass mix
for wetlands
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5 No. Acer platanoides 'Crimson King'12-14cm
Revision

Scheme adjusted to new layout 20.02.20
The key updated 25.02.20
Scheme adjusted to client comments 03.04.20
Scheme adjusted to client comments 14.04.20
Fabrik drawing overlay added 21.04.20
Scheme adjusted to GW comments 27.05.20
Allotment spec & ditch added 15.06.20
Amended in line with previous plan 27.07.20
Amended in line with Barratt commentsg 24.08.20
POS by plot 138 amended 16.09.20
Amended in line with comments 26.10.20
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