Storm drainage as
storm drain notes

MANHOLE
CONSTRUCTION

600x450 min chamber
150 C15P conc. base
225 eng. brick chamber
Galv. cover + frame

5 tonne cover in road.

FOUL DRAIN
CONSTRUCTION

100 dia foul drain

laid in bed + surround
of 10mm pea shingle

New Foul MH
450mm

Where installation of
pipe work for water,
electricity, gas or
drainage purposes
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Plastics MH Chambers
to BS—EN 1401-1:1998
Locking cover+frame
100 lean mix sub—base
pea shingle backfill

100 dia storm drain
laid in bed + surround
of 10mm pea shingle
to 1:60 falls
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a hand dig m'!ethod
of excavation will
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Precautionary Zone.
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New foul drain connection to public drain subject to Southern Water Consultation 
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MANHOLE  CONSTRUCTION  600x450 min chamber 150 C15P conc. base 225 eng. brick chamber Galv. cover + frame  5 tonne cover in road.
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FOUL DRAIN CONSTRUCTION  100 dia foul drain laid in bed + surround of 10mm pea shingle to 1:40 falls

AutoCAD SHX Text
Plastics MH Chambers to BS-EN 1401-1:1998 Locking cover+frame 100 lean mix sub-base pea shingle backfill

AutoCAD SHX Text
100 dia storm drain laid in bed + surround of 10mm pea shingle to 1:60 falls
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New Foul MH  450mm invert level
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Where installation of pipe work for water, electricity, gas or drainage purposes needs to be undertaken within the root protection zone of the trees, a hand dig method of excavation will be undertaken.
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New Foul MH  1000mm invert level
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16xAquacell Storm soakaway
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