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35 THICK FLEXIPAVE FOOTWAY 2500 WIDE LAID
TO EXISTING GROUND LEVELS ON 150 TYPE 3
SUB-BASE ON 1000G TERRAM OR SIMILAR
APPROVED: ALIGNMENT TO BE AGREED ON SITE
TO SUIT PREVAILING LEVELS INCLUDING
FLEXIGLO LIGHTING DISCS AT 1500 C/C
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TYPE 1B FOOTWAY

TYPE 5 STRENGTHENED
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Compacted Stone Base

MOT Type 1 100mm Deep,
Or For Improved Drainage
MOT Type 3

Sub Sail

Note: If Path Is Bridleway Or Will
Have Occasional Vehicle Use
Then Use A Minimum 150mm
Depth Of Stone

NOTE: 1000G 'TERRAM' TO BE LAID ON SOIL BEFORE LAYING SUB-BASE

Infill Soil At Sides
With Top Soil At
50mm Wide

KBI Flexipave
HD 1500 At
35mm Deep
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CONCRETE PATH EDGING

CONCRETE KERB

H PROPOSED STREET
FURNITURE INDICATED
THUS (FOR DETAILS SEE
DRAWING)
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TIMBER POST AND 4-RAIL FENCING AS
HCC STANDARD DRAWING HCC10/C/136
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Sustainable Porous Paving Solutions

KBI
Longfields Gourt

Middlewoods Way
Whamcliffe Business Park

Bamnsley
South Yorkshire
S§71 3GN

+44 (0) 1422 242880
hittp:/fwww kbiuk.co.uk

Construction Detail For Footpath
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TIE IN TO EXISTING HIGHWAYS

35 THICK FLEXIPAVE FOOTWAY 2500 WIDE LAID
TO EXISTING GROUND LEVELS ON 150 TYPE 3
SUB-BASE ON 1000G TERRAM OR SIMILAR
APPROVED: ALIGNMENT TO BE AGREED ON SITE

TO SUIT PREVAILING LEVELS INCLUD
FLEXIGLO LIGHTING DISCS AT 1500
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NOTES:

1.

10.

11.

12.

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
OTHERWISE STATED.

ALL KERBS SHALL BE PRECAST CONCRETE KERBS
AS SHOWN ON HCC STD. DETAIL DRAWING NO.
HCC10/C/010

FOOTWAY SHALL BE TYPE 1B AS SHOWN ON HCC
STD. DETAIL DRAWING NO. HCC10/C/045 WITH TYPE
EF PRECAST CONCRETE PATH EDGINGS.

FLEXIPAVE SHALL BE PROVIDED AND INSTALLED IN
ACCORDANCE WITH THE DETAIL ABOVE, LAID ON
1000G TERRAM OR SIMILAR APPROVED, BY KBI LTD,
NETHERTON MILL, HOLDSWORTH ROAD, HALIFAX,
WEST YORKSHIRE HX3 6SN. THE CONTRACTOR WILL
PROVIDE ATTENDANCE AS REQUIRED. NO EDGINGS
ARE REQUIRED.

ADVANCE WARNING SIGNS SHALL BE ERECTED AT
LEAST ONE WEEK IN ADVANCE OF COMMENCEMENT
OF WORKS.

HCC SIGN BOARDS TYPE 1 TO HCC STD. DETAIL
DRAWING NO. HCC10/C/145 TO BE PROVIDED ON
EACH APPROACH TO SITE FOR DURATION OF
WORKS.

ALL TRAFFIC SIGNS AND ROAD MARKINGS TO BE IN
ACCORDANCE WITH TRAFFIC SIGNS REGULATIONS
AND GENERAL DIRECTIONS 2016 AND ERECTED ON
76 DIAMETER POSTS WITH MINIMUM 2400
CLEARANCE TO PATH LEVEL

THE CONTRACTOR SHALL BE AWARE OF ALL
STATUTORY UNDERTAKERS PLANT THAT MAY BE
LOCATED WITHIN THE SITE. THE ROUTE FOLLOWS A
100 DIAMETER FOUL SEWER RISING MAIN

ALL TRAFFIC SIGNS AND STREET FURNITURE TO
HAVE MINIMUM 450 CLEARANCE TO KERB FACES
UNLESS OTHERWISE STATED

ALL WORK ON THE PUBLIC HIGHWAY IS TO BE
SIGNED AND GUARDED IN ACCORDANCE WITH
NRSWA REQUIREMENTS

FIELD GATE TO BE '3M 6 BAR GALVANISED METAL' AS
MANUFACTURED BY JACKSON FENCING LTD 0800
408 2234 OR SIMILAR APPROVED

TIMBER FENCING TO BE SET 300 FROM EDGE OF
PATH
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