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FAO Tom Ashton 

Express Electrical (Stockport) 
Unit 9b Bankside Business Park 
Coronation Street 
Off Sandy Lane 
Stockport 
Cheshire 
SK5 7PG 
 
Thursday 26th March 2020 

 

RE – Asda, Havant, Hampshire 

 

Dear Tom, 

The design has been done to cover the access road and car parking areas to provide a 20 lux average / 

0.25 uniformity as well as 50 lux average / 0.40 uniformity for the drive thru in accordance with BS 5489. 

The Auriga 2.0 Luminaire has been selected inkeeping with the previous designs done for the Eurogarages 

sites we have done. A 6m column has been selected as the site will accommodate passenger vehicles. 

Luminaire mounting heights and tilt angles are shown next to each individual luminaire on the design to 

aid with the installation of each fitting. 

We trust that the above information is satisfactory.  If you have any further questions, please don’t 

hesitate to contact me on either 01623 415 900 or projectdesign@kingfisherlighting.com 

 

Yours sincerely, 

Lewis Clarke, 

Trainee Lighting Applications Engineer 

 

http://www.kingfisherlighting.com/
http://www.kingfisherlighting.com/
http://www.kingfisherlighting.com/
http://www.kingfisherlighting.com/
http://www.kingfisherlighting.com/
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For our LED lighting designs a 0.9mf has been used.  If
this differs from the maintenance period for this project
then you must advise us accordingly

Luminaire Schedule

Symbol Qty Label Arrangement Total Lamp Lumens LLF
Description

8
A SINGLE 7860 0.900 60w 780mA LED Auriga 2_0 post top or side entry 4000k with T4A Optic column mounted at 6m

Calculation Summary

Label CalcType Units
Avg Max

Min Min/Avg Min/Max

Car Park Illuminance
Lux

22.79 44 12 0.53 0.27

Drive Thru Illuminance
Lux

51.00 74 22 0.43 0.30



Datasheet

Auriga 2.0 Series

Specification Text Key Features  

IP65 IK08LED Control
Compatible

22W - 60W
2,992 - 7,950 Luminaire Lumens
E�icacy up to 136 lm/W 
4000K, CRI >70
Lifetime >70,000hr 
Symmetrical - Stirrup 
Asymmetrical - Post top/ side entry
Post Top/ side entry 60mm

Weight:  9.5 - 13.5 kg

Windage: 0.15m² 

Material: Die-cast Aluminium

Paint Finish: Anthracite Grey

Specification 

The luminaire shall be manufactured from high 
pressure die-cast aluminium. It shall have an LED 
e�icacy of up to 136 luminaire lm/W and will be 
capable of producing up to 7950 luminaire 
lumens at 4000K with a CRI >70.  It shall be rated 
at IP66 and IK08.  

Dimensions Optics 
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KLED
T-20LLED80-32-5050-T1
80W

Horizontal Lux
Metric Ratio = 1:200

Light Loss Factor = 1.00
Lumens Per Lamp = 10355

Total Lamp Lumens = 10355
Mounting Height = 6.00 M

Maximum Calculated Value = 48.69 Lux
Arrangement: Single

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. 
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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Mounting Options
Post Top 60mm

Accessories / Options 
DALI Dimmable 
Photocell options 
  

Code Power Light
Source

Luminaire
Lumens

Optic CCT(K) IP IK Weight
(kg)

Paint
Finish

kingfisherlighting.com  |  01623 415900  |  sales@kingfisherlighting.com

PAGE 2 OF 2KF AURIGA 2.0 VERSION 1  2019

22W

40W
60W

LED

LED
LED

2992

5400
7950

4000

4000

4000

IP66

IP66

IP66

IK08

IK08

IK08

9.5
9.5

9.5

Anthracite Grey
Anthracite Grey

Anthracite Grey

AURPS22T3AF

AURPS40T3AF

AURPS60T3AF

22W

40W
60W

LED

LED
LED

2992

5400
7950

4000

4000
4000

IP66

IP66
IP66

IK08

IK08
IK08

13.5
13.5

13.5

Anthracite Grey

Anthracite Grey

AURST22T1F

AURST40T1F
AURST60T1F

Anthracite Grey

Asymmetrical
Street Optic

Wide

Symmetrical
90° Optic
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Ø76,1  x 3.0

150 x 60

cable entry

500 x 100 door cut-out.

 Wrap-a-round clamp style

door with earth tag & M8

brass earth bolt, nut & 2 washers

Base compartment:

earth clip & M8 brass

nut & 2 washers.

Hardwood backboard 550 x 90

Material:     BS EN 10219 or equivalent

Design:      BS EN 40

Finish:        Galvanise to BS EN 1461:1999

Welding:     In accordance with BS 5135

                   Procedures to BS EN 288

                   Welders qualified to BS EN 287

Ø13

DOOR BOLT HEAD DETAIL

8

Title:

Drawn:

Date:

Drawing No:

Issue:

KINGFISHER LIGHTING LTD

RATCHER WAY

CROWN FARM INDUSTRIAL PARK

MANSFIELD

NOTTINGHAMSHIRE

NG19 0FS

ALL RIGHTS RESERVED KINGFISHER LIGHTING LTD 2007

Material:

Detail of

change:

Detail of

change:

Detail of

change:

C

Updated template  RH  30/01/07

B  6000 was 5700, 5075 was 4775  30-03-2010  RH

C  4775 was 5075, 5700 was 6000  RH  10-6-15
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