Access to Stoke Fruit Farm Shop, A3023 Havant Road, Hayling Island, Hampshire APPENDIX B
Stage 1 Road Safety Audit Report

14.0m FARM TRACTOR TRAILOR UNIT
STOPPED 1.0m FROM CENTRLINE OF
PROPOSED ACCESS PRIOR TO TURNING.
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TO BE READ IN CONJUNCTION WITH ALL RELEVANT
RAWINGS. ALL DIMENSIONS ARE IN METRES UNLESS NOTED PC1 PROPOSED KERBING TYPE IN ACCORDANCE WITH HCC DRAWING
PC3 HCC10/C/010

O BE AGREED WITH THE OVERSEEING ORGANISATION ON SITE.

|:| PROPOSED FOOTWAY TYPE 5 REFER TO HCC DRAWING HCC10/C/055 +f
| KERB TYPES THE APPROPRIATE TRANSITION KERB SHALL BE

PC3 KERBS ARE SHOWN ON PLAN, TAPER KERBS SHALL BE e 477
ANSITION BETWEEN THE DIFFERENT PROFILES. M PROPOSED PRIVATE. CONSTRUCTION

TRUCTION TO BE HCC FOOTWAY TYPE 1 ON 100mm
—BASE.

I0INTS WITH EXISTING CARRIAGEWAY CONSTRUCTION SHALL BE PROPOSED GRASSED VERGE TO MANTAIN MISIBILITY SPLAY A8

ICAL FACES SHALL BE PAINTED WITH 190PEN BITUMEN 4,63 47 \
NG NEW BITUMINOUS MATERIAL. ﬂ \
Y BASED ON MANUAL FOR STREETS FOR 32mph ACTUAL 4T, PRELIMIN RY \
SRIBED SPEED LIMIT ON HAVANT ROAG = 30mph. A
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