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LPA PLANNING CONDITION: 2

(II) THE PROVISION TO BE MADE WITHIN THE 
SITE FOR A MATERIAL STORAGE COMPOUND 
DURING SITE CLEARANCE AND CONSTRUCTION 
OF THE DEVELOPMENT.
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LPA PLANNING CONDITION: 2

(I) THE PROVISION TO BE MADE WITHIN THE 
SITE FOR CONTRACTORS' VEHICLE PARKING 
DURING SITE CLEARANCE AND CONSTRUCTION 
OF THE DEVELOPMENT.
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INVESTIGATIONS &
CONSTRUCTION
SITE SETUP

0212

Land behind 55 New
Road, Havant PO9
1DD with access via
James Road

Steven Kendall

29/05/2019

JJ
Stage 2

C002

Rev A

APPLICATION 
SITE EDGED 
IN RED

North

Produced 18 October 2018 from the Ordnance Survey National Geographic Database and 
incorporating surveyed revision available at this date. Reproduction in whole or part is 
prohibited without the prior permission of the Ordnance Survey. © Crown Copyright 2018.

The representation of a road, track or path is no evidence of a right of way.
The representation of features as line is no evidence of a property boundary.

Property Address:
Land behind 55 New Road
Havant 
Hampshire
PO9 1DD
(access via James Road)

Local Authority: HBC

NEW ROAD

NEW ROAD

1 : 500 (1 Ha) 1 : 1250 (2 Ha)
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LABC REF:
TBC              

HEAD: VARIABLE DEPOSITS 
OF SANDY SILTY CLAY, 
LOCALLY GRAVELLY

SUPERFICIAL DEPOSITS; 
RIVER TERRACE DEPOSITS –
SAND, SILT AND CLAY

SITE

LOCAL BRITISH GEOLOGICAL SURVEY 1998, AREA 316
(OFF SITE REFERENCE, ON PAPER SURVEY ONLY)

TRIAL HOLE INVESTIGATION:

CONTRACTOR TO ATTEND SITE EXCAVATION AT AGREED
TIME AND DATE TO CARRY OUT THE FOLLOWING TASKS:

I. EXCAVATE TRIAL HOLE(S) AT AGREED LOCATION(S) MARKED ON DRAWINGS PROVIDED.

II. EXCAVATE DOWN TO SO AS TO IDENTIFY THE TYPE OF GEOLOGY. 

III. CALL STRUCTURAL ENGINEER AND OR ARCHITECT TO SITE TO SURVEY.

V. IF A TRIAL HOLE OR HOLES ARE TO BE LEFT OPEN FOR FURTHER INSPECTION(S) THE 
SITE ENGINEER IS TO CARRY OUT SAFETY REQUIREMENTS TO PREVENT INJURY OR 
COLLAPSE. THE HOLES / TRENCHES MUST TO FENCED OFF AND OR FULLY COVERED TO 
PREVENT INJURY. SIGNAGE AND WARNINGS MUST BE USED AND DISPLAYED ON SITE.

VI. UPON COMPLETION OF THE SURVEY THE TRIAL HOLE(S) ARE TO BE BACKFILLED.

THE INVESTIGATION IS LOOKING TO CONFIRM:

A. GEOLOGY AT TRIAL HOLE LOCATIONS
B. OVER ALL BUILD SITE GEOLOGY & GROUND CONDITIONS
C. CURRENT HEIGHT OF WATER TABLE & RATE OF FILL
D. INGRESS OF TREE ROOF SYSTEMS

EXPECTATION OF PRINCIPAL BUILDING CONTRACTOR:

THE PROJECT IS TO BE CONSTRUCTED AS PER THE
APPROVED DRAWINGS WITHOUT DEVIATION. ANY
PROPOSED CHANGE(S) TO THE DESIGN ARE TO BE
DISCUSSED AND AGREED WITH THE ARCHITECT AND
OR THE STRUCTURAL ENGINEER. THIS SHOULD BE
DONE IN GOOD TIME AND BEFORE ORDERING ANY
MATERIALS. IT IS NOT THE RESPONSIBILITY OF THE
BUILDING CONTRACTOR(S) TO AGREE CHANGES TO
THE DESIGN.

WHERE SPECIFIED MATERIALS AND OR SPECIALIST
CONTRACTORS HAVE BEEN LISTED, THEY ARE TO BE
USED AND INCLUDED WITHIN THE TENDER.
FOR TENDER THE BUILDING CONTRACTOR SHOULD
CONTACT ANY LISTED SPECIALIST CONTRACTOR OR
MATERIAL PROVIDER TO SEEK AND INCLUDE THE
RIGHT ALLOWANCE WITHIN THE TENDER. THIS
INCLUDES UNDERSTANDING THE PRODUCT
REQUIREMENTS AND MAKE ALLOWANCE FOR LEAD
TIMES.

IF AT ANY POINT BEFORE OR DURING THE PROJECT,
THE BUILDING CONTRACTOR DOES NOT UNDERSTAND,
HAVE THE KNOWLEDGE OR SKILLS TO BUILD WHAT IS
REQUIRED AND WITHIN COMPLIANCE FOR CDM 2015
THEY SHOULD POINT THIS OUT TO THE DESIGN TEAM
BEFORE CONTINUING.

INFORMATION AND GUIDANCE CAN BE REQUESTED
FROM THE DESIGN TEAM AY ANY POINT.

USING THESE DRAWINGS:

MEASUREMENTS AND DIMENSION LISTED
ON THE DRAWINGS ARE FOR SETTING
OUT REFERENCE ONLY.

ALL DIMENSIONS TO BE CHECKED AND
VERIFIED ON SITE BY THE BUILDING
CONTRACTORS.

MEASUREMENTS AND DIMENSION LISTED
ON THE DRAWINGS, SCALED FROM
WALLS ARE FROM FINISHED WALL
SURFACES I.E. RENDERED OR PLASTER
FINISHED FACES. ANY ALLOWANCE IS TO
BE MADE FOR WET TRADES. IF IN ANY
DOUBT THE BUILDING CONTRACTOR
SHOULD CONTACT THE ARCHITECT.

1ST JOB ON SITE,
BUILDING CONTRACTOR
TO DIG TRIAL PITS AND
MUST CALL ENGINEER TO
SITE TO INSPECT

BCO TO APPROVE TRIAL 
HOLES FOR PROPOSED 
FOUNDATION PRIOR TO 
ORDERING MATERIALS

READ DRAWINGS IN 
CONJUNCTION WITH 
STRUCTURAL NOTES 
AND DETAILS

CDM COMPLIANCE

THE PROJECT WILL REQUIRE CDM COMPLIANCE.

NO WORK CAN START ON SITE UNTIL CDM
COMPLIANCE IS IN PLACE.

PLEASE READ PRE-CONSTRUCTION PLAN (PCP)
FOR TENDER AND PLANNING.

THE PRINCIPAL BUILDING CONTRACTOR WILL
SUPPLY A CONSTRUCTION PHASE PLAN (CPP)
AND MAINTAIN A SITE MANUAL (SM)
& HEALTH AND SAFETY FILE (HSF) ON SITE.
THE PRINCIPAL CONTRACTOR CAN
REQUEST A CPP, SM & HFS FROM THE
PRINCIPAL DESIGN PRIOR TO STARTING ANY
CONSTRUCTION WORKS. DURING
CONSTRUCTION THE HEALTH AND SAFETY FILE
MUST BE MAINTAINED AND ON FINISHING
CONSTRUCTION PASSED TO THE CLIENT OR
PRINCIPAL DESIGN.

FOR TENDER THE PRINCIPAL CONTRACTOR IS
TO ALLOW AN ESTIMATED FEE ALLOW OF £1500
FOR CDM COMPLIANCE AND DUTIES.

PRINCIPAL BUILDING CONTRACTOR IS TO PUT IN PLACE THE FOLLOWING:

DURING CONSTRUCTION WORKS, A WHEEL WASHING PROCEDURE SHALL
BE FULLY IMPLEMENTED BEFORE DEVELOPMENT COMMENCES.

SUCH MEASURES SHALL BE RETAINED FOR THE DURATION OF THE 
CONSTRUCTION PERIOD. NO LORRY SHALL LEAVE THE SITE UNLESS ITS 
WHEELS HAVE BEEN CLEANED SUFFICIENTLY TO PREVENT MUD BEING CARRIED 
ONTO THE HIGHWAY. REASON: IN THE INTERESTS OF HIGHWAY SAFETY.

1 : 50
SITE PLAN

VISUAL SCALE 1:50  @ A1
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HEALTH & SAFETY SIGNAGE IS TO BE DISPLAYED ON FENCING AROUND 
SITE BOUNDARY. SIGNAGE TO BE ON BOTH SIDES OF FENCING (PUBLIC 
SIDE AND CONSTRUCTION SIDE) SIGNAGE TO BE MAINTAINED AND 
VISIBLE AT ALL TIMES.


	Sheets
	C001 - PROPOSED CGI PERSPECTIVES
	C002 - INVESTIGATIONS & CONSTRUCTION SITE SETUP
	C003 - HIGHWAY ACCESS
	C004 - FOUNDATION PLAN
	C005.1 - DRAINAGE PLAN 1
	C005.2 - DRAINAGE PLAN 2
	C006 - BELOW GROUND SERVICES
	C007 - ELEVATIONS
	C008 - FLOOR PLANS
	C009 - ROOF PLAN, SECTIONS & LEVELS
	C013 - SITE PLAN & LANDSCAPING
	C014 - PROPOSED CONSTRUCTION LEVELS


