Materials Schedule

Application Number: APP/19/00408
Site Address: 94 London Road, Cowplain, Waterlooville, PO8 8EW

Proposal: Demolition of existing dwelling and outbuildings, erection of 1No six bed
dwelling with associated cycle storage and soft landscaping.

External Walls

Ground floor area:

Summary: Silicone FT onto Brick — Two Coat — colour White.

First floor area:

Cupaclad 101 logic slate

Slate size 40x20 cm

Nominal thickness 7.65 mm

Slates per m2 16.7
Weight per m2 (slate) 1130 kg/m2

Windows & Doors

Doors and windows Eurocell 70mm PVCu colour grey RAL 7016

Fascia & Soffit

Aluminium fascia 20 x 200mm colour grey RAL 7016
Aluminium soffit 25 x 200mm colour grey RAL 7016

Rainwater Goods

Hunter Plastics or similar half round 76mm gutter with associated downpipes in
black.

Roof Tile

Marley or similar slate grey Edgemere interlocking tile.
Dormers aluminium interlocking panels.

Front Wall

Block construction with aluminium interlocking panels and steel gates.



Cladding

HCURPACLAD

by CURAGROUP

101 SERIES Slates are fixed using our specially designed screws self-drilling to ensure
FIXING optimal installation while remaining completely invisible to minimize design
METHOD impact.

Screws are made of stainless steel with a large flat head that enables an ea-

sier and more secure fixing.

CUPACLAD® 101 Logic

SIMPLE AND BALANCED

CUPACLAD* 101 Lﬂﬁm features a balanced
design that highlights the unigue texture and

looks of the natural slate.

CUPACLAD® 101 [ﬂam system utilizes
40x20cm slates fitted horizontally with invi

sible fixings.

Slate size 40x20 cm

Nominal t ness 7.65 mm

par m? 167

Weight per m?(slate) <30 kg/m?
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