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USING THESE DRAWINGS: CDM COMPLIANCE EXPECTATION OF PRINCIPAL BUILDING CONTRACTOR:
MEASUREMENTS AND DIMENSION LISTED
ON THE DRAWINGS ARE FOR SETTING
OUT REFERENCE ONLY.

THE PROJECT WILL REQUIRE CDM COMPLIANCE. THE PROJECT IS TO BE CONSTRUCTED AS PER THE
APPROVED DRAWINGS WITHOUT DEVIATION. ANY
PROPOSED CHANGE(S) TO THE DESIGN ARE TO BE
DISCUSSED AND AGREED WITH THE ARCHITECT AND
OR THE STRUCTURAL ENGINEER. THIS SHOULD BE
DONE IN GOOD TIME AND BEFORE ORDERING ANY
MATERIALS. IT IS NOT THE RESPONSIBILITY OF THE
BUILDING CONTRACTOR(S) TO AGREE CHANGES TO
THE DESIGN.

NO WORK CAN START ON SITE UNTIL CDM
COMPLIANCE IS IN PLACE.

ALL DIMENSIONS TO BE CHECKED AND
VERIFIED ON SITE BY THE BUILDING
CONTRACTORS.

PLEASE READ PRE-CONSTRUCTION PLAN (PCP)
FOR TENDER AND PLANNING.

MEASUREMENTS AND DIMENSION LISTED
ON THE DRAWINGS, SCALED FROM
WALLS ARE FROM FINISHED WALL
SURFACES |.E. RENDERED OR PLASTER
FINISHED FACES. ANY ALLOWANCE IS TO
BE MADE FOR WET TRADES. IF IN ANY
DOUBT THE BUILDING CONTRACTOR
SHOULD CONTACT THE ARCHITECT.

THE PRINCIPAL BUILDING CONTRACTOR WILL
SUPPLY A CONSTRUCTION PHASE PLAN (CPP)
AND MAINTAIN A SITE MANUAL (SM)

& HEALTH AND SAFETY FILE (HSF) ON SITE.
THE PRINCIPAL CONTRACTOR CAN
REQUEST A CPP, SM & HFS FROM THE
PRINCIPAL DESIGN PRIOR TO STARTING ANY
CONSTRUCTION WORKS. DURING
CONSTRUCTION THE HEALTH AND SAFETY FILE
MUST BE MAINTAINED AND ON FINISHING
CONSTRUCTION PASSED TO THE CLIENT OR
PRINCIPAL DESIGN.

WHERE SPECIFIED MATERIALS AND OR SPECIALIST
CONTRACTORS HAVE BEEN LISTED, THEY ARE TO BE
USED AND INCLUDED WITHIN THE TENDER.

FOR TENDER THE BUILDING CONTRACTOR SHOULD
CONTACT ANY LISTED SPECIALIST CONTRACTOR OR
MATERIAL PROVIDER TO SEEK AND INCLUDE THE
RIGHT ALLOWANCE WITHIN THE TENDER. THIS
INCLUDES UNDERSTANDING THE PRODUCT
REQUIREMENTS AND MAKE ALLOWANCE FOR LEAD
TIMES.

FOR TENDER THE PRINCIPAL CONTRACTOR IS IF AT ANY POINT BEFORE OR DURING THE PROJECT,
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READ DRAWINGS IN
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FALL OF PRIVATE
DRIVEWAY TOWARDS
PUBLIC HIGHWAY

VEHICLE CROSSING CONSTRUCTION SPECIFICATIONS - RESIDENTIAL VEHICLE CROSSING

FLEXIBLE CONSTRUCTION

SUB BASE 150MM TYPE 1 UNBOUND MIXTURE GRANULAR MATERIAL TO THE SPECIFICATION
OF MCHW CLAUSE 803

BINDER 100MM AC 20 DENSE BINDER 100/150 REC TO BS EN 13108-1 ASPHALT CONCRETE

SURFACE 25MM AC 6 DENSE SURF 100/150 REC TO BS EN 13108-1 ASPHALT CONCRETE OR
30MM HRA 15/10 F SURF 100/150 REC TO BS EN 13108-4 HOT ROLLED ASPHALT

CROSS FALL STANDARDS

1:15 DESIRED MINIMUM
1:12 ABSOLUTE MINIMUM

IF GROUND CONDITIONS ARE POOR THEN ADDITIONAL TYPE 1 GRANULAR SUB BASE WILL BE REQUIRED.
FOR FURTHER ADVICE, CONTACT HIGHWAYS.NOTICES@ESSEX.GOV.UK AND YOU WILL BE PUT IN TOUCH
WITH THE INSPECTION TEAM.

STATUTORY UNDERTAKERS’ COVERS

ALL STATUTORY UNDERTAKERS COVERS LOCATED WITHIN THE FOOTWAY OF A RESIDENTIAL VEHICLE
CROSSING MUST HAVE STRENGTH EQUAL OR GREATER THAN CLASS B125 FROM BS EN 124:1994. SMALL
SURFACE BOXES MUST MEET THE REQUIREMENTS OF BS 5834-2:1983 GRADE B. ANY CROSSING BEING
DESIGNED TO TAKE LARGE GOODS VEHICLES MUST HAVE STRENGTH EQUAL OR GREATER THAN CLASS
D400 FROM BS EN 124:1994.

GRASS VERGES

ANY HIGHWAY VERGE THAT IS DISRUPTED DUE TO VEHICLE CROSSING WORKS IS REQUIRED TO BE
REINSTATED WITH A LAYER OF 100MM TOPSOIL AND THE PREPARED SOIL SOWN WITH SEED. SEEDING
SHALL BE CARRIED OUT IN ACCORDANCE WITH BS 4428:1989.

CONCRETE EDGINGS

PRE CAST CONCRETE EDGINGS SHALL COMPLY WITH THE REQUIREMENTS OF BS EN

1340:2003. CONCRETE FOR BED AND BACKING SHALL BE MIX ST1 IN ACCORDANCE WITH CLAUSE 2602
TABLE 26/1 MCHW. EDGINGS MUST BE REQUIRED AT THE BACK OF THE HIGHWAY BOUNDARY. EDGINGS
WILL ALSO BE REQUIRED ADJOINING PAVING SLABS AND HIGHWAY VERGES.
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SURFACE COURSE 20 DENSE ASPHALT
CONCRETE (MACADAM) AC6 DENSE SURF
100/150 PSV 45 TO BS EN 13108-1.

DROPPER KERB

EXISTING CARRIAGEWAY |

BINDER COURSE 45 OPEN GRADED ASPHALT
CONCRETE (MACADAM) AC20 OPEN
BIN 100/150 TO BS EN 13108-1.

PUBLIC FOOTWAY/VERGE

DROPPER KERB

PLAN

EXISTING PUBLIC FOOTWAY/VERGE

NOTES: CONT

10. TREATMENT OF LAYERS AND VERTICAL JOINTS 1
SHALL BE IN ACCORDANCE WITH CL 903.

NOTES:

2. SEE ALSO APPENDIX 11/1.

PRIVATE DRIVE

PRIVATE DRIVE

DESIRABLE 800
MIN 600

FLAT AREA — SEE NOTE 7

MAXIMUM

FALL 1IN 12 FALL AS EXISTING FOOTWAY
s —————

25

KERB

(SEE NOTE 6) 119 COLD RECYCLED
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publication may be reproduced, stored in o retrival system,
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mechanical, photocopying, recording or otherwise, without
the prior written permission of Hampshire County Council.
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BITUMINOUS BASE MATERIAL
TO CLAUSE 948SR &
APPENDIX 7/18

SECTION A—A
FOOTWAY TYPE 1A OR 1B —

PRECAST CONCRETE EDGING TO
SUPPORT BACK OF FOOTWAY AND
DELINEATE HIGHWAY BOUNDARY

(SEE NOTE 3 AND 5)

150 SUBBASE
(SEE NOTE 4)

FLEXIBLE

CONSTRUCTION
(SHOWING BOTH OPTIONS)

ADJOINING VERGE.

BENDING STRENGTH: CLASS 2
ABRATION RESISTANCE: CLASS 3.

HCC9/C/045.

7. THE GRADIENT OF THE DROPPED

THIS. A MINIMUM OF 3 DROPPED
OVERSEEING ORGANISATION.

THE OVERSEEING ORGANISATION.

ALL DIMENSIONS ARE IN MILLIMETRES.

3. PRECAST CONCRETE EDGINGS SHALL BE 150x50
TYPE EF TO BS EN 1340 REQUIRED AS EDGE
RESTRAINT TO BACK OF FOOTWAY AND

WEATHERING RESISTANCE: CLASS 3

SLIP/SKID RESISTANCE: MIN P.P.T.V. 45.

4, SUBBASE SHALL BE ONE OF THE MATERIALS
COMPLYING WITH CLAUSE 891AR OR 892AR.

5. FOOTWAY TYPE 1A OR 1B AND EDGING SHALL
BE IN ACCORDANCE WITH CL.1105 AND DETAIL

6. STANDARD DETAILS OF KERBS, BED AND
BACKING ARE ON DRAWING HCC9/C/010 TO 25.
PROPOSED KERB TYPE SHOULD MATCH EXISTING.

CROSSING

SHALL BE 1 IN 12 MAXIMUM , BUT THE
OVERSEEING ORGANISATION WILL DETERMINE THE
PRECISE LOCATION AND GRADIENT ON SITE
PRIOR TO CONSTRUCTION AND THE EXTENT OF
ANY FLAT AREA AT THE REAR OF THE FOOTWAY.

8. 4 DROPPED KERBS SHALL BE PROVIDED
UNLESS SITE SPECIFIC CONDITIONS PREVENT

KERBS MAY

BE USED WITH THE AGREEMENT OF TH

9. ANY EXCAVATION AND REINSTATEMENT IN FRONT
OF THE NEW KERB SHALL BE DETERMINED BY

o JEINDER COURSE MATERIAL AMENDED AND
NOTE_10” ADDED.
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Property Address: Produced 18 October 2018 from the Ordnance Survey National Geographic Database and
Land behind 55 New Road incorporating surveyed revision available at this date. Reproduction in whole or part is
Havant prohibited without the prior permission of the Ordnance Survey. © Crown Copyright 2018.
Hampshire
PO9 1DD The representation of a road, track or path is no evidence of a right of way.

(access via James Road) The representation of features as line is no evidence of a property boundary.
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Scale is correct when printed to the stated ISO
size. Figured dimensions are to be used in
preference to scaled sizes and all dimensions must
be checked on site by the contractor before
ordering materials and or commencing work. All
dimensions in mm (millimetres) unless otherwise
stated. The contractor is to ensure the works are
inspected and completed to the satisfaction of the
local authority. Compliance with building regulations
or a party wall award / agreement is not to be
assumed.

No deviation from this drawing will be permitted
without the prior written consent of the designer.
Under the provisions of the copyright act 1988, the
copyright of this drawing and the work contained
therein remains the property of the designer (the
planning service), and may not be reproduced in
any form whatsoever without prior written consent.

Under the construction (design and management)
regulations 2015 (CDM2015) all design work for
both domestic and commercial development(s) are
to conform to those regulations. E&EO.
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