Notes:-

1. Where this drawing has been issued in electronic .dwg format it
has been done so in good faith. jnpgroup do not take any
responsibility for any inaccuracies in the electronic data, which
should be checked against the paper (or .pdf) drawing issue. Any
apparent discrepancies should be immediately reported to
jnpgroup. The electronic .dwg file should not be assumed to be to
scale and should not be used for 'overlaying', setting out or
checking of any third party information. All dimensions should be
taken from the paper (or .pdf) version of the drawing. Electronic
drawings may contain third party information. jnpgroup take no
responsibility for this information, which should be checked against
the originators paper drawing(s).
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2. All working dimensions to be checked on site.

3. Do not scale.
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4. Any discrepancies between drawings of different scales, and
between drawings and specification where appropriate to be
notified to The Engineer for decision.

5. Copyright reserved. This drawing may only be used for The Client
and location specified in the title block. It may not be copied or
disclosed to any third party without the prior written consent of

jnpgroup.
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6. This drawing should only be used for construction if the drawing
status is "Construction”. jnpgroup take no responsibility for
/ construction works undertaken to drawings which are not marked
/ npgrou with this status.
Max 250mm GB o Jnps P
725 %,
D/ Health and Safety Note:
Plot 125 / 7.70 The details on this drawing have been prepared on the assumption
/ A that a competent contractor will be carrying out the works. If the
115 contractor(s) considers that there is insufficient Health and Safety
<t S EGL 20616 information on this drawing, this should immediately be brought to
o / the attention of the designer.
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Legend:
Indicative Site Boundary
Rev.| Date Amendment By [ Chk.
Plot finished floor level
27.500 DPC level, refer to architects details Status P rel | m | na ry
27.350 Garage finished floor level, refer to architects details
+27.500 Proposed Level
1:33> Drive / garden / path gradient
—g Proposed banking in soft non-pedestrianised areas, 1:3 max.
Additional exposed brickwork expressed as maximum number of
m courses below typical ground level. (Typically 150mm below DPC/FFL).
C\)k. Refer to Architect detail. R g
Existing Utilities Plot 1 34 \,O Max 3¢ WP Water Proofing level expressed as maximum number of courses above
- . . 9 —Zz—zzr—7n standard DPC level. (Waterproofing by specialist, to be read in conjuction
The contractor shall refer to the existing and proposed services information, with architects standard DPC details)
provided by Bellway Homes (Wessex). archiiects standa elars).
GL 19.082 - - = john newton & partners
It is the Contractor's responsibility to liaise with all relevant services P ot 133 sgtzlaﬁziﬁrnou:rzitifgght from structural engineer where external walls act
companies to ensure that all existing services are accurately located and 5 N 9 ' r O
; . 7 N/ E  Level Drawing N I . u
adequately protected during construction. Xternal Levels Standard Drawing Notes Max 300mm GB New gravel board expressed as maximum height to be retained
Itis the Contractor's responsibiliy to liaise with the Developer and all 1. This drawing to be read in conjunction with Drg No C85850-D170, D171, New slab on edge expressed as maximum height to be retained Consulting Engineers
relevant services companies to ensure that all new and diverted services D172 & D173. :
are accurately located and adequately protected during construction. Max 450mm RW www.jnpgroup.co.u Kk

2. This drawing to be read in conjunction with and checked against all other New retaining wall expressed as maximum height to be retained

- . . . ; . ) icai . Chesham e Brighouse e Hartlepool ¢ Leamington Spa e Sheffield
All works to existing services to be undertaken as required by the drawings, engineering details, specification and any structural, geotechnical Linear drainage channel Tel: 01926 889955 E-mail: leamingtonspa@jnpgroup.co.uk
Developer. Refer to Developer design. or other specialist document provided.
3. All low spots on driveways to have yard gullies. X New private trapped yard gully Client

All buried concrete Design Class DS -2 and ACEC site classification of AC-1s. BeIIway Homes

For existing ground conditions refer to Phase Il Ground Investigation Report by Soils
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4. The following shall apply to meet the minimum requirements of Building = New private deep trapped road gully

Limited, document ref. 16524/GIR, dated October 2017 and Supplementary
Geotechnical Investigation Report by JNP Group, dated August 2018.

N

Regulations Part M for Visitable Dwellings Category M1; Job

Level landing to stepped or ramped access (Max 1:60 longitudinal fall, 1:40 Bartons Road
crossfall) Havant, Hampshire

Alternative Part M access where step free access is not achievable to

a. Requirements for gradients (M1 category):

/ ‘\ GL 18.715

This drawing is based on the following information provided by others:

© K

i. Level Approach-Gradient of approach does not exceed 1 in 20 and has a

. Zor%gjaphical gg:\éey undertaken by Siteline Geomatic Surveyors, ref. 05HA01, // ‘b\ width not less than 900mm. principal access Title Phase 2 External Levels Layout
ated January : . .
e  Site Layout plan by OSP Architecture, ref. 17300 - P101 Rev B, dated July 2018. @Q/ ii. Ramped Approach-Gradient of approach not exceed 1 in 15 for length up a \ -lB-;eriieRiI(;tr\Z?;gztlgnTg:aFi:)ec:ftrgs deg grl:\r/\i/r?\r%w&?gftlrfa;gtiigﬂ?esgls o Sheet 5 of 5
e  Tree Survey by Bernie Harverson, ref. 0787 - BJH 01/02, dated October 2015. to 10m and 1 in 12 for lengths up to 5m and has a width not less than \ % be maintained in Root Protection Area :
900mm with level landings at top and bottom of ramps. '
IMPORTANT . _ .
iii. Stepped Approach-Rise of flight between landings does not exceed 1.8m. E{Egmzzeglfﬁgf;rgﬁit';% dr?:;?r dtr(i)vg\?vzsgoar?c} 62@??:3;;:5?; Qgted Scale 1:200 @A1 | Date October 2018
All construction works undertaken prior to the approvals Landing lengths not less than 900mm, minimum 280mm going, maximum ’ , y parking
P PP . . . . L tarmac construction. Drawn by CT Checked by Approved by
below will be undertaken at the contrctors risk: 150mm riser. Handrails to be provided where 3 or more risers are indicated.

. - i . Tanked permeable block paved construction, refer to C85850-D137 for & —

. Sect!on 38 b. Principal Access to be front door unless indicated otherwise. details. Unless noted otherwise, all hard finished for driveways and parking V HA I“" v
° Section 104 GL 18.442 . UKAS Constructionline

Cli . . - . . courts are to be tarmac construction. Wl Partof Capitaplc
. Building Regulations 5. For threshold detail to principal access, refer to architects drawings. = Accredited Cortracion Sisnplier No, DA

. L — . DK Proposed dropped kerb to shared driveway/parking courts, 125 x 150 pcc
| LA | .
6. Handrail guarding is to be provided in accordance with NHBC Part 10 bullnosed kerb Type BN, laid flush. Drawing No. Rev.

Chapter 10.2.5.

Site cut & fill operations including earthwork fill specifications
and stability assessments to be undertaken by others.

Patios to fall 1:60 away from plot for 1.8m at all French door locations. C85850_D 1 74 _

QA Ref: QD019 Rev D



