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1.The contractor is to check and verify all buildings, site dimensions and — ndicative site application boundary : R \ 1. Where this drawing has been issued in electronic .dwg format it
levels, including sewer invert levels, before works start on site. Proposed highway drain and manhole to be . VL — — W) has been done so in good faith. jnpgroup do not take any
_— | For S278 design refer to drawin AN o ; o . .
O adopted by HCC under S38. To be constructed in _—— \“ ® 1o C85850-D 290 0- D206 g \ responsibility for any inaccuracies in the electronic qatg, which
2.The contractor is to comply in all aspects with the current building accordace with HCC standard details. ‘ — ' \ N . should be checked against the paper (or .pdf) drawing issue. Any
legislation, British Standards, building regulations etc. . & - 3109 apparent discrepancies should be immediately reported to
Proposed S104 surface water sewer and manhole to be S T ) < \ oL 34.461 I jnpgroup. The electronic .dwg file should not be assumed to be to
3.The contractor is to check the level of existing sewers which are to be used — —(O— — constructed in accordance with Sewers for adoption 6th S~ \ IL 33 030 scale and should not be used for 'overlaying', setting out or
as an out-fall prior to commencement of any onsite drainage works. Any - Edition. To be adopted by Southern Water f — { jg checking of any third party information. All dimensions should be
discrepancies are to be reported to the Engineer. . yd \ T = T taken from the paper (or .pdf) version of the drawing. Electronic
Proposed $104 foul water sewer to be constructed in P A CCESS ~ drawings may contain third party information. jnpgroup take no
4.This drawing is to be read in conjunction with and checked against all other - o - — accordance with Sewers for adoption 6th Edition. To B . \ \ FIELD T responsibility for this information, which should be checked against
drawings, Engineering Details, specifications and any structural, be adopted by Southern Water ; - ) ~ the originators paper drawing(s).
geotechnical or other specialist document provided. Proposed $185 foul water sewer to be constructed in _—R IR e o .
o . — + —— accordance with Sewers for adoption 6th Edition. To yd A 2. All working dimensions to be checked on site.
5.Any anomaly or contradiction between any of the above or difference be adopted by Southern Water \ 47 e
between actual and drawn details is to be reported to Bellway Homes — f \ A T~ 3. Do not scale.
(Wessex) : — _ Proposed S104 adoptable foul water lateral and demarcation chamber. “\ ° \ \‘ 2250 @ 1:24 ~_
X Refer to drawing no. C85850-D164 - D166 Private Drainage Layout J N pg rou p \ ) 4.000 4. Any discrepancies between drawings of different scales, and
6.Drainage to be adopted under Section 104 of the Water Industries Act 1991, Proposed S104 adoptable surface water lateral and demarcation chamber. AN A bety\{een drawings gnd specificqtipn where appropriate to be
shall be constructed and tested in accordance with Sewers for Adoption 6th ° Refer to drawing no. C85850-D164 - D166 Private Drainage Layout — W ’ notified to The Engineer for decision.
Edition published by WRC plc and the combined addendum to SFA. 7 4 T~
. S38 Deep trapped road gully to be adopted by T \ A e 5. Copyright reserved. This drawing may only be used for The Client
7.Roads, footpaths and parking areas which form part of the highway to be highways authority / ) \ and location specified in the title block. It may not be copied or
adopted under Section 278 or 38 of the Highways Act 1980 shall comply o , — . . B \ ‘ disclosed to any third party without the prior written consent of
with the Hampshire County Council's Highway Specification and Standard — —— —— — Existing Southemn Water public foul water sewer Existing Onsite Drainage {‘ . S N B S jnpgroup.
Details. \ Y R S e
— —— —— —— — Existing surface water sewer/land drain All existing drainage found on site during the works shall be investigated, its operational \ | N 6. This drawing should only be used for construction if the drawing
8.All substrata structures and unconsolidated material within the road © status confirmed, and the following applied:- R A status is "Construction”. jnpgroup take no responsibility for
construction width to be removed 20 /\ Nl | | 8110 o construction works undertaken to drawings which are not marked
Proposed road contours a.  Inoperative drainage shall be cut back and pipe runs filled with concrete grout. \ 2 : ~" CL 32.478 with this status.
9.Formation preparation to be in accordance with Highways Agency . b.  'Live' drainage shall be temporarily re-routed to allow the new drainage to be (\ / “ 1 ”_ 30.998
Specification for Highway Works (SHW) cl. 616. No prepared formation to Existing contours constructed. R & ) Health and Safety Note:
be continuously exposed to rain causing degradation below design CBR or - — \ R o . ; . .
to be left uncovered overnight. 28.000 Proposed plot finished floor level Any land drains serving offsite areas shall be referred to Bellway Homes. No land drains — The details on this drawing haye been p.repared on the assumption
shall connect to the public water sewer network. \ thatta c;)m(p()atent QSHtFGtChtOtF m" be c_arrylfr;g.outt Lhe ‘m?rksa lfsﬂ:‘et
. ; ; ; Proposed private attenuation tank. Versavoid tank by ESS or contractor(s) considers that there is insufficient Health and Safety
10. Any soft, damaged or weak spots including peat contaminated material ot , CoT , — - , , . . . . . . .
y ged orweal Spots inclucing peat ! g similar approved. To be installed in strict accordance with ESS Existing Public Surface Foul & Water Capacity & Connections information on this drawing, this should immediately be brought to
are to be excavated and replaced with SHW Type 1 in accordance with SHW . ) e ) : .
. design and installation instructions the attention of the designer.
cl.803 laid and compacted to cl.802, Table 8/4 . ) L
. Surface Water - Connection to the public surface water sewer shown is indicative only R N
11. Where ground conditions are deemed to be frost susceptible, refer to ;nd SUtheCt ttp capa(l‘,(lty (;]h?lcg anddup;tgrlrz\de W?”‘f t? be clonﬁrmgtd by Soutf;grn Wztgri 04
Ground Investigation report, carriageway thickness shall be 450mm minimum \ / © conslrrt]Jc |c:)n WOrKS S dab gunthe avt\alntprlor © formal capacity, connection an
thickness. All material within 450mm of road construction to be non-frost . . approvai has been Issued by southern Yvater. \ Hazard Identification
susceptible.
Hscept \ / Foul Water - The existing public foul water sewer crossing the site shall be diverted via P | \ A Contact with traffic
12.Positions of existing services/statutory undertaker's apparatus adjacent to , (Sgggg;)eg?;(? 'Bir;'o? apl)gasllcatlo%wlth SoutLhern Wgter. Ref:r Fo S185 drgwmg ncés1 85 ’ SO — )
or crossing proposed sewers are to be checked by the contractor prior to : ol e oul Sewer Diversion Layout. Praposed site connections to . //' — B A Deep excavations
starting work. / subject to capacity check and upgrade proposals by Southern Water. No construction \ s _ - 5
— works shall be undertaken prior to formal capacity, S106 sewer connection application, ( Y % % A Existing services
All adoptable drainage and highway works to be installed in accordance with; S104 and S185 approval has been issued by Southern Water. \ \ g P A
e  S104 & S185 Sewers - Sewers for Adoption 6th edition, including all . y JE L A Contact with raw sewage
applicable local Southern Water addendums / Twin Wall Attenuation Pipes by Weholite or similar approved. Refer to manufacturers / /==
e S278and $38 Highways - Hampshire County Council Specification and . design, TBC. To be installed in strict accordance with manufacturers requirements. N~ ’”"’*”’jﬁ' : g% I .y
Standard Details. B / / AN A — 5 B CL30.499 This drawing is based on the following information provided by others:
Existing Utilities VAN Iy \ \ B Y
— /) N\ \ \/ —y—_/ ] e  Topographical Survey undertaken by Siteline Geomatic Surveyors, ref. 05HA01, dated
The contractor shall refer to the existing and proposed services information, ' \ January 2018.
provided by Bellway Homes (Wessex). \ / . - mt o e  Site Layout plan by OSP Architecture, ref. 17300 - P101 Rev G, dated November 2018.
e Attenuation Tank 2 R B N e Tree Survey by Bernie Harverson, ref. 0787 - BJH 01/02, dated October 2015.
. , - L . / enuation Tan L I \ i
Itis the Contractor's responsibility to liaise with all relevant services | Existing foul water sewer to be diverted as part of : 11.55m W x 13.05m L x 1.55m H _ | .. ¥, 2\ \ . ’ 250@ 16 - Landscape Proposals by ACD Environmental, ref. BELL21747 11F, date November 2018.
companies to ensure that_ all existing services are accurately located and the $1§5 diver§ion, shown ind.icatively only: Refer \ ) / | Design Storm Event - 100yr + 30% Climate Change Existing Surface Water Sewer Crossing: ‘\\ 4,002
adequately protected during construction. | to existing public sewer capacity & connection note. TN ‘ CL 26.84 - 27 60 \ NS
\ ) _ : 1 SN Max. C o;/er A 85m The Contractor is to confirm depth of the existing surface water N4
Itis the Contractor's responsibility to liaise with the Developer and all - ; I /ZU—M; R Min ' Cover - 0' gom_. | Sewer to ensure no clashing with the proposed surface water R A G |04.01.18 | Surface water outfall route amended. KM | KT
relevant services companies to ensure that all new and diverted services ) ~ e ’\4 | “ - Laid at 1:300 to Outlet | | SEWer at all crossings. Minimum cover to existing sewer to be 1.2m. \ | Ay E— Class 'Z' bedding note added. Drainage
are accurately located and adequately protected during construction. T — N O Outlet Invert Level 24400 | | Where cover is less than 1.2m, Class 'Z' bed and surround to be \ T F [07.12.18 revised g ' g CT | KM
EX FWIH 1802 \ | 132 || Min. Net Volume - 220m (includes 95% porosit a”owal'nce) provided in accordance with detail on drawing no C85850-D107. High \ ara | sed 1o black
All works to existing services to be undertaken as required by the {29260 \ a1 | L ﬂ’ﬁ N in. S 9970 porosity Contractor to confirm following sewer investigation on site. /8112 — | E [22.10.18 |Highway drainage colour revised to black. CT | KM
Developer. Refer to Developer design. 26040 { :4 (4 J’—A_ /. Referto ESS drawing no. AQST - 4.0 - 4.1 Attenuation Tank Details & Layout T —] i . CL29.138 Colours revised to Southern Water
y o - 1 5000% @1:23 3 ‘ / To be installed in strict accordance with manufacturers requirements. oy IL 26.846 D |1210.18 instruction CT | KM
o K102 T A e HeoE 1 ) ) : “ A By , - , —
) 1500 @ 1: 150 /o AN Y T Revised to suit Weholite oversize pipe
CL 29.262 12-8104b =_ /1% . pIp
' S104a IL27.862 ‘;;‘ 11-CL28563 | - Flod 11003 ,5105a _ / / , C |28.09.18 design. Sewer easement added. CT | KM
- : : 2 2 0 1, | CL 28.344+, - - AN S/ T i
2no 1.2m@ Twin Wall\ 1500 @ ;880 |(|:_L2i85$§4 A A o % 1500 - ”; %525 —CL 28.565—¢9 || o4 grq— ,/ o i - L /) A0 @ 122 | B ]13.09.18 |Field access surface and notgs addgd. CT | KT
~_Plastic Pipepwork @ 1:500 “ o lsd F103 BN % @ 00— IL25.816 - L = BN /\ 7 S A 00 A | 10,091 |BOX culverts revised to oversized twinwall [ [ .
- CL28.2151 /j F101 " S102a ! . CL 28.367 —CL28647T [ —— S AT - T (* ) O\ — ) pipework. Revised to construction issue.
1 \JL26.375 |L 24.663 T - 4500 @ 1:245 X ¢ | Status
- 7 — 1 —\__— — N - : 1.006 S105 . /st01 ) S I /9040 o C t t-
@ _ — : ‘ ﬁ"*‘ﬂ&lﬁ - j“ . [CL28.489 CL21.7713_+ |/ oL 27729}1’07 P Attenuation pipes shown N S113 Oy onstruction
- cL27857\ I 0 4 | |51-3)| & m % L = 1L 24.349 X~ 24.332 CL 27.79 4"" ~indicatively only and subjectto S X 55m CL 27.843 - &
— Jm— — — Jy — . / 2 ~// | detail design by manufacturer. Y Py ”7 234 </ /o
IL 25. 689 (1 % / 23‘700 1 005 | iy — \ o IL 25.250 51074 7 9 \ b= U p o Saine A0 S S o ~—
3 | —— £ i s S ~ ~ j A =27 455 \5 S <3000 @ 1:39 Existing SWMH | I
=3000 @ 1:163 j 2no 1.2m@ Twin Wall / ¥ P L = CL 27.679%- ; 043/ S 4004 v L2780 R
i /i sy \ . =/} i e 03 T e B DC < y . ( Y, = A
p00 1.001 sl 2828y 4 b ~ L 24315 o / ) = yp Overflow Weir 8 IL 26.25 Y (.
- ] 1.008 / 5250 @ 1206~ N O IS~ T/ T /1500@ 11150 W CL 26.950-~ S115 7\ -
28 77573k N/ = = 3.000 L 24.367 - T
: /s 2no 1.2m@ Twin Wall@ 1,009 ot o ~ S0 # LY CL 26.749 TA . o .
[ = Plastlc P|pepwork @1 500 e / 7K IL24.418 J . Offline weir in manhole with crest level -
CL27.749 - < / <\:~ wlf ST e ;‘ £ ] 6000 @ 1:245_ 1T~ \\\ CL26.930_ ] 30090 @ 1 22 e —set at 1:30 year top water level. Overflow
- §f/ '?Q.s‘, T, . NI Aote e \\|,E24-207 e 6.001 s connection to Attenuation Tank1.
ol N vi : [ ——— e F106 =" © vt ’
| & «§L L8 ~ gy SN 0 e S < ~ ¥ G Attenuation Tank 1
; I | <760t NS 1500 @ 1:125 e N R CL 26878 T/ 3 9.05m W x 12.05m L x 1.30m H
' / J L “ : N\ ~L 1 005 J <~/ S IL 25.650 . .
e~ f) | e TH '@i:} B~ ™ SRR el 7 i ™ LS Design Storm Event - 100yr + 30% Climate Change
R 20T —= PN N /82l \ N 1 K ~ CL26.53-27.28
, | e "LCL 7 017 a0 @ 17/ T T 5150 @ T ’ 4,005 2 Max. Cover - 1.30m
T S5 AN . i / g . H .
| PHASE 2 PR'VATE {2 F108 (7 7—L 25. 650 -3 000 5 27 Yon’ 2n01.2m@ Twin Wall/ | Byt @ 1012 \{5\ L Min. Cover - 0.60m P = john newton & partners
/ D EVE LOPM E NT 7 Y 7tﬁ:_|_2é60?125 S — T 7250 %PlaSt'C Pipepwork @ 1: 500, :9\3 ~ $108 - ,09 Ibaljijleattll\:/?(’e?tol_tgvzlu tlg; 660 SR\
. ¢ o p )= ey ~A_ | sl JE o2 faan =t f A 2 Type B DC - 1\
. / — arar] J T~/ 602 7 ~[ Jo " @[ 27, 100 o ’ \‘ yi CL 26.885) A I /:% C{p26.385 ~ Min. Net Volume - 133m? (includes 95% porosity allowance) o B
¥ ) e ST 7 — Y i /g ;{Q— IR T TR/ \ Loap43  Referto ESS drawing no. AQST-3.0 - 3.1 Attenuation Tank Details & Layout
e T e — SIS ) S i T~ J /= ey ) 4/ / 516750 @ 1:70- ’E% g e To be installed in strict accordance with manufacturers requirements. : :
. - S d ] S 516172 g S ~ u o / 1013,/ g v/ 20000? @ 1:120 | Consulting Engineers
i—  — / N * - — ~_ . L) 851 7 oL / . 1
Foul pipes 1.000 - 1.016 to be adopted under a S185 sewer diversion agreement. =<y Cere >/ - §7{ 26 9(;(76 1|§I101\?Control Chamber 1—‘ a- Ul \ g b J ; p g ks p et ol k
For $185 foul water sewer diversion, refer to drawing no C85850-D120 - D121. . I~ ) L el 26.750 / CL 25.675 £ Chesham e Brighouse e Hartlepool ¢ Leamington Spa e Sheffield
No S185 diversion works to be undertaken prior to Southern Water approval. /. T~ L 23 §90 T 4 ””’f/*:”**”_ 23681 \ (] g Tel: 01926 889955 E-mail: leamingtonspa@jnpgroup.co.uk
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~ Amax =651 Refer to drawing number C85850-D124 NZ3 -
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