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Noise Assessment

1.0 Introduction

1.1 Noise Assessment Criteria

This report presents the findings of a noise assessment in support of a planning application for a proposed

residential development on land adjacent to the A27 in Bedhampton at Forty Acre Farm.

A description of the existing noise environment in and around the site is provided. Noise surveys have been
undertaken and the results used to verify predictions of the short-term and long-term effects of noise. The
noise levels from the proposed development have been predicted at local representative receptors using
CADNA noise modelling software which incorporates ISO 9613 and CRTN methodologies and calculations.

A list of acoustic terminology and abbreviations used in this report is provided in Appendix A and a set of

location plans and noise contour plots relevant to the assessment are presented in Appendix B.

1.2 Legislative Context (England)

PPG24 was replaced by the National Planning Practice Framework (NPPF) on 27 March 2012. With regard

to noise and planning NPPF contains the following 4 short statements (section 123):

A. Avoid noise from giving rise to significant adverse impacts on health and quality of life as a result of

new development;

B. Mitigate and reduce to a minimum other adverse impacts on health and quality of life arising from

noise from new development, including through the use of conditions;

C. Recognise that development will often create some noise and existing businesses wanting to develop
in continuance of their business should not have unreasonable restrictions put on them because of

changes in nearby land uses since they were established; and

D. Identify and protect areas of tranquillity which have remained relatively undisturbed by noise and

are prized for their recreational and amenity value for this reason.

The national Planning Practice Guidance (PPG) web-based resource was launched by the Department for
Communities and Local Government (DCLG) on 6 March 2014 to support the National Planning Policy
Framework and make it more accessible. The overall aim of the guidance, tying in with the principles of the
NPPF and the Explanatory Note of the Noise Policy Statement for England (NSPE), is to identify whether the
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Noise Assessment

overall effect of noise exposure is, or would be, above or below the significant observed adverse effect level

and the lowest observed adverse effect level for the given situation.

A summary of the effects of noise exposure associated with both noise generating developments and noise

sensitive developments is presented within the PPG: Noise and repeated as follows:

Table 1.1 Noise Exposure Hierarchy
Perception Examples of Outcomes Increasing Effect Level Action
Not noticeable No Effect No Observed Effect No Speaﬁc_Measures
Required
Noise can be heard, but does not cause
Noticeable and not a;}' ﬂt]la ngf?,égt tzﬁgaavc'gﬂ;t?cr grt]ta' trl;gteérc(;n No Observed Adverse Effect No Specific Measures
intrusive ghtly (NOAEL) Required

the area but not such that there is a
perceived change in the quality of life.

Lowest Observed Adverse Effect Level (LOAEL)

Noise can be heard and causes small
changes in behaviour and/or attitude,
e.g. turning up volume of television;
speaking more loudly; closing windows

for some of the time because of the Observed Adverse Effect
noise. Potential for non-awakening sleep
disturbance. Affects the acoustic
character of the area such that there is a
perceived change in the quality of life.

Mitigate and reduce to a
minimum

Noticeable and
intrusive

Significant Observed Adverse Effect Level (SOAEL)

The noise causes a material change in
behaviour and/or attitude, e.g. having to
keep windows closed most of the time,
avoiding certain activities during periods
Noticeable and of intrusion. Potential for sleep Significant Observed Adverse Avoid

disruptive disturbance resulting in difficulty in Effect
getting to sleep, premature awakening
and difficulty in getting back to sleep.
Quality of life diminished due to change
in acoustic character of the area.
Extensive and regular changes in
behaviour and/or an inability to mitigate
effect of noise leading to psychological
Noticeable and very stress or physiological effects, e.g. Unacceptable Observed
disruptive regular sleep deprivation/awakening; loss Adverse Effect
of appetite, significant, medically
definable harm, e.g. auditory and non-
auditory

Prevent

The NPPF, NSPE and PPG: Noise do not, however, present absolute noise level criteria which define SOAEL,
LOAEL and NOAEL which is applicable to all sources of noise in all situations. Therefore, within the context
of the Proposed Development, national planning policy and appropriate guidance documents including the
‘World Health Organisation Community Noise Guidelines’ (1999) and BS 8233 ‘Guidance on Sound Insulation
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and Noise Reduction for Buildings’ (2014), Section 2.0 presents the noise level criteria used as a basis of this

assessment.

The PPG: Noise also states that neither the NPSE nor the NPPF (which reflects the Noise Policy Statement)
expects noise to be considered in isolation, separately from the economic, social and other environmental

dimensions of the proposed development.
1.3 Acoustic Consultants’ Qualifications, Professional Memberships

The project Acoustic Consultant is Graham Davis. The report has been checked by Graham Davis and verified

by Nigel Mann. Relevant qualifications, membership and experience are summarised below.

Table 1.2 Acoustic Consultants’ Experience
Institute of . .
Acoustics Unsl);lnfarll(‘ia:ceNI:ise Attained Associate Attained
Post Graduate Assessm?ents Membership of Membership of
Education Diploma in the Institute of the Institute of
- (Start date of . .
Acoustic and S " Acoustics Acoustics
. working in noise &
Noise Control acoustics) (CELO))
(Pass Date)
Emma Aspinall MGol (2017) - July 2017
Graham Davis BA (2008) Nov 2013 Sep 2011 Jan 2014
. BSc, (1997)
Nigel Mann MSc (1999) Nov 2001 Nov 1998 Nov 2001 Jul 2005

1.4 Relevant Guidance (England)

ProPG Planning and Noise - New Residential Development

Professional Practice Guidance on Planning and Noise for new residential development (ProPG) was launched
on 22 June 2017 by the Chartered Institute of Environmental Health (CIEH), the Association of Noise
Consultants (ANC) and the Institute of Acoustics (IOA). The guidance has been published to provide

practitioners with guidance on the management of noise within the planning system in England.

The guidance is specifically for ‘new residential development that would be exposed predominantly to noise
from existing transport sources’ and reflects the Government's overarching Noise Policy Statement for
England (NPSE), the National Planning Policy Framework (NPPF), and Planning Practice Guidance (including

PPG-Noise), as well as other authoritative sources of guidance.
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The guidance provides advice for Local Planning Authorities (LPAs) and developers, and their respective
professional advisers which complements Government planning and noise policy and guidance and, in
particular, aims to:

e Advocate full consideration of the acoustic environment from the earliest possible stage of the
development control process;

e Encourage the process of good acoustic design in and around new residential developments;

e Outline what should be taken into account in deciding planning applications for new noise-sensitive
developments;

e Promote appropriate noise exposure standards; and

e Assist the delivery of sustainable development.

There are two stages of the overall approach outlined in the ProPG:

e Stage 1 - an initial noise risk assessment of the proposed development site; and
e Stage 2 — a systematic consideration of 4 key elements which is underpinned by an Acoustic Design
Statement (ADS).

With regard to Stage 1, ProPG provides guidance for the production of an initial site risk assessment, pre-
mitigation, with regards to noise based on the prevailing daytime and night time noise levels across the site,

from which the site (or areas thereof) can be allocated a Noise Risk as shown in Figure 1.1 below.
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Figure 1.1 ProPG Stage 1, Noise Risk Assessment

Potential Effect Without Pre-Planning Application Advice
Noise Mitigation

Indicative Indicative  Might-

ime Moise i
Dayt Time Poise Levels High noise levels indicate that there is an increased
Bt risk that development may be refused on noise
grounds. The risk may be reduced by following a
Fa% good acoustic design process that is demonstrated
in a detailed AD5. Applicants are strongly advised to
saek expert advicz,

As noise levels increase, the site is likehy to be less
I suitable from a noiss perspective and any
Increasing risk subsequent application may be refusad unless a

of adverse good acoustic design process is followed and is
demonstrated in an ADS which confirms how the
adverss impacts of noisz2 will be mitigate and
minimisad, and which clearty demonstrates that a
significant adverse noise impact will be avoided in
60 dB 50 dB the finished development.

Low

a8 4t 4B At low noise levels, the site is likehy to be

55 acceptable from a noise perspective provided that a
good acoustic design process is followed and is
demonstrated in an ADS which confirms how the
adverss impacts of noisz will be mitigated and
minimized in the finished development.

50 dB =
Thess noise levels indicate that the development
Mo adverse effect site iz likely to be acceptable from a noise
perspective, and the application need not nomalky
be delayed on noise grounds.
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2.0 Assessment Criteria

2.1 Internal Noise Assessment Criteria

In order to enable the assessment of the proposed development in terms of LOAEL and SOAEL, Table 2.1

presents equivalent noise levels and associated actions with the target noise level criteria identified. The

noise level criteria detailed below have been derived from standards and design guidance:

Table 2.1

Effect Level

BS 8233:2014 'Guidance on sound insulation and noise reduction for buildings’
World Health Organisation 'Guidelines on Community Noise’ (1999)

Noise Level Criteria and Actions (Noise Intrusion Assessment)

Assessment

Noise Level Criteria

Action / Justification

Internal Noise

Noise levels below:
Bedrooms — 30 dB Laeq,shours / 45 dB

No Action Required

Adverse Effect

for proposed
residential

External Amenity Space — 55 dB
LAeq,l&hours

No Observed intrusion assessment Lamax Lower is an indication of the sound source
Adverse Effect - ; .
Lovel for p_ropo_sed Living Rooms — 35 dB Lacq,16hours h_av!ng a low impact
residential External Amenity Space — 50 dB Within BS8233 / WHO
LAeq,lGhours
) Mitigate to achieve:
Noise levels exceed:
Lowest Internal Noise Bedrooms — 30 dB Laeqg,shours / 45 dB Bedrooms — 30 dB Lacqshours /45 A Lamax
Observed intrusion assessment Lamax Living Rooms — 35 dB Laeq1étours
Adverse Effect for proposed Living Rooms — 35 dB Laeq,16hours External Amenity Space — 55 dB Laeq 16nours
Level residential External Amenity Space — 55 dB Open Plan Office (daytime) — 45 dB Laeq6hours
LAeq,l&hours -
Within BS8233 / WHO
) Noise levels exceed: Mitigate to achieve:
Significant intrfjrs]?(?;nis'\ézlssrient Bedrooms — 30 dB Laeg,shours Bedrooms — 30 dB Laegshours /45 dB Lamax
Observed Living Rooms — 35 dB Laeg,16hours '

Living Rooms — 35 dB Laeq, 16nours
External Amenity Space — 55 dB Laeq 16rours
Within BS8233 / WHO criteria

Unacceptable
Observed
Adverse Effect

Internal Noise
intrusion assessment
for proposed
residential

Noise levels with mitigation exceed:

Bedrooms — 35 dB Laeq,shours
Living Rooms — 40 dB Laeg,16hours
External Amenity Space — 60 dB

LAeq,lGhours

Prevent
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3.0 Assessment Methodology

3.1 Noise Modelling Methodology

Three-dimensional noise modelling will be undertaken based on the monitoring data to predict source noise
levels at a large number of locations both horizontally and vertically. CADNA noise modelling software has
been used. This model is based on the Department of Transport Calculation of Road Traffic Noise (CRTN)
and ISO 9613 noise propagation methodology and allows for detailed prediction of noise levels to be
undertaken for large numbers of receptor points and different noise emission scenarios both horizontally and
vertically. The modelling software calculates noise levels based on the emission parameters and spatial
settings that are entered. Input data, assumptions and model settings as given in the table below have been

used.

Table 3.1 Modelling Parameters Sources and Assumptions

Parameter Source Details
Hortzontal dlsstiatgces ~ around Ordnance Survey Ordnance Survey
Ground levels — around site Ordnance Survey Ordnance Survey

Site Observations and . . .
Ground levels — other areas Ordnance Survey 0S 1:25,000 contours and OS 1:10,000 spot heights.

Traffic data — main surrounding WYG Traffic flows for local roads based on WYG observations and
roads verification of measured noise levels.

8 m height for two storey residential properties, and 4 m for
Building heights — around site WYGE Observations Bungalow. Barrier heights for the proposed development are 1.8m
high.

1 m from fagade, height of 1.5 m for ground floor, 4 m for first floor
properties with ground floor or bungalow dormer windows. 7 m for

Receptor positions WYG dormer windows on two storey properties. 1.5 m height for model
grid and monitoring locations for validation.
Reflections WYG First order reflections have been applied based on mirror image
sources
Frequency dependant ground absorption has been applied based on
Absorbent Ground CADNA values specified in VDI 2714/16 clause 6.3.
Plans Tan Darby Partnership Drawing Title: Proposed Site Layout

Drawing Number:: SL-01D (Date: February 2017)

It is acknowledged that a number of these assumptions will affect the overall noise levels presented in this

report. However, it should be noted that certain assumptions made, as identified above, are worst-case.
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3.1.1 Model Verification (Monitored Noise Levels)

The model was verified by modelling the monitoring locations detailed in Section 4 of this report. The
comparison between the monitoring and modelling results for Laeq daytime and night-time and Lamax night-

time scenarios are shown in Tables 3.2 — Table 3.4 below.

Table 3.2 Modelled vs. Monitored Results Laeq; daytime 07:00 - 23:00

Difference between

Location Monitored Laeq, 16hour Modelled Laeg, 16hour Monitored and Modelled
Results

LT1 60.3 59.1 -1.2
LT2 64.0 63.9 -0.1
LT3 64.9 62.4 -2.5
ST1 72.2 59.3 -12.9
ST2 61.8 62.9 1.1

ST3 64.4 67.0 2.6

ST4 56.3 56.0 -0.3
ST5 73.8 66.5 -7.3
ST6 78.1 80.4 2.3

Table 3.3 Modelled vs. Monitored Results Laeg; night-time 23:00-07:00

Difference between

Location Monitored Laeg, 8 hour Modelled Laeg, 8 hour Monitored and Modelled
Results
LT1 56.1 53.1 -3.0
LT2 57.5 55.7 -1.8
LT3 59.2 52.4 -6.8
ST1 66.8 53.5 -13.3
ST2 56.2 57.6 1.4
ST3 55.2 57.1 1.9
ST4 48.1 49.4 1.3
ST5 64.4 60.1 -4.3
ST6 69.6 70.4 0.8

Table 3.4 Modelled vs. Monitored Results Lamax; night-time 23:00- 07:00

Difference between

Location Monitored Lamax Modelled Lamax Monitored and Modelled
Results
LT1 82.7 83.2 0.5
LT2 77.2 78.3 1.1
LT3 85.8 75.7 -10.1
ST1 86.9 83.9 -3.0
ST2 78.6 77.7 -0.9
ST3 77.4 80.3 2.9
ST4 70.0 65.2 -4.8
ST5 80.3 80.3 0.0
Barratt David Wilson Homes 8 A098927
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Difference between

Location Monitored Lamax Modelled Lamax Monitored and Modelled
Results

ST6 85.9 93.7 7.8

All values are sound pressure levels in dB re: 2x 10™ Pa

Within the verification exercise, greater weight and confidence has been given to the long-term
measurements due to a longer exposure time. The verification points show a divergence between monitored
and modelled results of no more than £3.0 dB with the exception of locations ST1 and ST5 during the daytime
Laeq SCeNario; this is considered to be attributable to a higher frequency of passing vehicles during the short-
term 15 minute measurements than were recorded during the overall 16 hour daytime periods. Locations
LT3, ST1 and ST5 also show a divergence during the night-time Laeq Scenario, which is also attributable to a

higher frequency of passing vehicles and trains during these readings.

Similarly, during the night-time Lamax model, all points were considered verified, with the exception of
locations LT3 and ST4 which are predicting a lower noise levels over an eight-hour period than were measured
which is attributable to a higher frequency of passing road traffic and trains during monitoring periods.
Location ST6 is predicting higher noise levels than were measured, which is attributable to a lower frequency

of passing road traffic during short-term monitoring. Overall the models are considered to be suitably verified.

3.2 Sensitive Receptors

Proposed residential receptors have been assessed against the existing noise levels with respect to direct
noise from road traffic noise surrounding the site. The locations of the receptors are described in Tables 3.5
and 3.6 below; whilst the locations of the receptors are shown illustratively on SK02 of Appendix C.

Table 3.5 Proposed Residential Receptors

Approximate  Hejght (m)

Description Closest Source Distance To  Dpaytime/Night-
Source (m) time

RO1 West of site Havant Road 88 1.5/4.0
R0O2 Southwest of site A27/Train Line 185 1.5/4.0
RO3 West of site Havant Road 96 1.5/4.0
R04 West of site Havant Road 146 1.5/4.0
RO5 Southwest of site A27/Train Line 214 1.5/4.0
RO6 Southwest of site A27/Train Line 171 1.5/4.0
RO7 North of site Havant Road 29 1.5/4.0
RO8 Centre of site Havant Road 124 1.5/4.0
R09 South of site A27/Train Line 166 1.5/4.0
R10 Centre of site Havant Road 126 1.5/4.0
R11 North of site Havant Road 28 1.5/4.0
R12 Centre of site Havant Road 86 1.5/4.0
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Approximate  Hejght (m)
Description Closest Source Distance To  paytime/Night-
Source (m) time

R13 Centre of site A27/Train Line 220 1.5/4.0
R14 North of site Havant Road 25 1.5/4.0
R15 South of site A27 150 1.5/4.0
R16 North of site Havant Road 32 1.5/4.0
R17 South of site A27/Train Line 184 1.5/4.0
R18 Northeast of site Havant Road 45 1.5/4.0
R19 East of site Havant Road 106 1.5/4.0
R20 Southeast of site A27/Train Line 125 1.5/4.0
R21 Northeast of site Havant Road 41 1.5/4.0
R22 East of site Havant Road 107 1.5/4.0
R23 Southeast of site A27/Train Line 129 1.5/4.0
CHO1 Care Home, North-west of site Havant Road 44 1.4/4.0
CHO02 Care Home, North-west of site Havant Road 33 1.4/4.0

Table 3.6 Proposed Private External Amenity Area Receptor Locations

Approximate

Description Closest Source Distance To Height (m)
Source (m)

G01 West of site Havant Road 95 1.2
G02 Southwest of site A27/Train Line 199 1.2
GO03 West of site Havant Road 92 1.2
G04 West of site Havant Road 157 1.2
G05 Southwest of site A27/Train Line 192 1.2
G06 North of site Havant Road 40 1.2
Go07 Centre of site Havant Road 139 1.2
G08 South of site A27/Train Line 169 1.2
G09 North of site Havant Road 28 1.2
G10 Centre of site Havant Road 130 1.2
G11 South of site A27/Train Line 162 1.2
G12 Northeast of site Havant Road 51 1.2
G13 Southeast of site A27/Train Line 156 1.2
G14 East of site Havant Road 133 1.2
G15 Northeast of site Havant Road 59 1.2
G16 Northeast of site Havant Road 51 1.2
G17 East of site Havant Road 119 1.2
G18 Southeast of site A27/Train Line 151 1.2
G19 Southeast of site A27/Train Line 149 1.2

Barratt David Wilson Homes A098927
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3.3 Tranquillity Rating

An assessment of the existing tranquillity level of the site has been based on the mapping data published by
Campaign to Protect Rural England (CPRE). This uses a colour coded system and a 500m assessment grid
for the whole of England, and a tranquillity rating of between 1 and 10 is assigned (1 being least tranquil

and 10 being most). By reference to these maps the development is assessed as falling into Zone 3.

Barratt David Wilson Homes 11 A098927
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4.0 Noise Survey

4.1 Noise Survey Methodology

A monitoring survey was undertaken to characterise baseline ambient noise levels currently experienced on
the site and to establish the relative local background and traffic noise levels. Equipment used during the

survey included:

Rion NL-52 Environmental Noise Analyser (WYG17) s/n 1043466
Rion NL-52 Environmental Noise Analyser (WYG18) s/n 264490
Rion NL-52 Environmental Noise Analyser (WYG20) s/n 253702
Rion NL-52 Environmental Noise Analyser (WYG21) s/n 1021331
Rion NL-52 Environmental Noise Analyser (WYG23) s/n 732146
Rion NC-74 Sound Calibrator s/n 35046823

The measurement equipment was checked against the appropriate calibrator at the beginning and end of
the measurements, in accordance with recommended practice and no drift was observed. The accuracy of
the calibrators can be traced to National Physical Laboratory Standards, calibration certificates for which are

available on request.

A baseline monitoring survey was undertaken at nine locations (as specified in the following table and shown
in SKO1 of Appendix B) from Friday 1%t July 2016 to Wednesday 6% July 2016. Attended short-term
measurements were undertaken at six locations during the day, evening and night-time periods with three
additional locations being measured unattended; one over an 80-hour period and two over a 120 hour period.

The raw data collected from the long-term monitoring is available upon request.

Measurements were taken in general accordance with BS 7445-1:2003 The Description and Measurement of

Environmental Noise: Guide to quantities and procedures.

Table 4.1 Noise Monitoring Locations

Ref Description
LT1 On the northern boundary of the site opposite 31 Auriol Drive
LT2 On the eastern boundary of the site by the A27 exit slip road
LT3 Southwest corner of the site on boundary with rail track
ST1 A2030 opposite 30 Auriol Drive
ST2 Northeast corner of the site by A27 exit slip road and roundabout.
ST3 Southern boundary of the site bordering with rail track
ST4 At junction of St Andrews Road and First Avenue
ST5 On bridge over the A3(M) northeast of the site
ST6 On bridge over the A27 southeast of the site
Barratt David Wilson Homes 12 A098927
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4.2 Noise Survey Results

Existing ambient noise levels around the site are dominated by road traffic noise from the A27, the A3(M)

and the A2030 as well as noise from trains passing on the rail track to the south of the site.

Ambient and background noise levels are usually described using the Laeq index (a form of energy average)
and the Lago index (i.e. the level exceeded for 90% of the measurement period) respectively. Road traffic
noise is generally described using the Laio index (i.e. the level exceeded for 10% of the measurement

period).

Table 4.2 Meteorological Conditions during the Survey

Wind -
Speed Lol o Dominant Noise Source

(m/s) Direction (Oktas)

Survey

- Temperature
Location Date & Time (°C)

Daytime 06/07/2016 ) Road traffic noise from the
ST1 11:40 18.0 0-1 Nw 3 A2030.
Road traffic noise from the
Daytime 06/07/2016 : A27 dominant. Road traffic
sT2 11:48 18.0 0-1 NwW 3 noise from A3(M) and A2030
also audible.
. Road traffic noise from A27
Daytime 06/07_/2016 18.0 0-1 NW 3 and trains passing on the rail
ST3 12:23 track
Daytime 06/07/2016 ) Distant road traffic noise,
ST4 12:03 18.0 0-1 NW 3 occasional car pass.
. Road traffic noise from the
Dagt{?e 06/ 317 /0290 16 17.0 1-2 N 4 A3(M), occasional car pass on
) Portsdown Hill Road.
Daytime 06/07/2016 ) Road traffic noise from the
ST6 11:05 17.0 12 N 4 A27.
Evening 05/07/2016 ) Road traffic noise from the
ST1 21:24 15.0 0-1 Nw ! A2030.
. Road traffic noise from the
Evening 0510772016 15.0 0-1 NW 1 A27, A3(M), roundabout and
) slip road traffic and A2030.
. Road traffic noise from the
Evening 05/07_/2016 15.0 0-1 NW 1 A27 and noise from trains
ST3 22:02 - .
passing on the rail track.
Evening 05/07/2016 } Occasional car pass, distant
ST4 21:49 150 0-1 NW 1 road traffic noise.
Evening 05/07/2016 ) Road traffic noise from the
ST5 22:36 150 1-2 NW 1 A3(M).
Evening 05/07/2016 ) Road traffic noise from the
ST6 22:30 150 12 Nw ! A27.
Night-time 05/07/2016 ) Road traffic noise on the
ST1 23:05 14.0 0-1 Nw ! A2030.
. . Road traffic noise from the
Night-fime | 05/07/2016 14.0 0-1 NW 1 A27, A3(M) and slip road and
' roundabout and the A2030.
. . Road traffic noise from the
Night-time 05/07/2016 ) .
ST3 23:40 14.0 0-1 NW 1 A27, A3(M).and passing
trains.
Night-time 05/07/2016 ) ) ) .
ST4 23:29 14.0 0-1 NW 1 Distant road traffic noise.
Night-time 06/07/2016 ) Road traffic noise from the
ST5 00:11 14.0 1-2 NW 1 A3(M).
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Wind -
Survgy Date & Time T Speed _W|m_:| Lo Ea Dominant Noise Source
Location (°C) (m/s) Direction (Oktas)

Night-time 06/07/2016 B Road traffic noise from the
ST6 00:06 14.0 12 Nw ! A27.

The results of the statistical measurements and frequency measurements conducted during the survey are

summarised in the following table. All values are sound pressure levels in dB (re: 2 x 107 Pa).

Table 4.3 Results of Baseline Noise Monitoring Survey (Average Levels)

Duration o - . Laeq T Lamax,T
Monitoring Date and Times Location ¢ ¢
M 9 (dB)  (dB)
Weekday _
Daytime 48 Hours 01/ 07/0270_%)3 - gg,/gg/ 2016 603 | 953 | 395 | 619 | 547
07:00 - 23:00 : '
Weekday
Night-time | 24 Hours 01/07/2016 — 06/07/2016 561 | 844 | 295 | 536 | 448
\ _ 23:00 - 07:00
23:00 - 07:00 1
Weekend
Daytime 32 Hours 01/ 07@%%?2?_/85/ 2016 604 | 916 | 449 | 618 | 56.6
07:00 - 23:00 : '
Weekend
Night-time 16 Hours 01/ 07/223%% B 8;3,/85/ 2016 550 | 820 | 31.8 | 553 | 47.0
23:00 — 07:00 : '
Weekday _
Daytime 22 Hours 01/ 07/0270_%)3 - gg,/gg/ 2016 640 | 909 | 487 | 652 | 610
07:00 - 23:00 : '
Weekday _
Night-time 10 Hours 01/07/2016 — 06/07/2016 575 | 1020 | 315 | 576 | 49.9
\ _ 23:00 - 07:00
23:00 - 07:00 i
Weekend
Daytime 32 Hours 01/ 07{)279})3?2?_/85/ 2016 629 | 818 | 488 | 641 | 599
07:00 - 23:00 : :
Weekend
Night-time 16 Hours 01/ 07/2230_ %)g B ggfgg/ 2016 566 | 730 | 344 | 587 | 516
23:00 - 07:00 : '
Weekday _
Daytime 48 Hours 01/ 07/0270_%)3 - gg,/gg/ 2016 649 | 102.9 | 444 | 617 | 580
07:00 - 23:00 : '
Weekday _
Night-time 24 Hours 01/07/2016 — 06/07/2016 502 | 871 | 328 | 556 | 488
\ _ 23:00 - 07:00
23:00 — 07:00 3
Weekend
Daytime 32 Hours 01/ 07/0270_3)?;3;3_/8;/ 2016 652 | 942 | 476 | 641 | 604
07:00 - 23:00 : :
Weekend
Night-time 16 Hours 01/ 07/2230_})3 B 8;’,/85/ 2016 580 | 924 | 349 | 560 | 50.0
23:00 - 07:00 : ‘
06/07/2016 11:40 sT1 722 | 847 | 563 | 700 | 666
06/07/2016 11:48 sT2 618 | 682 | 567 | 622 | 611
Daytime - 06/07/2016 12:23 sT3 644 | 807 | 576 | 632 | 620
07:00 - 19:00 06/07/2016 12:03 ST4 56.3 727 | 507 | 56.4 | 549
06/07/2016 11:09 sTs 738 | 897 | 647 | 741 | 726
06/07/2016 11:05 ST6 781 | 930 | 670 | 786 | 76.0
Evening 15 Mins 05/07/2016 21:24 ST1 685 | 864 | 454 | 610 | 584
Barratt David Wilson Homes 14 A098927
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Period Du'('?.;icn Monitoring Date and Times Location L(:'I“E')T

19:00 - 23:00 05/07/2016 21:34 ST2 56.0 72.2 49.8 56.4 54.8
05/07/2016 22:02 ST3 57.1 776 | 492 | 544 | 53.4

05/07/2016 21:49 ST4 476 | 667 | 368 | 458 | 44.0

05/07/2016 22:36 ST5 69.6 | 822 | 550 | 69.1 67.0

05/07/2016 22:30 ST6 725 | 836 | 589 | 714 | 686

05/07/2016 23:05 ST1 660 | 869 | 412 | 550 | 527

05/07/2016 23:13 ST2 542 | 786 | 47.1 53.9 | 523

Night-time 15 Mine 05/07/2016 23:40 ST3 552 | 774 | 432 | 502 | 487
23:00 - 07:00 05/07/2016 23:29 ST4 48.1 700 | 335 | 427 | 409
06/07/2016 00:11 ST5 644 | 803 | 412 | 61.8 | 59.6

06/07/2016 00:06 ST6 69.6 | 959 | 509 | 648 | 623

All values are sound pressure levels in dB re: 2x 10™ Pa

Barratt David Wilson Homes 15 A098927
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5.0 Assessment of Effects

5.1 ProPG Stage 1 Assessment

Daytime Laeq, 16hour NOISE levels range between 56 - 78 dB and night-time Laeg, shour NOISE levels range between
48 — 69 dB, therefore the site falls within the Low to Medium Noise Risk Categories and as such good acoustic

design measures may need to be incorporated into the design at the detailed design stage.

5.2 ProPG Stage 2 Assessment — Element 2 Internal Noise Levels

Internal noise levels within potential dwellings have been assessed both with windows open, where a
reduction from a partially open window of 15 dB has been used, and with windows closed where an
assumption of glazing with minimum specification Rw + Ct 30 dB (e.g 6/12/6mm double glazing or equivalent)

has been used.

The results presented in tables 5.1 — 5.3 below show the predicted noise intrusion levels at properties across
the site. The assessment also includes the proposed care home to the northwest of the site. The
recommended WHO/BS 8233 internal noise levels are generally exceeded across the site during the daytime
and night-time, assuming a windows-open scenario. In order to achieve the recommended internal noise
criteria, a range of mitigation measures are outlined in Section 6.1 of this report, with SKO5 in Appendix B

showing the glazing and ventilation requirements for facades within the proposed development.

Table 5.1 Daytime Noise Intrusion Levels Laeq 16 hour

Location External Laeq Intfernal Laeq With Ingernal Laeq with Criteria
at 1m from facade windows open windows closed Internal Laeq
RO1 42.2 27.2 12.2 35
RO2 58.3 43.3 28.3 35
RO3 41.6 26.6 11.6 35
R04 51.3 36.3 21.3 35
RO5 425 27.5 12,5 35
RO6 59.3 443 29.3 35
RO7 51.9 36.9 21.9 35
RO8 49.2 34.2 19.2 35
R0O9 59.3 443 29.3 35
R10 48.7 33.7 18.7 35
R11 52.3 37.3 22.3 35
R12 42.8 27.8 12.8 35
R13 52.0 37.0 22.0 35
R14 53.2 38.2 23.2 35
R15 61.2 46.2 31.2 35
R16 52.6 37.6 22.6 35
Barratt David Wilson Homes 16 A098927
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Location External Laeq Intgrnal Laeq with In?ernal Laeq with Criteria
at 1m from facade windows open windows closed Internal Laeq
R17 43.3 28.3 13.3 35
R18 51.2 36.2 21.2 35
R19 51.7 36.7 21.7 35
R20 62.5 47.5 32,5 35
R21 60.5 45.5 30.5 35
R22 55.0 40.0 25.0 35
R23 61.1 46.1 31.1 35
CHO1 50.3 353 20.3 35
CHO2 50.9 35.9 20.9 35

Table 5.2 Night-time Noise Intrusion Levels Laeq 8 hour

Location External Laeq Int?rnal Laeq with Ingernal Laeq with Criteria
at 1m from facade windows open windows closed Internal Laeq
RO1 354 204 54 30
RO2 48.4 33.4 18.4 30
RO3 34.5 19.5 4.5 30
RO4 41.7 26.7 11.7 30
RO5 34.9 19.9 4.9 30
RO6 49.3 34.3 19.3 30
RO7 48.2 33.2 18.2 30
RO8 39.5 24.5 9.5 30
R0O9 49.4 344 19.4 30
R10 39.6 24.6 9.6 30
R11 48.7 33.7 18.7 30
R12 36.5 21.5 6.5 30
R13 424 27.4 12.4 30
R14 49.2 34.2 19.2 30
R15 51.2 36.2 21.2 30
R16 50.2 35.2 20.2 30
R17 36.7 21.7 6.7 30
R18 43.3 28.3 13.3 30
R19 42.1 27.1 12.1 30
R20 52.6 37.6 22.6 30
R21 58.3 43.3 28.3 30
R22 47.8 32.8 17.8 30
R23 52.3 37.3 22.3 30
CHO1 45.5 30.5 15.5 30
CHO02 48.7 33.7 18.7 30

All values are sound pressure levels in dB re: 2x 10-5 Pa.

Barratt David Wilson Homes 17 A098927
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Table 5.3 Night-time Noise Intrusion Levels Lamax

Location External Lamax Inte_rnal Lamax with Intgrnal Lamax with Criteria
at 1m from facade windows open windows closed Internal Lamax
RO1 62.4 47.4 324 45
R0O2 71.6 56.6 41.6 45
RO3 60.4 45.4 304 45
R04 65.1 50.1 35.1 45
RO5 59.1 44.1 29.1 45
R06 72.6 57.6 42.6 45
RO7 77.4 62.4 47.4 45
RO8 63.5 48.5 33.5 45
R09 72.6 57.6 42.6 45
R10 63.2 48.2 33.2 45
R11 77.8 62.8 47.8 45
R12 62.0 47.0 32.0 45
R13 65.7 50.7 35.7 45
R14 76.7 61.7 46.7 45
R15 74.4 59.4 44.4 45
R16 76.5 61.5 46.5 45
R17 58.6 43.6 28.6 45
R18 71.4 56.4 41.4 45
R19 66.2 51.2 36.2 45
R20 75.8 60.8 45.8 45
R21 74.9 59.9 44.9 45
R22 68.7 53.7 38.7 45
R23 74.5 59.5 44.5 45
CHO1 75.0 60.0 45.0 45
CHO2 78.2 63.2 48.2 45

Alternative ventilation will be required for all properties across the proposed development; alternative
ventilation can be provided in several ways from acoustic trickle vents (which need to have a minimum sound

reduction equal to or greater than the glazing) to other passive ventilation systems.

5.3 ProPG Stage 2 Assessment — Element 3 External Amenity Spaces

Daytime noise levels in private external amenity spaces of the proposed development have been assessed.
The scheme has been designed to reduce noise levels within garden areas through the use of solid garden
fences and maximising the screening provided by the proposed dwellings; fences will be constructed from
brick or solid timber panels with no gaps and be a minimum of 1.8 metres high, to protect external amenity

spaces within the proposed development.

Barratt David Wilson Homes 18 A098927
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The locations of these receptors are illustratively shown in SKO3 in Appendix C with the results of this

assessment are presented below in Table 5.4.

Table 5.4 Private External Amenity Area Noise Levels Laeq,16hr

External Laeq,16nr BS 8233 Upper Limit
Daytime Criteria Laeq
G01 49.0 55
G02 52.1 55
GO03 45.5 55
G04 45.8 55
GO05 53.5 55
G06 50.7 55
G07 49.7 55
GO08 53.5 55
G09 50.9 55
G10 49.8 55
Gi1 54.7 55
G12 47.2 55
G13 54.8 55
G14 49.9 55
G15 47.2 55
G16 54.4 55
G17 54.6 55
G18 52.9 55
G19 54.1 55

All values are sound pressure levels in dB re: 2x 10™ Pa

The results in the table above show that daytime Laeq noise levels within private external amenity areas

are not predicted to exceed the BS 8233 upper guideline value (55 dB).

Barratt David Wilson Homes 19 A098927
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6.0 Acoustic Design Statement

6.1 Glazing and Ventilation Strategy

The mitigation measures below are sufficient to reduce the effects of any noticeable and disruptive noise
from the surrounding environment by helping to prevent noise levels exceeding BS 8233 criteria for Laeq and

Lamax within all areas of the proposed development.

The glazing and ventilation strategy provided in SKO5 has been designed to achieve internal daytime Laeq of
35 dB, an internal night-time Laeq of 30 dB and an internal night-time Lamax of 45 dB in habitable rooms of
the proposed development. Sensitive bedrooms and living rooms across the site will require an alternative
means of ventilation which can be provided in several ways from acoustic trickle vents (which need to have

a minimum sound reduction equal to or greater than the glazing) to other passive ventilation systems.

Enhanced glazing with a sound reduction of up to Rw + Ct 34 will need to be provided for facades facing the

Havant Road and the A27. The full glazing and ventilation strategy is detailed in SKO5 of Appendix C.

Care will be taken to minimise the potential impact of noise via careful design of building layout with
consideration being made to the appropriate positioning of living rooms and bedrooms with respect to the
adjacent roads and train line. Within the buildings themselves, living rooms and bedrooms will ideally be
located on shielded fagades with non-sensitive spaces such as corridors, bathrooms, en-suite, utility rooms,
window-less gable ends and kitchens should ideally be located on the road facing facades of residential

properties.

Fences will be constructed from brick or solid timber panels with no gaps and be a minimum of 1.8 metres

high, to protect external amenity spaces within the proposed development.

Barratt David Wilson Homes 20 A098927
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7.0 Conclusions

This report presents the findings of a noise assessment in support of a planning application for a proposed
residential development on land adjacent to the A27 at Forty Acre Farm, Bedhampton. Section 123 of the

NPPF gives four test points relating to noise; considering these the following conclusions can be drawn:

NPPF123A & B

The proposed development is not expected to have an ‘adverse impact’ on health or quality of life. Similarly
regards to NPPF (123) point B, it is considered that all ‘adverse impacts on health and quality of life’ (relating

to noise) are mitigated by the glazing and ventilation strategy outlined in Section 6.0.
NPPF 123 C& D

Given that nearby the site is located adjacent to similarly sensitive residential properties, it is not considered
that any nearby businesses would be restricted by the introduction of the sensitive use of the site. The
development is situated in a CPRE Zone 3 area of tranquillity (Zone 1 being the least tranquil and Zone 10
being the most tranquil), as such is not considered to be an area of tranquillity and the development would

have a negligible impact on the tranquillity of the area.

Glazing & Ventilation Strategy

The recommended WHO/BS 8233 internal noise levels are generally exceeded across the site during the
daytime and night-time, assuming a windows-open scenario. Standard double glazing with a sound reduction
of Rw + Cir 30 dB is sufficient across the majority of the site in order to achieve the target internal noise
levels when windows are closed, however, enhanced glazing is required for plots facing Havant Road, the
A27 and the train line. In order to meet internal targets for noise levels. Alternative ventilation (e.g. trickle

vents) will be provided for all bedrooms and living rooms is dwellings across the site.

All private external amenity areas receptors are below BS 8233 upper guideline values for Laeq with fences

constructed from brick or solid timber panels with no gaps and be a minimum of 1.8 metres high.
Planning Practice Guidance

Accordingly, the proposed development satisfies the relevant policy considerations set out in the NPPF and
the PPG: Noise.

Barratt David Wilson Homes 21 A098927
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Appendix A — Acoustic Terminology and Abbreviations

Acoustic Terminology

dB

dB(A)

LAeq

LAmin

LAmax

Ln

Rw

Sound levels from any source can be measured in frequency bands in order to provide detailed
information about the spectral content of the noise, i.e. whether it is high-pitched, low-pitched, or
with no distinct tonal character. These measurements are usually undertaken in octave or third
octave frequency bands. If these values are summed logarithmically, a single dB figure is obtained.
This is usually not very helpful as it simply describes the total amount of acoustic energy measured
and does not take any account of the ear’s ability to hear certain frequencies more readily than
others.

Instead, the dBA figure is used, as this is found to relate better to the loudness of the sound heard.
The dBA figure is obtained by subtracting an appropriate correction, which represents the variation
in the ear’s ability to hear different frequencies, from the individual octave or third octave band
values, before summing them logarithmically. As a result the single dBA value provides a good
representation of how loud a sound is.

Since almost all sounds vary or fluctuate with time it is helpful, instead of having an instantaneous
value to describe the noise event, to have an average of the total acoustic energy experienced over
its duration. The Laeq, 07:00 - 23:00 for example, describes the equivalent continuous noise level over
the 12 hour period between 7 am and 11 pm. During this time period the Lpa at any particular time
is likely to have been either greater or lower that the Laeq, 07:00 - 23:00.

The Lamin is the quietest instantaneous noise level. This is usually the quietest 125 milliseconds
measured during any given period of time.

The Lamax is the loudest instantaneous noise level. This is usually the loudest 125 milliseconds
measured during any given period of time.

Another method of describing, with a single value, a noise level which varies over a given time
period is, instead of considering the average amount of acoustic energy, to consider the length of
time for which a particular noise level is exceeded. If a level of x dBA is exceeded for say 6 minutes
within one hour, then that level can be described as being exceeded for 10% of the total
measurement period. This is denoted as the Laio, 1 nr = X dB.

The Laio index is often used in the description of road traffic noise, whilst the Laso, the noise level
exceeded for 90% of the measurement period, is the usual descriptor for underlying background
noise. Lai and Lamax are common descriptors of construction noise.

The weighted sound reduction index determined using the above measurement procedure, but
weighted in accordance with the procedures set down in BS EN ISO 717-1. Partitioning and building
board manufacturers commonly use this index to describe the inherent sound insulation
performance of their products.

Barratt Homes Limited A098927
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Abbreviations

CADNA — Computer Aided Noise Abatement

DMRB - Design Manual for Roads and Bridges

HGV — Heavy Goods Vehicle

PPG — Planning Practice Guidance

UDP — Unitary Development Plan

UKAS — United Kingdom Accreditation Service

WYGE — WYG Environment

Barratt Homes Limited A098927
Forty Acre Farm, Bedhampton April 2018
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Appendix B — Sketches

SK01

SK02

SKO03

SK04

SKO05

Noise Monitoring Locations

Proposed Receptors and External Amenity Receptor Locations

Existing Daytime Laeq,16nr Noise Levels

Existing Night-time Laeq,shr Noise Levels

Glazing and Mitigation Strategy

Barratt David Wilson Homes

Forty Acre Farm, Bedhampton

A098927
April 2018



106450

105450 105500 105550 105600 105650 105700 105750 105800 105850 105900 105950 106000 106050 106100 106150 106200 106250 106300 106350 106400

105400

e S e o o B o T B st e e B e o R e B T S Bt e o o e o e o Bt S B B e e
468600 468650 468700 468750 468800 468850 468900 468950 469000 469050 469100 469150 469200 469250 469300 469350 469400 469450 469500 469550 469600 469650 469700 469750 469800 469850 469900 Client:
- = SN A 8] ' Wi
ST5 se - g Barratt David Wilson
N N ’ =N Lo
EEe / - Homes Limited
Q ]
= %
- VLAY 9 ]
=8 .
3 Project:
o
-1 Forty Acre Farm,

1 Bedhampton
8,

@ _]
©
e,

1 Project Number:
31 A098927
S|

1  Drawing Title / Scenario:
g1 Noise Monitoring Locations
g

1 Drawing Number:
g1 SKO1
o
©
e,

o1 Key:
wn
o
S |

1 Site Boundary: ——
o |
o
-

9,
2]
g4  Scale : Not to scale
o |
o]
o
o
©
9,
o |
o]
@ _|
Yol
9,
ol
o
D _|
Yol
9,
ol
12
© _|
v
9,
ol
o
Q _|
v
9,
o |
v
~
o]
e,
o |
o
~
o]
e,
o |
v
©_|
Yo
e,

1 WYGE Leicester 30.04.18
o | This map is based upon Ordnance Survey material reproduced
8 by WYG on behalf of Her Majesty's Stationery Office,
w7 © Crown Copyright. Unauthorised reproduction infringes
e 4 Crown copyright and may lead to civil proceedings.

1 Licence Number AL 553611
o |
Yo
w_|
Yo
e,

o |
o
w_|
Yo
e,
o |
(5]
<
o]
e,

: Executive Park
o Avalon Way
g Anstey
ol Leicestershire
- LE7 7GR

4 Tel 0116 234 8000

1 © WYG Environment

| | | | | | | | 469\400 469450 | | | | | | | 469\900




468840

T
468860

468880

T
468900

T
468920

468940

T
468960

T
468980

469000

T
469020

T
469040

469060

T
469080

469100

T
469120

T
469140

469160

T
469180

T
469200

469220

T
469240

469260

T
469280

T
469300

469320

T
469340

T
469360

469380

T
469400

T
469420

469440

Client:

Barratt David Wilson
Homes Limited

Project:
Forty Acre Farm,
Bedhampton

Project Number:

A098927

Drawing Title / Scenario:
Proposed Sensitive Receptor

and External Amenity
Locations

Drawing Number:

SK02

Key:

Site Boundary:

—es S 80H01 Scale : Not to scale
N GO3 =
W RO1
\\ \ ::: ‘I’\& F%()
\ \\ =
| ) Go1 V¥ RO8
V R04
i =
\\\ \\ 8
— Go4 RO5

G05
\\
R06

468?40

468?60

46%880

46%900

46%920

468?40

46%960

468?80

469900

469920

469940

469960

46%080

46%100

46%120

469ﬂ40

469J60

469J80

469?00

469?20

469?40

46%260

46%280

46%300

46%320

469?40

469?60

469?80

469500

469520

469540

] WYGE Leicester 30.04.18

This map is based upon Ordnance Survey material reproduced
by WYG on behalf of Her Majesty's Stationery Office,

© Crown Copyright. Unauthorised reproduction infringes
Crown copyright and may lead to civil proceedings.

Licence Number AL 553611

Executive Park
Avalon Way
Anstey
Leicestershire
LE7 7GR

Tel 0116 234 8000

© WYG Environment




468840 468860 468880 468900 468920 468940 468960 468980 469000 469020 469040 469060 469080 469100 469120 469140 469160 469180 469200 469220 469240 469260 469280 469300 469320 469340 469360 469380 469400 469420 469440

_ | Client:
-~ | Barratt David Wilson
5 Homes Limited

Project:
Forty Acre Farm,
Bedhampton

A e
5960 105980 106000

Project Number:

A098927

Drawing Title / Scenario:
Indicative Worst-case
Daytime LAeq 16 Hour
Noise Levels

Drawing Number:

SKO03

Key:

Site Boundary: ——

[]0.0-50.00B
[ ]50.0-60.0dB
[]60.0-70.0dB
[ ]>70.0dB

Scale : Not to scale

Please note: Noise contour
plots are for illustrative
purposes only

WYGE Leicester 30.04.18

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmm ed
G on beh: ler Majesty's Stationery Offi
rown Copyri nauthorised reprod jes
own copy may lead to civil proceed

Licence Number AL 553611

1 05?20 1 05?40 1 05?60 1 05?80 1 05‘600 1 05‘620 1 05‘640 1 05‘660 1 05‘680 1 05700 1 05720 1 05740 1 05760 1 05‘780 1 05‘800 1 05‘820 1 05‘840 1 05‘860 1 05‘880 1 05?00 1 05?20 1 05?40 1 05?60 1 05‘980 1 06‘000

A B e B A LA s e B S S s e A L S B I s A B A !
105520 105540 105560 105580 105600 105620 105640 105660 105680 105700 105720 105740 105760 105780 105800 105820 105840 105860 105880 105900 105920 105940

Executive Park

Avalon Way

Anstey

Leicestershire

LE7 7GR

Tel 0116 234 8000

© WYG Environmen t




105960

105940

105540 105560 105580 105600 105620 105640 105660 105680 105700 105720 105740 105760 105780 105800 105820 105840 105860

105520

S
468840 468860 468880 468900 468920 468940 468960 468980 469000 469020 469040 469060 469080 469100 469120 469140 469160 469180 469200 469220 469240 469260 469280 469300 469320 469340 469360 469380 469400 469420 469440
/ = e
N\ b TS
L4

Client:

Barratt David Wilson
Homes Limited

106000

Project:
Forty Acre Farm,
Bedhampton

105980
105980
L

105960
R N

Project Number:

A098927

105940
PR

Drawing Title / Scenario:
Indicative Worst-case
Night-time LAeq 8 Hour
Noise Levels

105920
PR

o |
3

8 |

" |  Drawing Number:
81 SKo04

8|

] Key:

Site Boundary:

105840
PR

105820
PR

[ ]0.0-50.0dB
[ ]50.0-60.0dB
[160.0 - 70.0 dB
[]>70.0dB

105800
A

105780

Scale : Not to scale

105760
R

Please note: Noise contour
plots are for illustrative
purposes only

105660 105680 105700 105720 105740
N R R

105640

WYGE Leicester 30.04.18

This map is based upon Ordnance Surv
by WYG on behalf of Her Majesty's Stali
© Crown Copyright. Unauthorised
Crown copyright and may lead to c

reproduced

105620

Licence Number AL 553611

105600

=
—

105580
R NN

=
=

=
—r=
=

105560
R

Executive Park
Avalon Way
Anstey
Leicestershire

LE7 7GR

Tel 0116 234 8000

105540
PR

=
—

=
=

=

© WYG Environment

468§4O 468‘860 468‘880 468‘900 468‘920 468‘940 468‘960 468?80 4GQPOO 4GQPZO 469940 4GQPGO 469‘080 469‘1 00 469‘1 20 469‘1 40 469‘1 60 469‘1 80 469?00 469?20 469?40 469‘260 469‘280 469‘300 469‘320 469‘340 469‘360 469‘380 469‘400 469‘420 469‘440




—

—

468840

468?40

T
468860

468?60

468880

46%880

T
468900

46%900

T
468920

46%920

468940

468?40

T
468960

46%960

T
468980

468?80

469000

469900

T
469020

469920

T
469040

469940

469060

469960

T
469080

46%080

469100

46%100

T
469120

46%120

T
469140

469ﬂ40

469160

469J60

T
469180

469J80

T
469200

469?00

469220

469?20

T
469240

469?40

469260

46%260

T
469280

46%280

T
469300

46%300

469320

46%320

T
469340

469?40

T
469360

469?60

469380

469?80

T
469400

469&00

T
469420

469&20

469440

469&40

Client:

Barratt David Wilson
Homes Limited

Project:
Forty Acre Farm,
Bedhampton

Project Number:

A098927

Drawing Title / Scenario:
Glazing and Ventilation
Strategy

Drawing Number:

SKO05

Key:

Site Boundary: =——

Enhanced Glazing &
Alternative Ventilation
Rw + Ctr 31 - 34 dB:

All other facades require
alternative venitilation

Scale : Not to scale

WYGE Leicester 30.04.18

This map is based upon Ordnance Survey material reproduced
by WYG on behalf of Her Majesty's Stationery Office,

© Crown Copyright. Unauthorised reproduction infringes
Crown copyright and may lead to civil proceedings.

Licence Number AL 553611

Executive Park
Avalon Way
Anstey
Leicestershire
LE7 7GR

Tel 0116 234 8000

© WYG Environment




Noise Assessment

Appendix C — Report Conditions

This Report has been prepared using reasonable skill and care for the sole benefit of BDW Trading Ltd T/A
Barratt David Wilson Homes (“the Client”) for the proposed uses stated in the report by [WYG Environment
Planning Transport Limited] ("WYG"). WYG exclude all liability for any other uses and to any other party. The
report must not be relied on or reproduced in whole or in part by any other party without the copyright

holder’s permission.

No liability is accepted or warranty given for; unconfirmed data, third party documents and information
supplied to WYG or for the performance, reliability, standing etc of any products, services, organisations or
companies referred to in this report. WYG does not purport to provide specialist legal, tax or accounting

advice.

The report refers, within the limitations stated, to the environment of the site in the context of the
surrounding area at the time of the inspections'. Environmental conditions can vary and no warranty is given
as to the possibility of changes in the environment of the site and surrounding area at differing times. No
investigative method can eliminate the possibility of obtaining partially imprecise, incomplete or not fully
representative information. Any monitoring or survey work undertaken as part of the commission will have
been subject to limitations, including for example timescale, seasonal and weather-related conditions. Actual
environmental conditions are typically more complex and variable than the investigative, predictive and
modelling approaches indicate in practice, and the output of such approaches cannot be relied upon as a
comprehensive or accurate indicator of future conditions. The “shelf life” of the Report will be determined by
a number of factors including; its original purpose, the Client’s instructions, passage of time, advances in

technology and techniques, changes in legislation etc. and therefore may require future re-assessment.

The whole of the report must be read as other sections of the report may contain information which puts

into context the findings in any executive summary.

The performance of environmental protection measures and of buildings and other structures in relation to
acoustics, vibration, noise mitigation and other environmental issues is influenced to a large extent by the
degree to which the relevant environmental considerations are incorporated into the final design and
specifications and the quality of workmanship and compliance with the specifications on site during

construction. WYG accept no liability for issues with performance arising from such factors.
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