
Dense concrete blocks

75mm PIR (polyisocyanurate)

insulation

e.g. Celotex GA4000

150mm sand blinded hardcore

100mm thick concrete slab

65mm thick concrete sand

cement screed

1200g damp proof membrane

Concrete foundation. Concrete mix to

conform to BS EN 206-1. Depth to

engineers details and dependent on

ground conditions to be agreed with

BCO

INTERNAL LOAD BEARING WALL

220

NEW TIMBER WALL PLATE STARPPED

TO WALL USING 900mm LG

30mmX5mm THICK RESTRAINT

STRAPS BENT 100mm OVER WALL

PLATE AND PLUG AND SCREWED TO

FACE OF BLOCK WORK AT 900mm

CTRS.

EPDM RUBBER MEMBRANE/

SUITABLE ROOF COVERING

BY SPECIALIST SUPPLIERS DETAILS

PENETRATIONS FOR DRAINAGE AS PER

SUPPLIERS DETAILS AND SEALED ACCORDINGLY.

18mm OSB

100 X 50mm SC3 RAFTERS

CODE 4 LEAD FLASHING/CAPPING STRIP

100 X 50mm BRACING RAFTERS

CONTRACTOR TO ENSURE

NEW TILES TO MATCH

EXISTING

220

BRN

43D

WARM FLAT ROOF

125mm Celotex TA4000 insulation

EPDM RUBBER ROOF MEMBRANE

 TO SPECIALIST SUPPLIERS DETAILS

22MM EXTERIOR GRADE PLYWOOD

47 x 220mm(x2) grade C24 joists at 400 ctrs

(see Str. engineers details for sizes)

22mm external quality plywood decking or similar

approved on sw firings to minimum 1 in 80 fall

(800)

SCUPPER RUNNING THROUGH FALSE

FACADE INTO GUTTER/DOWNPIPE

WITHIN FASCIA/SOFFIT

CONSTRUCT ANGLE TO SUIT

SIDE EXTENSION

LOUNGE

KITCHEN

DININGHALL

UP

GARAGE

BIG

RWP
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SMOOTH RENDERED

FINISH TO MATCH EX.

SMOOTH RENDERED

FINISH TO MATCH EX.

TILES TO MATCH EX.

TILE HUNG TO

MATCH EX. DORMER

SMOOTH RENDERED

FINISH TO MATCH EX.

TILES TO MATCH EX.

Gutter boards of 19mm thick

marine ply

Roofing membrane dressed over

tiling fillet. Tile to over hang filllet

by 50mm min

125mm min

Cement : sand mortar bedded along

the continuous valley width on tile

slips

Code 5 lead lined valley

VALLEY DETAIL

Stainless steel retaining wall ties built in at

750mm ctrs horizontally, 450mm vertically

and 225mm ctrs at reveals and corners in

staggered rows
Horizontal strip polymer (hyload) damp proof

course to both leafs minimum 150mm above

external ground level

Walls to be built with 1:1:6 cement mortar

20mm two coat sand/cement render with

waterproof additive

RENDERED PARTIAL FILL CAVITY WALL

Internal finish to be 12.5mm plasterboard on

dabs

50mm clear residual cavity, 60mm Celotex

CG4000 insulation fixed to innerleaf

100mm medium dense block K value 0.51

100mm medium dense block K value 0.51

100mm Dritherm32 insulation as manufactures

details

Internal finish to be 12.5mm plasterboard on

dabs

Stainless steel retaining wall ties built in at

750mm ctrs horizontally, 450mm vertically

and 225mm ctrs at reveals and corners in

staggered rows

FULL FILL CAVITY WALL 

Horizontal strip polymer (hyload) damp

proof course to both leafs minimum 150mm

above external ground level

Walls to be built with 1:1:6 cement mortar

20mm two coat sand/cement render with

waterproof additive

100mm block K value 1.13, e.g Lafarge

Stancrete

BRN

5A

75mm Celotex GA4000 insulation

65mm thick concrete sand cement screed

DPC 150mm above ground level lapped to DPM

150mm sand blinded hardcore

100mm thick concrete slab

1200g damp proof membrane

SOLID GROUND FLOOR

A VCL should be laid over and under the insulation

Lightweight block inner skin

Facing brick to match existing

DPC 150mm above ground level

Depth to be 1000mm deep depending on

ground conditions to be agreed with BCO

50mm residual cavity

750mm x 600mm

concrete trench

foundation

Lean mix cavity fill 225mm below DPC

Concrete mix to conform to BS

EN 206-1

WINDOW TO BE

OBSCURED

TILE HUNG TO

MATCH EX. DORMER

SMOOTH RENDERED

FINISH TO MATCH EX.

TILES TO MATCH EX.

1
0

0
0

1
0

0
0

BRN

15

BRN

5A

BRN

7

CAVITY TRAYS

TO BE

INSTALLED

NEW FOUNDATION TO BE TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY THE LOCAL AUTHORITY

BUILDING CONTROL

BRN

39B

GRD. FLOOR FFL.

ROOF LINE

(+2945)

(0000)

(5000 TO SUIT SITE DIMS)

ROOF DETAIL

BRN

43D

TILES TO

MATCH

EXISTING

IN

COLOUR/TYPE/SIZE

RIDGE

(+3735)

GRD. FLOOR FFL.

DETAIL 'E'

BRN

42

BRN

41

DETAIL 'F'

2
2

0

CONTRACTOR TO

ENSURE ALL

NEW FLOOR

LEVELS TO

MATCH EXISTING

LEVELS

2000
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ALL DIMENSIONS TO BE CHECKED BY APPOINTED CONTRACTOR PRIOR TO

ORDERING OF ANY MATERIALS.

ALL DIMS TO BE CHECKED PRIOR TO COMMENCEMENT OF WORKS, ANY

DISCREPANCIES TO BE REPORTED IMMEDIATELY TO CLIENT
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27

BRN

25

Rafter skew nailed to purlin

63 X 150mm PURLIN SET

INTO EX. WALL

(STR.ENG TO CONFIRM

SIZE)

Fixings, connections, strapping etc

omitted for clarity

NOTE:All roof designs must be

checked and calculated by a

structural engineer

CUT PURLIN ROOF (SECTION)

Rafters birds mouthed over wall plate

Birdmouth should never exceed

0.3 of the rafter depth

Rafter skew nailed to wall

plate and nailed to ceiling

rafter.

Alternatively fix to ceiling

joist with a bolt or bolted

tooth plate connector

Close cavity at top of wall

Gable walls should be strapped to the roof

structure and ceiling using 30 x 5m galvanised

steel straps 2m maximum centres

ADDITIONAL COLLARS

AT HIGH LEVEL

MAY BE REQUIRED TO

REDUCE THRUST

ON THE WALLS

3 LAYERS OF

QUILTED

INSULATION LAID

IN OPP.

DIRECTIONS

SOFFIT

(MATCH EX.)

RIDGE

(8387 TO SUIT SITE DIMS)
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GRD. FLOOR FFL. GRD. FLOOR FFL.

CONTRACTOR TO

ENSURE ALL

NEW FLOOR

LEVELS TO

MATCH EXISTING

LEVELS

FIRST FLOOR FFL.

BEDROOM 2

BEDROOM 1

BEDROOM 3

BATH
WC

DN

BEDROOM 2

BEDROOM 1

BEDROOM 3

BATH

DN

NEW SVP TO

LINK TO

EXISTING FOUL

WASTE

AT GRD. LEVEL.

49

BRN

50

BRN

BATHROOM SUITE TO BE

CONFIGURED TO CLIENTS

SPEC.

CG50/100

Catnic steel lintels

or similar over all

new openings

BRN BRN

551

440 1021 440

BRN

10

BRN

1

BRN

2

REMOVE EX. LOAD

BEARING WALL,

REPLACE WITH NEW

STEEL UB, STR. ENG.

TO CONFIRM SIZE

CG50/100

1340 1678

Catnic steel lintels

or similar over all

new openings

BRN BRN

551

REMOVE EX.

WALL SHOWN

DOTTED.

DOUBLE

TRIMMER IN

LOFT SPACE

REQUIRED.

STR. ENG. TO

CONFIRM

1900
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Catnic steel lintels

or similar over all

new openings

BRN BRN

551

W.C TO BE FITTED WITH AIR

ADMITTANCE VALVE ACCESSIBLE

FROM INTERNAL HATCH

HIGH LEVEL  FAN LIGHT

OPENING WINDOWS AT

1700mm MIN. AFFL.

1900

UP

RWP

I/C

P
R

E
S

U
M

E
D

 
L
I
N

E
 
O

F

E
X

.
 
D

R
A

I
N

A
G

E

STR. ENG. TO

CONFIRM

330 X 250 X 150

MC PADSTONE

B
.
I
.
G

(4972 - BEAM 2 STR. ENG. DETAILS)

SIZE TO BE CONFIRMED TO SUIT SITE DIMS
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BEAM

CONNECTION

DETAIL TO STR.

ENG.

DETAILS/CALCS

BI-FOLDING STYLE DOORS TO CLIENTS SPECIFICATION

BRN

1

BRN

2

BRN

55

BRN

56

BEAM 3 - 203 UC 46

STR. ENG. TO CONFIRM

A

BRN

24

FLATROOF

LIGHT

POS'N

TBC

SUPPLIER

TO CLIENTS

SPEC.

5
0
0
0

REPOSITION EX.

I/C TO NEW POS'N

MIN 500mm FROM

FOUNDATIONS,

INVERT LEVEL TO

REMAIN THE SAME

AS EXISTING,

CONNECT TO

EXISTING

NEW SVP TO

CONNECT TO

EXISTING

49

BRN

50

BRN

EX. DOORWAY

TO BE

BLOCKED UP &

MADE GOOD

BY

CONTRACTOR

1
5
0

330 X 250 X 150

MC PADSTONE

STR. ENG. TO

CONFIRM

330 X 250 X 150

MC PADSTONE

EX. LOADBEARING WALL

SHOWN DOTTED TO BE

REMOVED

OFFICE

Catnic steel lintels

or similar over all

new openings

551

440 1021 440

SIZE TO BE CONFIRMED TO SUIT SITE DIMS

11143950

CG50/100

EXISTING GARAGE

SHOWN DOTTED TO BE

REMOVED.

INTERNAL PARTY WALL

TO BECOME

LOADBEARING WALL AND

MADE GOOD

UTILITY

EXTRACT FAN

POS'N TBC

BRN

61

EXTRACT FAN

POS'N TBC

BRN

58

SHOWER

RWP

1114900600440
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Catnic steel lintels

or similar over all

new openings

BRN BRN

551

Catnic steel lintels

or similar over all

new openings

BRN BRN

551

Catnic steel lintels

or similar over all

new openings

BRN BRN

551

1106

HIGH LEVEL  FAN LIGHT

OPENING WINDOWS AT

1700mm MIN. AFFL.

1800

7
6
5

A

DOOR TO BE

RE-HUNG OPP.

BRN

10

BRN

1

BRN

2

REMOVE EX. LOAD

BEARING WALL,

REPLACE WITH NEW

STEEL UB, STR. ENG.

TO CONFIRM SIZE

8
3
7
6

8117

ACO DRAIN TO BE INSTALLED AND LINKED TO EX. DRAINAGE RUN

1000

2
0
0
0

BRN

24

FLATROOF

LIGHT

POS'N

TBC

SUPPLIER

TO CLIENTS

SPEC.

BRN

24

FLATROOF

LIGHT

POS'N

TBC

SUPPLIER

TO CLIENTS

SPEC.

CG50/100

HIGH LEVEL  FAN LIGHT

OPENING WINDOWS AT

1700mm MIN. AFFL.
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OSMADRAIN PLAIN

110mm RODDING EYE

AT CHANGE OF

DIRECTION

BRN

48

3000

WALL TO BE

LIGHT WEIGHT

BLOCKWORK

WALL TO BE

LIGHT WEIGHT

BLOCKWORK

1900

BRN BRN

(3015 - BEAM 3 STR. ENG. DETAILS)

SIZE TO BE CONFIRMED TO SUIT SITE DIMS

7
6
5

KITCHEN/DINING

2
7
6
7

1000

PLEASE ENSURE 1000mm SET BACK FROM

BOUNDARY LINE OF 108 THE DALE

PIR insulation fixed to internal

leaf

100mm blockwork

WINDOW HEAD AND LINTEL

Cavity tray with stop ends

Joint filled with polyethylene

foam

and sealant pointing

Window head - overlapping

insulation at least 25mm to

prevent thermal bridge

Ensure lintel is fully bedded on

bricklaying mortar

Ensure masonry overhang does

not exceed 25mm

Lintel to have a nominal

150mm bearing at each end

Lintel drip to project forward of

the frame

Polyurethane foam insulation

Weep holes (min 2 per lintel

at 450mm centres)

Window frame and glazing to

architects specification

DETAIL 'F'

103mm facing brick or block

PIR insulation fixed to internal

leaf

100mm blockwork

WINDOW SILL

Proprietary insulated cavity

closer

Bed window on impregnated foam strip

Dpc

Continuous ribbon of plaster

adhesive

Suitable plasterboard

103mm facing brick or block

Durable threshold

Dpc to be lapped with dpm

Proprietary drainage

channel to provide 50mm

drainage per hour

Min 13mm between floor

finish and top of water bar

THRESHOLD DETAIL

1 in 80 gradient min sloping

away from threshold

Min 13mm

Threshold to be no more

15mm high

DETAIL 'E'

GRD. FLOOR FFL.

(0000)

EXISTING GROUND FLOOR PLAN

1:100

6

PROPOSED FOUNDATION DETAIL

18

PROPOSED FLOOR SECTION

19

PROPOSED DETAIL 'F'

21

1:25

PROPOSED VALLEY DETAIL/SECTION

20

PROPOSED FIRST FLOOR PLAN

1:50

12

PROPOSED WALL(S) SECTION THRU' SHOWING OPTIONS 

16

PROPOSED REAR ELEVATION

1:100

8

9

PROPOSED ROOF SECTION

17

EXISTING FRONT ELEVATION

1

EXISTING SIDE ELEVATION

2

EXISTING REAR ELEVATION

3

EXISTING ROOF ELEVATION

4

1:100 1:100 1:100

1:100

PROPOSED SIDE ELEVATION

1:100

10

PROPOSED ROOF ELEVATION

5

1:100

PROPOSED SECTION 'A'-'A'

1:50

13

1:20

1:20

1:251:161:25

EXISTING FIRST FLOOR PLAN

1:100

7

PROPOSED GROUND FLOOR PLAN

1:50

11

PROPOSED FRONT ELEVATION

1:100
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DENOTES ATTACHED BUILDING REGULATION NOTES
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VARIES:

NOTE:

DRAWING:PAFFETT_01A TO BE USED IN

CONJUNCTION WITH ASSOCIATED BUILDING

REGULATIONS NOTES PAFFETT/BRN.

DIRECTIONAL NORTH ARROW SHOWN ON BLOCK

& LOCATION PLANS PAFFETT/BLP.

DETAILS AND DIMENSIONS OF ALL LEVELS OF PROPOSED

PLANS TO BE CHECKED ON SITE BY APPOINTED

CONTRACTOR PRIOR TO ANY

COMMENCEMENT/ORDERING OF MATERIALS OF WORK,

ANY QUERIES, VARIATIONS OR DISCREPENCIES

DIRECTED TO CLIENT - DM DESIGNS ACCEPTS NO

RESPONSIBILITY IN ANY PART ON DRAWINGS UNLESS

OTHERWISE AGREED PRIOR.

DARREN PAFFETT, 110

THE DALE,

WIDLEY,WATERLOOVILLE,

PO7 5DF

SINGLE STOREY REAR AND DOUBLE STOREY

SIDE EXTENSION

SECTION THRU' WINDOWS & DOORS 

15

1:20

PROPOSED DETAIL 'E'

14

1:25

FLAT ROOF EXT REDUCED TO 500mm, SET IN

1000mm FROM BOUNDARY LINE
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