1500 @ 1:35-" =3 Y Notes:-
4.005 Drainage & Road Layout Standard Drawing Notes '
F123 O\ o N . .
CL21420 "\ \ . 1.The contractor is to check and verify all buildings, site dimensions and I xVhet:e thlz drawing has t;efe pt;‘ss.ued n elegtromtct.dkwg format
IL 19.550 N % ' levels, including sewer invert levels, before works start on site as been done S0 In good farih. Jpgroup do not 'ake any
AN (\/Q, > / ' ’ ' responsibility for any inaccuracies in the electronic data, which
1500 @ 1:80— v %) 2 The contractor is v inal s with th ¢ buldi should be checked against the paper (or .pdf) drawing issue. Any
4.006 ey 2t .I elcotn racBo_:}sh gtcon(;p)é m; .lz_spec S w|| i © ctjrren urding apparent discrepancies should be immediately reported to
F124 Y\ /L CL 21.238 egisiation, British standards, buliding reguiations etc. jnpgroup. The electronic .dwg file should not be assumed to be to
CL 21.010; P IL19 250 3.The contractor is to check the level of existing sewers which are to be used scale and should not be used for ‘overlaying, seting out or
L19.341 "\ S ) J n pg rou p ' 1 out-fall prior o Commencement of an g nsite drain « Anu checking of any third party information. All dimensions should be
‘11 509 @ 1:80 97.95 as an out-fafl prior lo commencement of any onsite drainage works. Any taken from the paper (or .pdf) version of the drawing. Electronic
1.010 0 discrepancies are to be reported to the Engineer. . A . C
drawings may contain third party information. jnpgroup take no
N/ F113 4.This drawing is to be read in conjunction with and checked against all other Iﬁ:p;?sif;tlzsfor;hzIg::;\/?:"é?’ which should be checked against
CL 21.126 97,000 drawings, Engineering Details, specifications and any structural, g pap 918
~ : geotechnical or other specialist document provided. 2. All working dimensions to be checked on site.
5.Any anomaly or contradiction between any of the above or difference 3. Do not scale
5 between actual and drawn details is to be reported to Bellway Homes ' '
Qéb (Wessex) . . . .
0 4. Any discrepancies between drawings of different scales, and
6.Drainage to be adopted under Section 104 of the Water Industries Act 1991, 22%:3%%’; |r|1Egns ?nn:ef?;erc:jfgzgzi%r;where appropriate to be
shall be constructed and tested in accordance with Sewers for Adoption 6th g '
Edition published by WRC plc and the combined addendum to SFA. 5. Copyright reserved. This drawing may only be used for The Client
7.Roads, footpaths and parking areas which form part of the highway to be Zinsc(jzlfs?:ctilct)g zﬁeimfg I::the\;::fozlﬁzt ltrgfmt(:;:iggséﬁ (c)Jfr
adopted under Section 278 or 38 of the Highways Act 1980 shall comply barou y party P
CL20.244 with the Hampshire County Council's Highway Specification and Standard INpgroup-
IL 18,094 2 Details. o . .
-300 , 6. This drawing should only be used for construction if the drawing
/ 8.All substrata structures and unconsolidated material within the road status is .Constructlon -Inpgroup take no resp9n3|b|||ty for
N construction works undertaken to drawings which are not marked
construction width to be removed L
with this status.
9.Formation preparation to be in accordance with Highways Agency
S185 Foul Water Manhole Schedule CL 19.688, Specification for Highway Works (SHW) cl. 616. No prepared formation to Health and Safety Note:
IL 16.950 be continuously exposed to rain causing degradation below design CBR or The details on this drawing have been prepared on the assumption
Structure Name %ovet:; lnvlerts rii Type Coordinates | Incoming & Outgoing Pipes  Comments F195 1500 @ 1:107 to be left uncovered overnight. that a competent gontractor will bg c.arryln.g'out the works. If the
€pin 1o Inve c contractor(s) considers that there is insufficient Health and Safety
”_L119'5;2 10. Any soft, damaged or weak spots including peat contaminated material information on this drawing, this should immediately be brought to
CL 29.260 o E 473189.995 Exist Exist 6.90 are to be excavated and replaced with SHW Type 1 in accordance with SHW the attention of the designer.
EX FWMH 1802 IL 28.040 Existing N 107845 929 xisting xisting ¢1.803 laid and compacted to ¢1.802, Table 8/4
Depth 1.220 :
CL 16.950 11. Where ground conditions are deemed to be frost susceptible, refer to
; _ E 473255.393 - - Ground Investigation report, carriageway thickness shall be 450mm minimum Hazard Identification
EX FWMH 2401 IL 15.560 Existing N 107495505 Existing Existing thickness. All material within 450mm of road construction to be non-frost
Depth 1400 susceptiple. / S Contact with traffic
CL 29.262 Incoming Pipe 12.Positions of existing services/statutory undertaker's apparatus adjacent to z 52 Deep excavations
F102 IL 27.862 675 x 1,240 Manhole Type C E ‘1‘7? 33'29? 1050® ing Pi Cover D400 or crossing proposed sewers are to be checked by the contractor prior to
Depth 1.400 07841.89 utgoing Pipe starting work. / 53 Existing services
1500 9
4 ,
Incoming Pipe The contractor shall refer to the existing and proposed services information, & Contact with raw sewage
CL 28.647 1507 . provided by Bellway Homes (Wessex).
F103 IL26.000 1200 dia Manhole Type B £ 473192477 Incoming Pipe Cover D400 , S ,
N 107830.984 = 1500 It is the Contractor's responsibility to liaise with all relevant services
Depth 2.647 N F126 ) . 2 .
Outgoing Pipe CL19.096 "~ X companies to ensure that all existing services are accurately located and
1509 Proposed $185 Foul Water L 16 453 ,’ X Y adequately protected during construction.
o Drainage Catchments ' 2
CL 28.565 Incoming Pipe ) / A X It is the Contractor's responsibility to liaise with the Developer and all
F104 IL 25.816 1,200 dia Manhole Type B E 473220009 | 1500 Cover D400 Pipe No. No. of Plots X relevant services companies to ensure that all new and diverted services
Depth 2.750 N 107833.646 %’Jgo'”g Pipe 1.000 0 are accurately located and adequately protected during construction.
- 1.001 0 X All works to existing services to be undertaken as required by the
CL 28.340 Incoming Pipe Y Developer. Refer to Developer design
. E 473237.550 = 1508 1.002 22 ' :
F105 IL 25.696 1,200 dia Manhole Type B - Cover D400
Depth 2.644 N 107830.025 1O5u0tgomg Pipe 1.003 7 v
1.004 0 | This drawing is based on the following information provided by others:
Incoming Pipe
1500 1.005 16 {5\0 e  Topographical Survey undertaken by Siteline Geomatic Surveyors, ref. 05HAQ1,
CL 27.794 . E 473285.091 | Incoming Pipe 1.006 9 79 X Existing Public Foul Water Capacity & Connections dated January 2018.
F107 IL25250 1,200 dia Manhole Type B 4 oariiors 1500 Cover D400 N, e Site Layout plan by OSP Architecture, ref. 17300 - P101 Rev B, dated July 2018,
Depth 2.544 Outgoing Pipe 1.007 8 o y Foul Water - The existing public foul water sewer crossing the site shall be diverted via e Tree Survey by Bemie Harverson, ref. 0787 - BJH 01/02, dated October 2015.
1500 1.008 23 X 5185 Sewer Diversion application with Southern Water. Proposed site connections to
5185 subject to capacity check and upgrade proposals by Southern Water. No
CL 26.413 Incoming Pipe 1.009 0 construction works shall be undertake prior to formal capacity, connection, S104 and
F108 IL 24 975 675 x 1,240 Manhole Type C E 473274639 @ 1500 o Cover D400 1.010 5 \ S185 approval has been issued by Southern Water.
Depth 1.438 N 107782.064  Outgoing Pipe o1 " . .
1500 . New foul water connect!ons from Phase 1 = 51 dwelllqgs Legend - General Rev| Date Amendment By |Chk.
. 1.012 0 . e . e . . X New foul water connections from Phase 2 = 124 dwellings
CL 25.097 Incoming Pipe This drawing is to be read in conjunction with the following drawings: X Indicative site application boundary Status .
F109 L22950 | 1,200 dia Manhole Type B | £ 473266170 1507 Cover D400 1.013 3 /N reliminary
Depth 2.147 N 107753.913 | Outgoing Pipe 1014 16 e  (85850-D104 Adoptable Drainage Details 2
' 1509 i (85850-D120 S185 Foul Sewer Diversion Layout Sheet 1 of 2 \ /\ Proposed road contours
1.015 46 (85850-D122 S185 Foul Sewer Diversion Longitudinal Sections ) EX FWMH 2401
CL 24.050 Incoming Pipe 1016 5 o L 16960
F110 IL22400 1200 dia Manhole Type B~ £ 473258.966 1500 Cover D400 ' Refer to C85850-D101 for Phase 1 $104 Adoptable Drainage Layout outfalﬁ?gxfgtl#‘;Vgt;;t?]';’regwgt;? \ s Existing site ground level contours
Depth 1.650 N 107730.035 ' Outgoing Pipe Overall Total = 175 and C85850-D131 for Phase 2 Mains Private Drainage Layout 4 -
1500 foul water manhole Ref. 2401 \ 28.000 Proposed plot finished floor level
CL 23,041 E 473250.223 |1n50(;)a:n naree < \ Legend - Existing Drainage e Wa
F111 IL21.350 1,200 dia Manhole Type B ’ . . Cover D400 S ’%}
Depth 1.691 N 107702.762 1O5u0tgomg Pipe = O/é/‘% : —  — —  — Existing Southern Water public foul water sewer R
////// o@{%& — — — — — Existing Southern Water public surf -
.. . — ® % xisting Southern Water public surface water sewer
CL 21,238 E 473223.245 |1n50(§)<;mng e = : — /r// Q% % Existing Southern Water public foul wat t
IL 19.250 1,200 dia Manhole Type B . . . . O, Yo - . XIS mg outhern vvater public Toul water sewer 10
Fi12 Depth 1.988 P N 107658.043  Outgoing Pipe Cover D400 %\ \\; % \ be abandoned and grubbed up
1502 LR ' . = john newton & partners
,, \ \ Legend - Adoptable Drainage
Gl 21.126 E 473215516 |1n50(;)a:n noree W \
F113 IL 19.141 1,200 dia Manhole Type B N 107653.986 Outgoing Pi Cover D400 \ : Py Proposed route of $185 diverted public foul sewer. Refer to
Depth 1.985 : 1 5uogomg pe / | \ existing public sewer capacity & connection notes.
’l . Consulting Engineers
CL 20.965 £ 47921350 '1”5067(;”'”9 Pipe j $185 sewer diversion easement 3m either side of pipe centreline. WWW J npgroup.co.u k
F114 IL 19.017 1,200 dia Manhole Type B ) L Cover D400 / \ i
Depth 1.948 N 107644.252 | Outgoing Pipe N / ) ) . Chesham e Brighouse e Hartlepool « Leamington Spa e Sheffield
1509 ~Q ~ Proposed highway drain and manhole to be adopted by HCC under |- 01926 889955 E-mail: leamingtonspa@jnpgroup.co.uk
; \ / S38. To be constructed in accordace with HCC standard details.
CL 20.244 E 473202713 I1n50(;)(z:nmg Pipe ’ . Proposed surface water sewer and manhole to be constructed in Client Bell H
F115 IL 18.594 1,200 dia Manhole Type B ' S~ Cover D400 — ——()— —— accordance with Sewers for adoption 6th Edition. To be adopted by eliway nomes
D N 107627.564 = Outgoing Pipe \
epth 1.650 1500 Southern Water
_— ' . Proposed foul water sewer to be constructed in accordance with Job Bartons Road
CL 19.688 E 473171663 2”505(;”'”9 Pipe \ Sewers for adoption 6th Edition. To be adopted by Southern Water H t H hi
F116 IL 16.950 1,200 dia Manhole Type B ' o Cover D400 . avant, fampsnire
Depth 2.738 N 107605.981 | Outgoing Pipe o—-—-—-——-— Proposed adoptable foul water lateral and demarcation chamber.
1509
\ —_— - — — — Proposed adoptable surface water lateral and demarcation chamber. Title :
Incoming Pipe Sheet 2 ’ . SeCtlon 185 . .
F125 IL16902 1200 dia Manhole Type B~ £ 473168.604 '1”°°m'”9 Pipe Cover D400 | Sheet 2 of 2
Depth 2.670 N 107601838 | 1502 N ’ o~ Proposed private surface water sewer and manhole to be
Outgoing Pipe constructed in accordance with Sewers for adoption 6th Edition.
1509 | Scale 1:500 @Al [ Date August2018
o - ~ Proposed private foul water sewer to be constructed in
CL 19.096  473196.942 '1”50822:“'”9 Pipe ’ C accordance with Sewers for adoption 6th Edition. Drawn by KM Checked by Approved by
IL 16.453 1,200 dia Manhole Type B ' o —
F126 yp N 107562482 Outgoing Pipe Cover D400 ——— = — — —— Proposed private surface water lateral and demarcation chamber. ) m
Depth 2.643 o H A i
K e — Proposed private foul water lateral and demarcation chamber. ks A anaaling
\ 01'2 Accredited Contractor Supplier No. 000026
> -~ Private deep trapped road gully
Incoming and outgoing pipes refers to mains drainage only. . ¢ . . Drawing No. Reuv.
For lateral connections, refer to plan Context Plan ' Proposed private attenuation tank.
NTS \ C85850-D121 _
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