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#∅ 5m @1:#
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450Ø Foul Water Manhole

120Ø Foul Water Manhole

F#

Rodding Point (Below Ground)

Service Corridor (TBC by Client)

Existing SW Drain/Sewer
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Soakaway  - Cellular Storage (Infiltration)

450sq Storm Road Gully

150∅
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Root Protection Zone (Refer to Arb Report)

Existing Highway Drain
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SOIL INFILTRATION TESTING UNDERTAKEN BY AVIRON

ASSOCIATES LTD (Ref; JB/08-136.05/SIT-1).

INFILTRATION TESTING WAS UNDERTAKEN IN COMPLIANCE

WITH (BRE) DIGEST 365, WITH THE FOLLOWING RESULTS;

SP1 (T1) 2.67X10

-5

SP1 (T2) 2.25X10

-5

SP1 (T3) 1.84X10

-5

IN VIEW OF THE ABOVE RESULTS, A DESIGN INFILTRATION

RATE OF 1.84x10

-5

 HAS BEEN UTILISED.

Pump Station specification, chamber size, sump depth to be

confirmed by specialist supplier.

Channel drain size, access points and sumps to be confirmed by

specialist supplier.

Bypass separator vent pipe and alarm equipment and location to be

confirmed.
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NOTES

1. This drawing is to be read in conjunction with all other RGP drawings, and with

all relevant Architect's and Engineer's drawings and specification. Any

discrepancies found are to be reported immediately to the Engineer.

2. RGP accepts no responsibility for inaccuracies in data provided by third parties

such as topographic surveys or Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions are in

millimeters unless noted otherwise and all levels are in metres from the

topographic survey datum.

4. Any information given regarding existing underground services is given in

good faith after consultation with the relevant authority, however accuracy is

not certain. The main contractor is responsible for checking all information on

site prior to work commencing and taking due care whilst undertaking the

works.

5. All dimensions to be checked on site.  All details and dimensions relating to

sub-contractors work must be checked and agreed between the

sub-contractor or supplier and the general contractor.

6. The electronic information from this drawing can not be guaranteed as

dimensionally drawn exact. Figured dimensions must be used for setting out

and detailing.  RGP logos and company information must be removed from

copies if information is re-used.

7. The main contractor is responsible for the design of all temporary works, and

is also responsible for the safe maintenance and stability of existing buildings

at all times.

8. The main contractor is responsible for dealing with all occurrences of ground

water during the construction period.

9. The contractor must comply with all current legislation relating to health &

safety.

10. All products specified shall be installed in strict accordance with the

manufacturers recommendations and instructions.  If there are discrepancies

between that information and the details on any RGP drawings, the

manufacturers instructions must be used.

PRELIMINARY

PUBLIC HIGHWAY NEW JUNCTION

LEVELS ARE IN ABEYANCE SUBJECT

TO HIGHWAYS APPROVAL.

1:200
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@ A31:400

This map is based on or reproduced from Ordnance Survey material with the 

permission of Ordnance Survey on behalf of the controller of Her Majesty's 

Stationary Office (c) Crown Copyright.

Licence Number: AL100037123

This drawing is based upon Ordnance Survey mapping - RGP accept no liability 

for any inaccuracies with the data.

A 31/10/2018 Drainage proposals refined SPB MJA

RESIDUAL HAZARDS

In addition to the hazards/risks normally associated with the type of

work detailed on this drawing, note the following:

It is assumed that all works will be carried out by a competent

contractor working, where appropriate, to an approved risk

assessment and method statement

1. Buried services. Contractor to refer to record drawings and

use CAT to locate existing services.

2. HIGH PRESSURE GAS Main runs through the site.

Contractor to refer to statutory undertaker requirements.

3. SSE easement. New electrical apparatus may be present at

the time of construction.

4. Working in live traffic. Contractor to ensure traffic

management is designed, erected and maintained to protect

the workforce and the public.

5. Public sewers. Arterial sewers pass through the site.

Contractor to refer to statutory undertaker requirements.
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