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ALL WINDOWS & DOORS

ANTHRACITE GREY
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RENDERED SMOOTH

2

RENDERED SMOOTH

BRN

45D

Roofing tiles to match existing 

Rafters infilled with 100mm Celotex

GA4000

 insulation and 45mm Celotex TB4000

under rafters

Cross ventilation to be provided by a

proprietary eaves ventilation strip

equivalent to a 25mm continuous

gap at eaves level with insect grill

A continuous 5mm wide opening or the

equivalent area is required to the length

of the ridge

Sarking felt to BS747

and 5mm skim coat of finishing plaster 

12.5mm foil backed plasterboard (joints staggered)

ROOF DETAIL

47 x 150mm grade C24 rafters at max

400mm centres

ALL BEAM/JOIST

SIZES/DESIGNS TO BE AS PER

STR. ENG. APPROVED DESIGN

(MATCH EX.)

SOFFIT

GRD. FLOOR FFL.

(0000)

NEW FOUNDATION TO BE

TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY

BUILDING CONTROL

BRN

39B

BRN

5A

BRN BRN

76

100 X 47 C16 COLLAR

TIED  CEILING JOISTS

BOLTED TO EVERY 4TH

RAFTER USING M8 BOLTS

BEAM 'C'

DETAIL

B

750mm x 600mm

concrete trench

foundation

750mm x 600mm

concrete trench

foundation

750mm x 600mm

concrete trench

foundation

NEW FOUNDATION TO BE

TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY

BUILDING CONTROL
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ALL WINDOWS & DOORS

ANTHRACITE GREY
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RENDERED SMOOTH ALL WINDOWS & DOORS

ANTHRACITE GREY

3

A continuous 5mm wide

opening or the equivalent

area is required to the

length of the ridge or

provide high level tile

vents as agreed with the

Building Control Officer

LOFT RIDGE DORMER DETAIL

Structural design by suitably qualified

engineer

Treated flat roof joists

fixed to beam with heavy

duty galvanized hangers,

fixed to treated wall

plates bolted to web of

beam

270mm Rockwool insulation

100mm PIR insulation

between and 45mm

under rafters

Joists bolted to rafters.

All connections and

structure to Structural

Engineers details and

calculations

Vapour control layer and 12.5mm

plasterboard ceiling
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(8295) O/A SIZE TO SUIT SITE TAKEN DIMS

150

150

BI-FOLDING STYLE DOORS TO CLIENTS SPECIFICATION

BRN

1

BRN

2

BRN

55

BRN

56

5840

7895

HEAT DETECTOR TO BE

INSTALLED

NEW STEEL BEAM OVER - BEAM C

(TO STR. ENG DETAILS)

EXTRACT FAN

POS'N TBC

BRN

61

Catnic steel lintels

or similar over all

new openings

BRN

1

BRN

55
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CG50/100

562660
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UTILITY

1447 1000

1450

2
3

2
7

EX. WINDOW TO BE

BLOCKED UP & MADE

GOOD BY

CONTRACTOR

EX. WALLS SHOWN

DOTTED TO BE

REMOVED

EX. DOOR TO BE

BLOCKED UP & MADE

GOOD BY

CONTRACTOR

4
7

7

EX. WINDOW

INCREASED

BY 475mm

NEW LINTEL

REQ'D ABOVE

EX. WALLS SHOWN

DOTTED TO BE

REMOVED

765

7
6

5BRN

30

1228

BEDROOM 3

NEW SVP TO

CONNECT TO

EXISTING

49

BRN

50

BRN

BRN

48

OSMADRAIN PLAIN

110mm RODDING EYE

AT CHANGE OF

DIRECTION

OSMADRAIN PLAIN

110mm RODDING EYE

AT CHANGE OF

DIRECTION

BRN

48

A A

4
5

0
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BEDROOM 1

685

BATH

NEW P.C.C

LINTEL ABOVE

BEARING DETAIL

TO STR. ENG.

DETAILS

CONNECTION

DETAIL BY STR.

ENG.
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Catnic steel lintels

or similar over all

new openings

BRN

1

BRN
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5
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/
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0
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SOLID BLOCK WALL

7
6

5

WALL POS'N TO CLIENTS

SPECIFICATION

DOOR

POS'N TO

CLIENTS

DETAILS

DOOR

POS'N TO

CLIENTS

DETAILS

BRN

45D

ROOF DETAIL

Cross ventilation to be provided by

a proprietary eaves ventilation

strip equivalent to a 25mm

continuous gap at eaves level

with insect grill and 50mm air

gap between felt and insulation

Eaves ventilator tray

to ensure

a 50mm ventilation

gap

Differential movement gap

Cavity barrier / fire stop (50mm

thick wire reinforced rock mineral wool

Roofing tiles to match existing 

Rafters infilled with

100mm Celotex

GA4000

 insulation and 45mm

Celotex TB4000 under

rafters

A continuous 5mm

wide opening or the

equivalent area is

required to the length

of the ridge

Sarking felt to BS747

and 5mm skim coat of finishing plaster 

12.5mm foil backed plasterboard (joints staggered)

47 x 150mm grade

C24 rafters at max

400mm centres

rafters to be birdmouthed at

high and low level plates

DETAIL 'F'

BEAM 'A' TO STR. ENG.

DETAILS.

INSULATION BETWEEN AND OVER

STUDS: 90MM  CELOTEX FR4000

BETWEEN AND 37.5MM CELOTEX

PL4000

INNER LEAF OF TIMBER STUDWORK

USING 100MM X 50MM TREATED

TIMBERS WITH HEAD & SOLE PLATES

AND NOGGINS AT 400MM CTRS

ENSURING A 50MM CLEAR CAVITY

BETWEEN EXISTING WALL AND NEW

STUD

STAINLESS STEEL RETAINING WALL TIES BUILT IN AT

750MM CTRS HORIZONTALLY, 450MM VERTICALLY

AND 225MM CTRS AT REVEALS AND CORNERS IN

STAGGERED ROWS

WALLS TO BE BUILT WITH 1:1:6 CEMENT MORTAR

20MM TWO COAT SAND/CEMENT RENDER WITH

WATERPROOF ADDITIVE

100MM MEDIUM DENSE BLOCK K VALUE 0.51
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1

PROPOSED SECTION 'A'-'A'

1:100

25.08.2018

VARIES:

PROPOSED ROOF SECTION DORMER
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NOTE:

DRAWING:BUSHNELL _01A TO BE USED IN

CONJUNCTION WITH ASSOCIATED BUILDING

REGULATIONS NOTES BUSHNELL/BRN.

DIRECTIONAL NORTH ARROW SHOWN ON BLOCK

& LOCATION PLANS BUSHNELL/BLP.

DETAILS AND DIMENSIONS OF ALL LEVELS OF PROPOSED

PLANS TO BE CHECKED ON SITE BY APPOINTED

CONTRACTOR PRIOR TO ANY

COMMENCEMENT/ORDERING OF MATERIALS OF WORK,

ANY QUERIES, VARIATIONS OR DISCREPENCIES

DIRECTED TO CLIENT - DM DESIGNS ACCEPTS NO

RESPONSIBILITY IN ANY PART ON DRAWINGS UNLESS

OTHERWISE AGREED PRIOR.

EXISTING ROOF PLAN
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PROPOSED DETAIL 'B'
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