,ggf' ,\ng;i Easting | Northing g;gzrg:t;' ColumnType 'nStTa;f:on Mﬁ:i';t:,':g Column Material | RootLength | Column Colour | Mounting "“"}inf"e Luminaire Optic Setting Terﬁ;g’r:;we O(L’I'r’:]‘)" Wattage Lm;}‘t’e Windage Control Unit Switching Unit Isolator Electricity Supply Notes
01 | Road 1 | 470871 99762 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
02 | Road 1 | 470875 99799 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
03 | Road 1| 470875 99836 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 3.00 19W 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
04 | Road 1| 470860 99870 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard [ BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma | DW50 BL1 Cool white 3.00 19W 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO lIsolator DNO
05 | Road 1 | 470828 99884 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
06 | Road 1| 470839 99901 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard [ BS12B21 (Green) | Posttop | 0 degrees | Philips BGP615 Micro Luma | DM50 BL1 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
07 | Road 1| 470859 99927 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma | DM50 BL1 Cool white 3.00 19W 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
08 | Road 1 | 470877 99963 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 3.00 19W 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO lIsolator DNO
09 | Road 1| 470886 99992 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
10 | Road 1| 470854 100016 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 3.00 19W 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
01 | Road 2 | 470899 99815 0.8m from kerb | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
01 | Road 3 | 470877 99862 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard [ BS12B21 (Green) | Posttop | 0 degrees | Philips BGP615 Micro Luma | DM50 BL1 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO lIsolator DNO
02 | Road 3 | 470900 99892 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard [ BS12B21 (Green) | Posttop | 0 degrees | Philips BGP615 Micro Luma | DM50 BL1 Cool white 1.40 oW 7.6kg 0.049 | Electronic DALI enabled ballast | Mayflower External Node | DNO Isolator DNO
03 | Road 3 | 470920 99886 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
04 | Road 3 | 470895 99905 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | 0 degrees | Philips BGP615 Micro Luma | DM50 BL1 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
05 | Road 3 | 470872 99920 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard [ BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma | DW50 BL1 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
01 | Road 4 | 470842 99849 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
02 | Road4 | 470805 99838 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
03 | Road4 | 470765 99837 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
04 | Road 4 | 470727 99836 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
05 | Road 4 | 470694 99844 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
06 | Road4 | 470688 99822 0.8m from kerb | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
07 | Road 4 | 470687 99854 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
01 | Road 5 | 470740 99863 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
02 | Road5 | 470739 99904 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
03 [ Road5 | 470715 99904 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
04 | Road5 | 470766 99913 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
05 | Road 5 | 470792 99919 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
06 | Road5 | 470815 99900 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
01 | Road 6 | 470792 99943 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
02 | Road 6 | 470816 99960 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
03 | Road 6 | 470830 99957 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
04 | Road 6 | 470806 99977 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
01 | Road7 | 470877 100022 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
02 | Road 7 | 470894 100057 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
03 | Road7 | 470924 100079 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 1.40 oW 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO lIsolator DNO
04 | Road 7 | 470945 100100 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DW50 Cool white 1.40 9w 7.6kg 0.049 Electronic DALI enabled ballast | Mayflower External Node DNO Isolator DNO
05 [ Road 7 | 470940 100084 Back of footpath | Standard tubular Planted 6 metres | Galvanised steel | Factory standard | BS12B21 (Green) | Posttop | O degrees | Philips BGP615 Micro Luma DM50 Cool white 1.40 el 7.6kg 0.049 Electronic DALI enabled ballast Mayflower External Node DNO Isolator DNO
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PROPOSED 6 METRE COLUMN FITTED WITH POST TOP MOUNTED
LUMINAIRE WITH 5 DEGREE TILT. LUMINAIRE TO BE PHILIPS
BGP615 MICRO LUMA WITH NEUTRAL WHITE LEDs. LUMINAIRE TO
BE FITTED WITH ELECTRONIC DIMMABLE BALLAST COMPATIBLE
WITH MAYFLOWER CMS VIA DALI PROTOCOL. LUMINAIRE IS TO BE
CONTROLLED VIA A MAYFLOWER EXTERNAL NODE. COLUMN TO
BE PAINTED BS12B21 (GREEN).

NOTES

. IF IN DOUBT ASK.

. RETURN ALL PREVIOUS ISSUES TO THE DESIGNER.

. DO NOT MEASURE FROM EXISTING COLUMN POSITIONS.

. FOR STATUTORY UNDERTAKER'S INFROMATION VISIT

WWW.LINESEARCHBEFOREUDIG.CO.UK

5. CONTRACTOR SHOULD NOTE THAT THE STATUTORY UNDERTAKER'S
INFORMATION IS SHOWN ON THIS DRAWING FOR INDICATIVE
PURPOSES ONLY. EXACT LOCATION OF SERVICE IS TO BE
DETERMINED ON SITE

6. ALL STREET LIGHTING EQUIPMENT AND WORKS TO BE CARRIED OUT
IN ACCORDANCE WITH CURRENT HAMPSHIRE COUNTY COUNCIL
SPECIFICATION & STANDARD DETAIL DRAWINGS HCC10/L & HCC10/C
SERIES.

7. DURING WORKS ALL TRAFFIC MANAGEMENT TO BE IN ACCORDANCE
WITH CHAPTER 8 OF THE TRAFFICS SIGNS MANUAL.

8. LIGHTING COLUMNS TO BE FED BY DNO SUPPLY.

9. EACH LUMINAIRE TO BE FITTED WITH MAYFLOWER COMPLETE

LIGHTING CONTROL SIX PIN NEMA SOCKET.

10.MAINTENANCE NUMBERS AS SHOWN ON THE DRAWING ARE TO BE
CONFIRMED BY HCC.

11.COLUMNS TO BE NUMBERED USING ADHESIVE LABELS SUITABLE FOR
EXTERIOR USE. LETTERS AND NUMERALS SHALL BE 50mm HIGH
BLACK ON A WHITE BACKGROUND.

12.0ONE MAYFLOWER COMPLETE LIGHTING CONTROL DALI SUB-MASTER
UNIT TO BE INSTALLED TO CONTROL NODES AND LINK CENTRAL
MANAGEMENT SYSTEM.

13.ALL APPARATUS ARE TO BE NEW AT THE TIME OF INSTALLATION AND
BE SUPPORTED BY RELEVANT MANUFACTURER'S GUARANTEES.

14.ALL APPARATUS SHALL BE SITED SO AS TO MINIMISE, IN SO FAR AS IS
REASONABLE AND PRACTICAL, NUISANCE, DANGER AND
OBSTRUCTION TO ALL RESIDENTS, BUSINESSES AND USERS OF THE
HIGHWAY.

15.ALL COLUMNS AND SIGN POSTS INSTALLED MUST BE MANUFACTURED
IN ACCORDANCE WITH BSEN40 AND BE ABLE TO ACCEPT AN
ATTACHMENT OF 0.3m2 IN AREA AT HEIGHT AND OFFSET ON THE
APPARATUS.

16.ALL ILLUMINATED APPARATUS MUST BE INSTALLED AND TESTED IN
COMPLIANCE WITH BS7671 AT THE TIME OF ADOPTION. LAMPS MUST
BE NO MORE THAN 6 MONTHS OLD AT THE TIME OF ADOPTION.

17.ALL INSTALLATIONS MUST BE INSTALLED IN SUCH A WAY THAT TREES
OR ANY OTHER FOLIAGE ON THE SITE DOES NOT INTERFERE WITH
THE LEVEL OF LIGHTING. REFER TO HCC'S DRAWING HCC10/L/170
'AREAS TO BE KEPT CLEAR OF TREES AND SHRUBS'.

18.COLUMNS LOCATED WITHIN VERGE TO HAVE A CONCRETE
WATERSHED COLLAR AT THE BASE OF THE COLUMN.

19.ANY SECTION OF HIGHWAY CURRENTLY LIT AFFECTED BY THE WORK
MUST REMAIN LIT. SHOULD THIS NOT BE PRACTICAL THEN A
TEMPORARY LIGHTING SOLUTION MUST BE PROVIDED BY THE
CONTRACTOR.

20.THIS OUTLINE DESIGN HAS BEEN PREPARED IN ACCORDANCE WITH

THE HEA-HEMSA GUIDANCE NOTE - CDM2015 REGULATIONS, ISSUE

1.1, DATED 09/04/15 PROCEDURE 2: THIS LIGHTING SCHEME DESIGN

HAS BEEN PREPARED BASED ON THE INFORMATION SUPPLIED BY

THE CLIENT AT THE TIME OF REQUEST (WHICH FOR THE AVOIDANCE

OF DOUBT PROVIDES NO INFORMATION ON HAZARDS AND RISKS

PRESENT).

AWOWN 2

TARGET LIGHTING CLASSES - BS5489-1:2013
ROAD 1 P4 (S/P RATIO 1.34)
ROAD 2 P6 (S/P RATIO 1.34)
ROAD 3 P6 (S/P RATIO 1.34)
ROAD 4 P6 (S/P RATIO 1.34)
ROAD 5 P6 (S/P RATIO 1.34)
ROAD 6 P6 (S/P RATIO 1.34)
ROAD 7 P6 (S/P RATIO 1.34)

ISO LUX CONTOURS
0.77 LUX
0.4 LUX
0.2 LUX
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