
W
e
s
t
e
r
n
 
A
v
e
n
u
e

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.25

8.77

8.55

8.95

9.09

9.07

9.18

9.32

9.25

9.25

8.55

9.00

8.88

8.88

8.91

8.37

8.60

9.10

9.00

8.90

9.00

9.35

9.25

9.15

8.99

9.30

(8.38)

(8.31)

(8.30)

(8.22)

(8.08)

(8.18)

(8.23)

(8.24)

(8.17)

(8.12)

(8.09)

(8.28)

(8.91)

(8.84)

(8.85)

(8.68)

(8.84)

(8.73)

(8.78)

(8.67)

(8.57)

(8.47)

(8.37)

(8.14)

(8.89)

(8.92)

(8.87)

(8.90)

(8.90)

(8.99)

(9.11)

(9.06)

(8.99)

(9.14)

(8.96)

(8.87)

(8.78)

(8.68)

(8.58)

(8.57)

(8.38)

(8.86)

(8.61)

(8.83)

(9.04)

(9.13)

(9.43)

(8.95)

(8.94)

(8.91)

(8.64)

(8.94)

(8.90)

(8.82)

(8.80)

(8.60)

(8.34)

(8.19)

(8.99)

(9.10)

(8.86)

(8.58)

(8.89)

(8.960)

(8.940)

(8.990)

(8.780)

(8.790)

(8.950)

(8.680)

(8.630)

(8.580)

(8.660)

(8.600)

(8.690)

(8.980)

(8.960)

8.93

8.87

8.90

(8.69)

(8.76)

8.965

8.90

8.935 8.97

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

LB

8.95

8.90

8.95

8.90

8.80

8.95

8.90

8.80

8.87

8.98

8.80

8.80

8.73

8.70

8.77

8.55

8.70

1

2

3

4

5

7

6

6

6

6

8
9

10

11

12

13

14

15

16

17

18

19

20

20 20

20

20

21

22
23

24

25

26

27

28
29

30

31
A

B
C

D

E

F

G

H

I

J

K

L

M

N

Q

O

P

S
o
S

So

RL 204 (C)

1

A: 75.11 m

2

RL 204 (C)

1

A: 75.11 m

2

RL 204 (C)

1

A: 75.11 m

2

RL 106

1

A: 64.74 m

2

RL 104

1

A: 51.98 m

2

enquiries@sspconsulting.co.uk www.sspconsulting.co.uk

Fourth Floor
Dean Park House

10 Dean Park Crescent
Bournemouth, Dorset, BH1 1HL

Tel (01202) 293 213

PRELIMINARY
ONLY

AutoCAD SHX Text
MH No.

AutoCAD SHX Text
COVER

AutoCAD SHX Text
INVERT LEVEL

AutoCAD SHX Text
DEPTH

AutoCAD SHX Text
MAX PIPE

AutoCAD SHX Text
MH

AutoCAD SHX Text
COVER TYPE

AutoCAD SHX Text
IN

AutoCAD SHX Text
OUT

AutoCAD SHX Text
F1

AutoCAD SHX Text
8.95

AutoCAD SHX Text
7.84

AutoCAD SHX Text
7.84

AutoCAD SHX Text
1.11

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
F2

AutoCAD SHX Text
8.85

AutoCAD SHX Text
7.69

AutoCAD SHX Text
7.69

AutoCAD SHX Text
1.16

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
F3

AutoCAD SHX Text
8.87

AutoCAD SHX Text
7.59

AutoCAD SHX Text
7.59

AutoCAD SHX Text
1.28

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
F4

AutoCAD SHX Text
8.75

AutoCAD SHX Text
7.50

AutoCAD SHX Text
7.50

AutoCAD SHX Text
1.25

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
F5

AutoCAD SHX Text
8.85

AutoCAD SHX Text
7.39

AutoCAD SHX Text
7.39

AutoCAD SHX Text
1.46

AutoCAD SHX Text
150

AutoCAD SHX Text
3**

AutoCAD SHX Text
A15

AutoCAD SHX Text
F6

AutoCAD SHX Text
9.00

AutoCAD SHX Text
7.06

AutoCAD SHX Text
7.06

AutoCAD SHX Text
1.94

AutoCAD SHX Text
150

AutoCAD SHX Text
3**

AutoCAD SHX Text
A15

AutoCAD SHX Text
F7

AutoCAD SHX Text
8.90

AutoCAD SHX Text
7.69

AutoCAD SHX Text
7.69

AutoCAD SHX Text
1.21

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
F8

AutoCAD SHX Text
8.80

AutoCAD SHX Text
7.50

AutoCAD SHX Text
7.50

AutoCAD SHX Text
1.30

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
F9

AutoCAD SHX Text
9.12

AutoCAD SHX Text
7.17

AutoCAD SHX Text
7.17

AutoCAD SHX Text
1.95

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
D400

AutoCAD SHX Text
F10

AutoCAD SHX Text
9.02

AutoCAD SHX Text
6.75

AutoCAD SHX Text
6.75

AutoCAD SHX Text
2.27

AutoCAD SHX Text
150

AutoCAD SHX Text
3**

AutoCAD SHX Text
D400

AutoCAD SHX Text
F11

AutoCAD SHX Text
9.02

AutoCAD SHX Text
6.65

AutoCAD SHX Text
6.65

AutoCAD SHX Text
2.37

AutoCAD SHX Text
150

AutoCAD SHX Text
2

AutoCAD SHX Text
D400

AutoCAD SHX Text
FOUL MANHOLE SCHEDULE

AutoCAD SHX Text
ALL LEVELS TBC BEFORE WORKS AND REPORTED BACK TO ENGINEER. ALL PIPEWORK TO BE 100   AT MIN. 1/70 UNLESS STATED OTHERWISE.   RESTTRICTED ACCESS.

AutoCAD SHX Text
*

AutoCAD SHX Text
SURFACE WATER MANHOLE SCHEDULE

AutoCAD SHX Text
MH No.

AutoCAD SHX Text
COVER

AutoCAD SHX Text
INVERT LEVEL

AutoCAD SHX Text
DEPTH

AutoCAD SHX Text
MAX PIPE

AutoCAD SHX Text
MH

AutoCAD SHX Text
COVER TYPE

AutoCAD SHX Text
IN

AutoCAD SHX Text
OUT

AutoCAD SHX Text
S1

AutoCAD SHX Text
8.93

AutoCAD SHX Text
-

AutoCAD SHX Text
8.30

AutoCAD SHX Text
0.63

AutoCAD SHX Text
150

AutoCAD SHX Text
4

AutoCAD SHX Text
A15

AutoCAD SHX Text
S2

AutoCAD SHX Text
8.70

AutoCAD SHX Text
8.03

AutoCAD SHX Text
8.03

AutoCAD SHX Text
0.67

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
S3

AutoCAD SHX Text
8.70

AutoCAD SHX Text
7.90

AutoCAD SHX Text
7.90

AutoCAD SHX Text
0.80

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
S4

AutoCAD SHX Text
8.87

AutoCAD SHX Text
7.81

AutoCAD SHX Text
7.73

AutoCAD SHX Text
1.14

AutoCAD SHX Text
225

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
S5

AutoCAD SHX Text
8.85

AutoCAD SHX Text
7.64

AutoCAD SHX Text
7.64

AutoCAD SHX Text
1.21

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
S6

AutoCAD SHX Text
8.70

AutoCAD SHX Text
7.46

AutoCAD SHX Text
7.46

AutoCAD SHX Text
1.24

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
S7

AutoCAD SHX Text
8.90

AutoCAD SHX Text
-

AutoCAD SHX Text
8.33

AutoCAD SHX Text
0.57

AutoCAD SHX Text
100

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
S8

AutoCAD SHX Text
8.90

AutoCAD SHX Text
7.30

AutoCAD SHX Text
7.30

AutoCAD SHX Text
1.60

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
S9

AutoCAD SHX Text
8.65

AutoCAD SHX Text
6.15

AutoCAD SHX Text
6.15

AutoCAD SHX Text
2.50

AutoCAD SHX Text
225

AutoCAD SHX Text
1200

AutoCAD SHX Text
D400

AutoCAD SHX Text
S10

AutoCAD SHX Text
8.95

AutoCAD SHX Text
7.55

AutoCAD SHX Text
7.55

AutoCAD SHX Text
1.40

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
S11

AutoCAD SHX Text
9.00

AutoCAD SHX Text
7.40

AutoCAD SHX Text
7.32

AutoCAD SHX Text
1.68

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
A15

AutoCAD SHX Text
S12

AutoCAD SHX Text
8.90

AutoCAD SHX Text
7.08

AutoCAD SHX Text
7.08

AutoCAD SHX Text
1.82

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
D400

AutoCAD SHX Text
S13

AutoCAD SHX Text
8.90

AutoCAD SHX Text
-

AutoCAD SHX Text
8.30

AutoCAD SHX Text
0.60

AutoCAD SHX Text
150

AutoCAD SHX Text
3

AutoCAD SHX Text
A15

AutoCAD SHX Text
S14

AutoCAD SHX Text
9.00

AutoCAD SHX Text
6.84

AutoCAD SHX Text
6.84

AutoCAD SHX Text
2.16

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
D400

AutoCAD SHX Text
S15

AutoCAD SHX Text
8.75

AutoCAD SHX Text
6.74

AutoCAD SHX Text
6.74

AutoCAD SHX Text
2.01

AutoCAD SHX Text
225

AutoCAD SHX Text
3*

AutoCAD SHX Text
D400

AutoCAD SHX Text
S16

AutoCAD SHX Text
8.72

AutoCAD SHX Text
6.00

AutoCAD SHX Text
6.00

AutoCAD SHX Text
2.72

AutoCAD SHX Text
225

AutoCAD SHX Text
2100

AutoCAD SHX Text
D400

AutoCAD SHX Text
S17

AutoCAD SHX Text
8.70

AutoCAD SHX Text
7.40

AutoCAD SHX Text
7.40

AutoCAD SHX Text
1.30

AutoCAD SHX Text
150

AutoCAD SHX Text
3*

AutoCAD SHX Text
D400

AutoCAD SHX Text
S18

AutoCAD SHX Text
9.56

AutoCAD SHX Text
9.01

AutoCAD SHX Text
9.01

AutoCAD SHX Text
0.55

AutoCAD SHX Text
100

AutoCAD SHX Text
3

AutoCAD SHX Text
D400

AutoCAD SHX Text
9951

AutoCAD SHX Text
9.67

AutoCAD SHX Text
8.77

AutoCAD SHX Text
8.77

AutoCAD SHX Text
0.90

AutoCAD SHX Text
375

AutoCAD SHX Text
Ex

AutoCAD SHX Text
Ex

AutoCAD SHX Text
ALL LEVELS TBC BEFORE WORKS AND REPORTED BACK TO ENGINEER. ALL PIPEWORK TO BE 100   AT MIN. 1/80 UNLESS STATED OTHERWISE.   RESTRICTED ACCESS. S15 TO HOUSE PUMPING STATION WITH 2 PUMPS WORKING; ONE DUTY AND ANOTHER STANDBY AT 3.8L/s. S9, S15, S16, S17  TO HAVE ADDITIONAL 500mm DEEP SILT TRAP

AutoCAD SHX Text
*

AutoCAD SHX Text
PLAN DIMENSIONS

AutoCAD SHX Text
EFFECTIVE DEPTH

AutoCAD SHX Text
TOP OF TANK

AutoCAD SHX Text
BASE OF TANK

AutoCAD SHX Text
LOWEST COVER LEVEL

AutoCAD SHX Text
LOWEST IL IN

AutoCAD SHX Text
MAX. CONSTRUCTION DEPTH

AutoCAD SHX Text
30 x 7m

AutoCAD SHX Text
1.2

AutoCAD SHX Text
7.20-7.35

AutoCAD SHX Text
6.00-6.15

AutoCAD SHX Text
8.55

AutoCAD SHX Text
6.00

AutoCAD SHX Text
2.55

AutoCAD SHX Text
ATTENUATION TANK SCHEDULE

AutoCAD SHX Text
KEY

AutoCAD SHX Text
TYPE 4 INSPECTION CHAMBER - 250 DIA.

AutoCAD SHX Text
TYPE 3 INSPECTION CHAMBER - 450 DIA.

AutoCAD SHX Text
FOUL WATER SEWER

AutoCAD SHX Text
SURFACE WATER SEWER

AutoCAD SHX Text
TYPE 2 P.C. MANHOLE - MIN 1200  < 3m DEEP 3m DEEP3m DEEP

AutoCAD SHX Text
TYPE 1 P.C. MANHOLE - MIN 1200  3m-6m DEEP

AutoCAD SHX Text
EXISTING FOUL WATER SEWER

AutoCAD SHX Text
EXISTING SURFACE WATER SEWER

AutoCAD SHX Text
SURFACE WATER RISING MAIN

AutoCAD SHX Text
BOUNDARY

AutoCAD SHX Text
9.55

AutoCAD SHX Text
9.48

AutoCAD SHX Text
9.56

AutoCAD SHX Text
9.57

AutoCAD SHX Text
9.51

AutoCAD SHX Text
474000mE

AutoCAD SHX Text
MH9951 CL 9.67 IL 8.77 D 0.9m 375 

AutoCAD SHX Text
APPROXIMATE MH POSITION

AutoCAD SHX Text
S18

AutoCAD SHX Text
DUCTILE IRON PIPE 100 

AutoCAD SHX Text
100%%c 1/80

AutoCAD SHX Text
ASSUMING IL TO IL  CONNECTION IS ALLOWED

AutoCAD SHX Text
Proposed Drainage Strategy design based on a Discharge rate 3.8l/s Approved with Southern Water

AutoCAD SHX Text
DISSIPATION CHAMBER

AutoCAD SHX Text
FRG/FZR

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
RWP

AutoCAD SHX Text
SVP within ceiling void above (2,5m)

AutoCAD SHX Text
SVP within ceiling void above (1,8m)

AutoCAD SHX Text
LOBBY

AutoCAD SHX Text
6.97

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
HOMEOWNERS

AutoCAD SHX Text
LOUNGE

AutoCAD SHX Text
88.02

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
CORRIDOR 0.02

AutoCAD SHX Text
52.32

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
OFFICE

AutoCAD SHX Text
8.29

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
STAIRCASE

AutoCAD SHX Text
16.89

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
MOBILITY SCOOTER

AutoCAD SHX Text
22.68

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
LIFT

AutoCAD SHX Text
REFUSE ROOM

AutoCAD SHX Text
36.25

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
PLANT

AutoCAD SHX Text
4.79

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
RISER

AutoCAD SHX Text
6.42

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
WC

AutoCAD SHX Text
3.59

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
PLANT

AutoCAD SHX Text
10.12

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
GUEST SUITE

AutoCAD SHX Text
22.77

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
LOBBY

AutoCAD SHX Text
9.79

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
RECEPTION

AutoCAD SHX Text
39.22

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
STAIRCASE

AutoCAD SHX Text
16.19

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
STAIRCASE

AutoCAD SHX Text
16.62

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
STORE

AutoCAD SHX Text
1.85

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
CORRIDOR 0.03

AutoCAD SHX Text
18.53

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
CORRIDOR 0.01

AutoCAD SHX Text
23.47

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
CORRIDOR 0.04

AutoCAD SHX Text
13.91

AutoCAD SHX Text
 m

AutoCAD SHX Text
2

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
SVP

AutoCAD SHX Text
AOV

AutoCAD SHX Text
AOV

AutoCAD SHX Text
Existing 225 

AutoCAD SHX Text
BD

AutoCAD SHX Text
MH0801 CL 8.98 IL 5.18 D 3.80m 225 

AutoCAD SHX Text
F11

AutoCAD SHX Text
S1

AutoCAD SHX Text
S11

AutoCAD SHX Text
S12

AutoCAD SHX Text
S14

AutoCAD SHX Text
150%%c 1/51

AutoCAD SHX Text
Existing 225 

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
F10

AutoCAD SHX Text
F7

AutoCAD SHX Text
F8

AutoCAD SHX Text
F9

AutoCAD SHX Text
F1

AutoCAD SHX Text
F2

AutoCAD SHX Text
F3

AutoCAD SHX Text
F4

AutoCAD SHX Text
F5

AutoCAD SHX Text
F6

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
NON RETURN VALVE REQUIREMENT TBC WITH SOUTHERN WATER AT S106 STAGE

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
150%%c 1/66

AutoCAD SHX Text
150%%c 1/70

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
CRANE BASE

AutoCAD SHX Text
100%%c 1/59

AutoCAD SHX Text
150%%c 1/47

AutoCAD SHX Text
150%%c 1/70

AutoCAD SHX Text
S7

AutoCAD SHX Text
S8

AutoCAD SHX Text
S6

AutoCAD SHX Text
S5

AutoCAD SHX Text
S4

AutoCAD SHX Text
S3

AutoCAD SHX Text
S2

AutoCAD SHX Text
S13

AutoCAD SHX Text
1.005

AutoCAD SHX Text
1.003

AutoCAD SHX Text
1.000

AutoCAD SHX Text
4.001

AutoCAD SHX Text
5.000

AutoCAD SHX Text
2.000

AutoCAD SHX Text
1.004

AutoCAD SHX Text
1.002

AutoCAD SHX Text
1.001

AutoCAD SHX Text
4.002

AutoCAD SHX Text
4.003

AutoCAD SHX Text
BD

AutoCAD SHX Text
S10

AutoCAD SHX Text
REFERENCE DETAIL A  FOR CONNECTION LAYOUT.

AutoCAD SHX Text
G

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
225%%c 1/100

AutoCAD SHX Text
225%%c 1/120

AutoCAD SHX Text
225%%c 1/120

AutoCAD SHX Text
225%%c 1/100

AutoCAD SHX Text
225%%c 1/100

AutoCAD SHX Text
225%%c 1/100

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
ATTENUATION TANK 19m x 5.5m x 1.6 DEEP AQUACELL CORE PLUS CRATES

AutoCAD SHX Text
4.000

AutoCAD SHX Text
S16

AutoCAD SHX Text
150%%c 1/78

AutoCAD SHX Text
BD  IL TOP: 8.06

AutoCAD SHX Text
BD  IL TOP: 8.00

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
150 

AutoCAD SHX Text
S15

AutoCAD SHX Text
S17

AutoCAD SHX Text
150%%c

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
BD  IL TOP: 6.64

AutoCAD SHX Text
150%%c 1/57

AutoCAD SHX Text
BD  IL TOP: 7.26

AutoCAD SHX Text
1.006

AutoCAD SHX Text
3.000

AutoCAD SHX Text
150%%c 1/100

AutoCAD SHX Text
BD  IL TOP: 7.35

AutoCAD SHX Text
S9

AutoCAD SHX Text
Additional protection required on rising main if less than 1.2m cover in access road.

AutoCAD SHX Text
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