NOTES:
1. THIS DRAWING IS COPYRIGHT AND SHOULD NOT BE REPRODUCED WITHOUT
APPROVAL.
2. THIS DRAWING TO BE READ IN CONJUNCTION WITH THE ARCHITECTS DRAWINGS.
ANY DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF BOTH PARTIES
IMMEDIATELY.
3. ANY DIMENSIONS/LEVELS INDICATED 'ref.” REFER TO ASSUMED/EXISTING
DIMENSIONS WHICH ARE TO BE SITE CHECKED PRIOR TO THE COMMENCEMENT OF
Rainwater 300-500mm dia. Sump Manhole| | | Omm PVC-U | Standard kerb Distribution tank with Lower sub-base Inbitext ANY WORK.
Downpipe min. 350mm sump pipe block geotextile surround (except end shown) 63-10mm stone*
D400 cover (vehicular areas) on |1 Omm pipe bedding
B125 cover (pedestrian areas)
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NOTES Grading of Lower sub-base stone
SIEVESIZE | % PASSING Downpipe drainage into Infiltration System - FPlan
T Supplied by WTB Geotextiles
I OOmm | OO
* Specification for sub-base and laying course:- G3mm 90-100
the crushed stone must possess well defined edges 37.5mm c0-80
and have a minimum | 0% fines value of | 50kN 20mm | 5-30
when tested in accordance with BS& | 2 Part . | Omm 0-5 N
Depth of Subbase Matenal Dependent on Specitic Site Percolation Tests
50mm thick dense base course tarmac over sub-base
Rainwater WTB Drainage Systems Concrete Standard kerb | 5mm Aguaflow Lower Sub-base SC Intergrdt | Inbitext
Downpipe 300-500mm dia. Sump Manhole haunching block clean blocks 63-10mm stone*
min. 350mm sump stone® sC lnter@de
D400 cover (vehicular areas)
B 125 cover (pedestrian areas)
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