
PIR insulation fixed to internal

leaf

100mm blockwork

WINDOW HEAD AND LINTEL

Cavity tray with stop ends

Joint filled with polyethylene

foam

and sealant pointing

Window head - overlapping

insulation at least 25mm to

prevent thermal bridge

Ensure lintel is fully bedded on

bricklaying mortar

Ensure masonry overhang does

not exceed 25mm

Lintel to have a nominal

150mm bearing at each end

Lintel drip to project forward of

the frame

Polyurethane foam insulation

Weep holes (min 2 per lintel

at 450mm centres)

Window frame and glazing to

architects specification

DETAIL 'F'

103mm facing brick or block

PIR insulation fixed to internal

leaf

100mm blockwork

Proprietary insulated cavity

closer

Bed window on impregnated foam strip

Dpc

Continuous ribbon of plaster

adhesive

Suitable plasterboard

103mm facing brick or block
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BLOCKED IN AND
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EX. OPENING

BLOCKED IN AND

MADE GOOD
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SLIMLINE WINDOW PROFILE
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Catnic steel lintels

or similar over all

new openings
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1278 1650
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CHIMNEY TO

MATCH

PREVIOUS

CG50/100

Catnic steel lintels
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NEW

STAIRCASE

BRN
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MUST BE SUITABLE FOR MEANS OF

ESCAPE

HEIGHT TO BOTTOM OF

OPENING - MAXIMUM 1100mm

FROM F.F.L

WINDOWS TO HAVE MIN.

OPENING 450mm SQ.

SLIMLINE WINDOW PROFILE

REQUIRED

Catnic steel lintels

or similar over all

new openings

BRN BRN

551

Catnic steel lintels

or similar over all

new openings

BRN

1

BRN

55

CG50/100

1650

1372

BRN

24

ROOF LIGHT

SIZE TBC

929

ALL DIMS TO BE CHECKED ON

SITE BY APPOINTED

CONTRACTOR PRIOR TO

COMMENCEMENT OF WORKS

MAINS OPERATED

HEAT DETECTOR
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DETAIL 'F'

220

NEW TIMBER WALL PLATE STARPPED

TO WALL USING 900mm LG

30mmX5mm THICK RESTRAINT

STRAPS BENT 100mm OVER WALL

PLATE AND PLUG AND SCREWED TO

FACE OF BLOCK WORK AT 900mm

CTRS.

EPDM RUBBER MEMBRANE/

SUITABLE ROOF COVERING

BY SPECIALIST SUPPLIERS DETAILS

PENETRATIONS FOR DRAINAGE AS PER

SUPPLIERS DETAILS AND SEALED ACCORDINGLY.

18mm OSB

100 X 50mm SC3 RAFTERS

CODE 4 LEAD FLASHING/CAPPING STRIP

100 X 50mm BRACING RAFTERS

CONTRACTOR TO ENSURE

NEW TILES TO MATCH

EXISTING

(800)

SCUPPER RUNNING THROUGH FALSE

FACADE INTO GUTTER/DOWNPIPE

WITHIN FASCIA/SOFFIT

900

SECTION 'C'-'C'
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SOUTHERN WATER TO BE

CONSULTED WITH MOVING EXITING

I/C TO NEW LOCATION

PRESUMED LINE OF

EX. DRAINAGE

KITCHEN

DINING

LOUNGE

PORCH

LEAN TO

GARAGE

DN

DN

DN

EXISTING

BOUNDARY WALL

SHOWN DOTTED

EXISTING GARAGE SHOWN DOTTED

MOCK TUDOR

BEAMS TO MATCH

EXISTING

ROOF TILES TO

MATCH EXISTING IN

TYPE & COLOUR

WINDOWS TO

MATCH EXISTING

WALLS TO MATCH

EXISTING IN MATERIAL &

COLOUR

TO BE RENDERED SMOOTH IN LINE WITH

LANDSCAPING REQUIREMENTS

MOCK TUDOR

BEAMS TO MATCH

EXISTING

ROOF TILES TO

MATCH EXISTING IN

TYPE & COLOUR

WINDOWS TO

MATCH EXISTING

WALLS TO MATCH

EXISTING IN MATERIAL &

COLOUR
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NEW FOUNDATION TO BE

TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY

BUILDING CONTROL
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FLITCH BEAM - AS PER

STR. ENG. DETAILS
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TEST HOLE DUG TO CHECK DEPTH OF EXISTING FOUNDATIONS

PRIOR TO ANY WORKS COMMENCING.

TO BE CHECKED, APPROVED AND SIGNED OFF BY B.C.O - JHAI Ltd.

BRN BRN

76

BRN

5B

BRICKWORK OUTER

SKIN UP TO U/S OF

WINDOW TO MATCH

EX.

BLOCK & BLOCK TO MATCH EX.

RENDERED FINISH WITH  MOCK

TUDOR BOARDS FIXED AS PER

SUPPLIERS INSTALLATION

REQUIREMENTS

BRN

39E

BRN

39E

BRN

39B

220

BRN

43D

WARM FLAT ROOF

125mm Celotex TA4000 insulation

47 x 220mm(x2) grade C24 joists at 400 ctrs

(see Str. engineers details for sizes)

22mm external quality plywood decking or similar

approved on sw firings to minimum 1 in 80 fall

Insulation

External quality plywood

decking

Tiling fillet

Roofing felt to BS747

Roofing tiles 

150mm min

EPDM rubber roof membrane

 to specialist suppliers details

22mm exterior grade plywood

EPDM rubber roof membrane

 to specialist suppliers details

22mm exterior grade plywood

DETAIL B

Stainless steel retaining wall ties built in at

750mm ctrs horizontally, 450mm vertically

and 225mm ctrs at reveals and corners in

staggered rows
Horizontal strip polymer (hyload) damp proof

course to both leafs minimum 150mm above

external ground level

Walls to be built with 1:1:6 cement mortar

20mm two coat sand/cement render with

waterproof additive

RENDERED PARTIAL FILL CAVITY WALL

Internal finish to be 12.5mm plasterboard on

dabs

50mm clear residual cavity, 60mm Celotex

CG4000 insulation fixed to innerleaf

100mm medium dense block K value 0.51

100mm medium dense block K value 0.51

60mm Celotex CW4000 insulation fixed

to inner skin

PARTIAL FILL CAVITY WALL 

103mm facing brick to match existing 

Provide a 50mm clear residual cavity

Stainless steel retaining wall ties type

suitable for cavity width built  in at

750mm ctrs horizontally, 450mm

vertically and 225mm ctrs at reveals

and corners in staggered rows

100mm standard block K value 0.15 (Celcon

Standard, Thermalite Shield, Toplite Standard)

Internal finish 13mm lightweight plaster or

plasterboard on dabs

Provide horizontal strip polymer (hyload)

damp proof course to both leafs minimum

150mm above external ground level made

continuous with floor DPM

103mm facing brick. Walls to be built

with 1:1:6 cement mortar

Full Fill cavity with 100mm Dritherm32

insulation as manufactures details

100mm dense block K value 1.13

e.g Lafarge Stancrete

Internal finish to be 12.5mm plasterboard

on dabs

Stainless steel retaining wall ties built

in at 750mm ctrs horizontally, 450mm

vertically and 225mm ctrs at reveals

and corners in staggered rows

FULL FILL CAVITY WALL 

Horizontal strip polymer (hyload) damp

proof course to both leafs minimum

150mm above external ground level

100mm Dritherm32 insulation as manufactures

details

Internal finish to be 12.5mm plasterboard on

dabs

Stainless steel retaining wall ties built in at

750mm ctrs horizontally, 450mm vertically

and 225mm ctrs at reveals and corners in

staggered rows

FULL FILL CAVITY WALL 

Horizontal strip polymer (hyload) damp

proof course to both leafs minimum 150mm

above external ground level

Walls to be built with 1:1:6 cement mortar

20mm two coat sand/cement render with

waterproof additive

100mm block K value 1.13, e.g Lafarge

Stancrete

BRN

5B

BRN

5A

BRN

42D

Concrete ground cover min 100mm or concrete min 50mm

thick on a 1200 gauge damp-proof membrane

150mm min thick sand blinded hardcore

Ventilation openings having an opening area of 1500mm2 per

metre run of perimeter wall or 500mm2 per square metre of

floor area whichever gives the greater opening area

Timber wallplate on dpc on

honeycombe sleeper wall

Galvanised hangers built into wall or fixed to bolted wall plates

22mm moisture resistant floorboard /chipboard

47 x 145mm joists infilled with 110mm Celotex FR4000

Underside of joists not less than 150mm above ground cover

Underside of wall plate not less than 75mm above ground cover

TIMBER SUSPENDED FLOOR

DIM 'X' TO TO SUIT SITE CONDITIONS

Lightweight block inner skin

Facing brick to match existing

DPC 150mm above ground level

Depth to be 1000mm deep depending on

ground conditions to be agreed with BCO

50mm residual cavity

750mm x 600mm

concrete trench

foundation

Lean mix cavity fill 225mm below DPC

Concrete mix to conform to BS

EN 206-1

EXISTING GARAGE SHOWN DOTTED

MOCK TUDOR

BEAMS TO MATCH

EXISTING

ROOF TILES TO

MATCH EXISTING IN

TYPE & COLOUR

WINDOWS TO

MATCH EXISTING

WALLS TO MATCH

EXISTING IN MATERIAL &

COLOUR

Assumed Ex.

foundations
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TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY
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DETAIL B

SECTION 'C'-'C'

BRN

39E

NEW FOUNDATION TO BE

TAKEN DOWN TO A SUITABLE

LOADBEARING STRATA OR

MINIMUM OF 1000mm AND

INSPECTED AND AGREED BY

THE LOCAL AUTHORITY

BUILDING CONTROL

OLD GRD. FLOOR FFL.

BLOCK & BLOCK TO MATCH EX.

RENDERED FINISH WITH  MOCK

TUDOR BOARDS FIXED AS PER

SUPPLIERS INSTALLATION

REQUIREMENTS

9
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BRICKWORK OUTER

SKIN UP TO U/S OF

WINDOW TO MATCH

EX.

1
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RWP
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BEDROOM 1

BEDROOM 2

BEDROOM 3

BATH
LANDING

BRN

39E

Stepped foundations should over lap by twice the height of the step, or 1m

whichever is the greater.

The height of the step should not be greater than the thickness of the foundation

T = Thickness

H = Height

O = Overlap

H

T

O

O = the overlap should be not less than 2 x H or 1m, whichever is the greater

STEPPED FOUNDATION TRENCH FILL

UP

I/C

PRESUMED LINE OF

EX. DRAINAGE

OFFICE
LOUNGE

PORCH

GARAGE

STAIRWELL

KITCHEN

UTILITY

M06/G06 ROOF

LANTERN

ABOVE

POS'N TBC

BRN

M06/G06 ROOF

LANTERN

ABOVE

POS'N TBC

BRN

24A

BRN

24A

MAINS OPERATED

SMOKE ALARM

BRN

32

DN

EXISTING I/C TO

BE TERMINATED

IN OBLIQUE

FITTINGS TO

ALLOW FOR

NEW POS'N I/C.

SOUTHERN

WATER TO BE

CONSULTED WITH

MOVING EXISTING

I/C TO NEW

LOCATION - BUILD

OVER

AGREEMENT

REQUIRED FROM

CLIENT PRIOR TO

ANY WORKS

COMMENCING

MAINS OPERATED

HEAT DETECTOR

STEEL UB TO HAVE MIN.

END BEARING OF 150mm

SET INTO EX. CAVITY

REMOVE EX. LOAD BEARING

WALL, REPLACE WITH NEW

STEEL UB, STR. ENG. TO

CONFIRM SIZE
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2225
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BEAM A - TO STR. ENG. DETAILS

W.C

NEW SVP TO

CONNECT TO

EXISTING
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5500

WINDOWS 1 & 2

MUST BE SUITABLE FOR

MEANS OF ESCAPE

HEIGHT TO BOTTOM OF

OPENING - MAXIMUM

1100mm FROM F.F.L

Catnic steel lintels

or similar over all

new openings
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WINDOW

STYLE/SIZE TO

SUIT CLIENTS

DETAILS

REMOVE EX. LOAD BEARING

WALL, REPLACE WITH NEW

STEEL UB, STR. ENG. TO

CONFIRM SIZE
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NEW FLOOR
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new openings

BRN

1

BRN

55

CG50/100

Catnic steel lintels

or similar over all

new openings

BRN

1

BRN

55

2249 1650 2101

6000

1
N

o
.
 
I
G

 
H

D
 
L
I
N

T
E

L

A
B

O
V

E
 
D

O
O

R
 
&

W
I
N

D
O

W

BRN

1

BRN

55

6
7
7

1
2

0
0

2
4

3

1
5

7
7

2
3

8

1
2

0
0

(
T

O
 
M

A
T

C
H

 
E

X
.
 
S

I
T

E
 
D

I
M

)

CHIMNEY TO

MATCH

PREVIOUS

1

2013 1650 2337

CG50/100

RWP

SVP

B
I
G

B

B

1719

(
3

2
3
9

 
T

O
 
S

U
I
T

 
S

I
T

E
 
D

I
M

S
)

B
E

A
M

 
C

 
-
 
T

O
 
S

T
R

.
 
E

N
G

.
 
D

E
T

A
I
L
S

B
E

A
M

 
C

 
-
 
T

O
 
S

T
R

.
 
E

N
G

.
 
D

E
T

A
I
L
S

STEEL UB TO HAVE MIN.

END BEARING OF 150mm

SET INTO EX. CAVITY

REMOVE EX. LOAD BEARING

WALL, REPLACE WITH NEW

STEEL UB, STR. ENG. TO
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ALL DIMS TO BE CHECKED ON

SITE BY APPOINTED

CONTRACTOR PRIOR TO

COMMENCEMENT OF WORKS
EX. WINDOW TO BE

PATIALLY

BLOCKED UP. EX.

LINTEL ABOVE TO

REMAIN - MADE

GOOD BY

CONTRACTOR
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