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Oak Post

Stagdip Stone

Concrete Qversite

Congrels oversite to requirad
dapth to ba extendsd 50mm
beyond dimens:ons given to
sllaw for tapar on padstones.

225

Eaves Closure Board Supplled by EHB
to match adjacent finishes,
Notched around rafters/ sprockets,
screwed and plugged to eaves beam.

—a

1200

Oversite Detail 1:15
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150 Sqg. Oak Past

Oak Soleplate

Detail A
If garage doors

to be fitted.

S/W Gable Rafter

25x25mm S/W batten by
EHB to outside face of
last rafter at foot.

Weatherboard trimmed
flush with 25x25 batten.

218 Wide Brickwork to
225mm above oversite.
Note cut back to

altow for doors.

Section on A
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Left

Hand Elevation

Slating Battens by

roofing contractor ©Oak Soleplate—~

215mm Wide Brick Plinth,
3 Courtes Above Stab Level

3 Gourses Below Slab Level

Front Elevatlon

Damp Proof Course:
215mm Wide Brick n_i_;/
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Right Hand Elevation

Stes| Dowols

Min 100mm Goncrete slab
Mosh reinforced s nacossary

Internal Slab Lavel,

Rear Elavation

226m High Brickwork

Building Specification mc_ﬂ:\_m_»v\

Ground Leve) s o

Goncreta strip foundation
minimurm of 1m desp,
1 9 50l

pectors
Avptovel § apsicablo)
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/um:v.uzm

Damp Proof Mambrane

Typical Strip Foundation 1:15

133@ n% SThgle Fram
T
nuom IRED] mmc: Nane Allowsd
STUgwork Sontwood
Wall Constrachion Nana Allowed

T Jolne
“Eaves Closer | Supphed by EHB as detals
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FOUNDATION NOTES:

VERTICAL DIMENSIONS SHOWN ARE FROM
A HORIZONTAL INTERNAL SLAS LEVEL. HOWEVER,
FOR GARAGING. A NOMINAL SLOPE OF -2Smm
TOWARD OPENING 18 ESSENTIAL FOR DRAINAGE

CONGRETE OVERSITE TO BE EXTENDED 50mm
BEYOND INDEPENDENT POSTS TO ALLOW FOR
PAD STONE SPLAY.

TYPICAL 3 COURSES OF BRICK BELOW F.F.L,
MAY VARY DEPENDING TO SPECIFIG SITE
LEVELS. PLEASE CHECK BRICK QUANTITIES
ESTIMATED ON BUILDING QUOTATION,

ALL WINDOWS POSITIONED 1800mm FROM INTERNAL
SLAB TO WINDOW HEAD UNLESS OTHERWISE STATED

TOAK FRAME' REFERS TO 75% OR 1009 OF
COMPONENTS OF THE FRAME WHICH ARE
OF OAK AS SPECIFIED ON CUSTOMER QUOTATION

ENCGLISH HERITAGE BUILDINGS OWNS THE
CORYRIGHT OF THE PHOTOGRAPHS, PLANG
DRAWINGS, MODULAR FRAME SYSTEM. BPECIAL
140rmm BRICK ASSOCIATED WITH THE MODULAR

FROM ENGLISH HERITAGE BUILDINGS LTD

INTERNAL SLAB LEVEL
CURVED STRUCTURAL BRAGE 1200mm
b CURVED STRUCTURAL BRACE B00/800mm
DIAGONAL STRAIGHT WiND BRACE
DIAGONAL ROGH SRACE
SOLE PLATE
FIRST FLOOR JOIST
O (@ Sraght) INDEPEMDENT POST ONTO PAD STONE
(CONCRETE SUB-BASE BENSATH AS NECESSARY)

o POST ONTO SOLE PLATE/BRIGKWORK

n POST CUT TO LENGTH ON SITE
ROOF QUTLINE
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