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Enquiries to FWM team My reference SWM/2017/0184

Direct Line Your reference APP/16/OO774

Date 11 April 2017 Email swm.consultee@hants.gov.uk
Dear Sir/Madam,

Erection of 161 dwellings with associated parking, access, landscaping,
and surface water drainage, pumping station, sub station and signalised
junction onto Havant Road (amended scheme) at Land north of Havant
Road and west of Selangor Ave, Emsworth

Thank you for consulting us on the above planning application. Hampshire
County Council as Lead Local Flood Authority has provided comments in
relation to the above application as our statutory consultee role in relation to:

e Works in relation to ordinary watercourses
e Surface water drainage for major developments

We have reviewed the following information in relation to the planning
application:

¢ Flood Risk Assessment (Part 1 and 2)
e Drainage Sheet (1 and 2)

Ordinary Watercourses

Where the proposals include works to an ordinary watercourse, under the
Land drainage Act 1991, as amended by the Flood and Water Management
Act 2010, a prior consent of the Lead Local Flood Authority is required for this
work. This consent is required as a separate permission to planning.

It has not been clarified whether or not there is any change to the local
watercourse within or outside the site due to the proposed development.

Director of Economy, Transport and Environment
Stuart Jarvis BSc DipTP FCIHT MRTPI
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Information on consenting can be found at the following link
http://www3.hants.gov.uk/flooding/hampshireflooding/watercourses.htm

It is strongly recommended that this information is reviewed before Land
Drainage consent application is made.

Surface Water Drainage

The proposed surface water drainage strategy is purely based on infiltration
devices where the maximum groundwater level could reach to 0.5 m below
ground level. Given the high probability of failure of such a proposed strategy,
we cannot agree with the proposed strategy. Therefore, we would not be able
to make any comments on the details of the proposed strategy until we have
an updated drainage strategy.

However, we recommend the following comments to be taken into
consideration in providing the updated drainage strategy:

¢ Sufficient information on the correct number of treatment stages in the
surface water management train, for further information see the Ciria
SuDS Manual (C753)

e Existing and proposed run-off rate calculations should be provided, along
with evidence that these calculations have been completed according
to a suitable method (e.g. IH124 or FEH available from UK Sustainable
Drainage: Guidance and Tools). These calculations should
demonstrate that the proposed run off rate for a one in one year event
and a one in one hundred year event plus climate change do not
exceed the existing run-off rates

e Where attenuation storage is required, detailed calculations using an
appropriate method should be provided

e Mechanisms of how the proposed surface water drainage strategy works
should be explained (which areas are served by which SuDS)

e Evidence that exceedance flows and runoff in excess of design criteria
have been considered - calculations and plans should be provided to
show where above ground flooding might occur and where this would
pool and flow

¢ Information on general maintenance regimes of the surface water
management train including SuDS features, and who is going to be
undertaking it — evidence that those maintaining the drainage system
are in discussion with the developer.

Please note, surface water drainage proposals will need to be assessed in
relation to the impacts of climate change. The appropriate allowances are
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detailed in the latest advice from the Environment Agency Flood risk
assessments: climate change allowances. This updates previous climate
change allowances to support NPPF. The proposed system should be tested
for the peak rainfall intensity for the central and upper band in relation to the
relevant development lifetime.

We would also expect to see a suitable allowance for urban creep, this factor
reflects the future predicted increase of urban development, and with it, the
increase of the impervious area. An allowance of 10% on impermeable areas
is suitable in relation to confirming that the proposed system is acceptable.

Where the proposals are connecting to an existing drainage system it is likely
that the authorities responsible for maintaining those systems will have their
own design requirements. These requirements will need to be reviewed and
agreed as part of any surface water drainage scheme.

Please note that the mechanism for securing long-term maintenance will need
to be considered and agreed between the applicant and the Local Planning
Authority. This may involve discussions with those adopting and/or
maintaining the proposed systems, which could include the Highway Authority,
Planning Authority, Parish Councils, Water Companies and private
management companies.

This response has been provided using the best knowledge and information
submitted as part of the planning application at the time of responding and is
reliant on the accuracy of that information.

Kind Regards

The Flood and Water Management Team
Ell Court West, 1% Floor

Winchester

Hampshire

S023 8UJ

T: 01962 846730
E: swm.consultee@hants.gov.uk



https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances#when-to-use-the-climate-change-allowances
https://www.gov.uk/guidance/flood-risk-assessments-climate-change-allowances#when-to-use-the-climate-change-allowances

