
Indictive foundation.

87.5° long radius

rest bend.

F.F.L.

F.G.L.

Rainwater pipe.

(size may vary to suit

Architects details)

DETAIL OF RAINWATER PIPE

(Scale 1:20)

Indicative fixing.

Single stretcher course
at shoulder.

Blocks laid in accordance with BS 6717.

Kerb line. (Edging may vary)

200 x 100mm (depth varies)  paving
blocks in 90° herringbone pattern

with stretcher course surround.

Colour as specified by client.

BLOCK PAVING ARRANGEMENT PLAN
(Scale 1:20)

Rodding point at base.

GEN1 concrete

surround.

45degree bend.

Coupling.

Rodding point  (aluminium) with

sealing plate and safety valve.

Safety valve.

DETAIL OF RODDING EYE

(Scale 1:20)

Pipe bedding to suit

location and loading.

FGL.

Laying course:

Surface course:

Paving slabs to client preference.

25mm Sharp sand to BS 7533-3

Category II of Annex D.

Sub-base course: 100mm thick,  clean well

consolidated crushed rock,

hardcore (max 75mm size) slag or

concrete.

Shingle strip to be installed against

buildings (100mm wide where

possible)

PRIVATE

PATIO/FOOTPATH CONSTRUCTION

(Scale 1:20)

All areas regarded as 'soft spots' are to be

excavated and replaced with suitable material

within the extents of new Public Highway/Private

access roads. The contractor must assess areas

of former foundations and trees to ensure and

'soft spots' are dealt with satisfactorily.

NOTE: 450MM MINIMUM OVERALL

CONSTRUCTION MUST BE MET IN

COMPLIANCE WITH FROST SUSCEPTIBILITY,

IRRESPECTIVE OF SUBGRADING CBR VALUE.

CONTRACTOR TO ASSUME MAXIMUM

CAPPING LAYER THICKNESS PRIOR TO

CONFIRMATION OF  CBR TESTING.

ALL FORMATIONS SHOULD BE PROOF ROLLED AND ANY

VERY LOOSE, BULKY, SOFT, DEGRADABLE OR OTHERWISE

UNSUITABLE MATERIALS THUS IDENTIFIED SHOULD BE

REMOVED AND REPLACED WITH WELL COMPACTED

COARSE GRAINED FILL. PREPARED SUBGRADES SHOULD

BE PROTECTED FROM SEVERE ADVERSE WEATHER BY

ENSURING THEY ARE GRADED TO FALLS TO PREVENT

PONDING, AND THEY SHOULD BE REASONABLY

PROTECTED FROM TRAFFICKING DURING CONSTRUCTION.

BOND AND TACK COAT SHOULD BE PROVIDED FOR

BITUMINOUS MIXTURES IN ACCORDANCE WITH BS

4987-2 OR BS 594-2.

PAVING SLABS TO BE SET 5mm ABOVE

ADJACENT DRAINAGE CHANNELS/GULLIES.

150mm concrete grade RC35.Surface course:

Reinforcement:

Sub-base course:

Natural ground.

SHED BASE/BIN STORE BASE

(Scale 1:20)

A393 reinforcement to be provided with 50mm
cover to bottom.

150mm min DoT Type 1/Type 2 granular material
or other material meeting above grading
requirements.

Treds formed using 300x300x50

precast concrete paving slab (grey)

Risers formed using 50x150

precast concrete edgings (EF)

Min 100mm GEN3 concrete bed

TYPICAL STEPS CONSTRUCTION

(Scale 1:20)

Note:

Handrails are required

where 3 or more steps

are located. (Refer to

plan GA)

30mm Sharp sand to BS 7533-3 Category II of

Annex D.

DoT Type 1 to clause 803 Table 8/2 MCHW1

Series 800 (See NHBC CBR Table 2)

60mm thick,  block pavers to BS6717 (90°

herringbone).

Surface course:

Bedding course:

(~) Sub-base course:

Crossfall varies

Single row of stretcher

bond parallel to kerb.

BLOCK PAVING CARRIAGEWAY OPTION

(PAVERS)

(FOR INFREQUENT COMMERCIAL VEHICLES)

(Scale 1:20)

150mm min sub-base

material under kerb.

Geotextile: Terram 1000

60mm thick AC10 Dense Bin 40/60.Bedding course:

 FOOTWAY CONSTRUCTION

(Scale 1:20)

20mm thick AC6 Dense Surf 100/150Surface course:

Binder course:

150mm (min). Type 1 granular material.Sub-base course:

50mm thick AC20 Dense Bin 40/60

60mm thick, AC 20 bin 100/150 to BS EN 13108-1

200mm DoT Type 1/Type 2 granular material or
other material meeting above grading
requirements.

30mm thick, AC 10 surf 40/60 to BS EN 13108-1

150mm thick, AC 40 bin 100/150 to BS EN
13108-1

Surface course:

Binder course:

Road-base course:

Sub-base course:

Natural ground.

Natural ground.

MACADAM CARRIAGEWAY OPTION
(Scale 1:20)

Sub-Soil:

Inverts formed using channel

pieces.

High strength concrete topping

to be brought up to a dense

smooth face neatly shaped and

finished to all branch

connections (min. thickness

20mm).

Construction joint.

Mortar haunching to manhole

cover and frame tio Clause

E6.7.

150mm concrete surround

Precast concrete chamber

sections and cover slab to be

bedded mortar, plastomeric or

elasomeric seal confiming to

BSEN1917 and BS5911-3. See

Clause 2.29.

Benching slope to be 1:10 and

1:30

The bottom precast manhole

ring to be built into base

concrete min 75mm.

Distance between top of pipe

and underside of precast

section to be minimum 50mm

to maximum 300mm.

600mm x 600mm clear

opening cover complying with

BSEN124 and BS7903.  See

Clause E2.32

TYPICAL MANHOLE DETAIL - TYPE 2

Maximum depth from cover level to pipe soffit 3.0m

(Scale 1:20)

500mm  minimum from edge of

stepping

Pipe joint with channel to be

located minimum 100mm inside

face of chamber.

See Figure B14 and Clause

E.6.2 for rocker pipe details.

Minimum width of benching

to be 225mm.

Minimum 2 courses of Class B

engineering bricks or precast

concrete cover frame seating

rings

Lifting eyes in concrete rings to

be pointed

Insitu concrete to be GEN3

(designed to BRE Special

Digest 1 Concrete in Agressive

Ground)

Chamber height not less  than

900mm

225mm to underside of

channel

GEN3 concrete base

Joint to be as close as possible

to face of manhole to permit

satisfactory joint and

subsequent movement.

Rocker pipe

Double Step rungs in

accordance with BS EN 13101.

See clause E2.33 for double

step details.

Minimum clear access 600mm

Self-cleaning toe holes to be

provided where channel

exceeds 600mm wide.

Max 675mm to first step rung

from cover level.

HB2 KERB

(Scale 1:10)

EF EDGING

(Scale 1:10)

BN KERB DETAIL

(Scale 1:10)

ALL FULL LENGTH PCC KERBS ARE TO BE MECHANICALLY HANDLED.

0-6mm @ Pedrestrian Crossing

20-25mm @ Vehicular Crossing

CS2 CHANNEL DETAIL

(Scale 1:10)

PRIVATE KERB DETAILS

1000 width

GRANITE SETT RUMBLE STRIP

SECTION

(1:10)

5
0

5
0

50

150

Edge Detail A:

Flexible Surface

Edge Detail B:

Block Paving

2
0
0

1
5
0

150

1
0
0

All joints to be pointed

with Class 12 mortar to EN

998-2:2003

0-6mm upstand

Channel kerb top

ST4 Concrete

NOTES

1. Do not scale from this drawing.

2. Kerbs to be butt jointed. Where kerb alignments incur 'minor open joint tapers'

between formed surfaces mortar jointing shall be used as directed by Highway

Inspector.

3. All full length PCC kerbs are to be mechanically handled.

4. All precast concrete Kerbs & Edgings shall be to BS EN 1340 & laid to BS 7533-6.

5. All setts of natural stone shall be to BS EN 1342 & laid to BS 7533-7.

6. All Kerbs & Edgings bed & backing forming rumble strip to be Concrete Class ST4

(C16/20),  well compacted. Unless otherwise stated this shall be a minimum bed

thickness of 150mm.

7. The minimum length of any cut kerb shall be 450mm (Half kerb).

8. The correct radius kerbs shall be used for all radii of 12m or less. For radii between

12m and 20m 600mm long straight units shall be used. Radius kerbs shall be used

to form corners of laybys and tapers.

9. The correct transition kerbs shall be used for all drop kerb and upstand variation

locations.

10. The correct quadrant kerbs shall be used to form corners of square areas and

refuge islands. Cut quadrants are permissible.

11. Full height kerb upstand shall be 125mm unless otherwise agreed by client.

12. Drop kerb upstand shall be 0-6mm for pedestrian crossings, 25mm for vehicular

crossings.
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1. This drawing is to be read in conjunction with all other RGP drawings, and with

all relevant Architect's and Engineer's drawings and specification. Any

discrepancies found are to be reported immediately to the Engineer.

2. RGP accepts no responsibility for inaccuracies in data provided by third

parties such as topographic surveys or Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions are in

millimeters unless noted otherwise and all levels are in metres from the

topographic survey datum.

4. Any information given regarding existing underground services is given in

good faith after consultation with the relevant authority, however accuracy is

not certain. The main contractor is responsible for checking all information on

site prior to work commencing and taking due care whilst undertaking the

works.

5. All dimensions to be checked on site.  All details and dimensions relating to

sub-contractors work must be checked and agreed between the

sub-contractor or supplier and the general contractor.

6. The electronic information from this drawing can not be guaranteed as

dimensionally drawn exact. Figured dimensions must be used for setting out

and detailing.  RGP logos and company information must be removed from

copies if information is re-used.

7. The main contractor is responsible for the design of all temporary works, and

is also responsible for the safe maintenance and stability of existing buildings

at all times.

8. The main contractor is responsible for dealing with all occurrences of ground

water during the construction period.

9. The contractor must comply with all current legislation relating to health &

safety.

10. All products specified shall be installed in strict accordance with the

manufacturers recommendations and instructions.  If there are discrepancies

between that information and the details on any RGP drawings, the

manufacturers instructions must be used.

DRAINAGE NOTES:

1. All drainage works to be constructed in strict accordance with specification of

the local authority, building regulations, sewers for adoption, BS8301 &

BSEN.752-1.

2. For location and setting out of building drainage points refer to architects

drawings.

3. All pipe runs near buildings to comply with the building regulations 2002 Part

H1. Where a pipe is within 1m of a foundation the trench shall be filled with

class GEN3 concrete up to the lowest level of the foundation. Where the

trench is further than 1m from the foundation, the trench shall be filled with

class GEN3 concrete to a level below the lowest level for the foundation equal

to the distance from the foundation less 150mm. In both cases the pipe shall

be bedded and surrounded in 150mm thick class GEN3 concrete.

4. Where pipes, external to the structures, have a depth to soffit from ground

level of less than 450mm they shall have a class GEN3 concrete encasement

(150mm thick).

5. Where a pipe, under a carriageway, has a depth of cover of less than 1.2m

the pipe shall be laid with a concrete bed and surround.

6. In any circumstances where pipes are bedded and surrounded in concrete

flexible joints should be provided. Compressible boards (fibreboard or

polystyrene) shall be provided at a maximum of 8m centres (coinciding with

pipe joints). The boards shall be pre-cut to pipe diameter and to a height and

width equal to the concrete cross section. A board thickness of 18mm for

pipes up to 450mm nominal diameter and 36mm for pipes over 450mm

nominal diameter.

7. All private building drainage shall be constructed in strict accordance with

BSEN.752-1. unless otherwise specified building drainage shall be 100mm

diameter and shall be laid at a minimum gradient of (<1l/s = 1 in 40/>1l/s = 1 in

80) for foul drains and 1 in 80 for surface water drains.

8.  All pipes, bends and junction for private building drainage  shall be upvc

conforming to BS4660 and BS5481 as appropriate and shall be laid in

accordance with the manufacturer's specification.

9. All gully connections other than at manholes to be 'y' junctions.  All road gully

connections to be 150mm diameter.

10. All stub stacks to be fitted with air admittance valves where branch drain

exceeds 12m except at the head of the run. Soil vent pipes located at the head

of a run to terminate to fresh air.

11. All connections to be soffit to soffit unless otherwise noted.

12. All concrete and concrete products to be in accordance with BRE 363 for

sulphates.

13. The locations and sizes of all svps and rwps shall be cross referenced against

the architects drawings during setting out.

14. The precise depth and location and size of existing pipes or manholes where

connections or diversion are proposed must be confirmed and reported to the

engineer prior to commencement.
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AutoCAD SHX Text
CLASS GEN1 CONCRETE BED AND BACKNG, MIN 100MM THICK.

AutoCAD SHX Text
TYPE EF EDGING TO BS EN 1340

AutoCAD SHX Text
CLASS GEN1 CONCRETE BED AND BACKING

AutoCAD SHX Text
HB2 KERB TO  BS EN 1340

AutoCAD SHX Text
UNLESS OTHERWISE STATED ALL HB2 KERBS SHALL HAVE A 125MM UPSTAND FROM THE CARRIAGEWAY

AutoCAD SHX Text
75 X 25 MIN SHEAR KEY

AutoCAD SHX Text
UNLESS OTHERWISE STATED ALL BN KERBS SHALL HAVE A 25MM UPSTAND FROM THE CARRIAGEWAY AT VEHICLE CROSSOVERS AND SHALL BE FLUSH AT PEDESTRIAN CROSSINGS.

AutoCAD SHX Text
TYPE BN KERB TO  BS EN 1340

AutoCAD SHX Text
CLASS GEN1 CONCRETE  BED AND BACKING.

AutoCAD SHX Text
EF EDGING TO BE LAID CONTINUOUSLY ALONG THE BACK EDGE OF FOOTWAYS AND VERGES TO DEMARC THE HIGHWAY BOUNDARY

AutoCAD SHX Text
Finished road level

AutoCAD SHX Text
Concrete Class GEN1 bed and backing bed and backing

AutoCAD SHX Text
Precast concrete channel kerb to BS 7263 (Hydraulically pressed)
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