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remove existing patio doors

and provide new bi-fold

doors to clients approval

existing swimming pool walls to be clad externally with

breather membrane, 38x50mm treated vertical battens

at 400mm ccs and cladding to clients approval.  Provide

10mm continuous vent (with insect mesh) at head and

base of the cladding

existing external walls to

swimming pool building

to be either injected with

blown insulation or the

walls lined with insulated

backed plasterboard

and skim

new internal timber stud

walls with 50x75 timber

studs, 70mm acoustic

mineral wool between

the studs.  Line either

side with ply and

p/board and skim

new glazed doors with

side glazed panels to

clients approval

roof lantern

provide 30 l.s extract fan

to Kitchenette/Utility

room

provide 15 l.s

extract fan to

Bathroom

block up

opening and

make good

maintain cavities to

all wall abutments

builder to check

walls are non

load bearing

prior to removal.

make good all

after removal

form new

opening and

make good

new gulley

new

SVP

rwp

existing roof structure to be

exposed for struct eng inspection

to allow trimming for new roof

lanterns to be designed

replace existing

window with d/g

upvc window

existing evergreen hedge to be trimmed to

allow extension to be constructed

form steps down

into extension.

steps to be

formed with

timber

renew patio to the front of the extension, re-using

the existing patio slabs

S

S

S

provide mains operated (with

battery back up) interlinked

smoke/heat detection to the

positions shown.  Detection

system to be linked to any

existing detectors within the

existing dwelling

new

rwp

new

rwp

any defective/rotten timbers to the

existing structure to be removed and

replaced.  All areas to be made good
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to suit

approx

420

2800 440 1400 440 2800

to suit

approx

472

910

Section AA - 1:50 Section BB - 1:50

roofing membrane to clients approval on 22mm water

resistant flat roof decking on 50mm celotex, on 1:60

timber firring pieces. on 47x125 flat roof joists at 400mm

ccs.  Provide an additional 100mm celotex between the

flat roof joists, pushed up tight to the upper layer of

insulation with the perimeter of the boards sealed with

mastic.  To the ceiling provide 500g vcl p/board and skim

extend the wall

insulation up to abut

the flat roof insulation

upvc eaves and rw

goods

bricks to clients approval

on dense concrete blocks,

100mm cavity fully filled

with dri-therm insulation,

100mm insulating blocks

dpc 150mm above GL

low level lean mix

concrete with top

splayed out

Ground floor to consist of clients selected

floor finish on 75mm screed on 500g vcl, on

100mm celotex insulation, on 1200g dpm, on

beam and block floor.  Beam and block floor

to be designed by the floor manufacturer.

Provide dpc above and below the floor beam

bearings.  Provide 150mm void below the

floor with 65x215 plastic air bricks to external

and internal sub floor walls at 1.8m ccs.

Provide 600mm concrete trench fill foundations (450mm wide to internal

foundations) to a min depth of 1m.  Actual depth of foundations to suit the

subsoil conditions, NHBC Table 4.2, a min 150mm below any drainage within

3m and to Building Control approval.  prior to commencement the builder is

to excavate a trial hole to ascertain the soil type and for building control

inspection. If a clay sub soil is encountered the foundations may need to be

in the region of 2.5m deep (with 50mm clayboard to the inner face of the

foundation.  If piled or a raft foundation are required a structural engineer will

need to design the foundations.  Structural engineer to design the strip

foundations alongside the wells

100mm ducts within the

existing floor construction to

terminate at air bricks (with

telescopic ventilators and

cavity trays over) to vent

the swimming pool void

To the existing swimming pool provide a new

suspended concrete beam and block floor

supported on the existing walls of the

swimming pool.  Provide 75mm screed, 500g

vcl, ,100mm celotex, 1200g dpm (fully lapped

with existing membranes) beam and block

floor.  Beam and block floor to be designed

by the floor manufacturer.  Provide dpc

above and below the floor beam bearings

Existing walls of swimming

pool to be injected with

cavity wall insulation or lined

internally with insulated

backed plasterboard

To the facade of the

swimming pool building

provide breather

membrane, treated

vertical 38x50 timber

battens and cladding to

the clients approval.

Provide 10mm ventilation

gap (with insect mesh) at

the head and base of the

cladding

renew the capping to

the parapet wall, with

a aluminium profile to

match the extension

remove the existing membrane to the swimming pool roof.

Provide new 100mm celotex warm deck roofing over the

existing firrings, with 22mm water resistant decking over, then

membrane to clients approval.  structural engineer to detail the

trimming to the roof windows in the swimming pool roof
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The drawings, details and specifications are soley for

the purpose of seeking Planning and Building

Regulation approvals.  They are not intended as a

specification of works, and PMG Ltd accepts no

liability should they be used in this manner.

Drawing to be read in conjunction with specification,

details notes and any specialist design elements.

Any works carried out prior to approval are done so at

the clients/builders own risk.

The contractor is responsible for checking all scaled

and stated dimensions prior to commencement on

site.  The length of all structural elements are to be

checked on site prior to placing orders.

The builder is to expose any existing structural

elements (foundations, walls, lintels, floors, beams,

roofs etc) which are accepting additional loads for

Building Control and client approval prior to

commencement.

This drawing is the copyright of PMG Ltd and must

not be copied, reproduced or replicated in any way

without prior consent.  These drawings and other

documents are not tranferrable by use y any other

person.

Any boundaries shown on the plan are their assumed

location/line.  No works to project over the boundary

line.

Client is resolve all matters relating to the Party Wall

etc Act 1996 prior to commencing building works
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