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PURBROOK WAY CULVERT UPGRADE
GENERAL ARRANGEMENT

HAVANT THICKET RESERVOIR

03/05/24 AS SHOWN 01 01

HTR-WAB-PI-W5-DR-T-0003

APPROVED FOR DETAILED DESIGN A4

P01
S4 RD BP BC PLANNING SUBMISSION 18/05/23

P02
S4 JT BP BC DUAL PIPELINE OPTION 14/09/2023

P03
A4 BPa BP BC PLANNING VERSION 03/05/24

ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE STATED
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Notes:

1. ALL LEVELS ARE DEFINED IN METRES ABOVE ORDNANCE
DATUM.

ABBREVIATIONS:
ID = INNER DIAMETER
LVL = LEVEL
OD = OUTER DIAMETER
RC = REINFORCED CONCRETE
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RESERVOIR RETURN PIPELINE SECTION P5
(DN1200 DUCTILE IRON PIPES WITHIN 1650 ID /
2050 OD RC JACKING PIPES). FOR CONTINUATION
SEE HTR-WAB-PI-P5-DR-T-0001.
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RESERVOIR FILL PIPELINE SECTION P5 (DN1000
DUCTILE IRON PIPES WITHIN 1500 ID / 1866 OD RC
JACKING PIPES). FOR CONTINUATION SEE
HTR-WAB-PI-P5-DR-T-0001.
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