( DO NOT SCALE OFF THIS DRAWING
— 600mm x 750mm cover

Cover to comply with clause slab openin Cover to comply with clause E2.32. GENERAL NOTES:
E2.32. 600mm x 600mm clear pening 600mm x 600mm clear opening Min 2, max 4 courses of Class B 1. All dimensions to be checked on site. All details and dimensions relating to
opening engineering bricks, concrete blocks sub-Contractors work must be checked and agreed between the sub-Contractor or supplier
Min 2, max 4 courses . or precast concretecover frame and the general Contractor.
Mortar haunching of Class B engineering Mortar haunching — 600mm x 600mm clear seating rings 2. This drawing is to be read in conjunction with ll relevant Architect's and Engineer's
to cover and frame to bricks, or precast concrete cover to cover and frame drawings and specification.
' p . to Clause E6.7 access 3. The main Contractor is responsible for ensuring the stability of the structure whilst the
clause E6.7 frame seating rings ' works are in progress.
4. Any information given regarding existing underground services is given in good faith
Ground Level Ground level after consultation with the relevant authority. No liability is accepted by the Consultant and
X L{ }J the main Contractor is responsible for obtaining and checking all information and taking
L‘ }J 4 due care and attention whilst undertaking the works.
! CDM 2015 RESIDUAL RISKS
1. All areas of live traffic and pedestrian movements shall be subject to appropriate traffic
management barriers and signs.
| | / 2. Access points onto live public highway.
. 3. Unauthorised access to the site must be prevented at all times
L Precast concrete slab complying 4. Existing road drainage to be maintained.
1200 with E2.30 g 5. Be aware of possible live drainage flows and foul effluent during construction.
Min 900 The Contractor shall assess and implement a safe working system and equipment (PPE)
as necessary.
675 mm max from cover —
,rl | / to first step The above residual risks are for non-standard hazards. It is assumed that a
Precast concrete slab ) competent contractor familiar with the construction of this type of work will be
complying with E2.30 | Precast concrete chamber sections . o appointed who will be aware of the standard hazards.
7 — o] complying with Clause E2.29 jointed 1220mm x 685mm multiple ductile iron cover. Cover to
' - | with elastomeric or plastomeric seals Mortar haunching comply with Clause E2.32
Precast concrete chamber sections Selected as dug backfil / to cover and frame
/" complying with Clause E2.29 jointed % — See sched C to Clause E6.7
- . . - with elastomeric or plastomeric seals Lifting eyes in concrete rings ———~~ ¢e schedule =
Lifting eyes in congrt:]te rings 230 to be pointed with mortar L §
to be pointed with mortar | GEN 3 concrete J | | L
/ surround 150mm thick /T_l_r[ LI_L\
] £ Polypropylene encapsulated — complying with E4.1 and BRE Brickwork or concrete blocks
= Special Digest 1 to be corbelled (maximum 30mm
Galvanised ms ladder 675 max See schedule § ms double step rungs per course) to suit cover
from cover to first rung N —— | . — Precast concrete chamber sections
GEN 3 concrete complying with Clause E2.29 jointed
. ; ; ; Benching slope to be 1:10 to 1:30. with elastomeric or plastomeric seals.
. surround 150mm thick :Iglf(l Strsn%th coEcrete tOdpplng, min 23 500 Min 295 Min / Bt up min 75 abiove base of - 3s0m i enairite i
Selected as dug backfil / > complying with E4.1 and BRE thick to be brought up to dense smoot ‘ + sect ' . .
Special Digest 1 face neatly shaped and finished to all precast section. High strength concrete topping, min 20 —._| See manhole Schedule
branch connections.To comply with > = thick to be brought up to dense smooth Benching slope to be
500 i — ' o1 clauses E4.3 and E6.5 /4__ S I S Distance between top of pipe and fa(ge ne?‘tly shapc;d an$ flnlshetlj to ?rlll 110 0 130,
High strength concrete topping, min 20—~ ! : / Bepchmg §Iope to be 1:10 to 1:30. underside of PC chamber to be min 50mm ranch connections. 10 comply wi /
thick to be brought up to dense smooth Built up min .75mm above base of and max 300mm clauses E4.3 and E6.5
face neatly shaped and finished to all precast section.
branch connections.To comply with Construction joint ——
clauses E4.3 and E6.5 I Di , , o 225mm to
_o— Distance between top of pipe and underside \ underside of channel
of PC chamber to be min 50mm and max Inverts to be formed _
300mm using channel pieces | ‘
. GEN 3 concrete base complying with _ .
% 225mm to underside of E4.1 and BRE Special Digest 1 150mm min —+ 225mm to barrel of pipe
Construction joint s channel I~
GEN 3 concrete base complying with o
Inverts to be formed using E4.1 and BRE Special Digest 1 GEN 3 concrete base complying with
channel pieces E4.1 and BRE Special Digest 1
Rocker pipe ‘
Rocker pipe
<>‘/\
Joint to be as close as practical to face ‘
of manhole to permit satisfactory jointing \ ‘ | |
and subsequent movement Joint to be as close as practical —
| to faz:tgfgz:igro.lsi;%rfe;mng \ Internal dimension of manhole normally ‘
- Pipe joint with channel to be located min subse ue}rlltj move%nent | ! | 1350mm but manhole diameter should !
Ladd lying with ] 100mm inside face of chamber ‘ be increased for pipes larger than .
adaer C()2mp ying wi — . 450mm diameter to give 225mm ) / Rocker pipe
Clause E2.37 ! benching in accordance with B5.2.29
| Minimum width of benching for
Rocker pipe landing area to be 450mm between ! : :
! steps and channels.
T (. I
- | ) SN ) Rocker pipe Minimum 450mm from
'\K edge of stepping
i i ‘\"j
Double step rungs complying [ -
Minimum width of benching for ! with Clause E2.33 B
landing area to be 450mm between Minimum width
ladder and channels. See Clause | of benching 225mm
B5.2.29 Double step rungs complying
| with Clause E2.33 Revision History
Opening to be located centrally over | Min width of benching to be 225mm ;o ‘ Rev Comment By [Chkd[Appr] Date
900mm shaft & offset approx 200mm ! / A
for 1200mm /
dia shaft with ladder. [ ] /
N Pipe joint with channel
VO\ ' topbejlocated min 100 I | P01 | PRELIMINARY ISSUE 23/09/2024
‘ Rocker pipe inside face of chamber ‘ Joint to be as close as practical CumentRevision SK | SK | S8
e~ ‘ / to face of manhole to permit P02 [ ISSUED FOR APPROVAL [ SK | PR | SB | 06/11/2024
' satisfactory jointing and
. subsequent movement
Rocker pipe FOR APPROVAL

FIGB 24 - TYPE A1 MANHOLE - PLAN FIGB10 - TYPE B MANHOLE - PLAN FIGB15 - TYPE C MANHOLE - PLAN

BLOOR HOMES

DEPTH TO SOFFIT: 3.0m to 6.0m DEPTH TO SOFFIT: 1.5m to 3.0m DEPTH TO SOFFIT: LESS THAN 1.5m
SEE SCHEDULE FOR DIMENSIONS AND GA FOR CONNECTIONS SEE SCHEDULE FOR DIMENSIONS AND GA FOR CONNECTIONS SEE SCHEDULE FOR DIMENSIONS AND GA FOR CONNECTIONS 1 Paris Garden
London
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