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P04

PIPELINE CROSS SECTION

DETAILS

HAVANT THICKET RESERVOIR

03/05/2024 1:20 01 01

HTR-WAB-PI-ZZ-DR-W-0006

APPROVED FOR DETAILED DESIGN A4

P02

S4

JT BP BC DUAL PIPELINE OPTION 14/09/23

P03

S4

JT BP BC INLET PIPELINE UPSIZING + REDUCE FARL. PIPE SIZE 11/01/24

P04

A4

JT BP BC PLANNING VERSION 03/05/24

1. PIPE EMBEDMENT DESIGN TO BS EN 1295. EMBEDMENT

AND BACKFILLING DETAILS SHALL BE IN ACCORDANCE

WITH CESWI 7th AND WIS 4-08-02.

2. PIPES SHALL BE LAID ON A BEDDING MATERIAL WHICH

WILL PROVIDE EVEN CONTINUOUS SUPPORT. JOINT

HOLES SHALL BE FORMED IN THE BEDDING MATERIAL

TO ENSURE THAT EACH PIPE IS UNIFORMLY

SUPPORTED THROUGHOUT THE LENGTH OF ITS

BARREL AND TO ENABLE THE JOINT TO BE MADE.

3. MARKER TAPE SHALL BE PLACED 300mm ABOVE PIPE

CROWN.

4. COMPACTION PLANT USED SHALL BE APPROPRIATE

FOR USE IN LIMITED ACCESS WIDTHS BETWEEN PIPE

AND TRENCH WALL.

5. BACKFILL SHALL BE PLACED IN LAYERS NOT MORE

THAN 100mm AND NOT LESS THAN 75mm THICK AND

COMPACTED.

6. BACKFILL MATERIAL SHALL COMPLY WITH CLASS A TO

D OF THE HAUC SPECIFICATION.

7. MATERIALS SUBJECT TO FROST HEAVE SHALL NOT BE

USED WITHIN 450mm OF THE SURFACE.

8. REINSTATEMENT TO HAUC SPECIFICATION.

9. TOPSOIL AND SUBSOIL SHALL BE STRIPPED

SEPARATELY REGARDLESS OF THICKNESS, STORED

SEPARATELY AND REINSTATED SEPARATELY TO

ORIGINAL LEVELS.

10. WHERE GRANULAR BED UTILIZED, CLAY STANKS ARE

TO BE PLACED AT MIN 50m INTERVALS. THESE ARE TO

BE 500mm IN LENGTH, EXTEND BETWEEN THE TRENCH

SIDES AND FROM TRENCH BOTTOM TO TOP LEVEL OF

GRANULAR BED.

11. FOR RELATIVE POSITIONING OF FILL AND RETURN

PIPELINES IN TUNNELLED SECTIONS OF THE ROUTE,

SEE PLAN AND LONGSECTION DRAWINGS

12. PIPELINE INSTALLED ON SPIDERS WITHIN TUNNEL

SECTIONS (NOT SHOWN)

ID = INNER DIAMETER

OD = OUTER DIAMETER

ROUTE SECTION P2 AND P9

OPEN CUT

SCALE 1:20

SCALE 1:20

0 0.8 2 m1.60.4 1.2

RETURN PIPELINE

TUNNELLED SECTIONS

SCALE 1:20

FILL PIPELINE TUNNELLED

SECTIONS

SCALE 1:20

BEDHAMPTON OVERLAND

PIPEWORK

SCALE 1:20

BEDHAMPTON OVERLAND PIPEWORK WITH

FARLINGTON CONNECTION PIPE

SCALE 1:20
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