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DUNSBURY WAY CULVERT UPGRADE
GENERAL ARRANGEMENT

HAVANT THICKET RESERVOIR

03/05/24 AS SHOWN 01 01

HTR-WAB-PI-W6-DR-T-0003

APPROVED FOR DETAILED DESIGN A4

P01
S4 RD BP BC PLANNING SUBMISSION 18/05/23

P02
S4 JT BP BC DUAL PIPELINE OPTION 14/09/23

P03
A4 BPa BP BC PLANNING VERSION 03/05/24

ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE STATED

SCALE 1:50
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PLAN
SCALE 1:100

Notes:

1. ALL LEVELS ARE DEFINED IN METRES ABOVE ORDNANCE
DATUM.

ABBREVIATIONS:
LVL = LEVEL
ID = INNER DIAMETER
OD = OUTER DIAMETER
RC = REINFORCED CONCRETE

SECTION A-A
SCALE 1:100

VIEW B-B
SCALE 1:50

VIEW C-C
SCALE 1:50
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INLET SCREEN AND MESH
WALKWAY TO MATCH EXISTING.
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NEW Ø1200
CONCRETE PIPE

EXISTING PIPE

EXISTING BURIED DRAINAGE PIPE
TO OUTFALL INTO NEW HEADWALL

NEW OUTLET HEADWALL
TO REPLACE EXISTING

RIP-RAP TO TRANSITION TO
EXISTING DOWNSTREAM CHANNEL

NEW INLET HEADWALL
ADJACENT TO EXISTING

EXISTING HEADWALL

CHANNEL TO BE WIDENED
UPSTREAM OF NEW CULVERT
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BELOW GROUND DETAILS OF
EXISTING STRUCTURE UNKNOWNINLET SCREEN TO

MATCH EXISTING

LOCAL GROUND
PROFILING AS REQUIRED

EXISTING STRUCTURE AND
HANDRAILING TO BE MODIFIED
TO SUIT IF REQUIRED
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LOCAL GROUND
PROFILING AS REQUIRED

LOCAL GROUND
PROFILING AS

REQUIRED

EXISTING PIPE

EXISTING OUTLET STRUCTURE
TO BE DEMOLISHED

NEW OUTLET
HEADWALL TO

REPLACE EXISTING

NEW Ø1200
CONCRETE PIPE

RIP-RAP (D50 = 200)

EXISTING ACCESS
TRACK TO BE RETAINED

EXISTING BOLLARD AND REFUGE ISLAND TO
BE TEMPORARILY REMOVED DURING

CONSTRUCTION IF NEEDED AND REPLACED

EXISTING ACCESS STAIRS REMOVED
FOR NEW HEADWALL, REPLACEMENT

STAIRS MAY BE REQUIRED.

FOR CONTINUATION OF SECTION  P6

SEE HTR-WAB-PI-P6-T-0001
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EXISTING SPEED BUMP TO BE TEMPORARILY
REMOVED DURING CONSTRUCTION

B

CATEGORY B TREE. REMOVAL
MAY BE REQUIRED.
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KEY PLAN
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EXISTING BURIED CULVERT

NEW BURIED CULVERT

RESERVOIR PIPELINE SHAFT W6
(SEE HTR-WAB-PI-W6-DR-T-0002)

RESERVOIR PIPELINES SECTION P6: FILL
(DN1000 DUCTILE IRON PIPES WITHIN 1500 ID /
1866 OD RC JACKING PIPES) AND RETURN
(DN1200 DUCTILE IRON PIPES WITHIN 1650 ID /
2050 OD RC JACKING PIPES)

RESERVOIR PIPELINES SECTION P7: FILL (DN1000
DUCTILE IRON PIPES WITHIN 1500 ID / 1866 OD RC

JACKING PIPES) AND RETURN (DN1200 DUCTILE IRON
PIPES WITHIN 1650 ID / 2050 OD RC JACKING PIPES)
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