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1 Abbreviations and Definitions 

Client  = Portsmouth Water Limited 

Contractor = Ward and Burke Construction Limited 

CMP  = Communications Management Plan 

CSFs  = Critical Success Factors  

EA  = Environment Agency 

HTR MPW = Havant Thicket Reservoir Main Pipeline Works  

HTR MRW = Havant Thicket Reservoir Main Reservoir Works 

NR  = Network Rail 

OCI  = Optimised Contractor Involvement 

PW  = Portsmouth Water Limited 

RAMS  = Risk Assessment / Method Statement 

REAC  = Register of Environmental Actions and Commitments 

SPZ1  = Source Protection Zone 1 

SWS  = Southern Water Services 

WBCL  = Ward and Burke Construction Limited 
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2 Introduction 

1. The objective of the Havant Thicket Reservoir Project is to provide a new resource to supply drinking water in 

the water-stressed Southeast of England, while maximising the community and environmental benefits of a new 

raw water reservoir. 

2. Ward and Burke Construction Limited (WBCL) have been appointed by Portsmouth Water Limited (PW) to 

design, construct, and commission a new pipeline connecting Bedhampton Pumping Station to Havant Thicket 

Reservoir, including an emergency discharge structure at the Hermitage Stream, culvert upgrades and an Under 

Track Crossing. 

3. The pipeline corridor extends from the Portsmouth Water pumping station at the Bedhampton works, 

northwards to the proposed control house within the reservoir site. It passes through the Leigh Park Estate 

under local roads and open spaces. The corridor also runs north along the Hermitage Stream before turning 

North-East and broadly following the Riders Lane Stream towards the reservoir site. The Southernmost point of 

the pipeline is located approximately 1 km north of Chichester Harbour and Langstone Harbour, which are 

Special Protected Areas (SPA) and Solent Maritime Special Area for Conservation (SAC).  

4. A combination of open cut and micro-tunnelling techniques will be used for the construction of the pipeline. 

Open cut techniques will take place in two locations: the council playing fields adjacent to Havant Rugby Club; 

and land in the South-West of Staunton Country Park. Micro-tunnelling will be used for the remainder of the 

pipeline construction facilitated by eight construction shafts and the emergency discharge chamber.  

2.1 Works Background 

5. Portsmouth Water have outlined seven strategic drivers for this project to ensure continued focus on meeting 

the Project’s objectives. These project drivers are:  

• Quality: Quality in procurement, design and delivery to deliver an exemplar project to serve Customers in 

the short, medium and long term,   

• Timeliness: In service and operating by 2029 to support a major bulk transfer to Southern Water,   

• Innovation: Develop best practice in the largest new reservoir project in the southeast for decades. Capture 

learning from companies working in partnership to deliver better value for Customers,  

• Flexibility: Create a project that offers multiple uses and enables Portsmouth Water to be a strategic water 

supplier for the South over the medium and long term,   

• Responsibility: Realise and build upon our health, safety and well-being goals,  

• Connectivity: Positive connection for all stakeholders – Customers, the local community, regulators, staff, 

contractors, shareholders, commercial partners, environmental groups and individuals with a passion for the 

environment, and  

• Environment: A positive contribution to local and internationally important habitats. Direct support for 

Government's objective to reduce the damaging abstraction of water from rivers.  

2.2 Scope of Document 

6. This Emergency Flood Plan (EFP) is in support of a planning application for a revised pipeline scheme between 

the Havant Thicket Reservoir and Bedhampton springs and pumping station.  Following outline approval of a 

pipeline scheme in October 2021 (Havant Borough Council ref. APP/20/00991), a new pipeline route and design 

have been identified, which needs a new planning approval. There has also been a change in approach to deliver 

additional resilience to the water network, with an additional pipe now being proposed. The new water pipes 
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would be installed inside two adjacent tunnels which would be constructed concurrently to ensure maximum 

efficiency is achieved, with construction programme durations, and subsequent disruption to residents 

minimised. 

7. The aim of this EFP is to reduce the risk to life, mitigate damage and enable a safe and organised evacuation of 

occupants of the premises during a flood event in the construction phase of the scheme. 

3 Objectives of Document 

• Raise awareness of the risk of flooding in Specified locations. 

• Detail the flood warnings and estimate what lead time is available.  

• Detail how the Plan is triggered, by who and when and define any areas of responsibility for those participating 

in the Plan.  

• Describe what actions are required by the people in the development and to establish safe access and egress 

routes to a safe location.  

• Outline the evacuation procedure and place of refuge for all personnel on site, taking into consideration 

individuals that may have restricted movement.  

• Establish procedures for implementing, monitoring, and maintaining the Plan.  

 

3.1 Legislation 

8. The National Planning Policy Framework 2023 (NPPF) sets out the Government’s planning policies for England, 

how they are to be applied and establishes a presumption in favour of sustainable development. The NPPF sets 

out that where development occurs in areas at risk of flooding that applications should be supported by site-

specific flood risk assessments and be subject to the Sequential and Exception tests. It states that “All plans 

should apply a sequential, risk-based approach to the location of development – taking into account all sources 

of flood risk and the current and future impacts of climate change – so as to avoid, where possible, flood risk to 

people and property” (Section 14. Paragraph 167). Further information on Planning and flood risk can be found 

under section 14 of the NPPF.   

4 Flood Risk 

9. Works associated with Shaft 1 are covered by the EFP specific for the reserved matter application (HTR-WAB-PI-

W1-HS-W-0003). 

10. Within the study area there are two Environment Agency defined main rivers, the Hermitage Stream, and Riders 

Lane Stream as seen in Figure 1. These rivers can be defined as the main fluvial flood risks for the works. The 

Nominal Tidal Limit (NTL) is at NGR SU 70511 06237 on the Hermitage Stream, just south of Meyrick Road. The 

Hermitage Stream flows over a weir at this point, after which it becomes a transitional waterbody, Langstone 

Harbour. The Hermitage Stream has an approximate catchment size of 20 km2, however 4.5 km2 of that area is 

attributed to the Riders Lane Stream catchment. The upper catchment of the Riders Lane Stream includes five 

ordinary watercourses, which are ephemeral in nature and often run dry. The Scheme Reservoir Site is located at 

the end of Riders Lane Stream within a Shallow valley located between the residential settlements of Leigh Park 

and Rowlands Castle and is at risk of fluvial flooding from streams entering the reservoir and from rainwater. 

Langstone Harbour poses a threat of tidal flooding but is highly unlikely. 
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11. The introduction of new hard standing areas for construction work compounds for the pipeline scheme poses a 

threat of surface water flooding. 

 
Figure 1 - Scheme Overview 
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4.1 Flood Zones 

12. The Environment Agency has characterised areas into different flood zones. These flood zones are used by the 
NPPF in determining the appropriateness of proposed developments when considering flood risk. These flood 
zones are defined in table 1. 

Flood Zone Definition  

Flood Zone 1: Low Probability 
 

Land where the annual chance of flooding is lower than 
0.1% for either fluvial or sea flooding. 

Flood Zone 2: Medium Probability Land where the annual chance of flooding is between 
0.1 and 1.0% for fluvial flooding. Or land where the 
annual chance of flooding is between 0.1 and 0.5% for 
flooding from the sea. 

Flood Zone 3a: High Probability 
 

Land where the annual chance of flooding is 1.0% or 
greater for fluvial flooding. Or, land where the annual 
chance of flooding is 0.5% or greater for flooding from 
the sea. 

Flood Zone 3b: Functional Floodplain 
 

Land where water has to flow or be stored in times of 
flooding. The identification of functional floodplain 
should take account of local circumstances and not be 
defined solely on rigid probability parameters. Local 
planning authorities identify in their Strategic Flood Risk 
Assessments areas of functional floodplain and its 
boundaries accordingly, in agreement with the 
Environment Agency. Functional floodplain will 
normally comprise: Land where the annual chance of 
flooding is 3.3% or greater for fluvial. Or, land that is 
designed to flood, even if it would only flood in more 
extreme events 

Table 1 - EA Flood zones 

13. A Flood Risk Assessment (HTR-ATK-XX-XX-RP-Z-0042) was carried out in 2020 in support of the 2020 planning 
application for the Havant Thicket Reservoir Project. Since then, a Flood Risk Assessment Addendum (HTR-SWE-
PI-XX-RP-C-0001) has been carried out in support for the revised dual pipeline planning application. 

14. A total of six of the eight construction compounds are within 1% of the Annual Exceedance Probability (AEP) (e.g. 
1% AEP has a 1 in 100 chance of flooding occurring in any given year) which results in the areas being within the 
Flood Zone 3 extent. Table 2 below outlines the compounds in the 1% AEP extent. From the table, shafts 
1,3,4,5,6, and 8 lie within the 1% AEP. An Emergency Flood Plan has been produced for Compound 1 within the 
Reserved Matters Application for Shaft 1 works. 
 

Construction 
Compound number 

Compound Area 
(m2) 

Area of Compound 
in 1% AEP Exent 
(m2) 

% Compound in 1% 
of AEP Extent 

1 48,000 760 1.6 

2 30,000 0 0 

3 10,000 100 1 

4 8,000 1,000 12.5 

5 6,000 230 3.84 

6 2,300 110 4.8 

7 4,000 0 0 

8 60,000 120 0.2 
Table 2- Construction Compounds 
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Figure 2 - Compound Locations 

15. From Figure 2, it is evident that Hermitage Stream and Riders Lane pose the greatest fluvial flood risk across the 
scheme. 

16. For each compound location within the 1% AEP, a drawing of the compound setup and an emergency evacuation 
route from the shafts is provided in Appendix B. 
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4.2 Flood Warnings 

17. The Gov.UK Flood Warning Service1 provides real-time flood warning information in designated Flood 

Warning Areas2. Flood Warning Areas are geographical areas where flooding from rivers, the sea and 

in some areas, groundwater, are expected to occur. The Gov.UK Flood Warning Areas within Havant is 

shown in Figure 3. The Havant Thicket Reservoir (HTR) pipeline construction boundary passes through 

the flood warning service areas in a number of locations. 
 

 

Figure 3 Gov.UK Flood Warning Area within Havant 

 

18. The main sources of flood risk in the Havant area are tidal and fluvial which originate from the 

Hermitage Stream and Riders Lane Stream and Langstone Harbour respectively. The construction 

site lies within two separate Flood Warning Areas: 

 
1 https://www.gov.uk/sign-up-for-flood-warnings 
 
2   https://environment.data.gov.uk/dataset/87e5d78f-d465-11e4-9343-f0def148f590 

https://www.gov.uk/sign-up-for-flood-warnings
https://environment.data.gov.uk/dataset/87e5d78f-d465-11e4-9343-f0def148f590


 

April 2024 
  

 

WB-1205-02 (Rev:0) 11 
 

 

• Fluvial – Hermitage Stream 

• Tidal – Langstone Harbour 

 

19. The fluvial Flood Warning Area for Havant generally follows the Flood Zone 2 boundary3. It should be 

noted, the Flood Warning Area extends to Purbrook Way on the Riders Lane Stream. In the unlikely 

event a flood occurs upstream of Purbrook Way and nowhere else on the construction site, W&B 

might not be notified via the Flood Warning Service. Figure 4 shows the Flood Warning Area along the 

Riders Lane Stream (Note the area extends up to Purbrook Way). 

 
Figure 4 - Fluvial flood Warning Area along Riders Lane Stream 

 
3 https://flood-map-for-planning.service.gov.uk/ 

https://flood-map-for-planning.service.gov.uk/
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Figure 5 - Flood Warning Area along the Hermitage Stream. 
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Figure 6 - Tidal Flood Warning Area in Langstone Harbour 

20. W&B will subscribe to the free Flood Warning Service via online or by calling Floodline on 03459881188. This will 
provide up to date information to the site management team on the potential risk of flooding within the area 
covered by the service. Upon calling Floodline, the site management team will provide the dial codes listed 
below for the relevant area: 

• Hermitage Stream, Fluvial- Dial code 316012  

• Portsmouth Harbour, Tidal- Dial code 316146  
21. The EA operate a flood forecasting and warning service in areas at risk of flooding from rivers or the sea, which 

relies on direct measurements of rainfall, river levels, tide levels, in-house predictive models, rainfall radar data 
and information from the Met Office. Measurements of water levels at Hermitage Stream are taken daily to 
inform the likelihood of flooding from the Stream. If flooding is forecast, warnings are issued by the EA using a 
set of easily recognisable codes. A description of the codes is shown in appendix A. The EA operates a number of 
flood warning methods, and these are:  
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• EA Three Day Flood Risk Forecast: http://www.environment-

agency.gov.uk/homeandleisure/floods/125305.aspx  

• EA Flood Warnings in Force by Region (updated every 15 minutes): http://www.environment-

agency.gov.uk/homeandleisure/floods/31618.aspx  

• EA Flood line Warnings Direct (phone, text or email): https://fwd.environment-agency.gov.uk/app/olr/home  

http://www.environment-agency.gov.uk/homeandleisure/floods/125305.aspx
http://www.environment-agency.gov.uk/homeandleisure/floods/125305.aspx
http://www.environment-agency.gov.uk/homeandleisure/floods/31618.aspx
http://www.environment-agency.gov.uk/homeandleisure/floods/31618.aspx
https://fwd.environment-agency.gov.uk/app/olr/home
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5 Emergency Response 

5.1 Response to flood warnings 

22. Once a flood warning has been issued, the site management team must discuss matters in relation to the 

warning and decide what steps to take in response to this to ensure the adequate safety of all personnel on site. 

It is important to estimate the lead time between the EA flood warning and the time flooding may occur to 

effectively implement precautionary measures if necessary. A Flood Alert or Warning is issued through the 

government website and Floodline Warning Direct service. The site manager should regularly check if there’s a 

flood warning in the construction area and follow the official advice. If a Flood Alert or Warning is issued for the 

construction site area, the site manager should contact Floodline on 03459881188 (and provide the relevant dial 

code) to obtain further information. If a flood warning is deemed to put the construction area in danger, 

measures may be taken to close the construction area. Flood warning codes are not always used in sequence 

and a severe flood warning may be issued immediately in case of imminent danger of flooding. 

 

5.2 Site Evacuation 

• Site evacuation procedures outlined in this document will be made known to all workers on site during induction 
and in relevant RAMS.  

• In the event of emergency flooding, the site manager will initiate the emergency response, which will be made 
known to all operatives on site.  

• Muster Points will be marked on site drawings for the compounds and can be found in Appendix B.  

• Evacuation routes (Appendix B) identify the routes to follow when a flood emergency is raised. 

• Signs will be used to identify evacuation routes at each site compound location and these signs will be cleaned 
and maintained to ensure they are clearly visible. Evacuation routes must be kept clear at all times.  

• Consideration should be given to the road network around the site, especially if these are more likely to flood 
first and therefore affect evacuation time.  

• Personnel must avoid walking or driving through any flood water.  

• Turn off any gas, electricity, or water services if safe to do so.  

• Call 999 if in imminent danger.  

5.3 Flood Protection 

• Temporary flood barriers such as sandbags will be used to protect against flooding around site office locations.  

• Operatives will be designated to carry out flood protection measures and the site management team will ensure 
they have received the correct training and briefing on actions to be taken in a flooding event.  

• To protect shafts from fluvial and surface flooding, shaft walls will exceed 200mm height above ground level (or 
the flood level if higher) to prevent the ingress of water during tunnel works. 

• Evacuation routes can be found in Appendix B. 

5.4 Safe Refuge 

• Any unprecedented flooding events following breaches in defences or surface water flooding will require a safe 
refuge such that all occupants can take immediate action to keep themselves safe without relying on 
intervention from emergency services. This location must be in an area that will be unimpacted from 
unprecedented flooding events and must be accessible by all workers on site and made aware to everyone 
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during the site induction and can be found in Appendix B on the evacuation routes. These safe refuge points are 
located at the entry to each site compound which will enable the evacuation of personnel off-site and will be 
made known to all during site induction, with reference to this document.  

5.5 Reoccupation of the Site 

• Reoccupation of the site must be carried out with great care. Depending on the severity of flooding events, there 
may be a number of hazards present such as environmental issues, loss of utilities, restricted access, ground 
erosion or Softening, and other issues that may need to be rectified before any operatives can re-enter the site.  

5.6 Training & Document Control 

• All personnel on site must be made aware of this plan and briefed other procedures. This will be carried out 
during site induction and in relevant RAMS.  

• Health and Safety records will be kept of which personnel initiate evacuation procedures and key personnel 
involved in the procedures.  

• This plan will form part of the site Health and Safety file.  

• This plan will be reviewed on a yearly basis to update any procedures where necessary resulting from lessons 
learned after activation of response procedures. This will enable the procedure to be improved and updated if 
needed.  



 

April 2024 
  

 

WB-1205-02 (Rev:0) 17 
 

6 Roles of Other Bodies 

23. A response to a major flood event involves a number of organizations working together. The roles of the main 
organizations are summarised below.  

6.1 Local Authority (Havant Borough Council) 

• Work with the police, fire and rescue services and the Environment Agency to coordinate responses during 
severe flooding.  

• Provide local advice to the public about the incident and what to do.  

• Provide clean-up crews, waste removal teams and assistance.  

• Deal with road closures and disruption to social services.  

• Havant Borough Council does not supply sandbags or flood protection products directly to the public. Sandbags 
can be obtained from builder's merchants and DIY stores.  

• Havant Borough Council provide advice and guidance for preparing for a flood emergency.  

• The contractor is advised to contact Havant Borough Council if they require help or support to prepare for 
flooding.  

6.2 Environment Agency 

• Issue flood warnings.  

• Monitor water levels and flows, assessing the risk, clearing obstructions.  

• Advise the Emergency Services and local authorities.  

• Maintain and operate EA owned flood defences and advise other owners of their responsibilities.  

6.3 Police 

• Co-ordinate the emergency services in a major flood incident.  

• Save lives and protect properties.  

• Establish cordons to facilitate work of other Emergency Services in saving lives, protecting, and caring for the 
public.  

6.4 Fire Services 

• Rescue those trapped by flood waters.  

• Pump flood waters as part of the essential damage control.  

• Assist other agencies to minimise the effect of major flooding on the community.  

6.5 Reservoir Site Contractor – Future Water  

• To Advise and notify W&B in case of any unprecedented flooding events that could take place at the Reservoir 
Site.  

• Communicate any predicted possibility of flooding events occurring.  

• Future Water have produced a Construction Phase Flood Risk & Drainage Plan (HTR-FUW-ZZ-ZZ-PL-W-0550) to 
respond to flooding events on the Reservoir site. 
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Appendix A: Environment Agency Warning Codes 

Flood Alert  

  

Key Message:  
Timing:  

Actions:  
  
  

  

Flooding is possible. Be prepared.  
2 hours to 2 days in advance of flooding  
Be prepared for flooding  
Prepare a flood kit of essential items  
Monitor local water levels and flood forecasts.  
  
  

Flood Alerts are to warn people of the possibility of flooding and encourage them to be alert, stay vigilant and to make early 
preparations for flooding.  

Flood Warning  

  

Key Message:  
Timing:  

Actions:  

  
  
  
  
  
  

Flooding is expected. Immediate Action Required  
Half an hour to 1 day in advance of flooding  
Act now to protect your property  
Block doors with flood boards or sandbags and cover airbricks and other ventilation 
holes  
Move family, pets, and valuables to a safe place  
Turn off gas, electricity and water supplies if safe to do so  
Keep a flood kit ready  
Move cars, pets, food, valuables and important documents to safety  

Flood Warnings are to warn people flooding is expected and encourage them to take immediate action to protect themselves and 
their property.  

Severe Flood Warning  

  

Key Message:  
Timing:  

  

Actions:  
  

Severe flooding. Danger to life  
When flooding poses a significant threat to life and different actions are required  
Stay in a safe place with a means of escape  
Be ready should you need to evacuate from your home  
Co-operate with the emergency services  
Call 999 if you are in immediate danger.  
  
  

Severe Flood Warnings are to warn people of a significant risk to life or significant disruption to communities caused by widespread or 
prolonged flooding and encourage them to take immediate action to protect themselves and follow the advice of the emergency 
services.  

Warnings no longer in 
force  
  
(no icon)  

Key Message:  
Timing:  

Actions:  
  
  
  

No further flooding is currently expected for your area.  
When river or sea conditions begin to return to normal  
Be Careful. Flood water may still be around for several days and could be 
contaminated  
If you've been flooded, ring your insurance company as soon as possible.  
Warnings are removed to inform people that the threat has now passed.  
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Appendix B: Evacuation Routes 

Compound 3 Evacuation Route: Shaft 4 
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Compound 4 Evacuation Route: Emergency Discharge Chamber 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Compound 5 Evacuation: Shaft 5 & Purbrook Way Culvert Upgrade 
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Compound 6 Evacuation Route: Shaft 6 & Dunsbury Way Culvert Upgrade 
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Compound 7 Evacuation Route: Shaft 7  
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Compound 8 Evacuation Route: Shaft 8 & Middle Park Way Culver Upgrade 
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