ASHLAR WALL CONSTRUCTION:

« Stud Structure Assembly:

- Construct the ashlar wall using a stud structure
comprised of 100mm x 50mm head and sole
plates.

- Install vertical studs, including noggins, spaced
at 400mm intervals for structural stability.

* Insulation Integration:
- Integrate insulation between and over the
studs:
-« 100mm of 'Kingspan Thermawall TW55'
between the studs.
- 50mm of 'Gyproc Thermaline Basic' over
the studs.
- Vapour Control Layer (VCL):

- Include a Vapour Control Layer (VCL) to manage

moisture diffusion within the wall structure.
- Polished Finish Application:
- Achieve a polished finish by applying a 3mm
skim coat of finishing plaster to the exterior.
« Water-Tight Construction:
- Ensure water-tight construction at all
junctions:
- Seal internal perimeter joints with tape for
added protection.
- Seal external joints with silicone sealant to
prevent water infiltration.
- Performance Objective:

- Aim to attain a U-value of 0.28W/m*K,

emphasising the wall's thermal efficiency.

DORMER CONSTRUCTION

« Tile Hanging Setup:

- Vertically hang tiles on 25 x 38mm preservative-treated battens for a robust
exterior finish. Tiles to match existing tiles to roof.

- Ensure the provision of vertical counter battens to facilitate a vented and
drained cavity if necessary.

« Structural Foundation:

- Fix the battens to a breathable membrane and 12mm thick W.B.P external

quality plywood sheathing, adhering to approved standards.
«  Timber Frame Construction:

- Construct the framework using treated timber, including 100mm x 50mm

head and sole plates and vertical studs (with noggins) at 400mm centers.
+ Insulation Integration:

- Integrate insulation within the structure, using 90mm 'Celotex GA4000'
between studs and an additional 50mm 'Celotex GA4000' over.

- Include a vapor control layer (VCL) and apply 12.5mm plasterboard over
the internal face of insulation.

* Finishing Touch:

- Achieve a polished interior with a 3mm skim coat of finishing plaster.

- Ensure watertight construction at all junctions, sealing perimeter joints with
tape internally and silicon sealant externally.

- Additional Features:

- Dormer walls attached to existing masonry walls should incorporate
galvanized M.S. straps at 900mm intervals.

- Dormer cheeks within 1m of the boundary require external lining with
12.5mm 'Supalux' and internal lining with 12.5mm 'Gyproc FireLine' board
to achieve a half-hour fire resistance from both sides.

*  Flue Considerations:

- Any existing flues still in use may need to be raised by 900mm from the

window opening for safety and regulatory compliance.
*  Roof Slope Measurement:

- Maintain a minimum measurement of 200mm on the roof slope from the
rear external face of the dormer to the fascia board, a crucial aspect to
avoid planning application issues.

+ Performance Goal:

- Aim to achieve an impressive U-value of 0.18W/m*K for optimal thermal

efficiency.

NEW ROOF TILES

New roof tiles Marley

SMOKE DETECTION SYSTEM SPECIFICATIONS:

« Mains Operated Linked System:

- Install a mains-operated linked smoke alarm detection system.
- Standards Compliance:

- Ensure adherence to BS EN 14604 and BS 5839-6:2019 standards.
- Grade and Category Standards:

- Achieve at least a Grade D category LD3 standard for the smoke detection

system.
- Power Source:
- Ensure the system is mains-powered with battery backup for reliability.
* Placement on Each Storey:
- Install smoke alarms on each storey.
- Additional Interlinked Heat Detector:

- Include an additional interlinked heat detector at ceiling level in kitchens if
required by the Building Control Officer (BCO). May be additional charge
from installer.

- Strategic Placement:

- Site smoke alarms to cover the circulation space on all levels/storeys.

- Ensure there is a smoke alarm within 7.5m of the door to every habitable
room.

+ Ceiling-Mounted Placement:

- If ceiling-mounted, position smoke alarms 300mm from walls and light

fittings.

Extension of Existing SVP:
- Roof Space Extension:
- Extend the existing Soil Vent Pipe (SVP) into the roof space.
Termination Options:
- Terminate the extended SVP with a ‘Durgo auto-vent.'
Alternative Termination:
- If no other vent pipe is present on the drain run, extend the SVP up within
the roof slope.
Termination Height:
- Ensure the termination point is a minimum of 900mm above window
heads for proper ventilation.

NEW DORMER TILES

New roof tiles Marley Concrete
Plain Smooth Grey

Concrete Plain Smooth Grey /
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Installation of new windows |l

throughout the whole property. ===

Window Frame Colour  |[EEom

Agate Grey RAL 7038 BERERES

Existing Rear Elevation 1 : 100
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DESCRIPTION OF WORKS

MODERNISE EXISTING LOFT CONVERSION.
EXTEND EXISITNG DORMERS.

CREATE 1 ADDITIONAL ROOM.
INSTALLATION OF NEW ROOF TILES.
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