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Lightweight block inner skin
Facing brick to match existing
DPC 150mm above ground level

Depth to be 1000mm deep
depending on
ground conditions to be agreed
with BCO

50mm residual cavity

STRIP FOUNDATION 

225mm x 600mm concrete foundation
Lean mix cavity fill 225mm below DPC

Concrete mix to conform to BS
EN 206-1
and BS 8500-2

150

100

BI
G

BATH
C

C

UTILITY

STUDY

PORCH

BEDROOM 1

BEDROOM 3

EN-SUITE

EN-SUITE

BEDROOM 2

HALL

HALL

I/C

I/C

I/C

I/C

RWP

RWP

PR
ES

U
M

ED
 L

IN
E 

O
F 

EX
.

FO
U

L 
W

AS
TE

PRESUMED LINE OF EX.
FOUL WASTE

PRESUMED LINE OF EX.
FOUL WASTE

BRN
1

BRN
55

A

3567

SOAKAWAY
MIN 5000mm
FROM BACK
OF NEW
BUILD EXT.

BRN
48

440

I/C

PR
ES

U
M

ED
 L

IN
E 

O
F 

EX
.

FO
U

L 
W

AS
TE

STORE

203 UC 46 + 280 X 10mm BOTTOM PLATE

BEHIND APERTURE
SECTIONAL OVERHEAD DOOR

2647 STR. OPENING 460

STR. ENG. TO CONFIRM SIZE/DETAILS

A

55
3

11
15

890

64
03

GARAGE

23
33

No. 117

45°

KITCHEN

LOUNGE

BI
G

RWPRWP

460

CAR TURNING
PROVISION
SHOWN DOTTED

ACCESS TO
SILVERDALE
DRIVE

EX
IS

TI
N

G
FO

U
N

D
AT

IO
N

S

G.L

DETAIL 'D'

GRD. FLOOR FFL.

GRD. FLOOR FFL.

ROOF LINE

(0000)GRD. LEVEL
(-150)

BRN
43D

(+2750)

NEW FOUNDATION TO BE
TAKEN DOWN TO A SUITABLE
LOADBEARING STRATA AND
INSPECTED AND AGREED BY
THE LOCAL AUTHORITY
BUILDING CONTROL

BRN
39B

ALL DIMENSIONS TO BE CHECKED BY APPOINTED
CONTRACTOR PRIOR TO ORDERING OF ANY
MATERIALS.
ALL DIMS TO BE CHECKED PRIOR TO
COMMENCEMENT OF WORKS, ANY DISCREPANCIES
TO BE REPORTED IMMEDIATELY TO CLIENT
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WARM FLAT ROOF

125mm Celotex TA4000 insulation

47 x 220mm(x2) grade C24 joists at 400 ctrs
(see Str. engineers details for sizes)

22mm external quality plywood decking or similar
approved on sw firings to minimum 1 in 80 fall

Insulation

External quality plywood
decking

Tiling fillet

Roofing felt to BS747

Roofing tiles 

150mm min

EPDM rubber roof membrane
 to specialist suppliers details
22mm exterior grade plywood

EPDM rubber roof membrane
 to specialist suppliers details
22mm exterior grade plywood
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DENOTES ATTACHED BUILDING REGULATION NOTES
DENOTES ITEM No.

24.09.2024
VARIES:

DETAILS AND DIMENSIONS OF ALL LEVELS OF PROPOSED
PLANS TO BE CHECKED ON SITE BY APPOINTED
CONTRACTOR PRIOR TO ANY
COMMENCEMENT/ORDERING OF MATERIALS OF WORK,
ANY QUERIES, VARIATIONS OR DISCREPENCIES
DIRECTED TO CLIENT - DM DESIGNS ACCEPTS NO
RESPONSIBILITY IN ANY PART ON DRAWINGS UNLESS
OTHERWISE AGREED PRIOR.

115 SILVERDALE DRIVE,
WATERLOOVILLE,
PO7 6DU

PROPOSED ROOF PLAN
1:10011

SINGLE STOREY REAR EXTENSION

NOTE:
DRAWING:JACKSON_02A TO BE USED
IN CONJUNCTION WITH ASSOCIATED
BUILDING REGULATIONS NOTES
JACKSON/BRN.
DIRECTIONAL NORTH ARROW
SHOWN ON BLOCK & LOCATION
PLANS JACKSON/BLP.

PROPOSED ROOF SECTION15 1:20
AMENDED FOUNDATION                                                                                       B - 06.11.2024
ADDED CAR PARK TURNING PROVISION                                                           C - 10.12.2024
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