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RD BP BC DUAL PIPELINE OPTION 18/09/23

SHAFT W6

GENERAL ARRANGEMENT

03/05/24 AS SHOWN 01 OF 01 A1

APPROVED FOR DETAILED DESIGN A4

Notes:

1. ALL LEVELS ARE DEFINED IN METRES ABOVE 
ORDNANCE DATUM
2. SHAFT INTERIOR VOLUME TO BE BACKFILLED AROUND 
PIPEWORK AND MANHOLES ON COMPLETION. BACKFILL 
MATERIAL USED TO BE AGREED WITH CLIENT.
3. SHAFT WALLS ARE 1200mm ABOVE GROUND LEVEL 
DURING CONSTRUCTION. WALLS ARE CUT DOWN TO 
BELOW GROUND LEVEL IN PERMANENT STATE.
4. FINISH OF GROUND REINSTATEMENT AROUND ACCESS 
COVERS TBC.

PLAN OVERVIEW
SCALE 1 : 200
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SHAFT W6 BELOW GROUND 
LEVEL IN PERMANENT STATE

2 No. ACCESS COVERS 
AT GROUND LEVEL

PLAN
SCALE 1 : 50

DETAIL 1

SCALE 1 : 25

SECTION A-A

SCALE 1 : 50
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CONTINUATION OF FILL AND RETURN PIPES WITHIN 

TUNNELS ALONG SECTION P6 ALIGNMENTS 

(SEE HTR-WAB-PI-P6-DR-T-0001) 
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