PLUMBING SPECIFICATIONS:

- Compliance Standards:
Ensure all plumbing work adheres to 'BS EN 2056' and approved document H.
Waste Pipe Diameters:
Use 38mm diameter wastes for showers.
Utilize 32mm diameter wastes for wash hand basins.
Rodding Access Points:
Provide rodding access at changes of direction in the plumbing system.
Include deep-seal traps for effective waste management.
Connection to SVP:

Connect the plumbing run to the existing 100mm diameter UPVC Soil Vent Pipe (SVP).

Termination and Access:

- Ensure the SVP terminates a minimum of 900mm above the nearest window head.
- Include rodding access at the base of the SVP for maintenance purposes.

MECHANICAL EXTRACT VENTILATION REQUIREMENTS:
+ Ventilation System Details:
- Provide mechanical extract ventilation specifically for WC/bathroom/shower room.
« Duct the ventilation system to external air.
- Extraction Rate:
- Ensure the system is capable of extracting at a rate of not less than 15 I/sec.
- Switch Connection and Overrun:
- Connect the ventilation system to the light switch.
- Include a 15-minute overrun feature if there is no window in the room.
- Door Gap for Air Circulation:
- Provide internal doors with a 10mm gap below to facilitate air circulation.
- Compliance Guidelines:
- Ensure ventilation provision aligns with the Domestic Ventilation Compliance Guide.
- Fan Standards:
- Use intermittent extract fans conforming to BS EN 13141-4.
 Electrical Certificate Requirement:
- Commission mechanical ventilation system that can be tested and adjusted.

- Provide an electrical certificate to the Building Control Department as part of the process.
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GUTTER AND DOWNPIPE

- Guttering Specifications:
Install new 100mm diameter UPVC rainwater guttering.
Downpipe Details:
Utilise 70mm diameter downpipes.
Connection to Drainage System:
Connect the new down pipe system to the existing drainage system.

VELUX ROOF WINDOWS SPECIFICATION (if applicable):

« Glazing Details:
Utilise double glazing with a 16mm argon gap and soft low-E glass.
Energy Rating Requirement:
Ensure the Window Energy Rating is Band C or better for optimal efficiency.
Installation Guidelines:
Fit roof lights in accordance with the manufacturer's instructions.
Double up rafters to the sides for enhanced support.
Additional Components:

Include suitable flashings and other necessary components for proper installation.

Performance Objective:
Aim to achieve a U-value of 1.6W/m*K for efficient thermal insulation.

ELECTRICAL WORKS COMPLIANCE:
Regulatory Requirements:
- Ensure all electrical work adheres to the requirements of Part P (electrical safety).
-  Competent Person Scheme:

Design, install, inspect, and test electrical work through a competent person registered under a self-certification scheme.
Consider schemes such as BRE Certification Ltd, BSI, NICEIC Certification Services, or Zurich Ltd.

Issuance of Electrical Installation Certificate:

Have a person competent to do so issue an appropriate S7671 Electrical Installation Certificate for the completed electrical work.

Documentation for Council:

Provide a copy of the certificate to the Council of private building control company for documentation and regulatory purposes.
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DESCRIPTION OF WORKS

MODERNISE EXISTING LOFT CONVERSION.
EXTEND EXISITNG DORMERS.

CREATE 1 ADDITIONAL ROOM.
INSTALLATION OF NEW ROOF TILES.
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