
A
A

A
A

A
A

B

B

C
C

15
0

1500mm

PUMPING
STATION SIDE RIVER

SIDE

21
00

m
m

SR3 FENCING

20
00

m
m

EXISTING CHAIN
LINK FENCING

750MM TYP750MM TYP

15
0m

m 1500mm

PUMPING
STATION SIDE

RIVER SIDE

H
EI

G
H

T 
TB

C

STOCK
FENCING

H
EI

G
H

T 
TB

C

STOCK
FENCING

STREAM BED (INDICATIVE)

FENCING

BRIDGE
BEAM

FOOTPATH

BRIDGE CONCRETE
FOOTING

PROFILING OF BANK
LOCALLY AS REQUIRED

BRIDGE
CONCRETE

FOOTING

Contractors Drawing Number:

Description DateApv
By

Ckd
By

Drn
ByRev

Telephone: Havant (023) 9249 9888
Fax: Havant (023) 9245 3632
Website: www.portsmouthwater.co.uk
Registered Office: PO Box 8 West Street
Havant Hampshire PO9 1LG
REGISTERED IN ENGLAND No. 2536455

Scale:

Project Title:

Drawing Title:

Notes:

 Portsmouth Water Drawing Number: Rev:

Sheet Size:

Drawing Suitability: Status:

WARD & BURKE

Sheet:
A1of

P02

BEDHAMPTON TO HTR PIPELINE
 PUBLIC RIGHT OF WAY 

 DIVERSION PLAN

HAVANT THICKET RESERVOIR
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FILL PIPELINE

RETURN PIPELINE

FARLINGTON CONNECTION PIPELINE

PUBLIC RIGHT OF WAY CLOSURE

CAT. A TREE

CAT. B TREE

CAT. U TREE

CAT. C TREE

ROOT PROTECTION
AREA (RPA)

PROTECTIVE FENCE

TREE GROUP/
HEDGE REMOVAL

TREE REMOVAL

Date

STOCK FENCING ON SECTION
WEST OF OUTLET CHANNEL

REJOIN WITH EXISTING
 PUBLIC RIGHT OF WAY

SR3 FENCING ON NORTH SIDE OF PUBLIC
RIGHT OF WAY. EXISTING FENCE ON
SOUTHERN BOUNDARY TO BE RETAINED.

BEDHAMPTON 2 PUMPING STATION
(EXISTING BUILDING WITH NEW INTERNAL

AND EXTERNAL MODIFICATIONS)

NEW FOOTBRIDGE ACROSS OUTLET CHANNEL
FROM BEDHAMPTON 2. SEE INDICATIVE VIEWS.

PERMANENT
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ACCESS ROADWAY
WIDENING

VALVE SLAB

PUBLIC RIGHT OF WAY TO
BE PERMANENTLY
DIVERTED ALONG STREAM
AROUND WESTERN EDGE
OF BEDHAMPTON 2 SITE

CRANE PAD (FOR
SERVICING VALVE SLAB)

SECTION OF HEDGE
 TO BE REMOVED

PUBLIC RIGHT OF WAY TO
BE ABANDONED.
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EXISTING FENCE ALONG EASTERN BOUNDARY TO BE RETAINED
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SCALE 1:20
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CANOPY COVER. NO STEMS OR
VEGETATION ON NORTH SIDE
OF EXISTING FENCELINE

PROPOSED PROW DIVERSION

"NO-DIG" CONSTRUCTION METHOD AREA
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