MCDHW in accordance with BS EN 13108-4

45mm HRA 30/14 F Surf to Clause 943
( 40/60 PSV= AAV =16

—————— 65mm AC 20 dense bin 40/60 PEN
to BS EN 13108-1

—=————————— 160mm AC 32 dense base 100/150
to BS EN 13108-1

———— 330mm (based on 5% CBR, Refer to table below) - Type 1granular
sub base material to Clause 803 Table 8/2 MCHW1Series 800.
Contractor to undertake CBR testing and confirm to RW Engineer

Capping Option Sub-base Only Option
CER Capping Thickness | Sub-base Thickness | Sub-base Thickness
15% 150mm 150mm 225mm
10% 170mm 180mm 250mm
8% 190mm 200mm 270mm
5% 210mm 240mm 330mm
ADOPTABLE CARRIAGEWAY 4% 230mm 270mm 360mm
3% 240mm 320mm 420mm
Scale 1:10 2.5% 250mm 350mm 450mm
<2.5% Detailed design required. Site Inspector approval should be sought

Table 9.4 - Capping Requirement Table from Central Bedfordshire

Highway Construction Standards & Specifications Guidance

Double row of stretcher

30 dense asphalt concrete surface course AC10.
Dense surf 100/150 to BS EN 13108-1 and PD6691

—=——————————— 60mm thick, AC20 Dense Bin 100/150

to BSEN 13108 and PD6691.
Construction areas to be increased to 80mm thick.

~———— 325 mm DoT Type 1 to clause 803 Table 8/2 MCHW1 Series 800
and/or clean crushed demo Brick & Concrete to Type 1 grading.
Based on 2% CBR - Refer to table 1 for depths.

LIGHT AC PRIVATE PARKING

BAY CONSTRUCTION
Scale 1:10

course parallel to kerb
& around ironwork

20 dense asphalt concrete surface course AC6.
Dense surf 100/150 to BS EN 13108-1. Min PSV to
be 45 for footways and 55 for cycleways/ shared
use unless stated otherwise.

ADOPTABLE FOOTWAY

Scale 1:10

80mm thick, block pavers to BS6717 of Class markings
W2, A2 and S3 (weathering, abrasion and slip/skid clases)
laid in in 45° Herringbone Pattern

/

S

—~————————— 50mm Ex situ cold recycled bound

20 dense asphalt concrete surface course AC6.
Dense surf 100/150 to BS EN 13108-1. Min PSV to
be 45 for footways and 55 for cycleways/ shared
use unless stated otherwise.

material (CRBM) QVE, B4 to CL.

948, with reference to BS 9228.

100mm sub-base complying with CL. 803,

CL. 807, CL. 821 or CL. 822.
CBGM shall be C5/6 to CL. 821 or CL. 822,

with reference to BS 9227.

Double row of stretcher
course parallel to kerb
& around ironwork

Scale 1:10

60mm thick, block pavers to BS6717 of Class markings
W2, A2 and S3 (weathering, abrasion and slip/skid clases)
laid in in 45° Herringbone Pattern

Y,

- 30-50mm Sharp sand to BS 7533-3 Category Il of Annex D.

\ 80mm thick, AC20 Dense Bin 100/150

to BSEN 13108 and PD6691.

—~———————— 50mm Ex situ cold recycled bound

AN

ADOPTABLE FOOTWAY CROSSOVER

material (CRBM) QVE, B4 to CL.
948, with reference to BS 9228.

150mm sub-base complying with CL. 803,
CL. 807, CL. 821 or CL. 822.

CBGM shall be C5/6 to CL. 821 or CL. 822,
with reference to BS 9227.

- 30-50mm Sharp sand to BS 7533-3 Category Il of Annex D.

—~—————— 325 mm DoT Type 1 to clause 803 Table 8/2 MCHW1 Series 800
and/or clean crushed demo Brick & Concrete to Type 1 grading.
Based on 2% CBR - Refer to table 1 for depths.

MEDIUM BLOCK PAVED PRIVATE

ROAD CONSTRUCTION

(infrequent commercial vehicles)

—~————————— 325 mm DoT Type 1 to clause 803 Table 8/2 MCHW1 Series 800
and/or clean crushed demo Brick & Concrete to Type 1 grading.
Based on 2% CBR - Refer to table 1 for depths.

LIGHT BLOCK PAVED PRIVATE

DRIVE / ROAD CONSTRUCTION

(cars and light vehicles)

\ 80mm thick, AC20 Dense Bin 100/150

to BSEN 13108 and PD6691.

AC 20 dense bin 40/60 PEN to BS EN 13108-1

—~=———— AC 32 dense base 100/150 to BS EN 13108-1

- Type 1granular sub base material to Clause 803 Table

8/2 MCHW1Series 800. contractor to undertake CBR
testing and confirm to RW Engineer

Scale 1:10 Scale 1:10
Footpath width varies
0.8m-1.2m 125mm x 255mm deep half
see plans
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TYPICAL TACTILE PAVING :
Mix ST4 Concrete
S ECTI ON Mix ST4 Concrete
Scale 1:20 BRIDLEWAY CROSSING RAISED TABLE
Scale 1:10
Upstands *
125mm x 255mm HB2 PCC 25mm at vehicle crossovers
Hydraulically pressed half 15mm at parallel parking bays
battered kerb to BS EN 125mm x 150mm BN PCC 0-6mm upstand at pedestrian crossings
150mm | 125mm c 1340:2003. 125mm upstand Hydraulically pressed
E bullnosed kerb to BS EN
/ =] 1340;2003 125mm | 150mm 125mm | 150mm
Dimension between top of kerb ——==— *
and top of concrete backing (to %
be varied as required to suit | —- Dimension between top of kerb — Dimension between top of kerb 50mm 50mm x 150mm EF PCC
footway construction type) 50mm and top of concrete backing (to and top of concrete backing (to E Hydraulically pressed Edging to
be varied as requi.red to suit be varied as requilred to suit 2 BS EN 1340:2003
N footway construction type) footway construction type)
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TYPICAL HB2 KERB DETAIL
Scale 1:10

TYPICAL DROPPED KERB DETAIL

Scale 1:10

CS2 FLUSH KERB DETAIL

Scale 1:10

TYPICAL EDGING KERB DETAIL
Scale 1:10
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( DO NOT SCALE OFF THIS DRAWING

GENERAL NOTES:

1. All dimensions to be checked on site. All details and dimensions relating to
sub-Contractors work must be checked and agreed between the sub-Contractor or supplier
and the general Contractor.

2. This drawing is to be read in conjunction with all relevant Architect's and Engineer's
drawings and specification.

3. The main Contractor is responsible for ensuring the stability of the structure whilst the
works are in progress.

4. Any information given regarding existing underground services is given in good faith
after consultation with the relevant authority. No liability is accepted by the Consultant and
the main Contractor is responsible for obtaining and checking all information and taking
due care and attention whilst undertaking the works.

CDM 2015 RESIDUAL RISKS

1. All areas of live traffic and pedestrian movements shall be subject to appropriate traffic
management barriers and signs.

2. Access points onto live public highway.

3. Unauthorised access to the site must be prevented at all times

4. Existing road drainage to be maintained.

5. Be aware of possible live drainage flows and foul effluent during construction.

The Contractor shall assess and implement a safe working system and equipment (PPE)
as necessary.

The above residual risks are for non-standard hazards. It is assumed that a

competent contractor familiar with the construction of this type of work will be

appointed who will be aware of the standard hazards.

ALL ADOPTABLE HIGHWAY WORKS
ARE TO BE CARRIED IN
ACCORDANCE WITH HAMPSHIRE
COUNTY COUNCIL GUIDANCE,
SPECIFICATIONS AND DETAILS
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