
Indicative finished levels

Fall of surfacing

Fall of sub-base

Impermeable asphalt footpaths

Site won crushed fill with gravel
finish

Brett Pave Alpha Flow or equal
permeable block paving - 60mm
on sub-base crates - tanked
attenuation (No HGV)

Permeable asphalt tanked
attenuation (No HGV)

200mm thk Reinforced concrete
roadway - HGV access

Impermeable asphalt trafficked
areas (No HGV)

150mm thk reinforced concrete
bin slab
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Unit 5
FFL: 5.75

Unit 4
FFL: 5.75

Unit 3
FFL: 5.45

Unit 2
FFL: 5.45

Unit 1
FFL: 5.45

Unit 6
FFL: 5.80

Unit 7
FFL: 5.80

Existing Office
FFL: 5.16

Precast concrete flat
channels between block
paving bays and tarmac

Precast concrete flat
channels between block
paving bays and tarmac

Total Site 2724.7m²

KERB ABBREVIATIONS

125 x 255 PC Half battered kerb

125 x 255 PC bull nosed kerb

PC dropping kerb

50 x 150 type EF PC edging kerb flat top

125 x 150 PC bull nosed kerb deliniation

PC bull nosed to half battered transition kerb

125 x 150 PC flat channel flush kerb
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DRAWINGS 13505-101 & 102

P1 4/11/24 Issued for Approval CJB CB

P3 6/11/24 PV7 resized CJB CB
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